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Agriculture Forestry

These high-quality cylinders reinforce our "Leak-Free" Quality Satisfaction Guaranteed standard that you have come to know and 
trust from Pressure Connections. The Legend Series compliments our Hose & Hose Fittings, Hose Assemblies, and Adapter Product 
lines so you can have the same confidence that you have experienced all along with us.

LLTC-3018-FB-90-BLK

Part No. Breakdown
• 1: Cylinder Product Line
• 2: Cylinder Brand “Legend”
• 3: Body Type - Tie-Rod vs. Welded
• 4: Mounting Method: Clevis, Crosstube, Trunion
• 5: Bore - 3.0”
• 6: Stroke - 18”
• 7: Port: Female O-Ring Boss vs. NPTF Female Pipe
• 8: Port Position - 0° (Standard-Not Called Out), 90°
• 9:  Color - Black (Standard-Not Called Out)
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Welded Cylinders

All Seals: Manufactured to U.S. specification
Ports: SAE (NPTF port available) 100% hydro-pressure test
Rod Surface Treatment: Superior quality chrome plated 
Standard: B type piston (optional: A type piston) 
Apply LOCTITE® to rod end thread

* Loctitite® Registered Trademark of the Henkel Corp., U.S.A.

Tie-Rod Cyinders

Tube: Honed cold drawn tube
Rod: High tensile ground & polished hard chrome plated rod
Piston: High tensile steel
Base End: Ductile iron clevis end mount
Rod End: Screw-on ductile iron clevis item
Piston Seals: High quality compact seals for excellent performance
Rod Seals: Standard polyurethane rod seal with inner O-ring, 
                 POM-C wear rings with rod wiper 
Pressure: 3,000 PSI

Bore A* B C* E G H I J M P Q R* S T V W
2 10.25 0.189 3/8" NPTF(SAE 6#) 2.5 2.5 1.125 1.125 2.125 1.625 10 1.125"-12 UNF 1 2 2 2.835 2.835

2.5 10.25 0.189 3/8" NPTF(SAE 6#) 2.5 2.5 1.125 1.125 2.125 1.625 10 1.125"-12 UNF 1 2 2 3.15 3.15
3 10.25 0.189 1/2" NPTF(SAE 8#) 2.5 2.625 1.125 1.125 2.125 1.625 12 1.250"-12 UNF 1 2 2.25 3.8 3.8

3.5 10.25 0.218 1/2" NPTF(SAE 8#) 2.5 2.625 1.125 1.125 2.125 1.625 14 1.250"-12 UNF 1 2.25 2.25 4.25 4.25
4 10.25 0.244 1/2" NPTF(SAE 8#) 2.625 2.625 1.125 1.125 2.125 1.625 16 1.250"-12 UNF 1 2.25 2.25 4.92 4.92
5 10.25 0.311 1/2" NPTF(SAE 8#) 3.465 2.75 1.375 1.25 2.185 2.31 20 1.500"-12 UNF 1 3 2.5 5.985 5.985

BORE A B(PIN DIAM) E L G PORT* ROD*
2 10.25 1 1.125 2.125 2.125 SAE 6# 1.25

2.5 10.25 1 1.125 2.125 2.125 SAE 8# 1.5
3 10.25 1 1.125 2.125 2.125 SAE 8# 1.5

3.5 10.25 1.00/1.25 1.125 2.375 2 SAE 8# 1.75
4 10.25 1.00/1.50 1.625 3.125 1.75 SAE 8# 2
5 15.75 1.75/2.00 2.125 4.125 3.5 SAE 8# 2.5

A* : 12.50" for 8" stroke ASAE Cylinders and 15.50" for 16" 
ASAE cylinders

PORT* : SAE port is standard


