
Hydraulic Cylinders   LEGEND+ Series

Features
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Truck & Trailer

ConstructionAgriculture

Forestry

Waste & Refuse

Material Handling

The proven quality of our Legend+™ hydraulic cylinders will only strengthen our reputation as your A+ 
vendor.  These high-quality cylinders reinforce our "Leak-Free" Quality Satisfaction Guaranteed. The 
Legend+™ Series comes with a two year guarantee standard. 

     • Male Clevis     • Female Clevis   

     • Spherical Bering    • Foot Mount  

     • Trunion     • Flange

     • Intermdiate Trunion    • Custom Options Available

Wide Product Range

 • Single Acting  • Double Acting  • Tie-Rod  

 • Telescopic  • Welded  • Double Rod End  

 • Black Standard  • Custom Options Available

LPTC-3018-FB-90

Part No. Breakdown • 1: L=Cylinder Products
• 2: Cylinder Brand (L) Legend™ or (P) Legend Plus™
• 3: Body Type - (T) Tie-Rod, (W) Welded
• 4: Mounting: (C) Clevis vs. (X) Crosstube vs. (T) Trunnion
• 5: Bore - 3.0”
• 6: Stroke - 18”
• 7: Port: (FB) Female O-Ring Boss vs. (FP) NPTF Female Pipe
• 8: Port Position - 0° (not called out), 90°,180°, and 270°

1 2 3 4 5 6 7 8

ApplicationsMountings
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Welded Cylinders

Hydraulic Cylinders   LEGEND+ Series

BORE A B(PIN DIAM) E L G PORT* ROD*
2 10.25 1 1.125 2.125 2.125 SAE 8# 1.25

2.5 10.25 1 1.125 2.125 2.125 SAE 8# 1.5
3 10.25 1 1.125 2.125 2.125 SAE 8# 1.5

3.5 10.25 1.00/1.25 1.125 2.385 2.125 SAE 8# 1.75
4 10.25 1.00/1.25 1.125 3.125 2.125 SAE 8# 2
5 12.25 1.00/1.25/1.5 1.125 4.125 2.125 SAE 8# 2.5

 Pin Clip High Tensile Zinc-plated Steel
 Pin High Tensile Zinc-plated Steel
 Rod End Clevis Cold Bended High Tensile Steel Plate
 Gland Ductile Iron Astm A536 65-45-12
 Rod High Tensile Sae C 1045, Ground & Polished 

Hard Chrome Plated Rod
 Tube Weldment High Tensile Cold Drawn Tube, Precision Honed 
 Port Plug Plastic
 Base End High Tensile Hot Rolled Steel Plate
 Piston Nut Grade 8, High Tensile Zinc-plated Nyloc Nut
Piston Ductile Iron Astm A536 65-45-12
Wiper Polyurethane Wiper
Rod Seal Polyurethane U-cup
Tube Seal O-ring(1)+back Up Ring(1)
Piston Od Seal          Hythane 181 + Nitrile Energiser (Sq C.Section)
Piston Od Seal          33% Glass Reinforced Nylon 66 (Wear Ring)
Piston Id Seal            O-ring(1)+back Up Ring(1)

Bore A* B C* E G H I J M P Q R* S T V
2 10.25 0.188 — SAE #8 — 2.5 2.5 1.165 1.165 2.125 2.06 M10 1.125"-12 UNF 1 2 2 3.3

2.5 10.25 0.188 — SAE #8 — 2.5 2.5 1.165 1.165 2.125 2.06 M10 1.125"-12 UNF 1 2 2 3.3
3 10.25 0.188 — SAE #8 — 2.5 2.72 1.165 1.165 2.125 2 M12 1.250"-12 UNF 1 2 2.25 3.48

3.5 10.25 0.188 — SAE #8 — 2.716 2.72 1.28 1.165 2.125 2 M14 1.250"-12 UNF 1 2.25 2.25 3.48
4 10.25 0.25 — SAE #8 — 2.874 2.72 1.28 1.165 2.125 2 M16 1.250"-12 UNF 1 2.5 2.25 3.48
5 12.25 0.25 — SAE #8 — 2.875 2.953 1.3 1.2 2.125 2.12 M20 1.500"-12 UNF 1 2.8 2.8 3.72

Tie-Rod Cyinders
Pin Clip  High Tensile Zincplated Steel
Pin High Tensile Zincplated Steel
Port Plug  Plastic
Piston Nut Nyloc Nut,grade 8, High Tensile Zincplated
Tie Rod  Astm 4140, High Tensile, Rolled Threads
Tube  High Tensile Cold Drawn Tube, Precision Honed
Rod High Tensile SAE C1045, Hard Chrome Plated Rod
Tie Rod Nut Ductile Iron ASTM A536 654512
Female Rod Clevis Ductile Iron ASTM A536 654512
Clevis Clamp Bolt Grade 10.9
Clevis Clamp Nut  Grade 10
Gland  Ductile Iron ASTM A536 654512
Piston  Ductile Iron ASTM A536 654512
Port Plug (Sealed)  Steel W/teflon Tape
Cap Ductile Iron ASTM A536 654512
Wiper Polyurethane
Rod Seal   Std Polypak With B Lip Design
Tube Seal   O-ring + Back Up Ring
Piston Id Seal O-ring
Piston Od Seal Hythane 181 + Nitrile Energiser
Piston Wear Ring Glass reinforced Nylon 66




