
Pressure Connections Reserves the Right to Update Information Without Notice
34

Brass Flow Control Valves

FCV-1169SN-OUT
PTC x SFX (MPX) 90° - Flow OUT - Nickel Plated Brass

Part No. Push-To-Connect SFX (MPX) Pressure Length Height Assembly MPX Hex

FCV-1169SN-OUT-02-00 1/8” Tube 10-32 unf 250 PSI 0.75 0.95 0.16 0.32

FCV-1169SN-OUT-02-02 1/8” Tube 1/8 - 27 250 PSI 0.83 1.18 0.22 0.55

FCV-1169SN-OUT-25-00 5/32” Tube 10-32 unf 250 PSI 0.75 0.95 0.16 0.32

FCV-1169SN-OUT-25-02 5/32” Tube 1/8 - 27 250 PSI 0.83 1.18 0.22 0.55

FCV-1169SN-OUT-04-02 1/4” Tube 1/8 - 27 250 PSI 0.87 1.18 0.22 0.55

FCV-1169SN-OUT-04-04 1/4” Tube 1/4 - 18 250 PSI 0.98 1.42 0.28 0.67

FCV-1169SN-OUT-06-04 3/8” Tube 1/4 - 18 250 PSI 1.18 1.61 0.30 0.79

FCV-1169SN-OUT-06-06 3/8” Tube 3/8 - 18 250 PSI 1.18 1.61 0.30 0.79

FCV-1169SN-OUT-08-06 1/2” Tube 3/8 - 18 250 PSI 1.28 1.61 0.30 0.79

FCV-1169SN-OUT-08-08 1/2” Tube 1/2 - 14 250 PSI 1.38 1.85 0.35 0.95

FCV-1169SN-IN
PTC x SFX (MPX) 90° - Flow IN - Nickel Plated Brass

Part No. Push-To-Connect SFX (MPX) Pressure Length Height Assembly MPX Hex

FCV-1169SN-IN-02-00 1/8” Tube 10-32 unf 250 PSI 0.75 0.95 0.16 0.32

FCV-1169SN-IN-02-02 1/8” Tube 1/8 - 27 250 PSI 0.83 1.18 0.22 0.55

FCV-1169SN-IN-25-00 5/32” Tube 10-32 unf 250 PSI 0.75 0.95 0.16 0.32

FCV-1169SN-IN-25-02 5/32” Tube 1/8 - 27 250 PSI 0.83 1.18 0.22 0.55

FCV-1169SN-IN-04-02 1/4” Tube 1/8 - 27 250 PSI 0.87 1.18 0.22 0.55

FCV-1169SN-IN-04-04 1/4” Tube 1/4 - 18 250 PSI 0.98 1.42 0.28 0.67

FCV-1169SN-IN-06-04 3/8” Tube 1/4 - 18 250 PSI 1.18 1.61 0.30 0.79

FCV-1169SN-IN-06-06 3/8” Tube 3/8 - 18 250 PSI 1.18 1.61 0.30 0.79

FCV-1169SN-IN-08-06 1/2” Tube 3/8 - 18 250 PSI 1.28 1.61 0.30 0.79

FCV-1169SN-IN-08-08 1/2” Tube 1/2 - 14 250 PSI 1.38 1.85 0.35 0.95

FCV-1169SN-BI
PTC x SFX (MPX) 90° - BI-Flow - Nickel Plated Brass

Part No. Push-To-Connect SFX (MPX) Pressure Length Height Assembly MPX Hex

FCV-1169SN-BI-02-00 1/8” Tube 10-32 unf 250 PSI 0.75 0.95 0.16 0.32

FCV-1169SN-BI-02-02 1/8” Tube 1/8 - 27 250 PSI 0.83 1.18 0.22 0.55

FCV-1169SN-BI-25-00 5/32” Tube 10-32 unf 250 PSI 0.75 0.95 0.16 0.32

FCV-1169SN-BI-25-02 5/32” Tube 1/8 - 27 250 PSI 0.83 1.18 0.22 0.55

FCV-1169SN-BI-04-02 1/4” Tube 1/8 - 27 250 PSI 0.87 1.18 0.22 0.55

FCV-1169SN-BI-04-04 1/4” Tube 1/4 - 18 250 PSI 0.98 1.42 0.28 0.67

FCV-1169SN-BI-06-04 3/8” Tube 1/4 - 18 250 PSI 1.18 1.61 0.30 0.79

FCV-1169SN-BI-06-06 3/8” Tube 3/8 - 18 250 PSI 1.18 1.61 0.30 0.79

FCV-1169SN-BI-08-06 1/2” Tube 3/8 - 18 250 PSI 1.28 1.61 0.30 0.79

FCV-1169SN-BI-08-08 1/2” Tube 1/2 - 14 250 PSI 1.38 1.85 0.35 0.95


