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1804  Flanges

Part No.
Tube 
O.D.

1
Male JIC

2
Code 62 Flange Head

M
Length

N
Length

X
Diameter

Y
Flats

Operating
Pressure

1804-08-08-4 # 1/2 3/4 - 16 1/2 1.720 2.14 1.250 7/8 5,000

1804-12-12-4 3/4 1 1/16 - 12 3/4 1.760 2.13 1.625 1 1/16 5,000

1804-12-16-4 3/4 1 1/16 - 12 1” 1.790 2.39 1.875 1 5/16 5,000

1804-16-12-4 # 1” 1 5/16 - 12 3/4 1.790 2.13 1.625 1 5/16 5,000

1804-16-16-4 1” 1 5/16 - 12 1” 2.110 2.39 1.875 1 5/16 5,000

1804-16-20-4 1” 1 5/16 - 12 1.25 2.060 2.760 2.125 1 5/16 4,000

1804-20-16-4 # 1 1/4 1 5/8 - 12 1” 2.080 2.35 1.875 1 5/8 5,000

1804-20-20-4 1 1/4 1 5/8 - 12 1.25 2.080 2.75 2.125 1 5/8 4,000

1804-20-24-4 # 1 1/4 1 5/8 - 12 1.5 2.310 3.23 2.500 1 5/8 4,000

1804-24-20-4 # 1 1/2 1 7/8 - 12 1.25 2.270 2.76 2.125 1 7/8 4,000

1804-24-24-4 # 1 1/2 1 7/8 - 12 1.5 2.310 3.25 2.500 1 7/8 3,000

1804-24-32-4 # 1 1/2 1 7/8 - 12 2” 3.060 4.25 3.125 2 1/2 3,000

1804-32-24-4 # 2” 2 1/2 - 12 1.5 3.060 4.25 2.500 2 1/2 3,000

1804-32-32-4 2” 2 1/2 - 12 2” 3.060 4.25 3.125 2 1/2 3,000

Reference
Aeroquip FF5540

Parker Hose 6NH3
Parker Tube XEQ2
Weatherhead 690

SAE J518

Code 62 - MJ Split Flange Elbow
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Split Flanges (62SF) and Kits (62SF-KIT) are on page 50. 4:1 Safety Factor
“#“ Minimum Order Quantity May Apply.


