
B-102  |  954 Series Fittings

954 Series Fittings
Use With 1SN, 2SN, R16-2SC, R17, Pressure Wash, Jack Hose, and R4 Hoses

Braided Hose Fittings

Download Crimp Specs at www.PressureConnections.com

95461
Male O-Ring Boss Swivel

Part No.
1 - Hose Size 2 - Male ORB

(in)

A - Length B - Cut-Off Allow. H - Body Hex

(in) (mm) (in) (mm) (in) (mm) (in) (mm)

954610406 1/4 6,4 9/16 - 18 2.41 61,2 1.58 40,1 7/8 22,1

954610606 3/8 9,5 9/16 - 18 2.65 67,3 1.66 42,2 7/8 22,1

954610608 3/8 9,5 3/4 - 16 2.5 63,5 1.51 38,3 7/8 22,1

954610808 1/2 12,7 3/4 - 16 2.58 65,5 3.08 78,2 7/8 22,1

954610810 1/2 12,7 7/8 - 14 2.74 69,6 1.74 44,2 1 1/16 26,9

954611212 3/4 19,1 1 1/16 - 12 3.32 84,3 2.09 53,1 1 3/8 34,9

95464
Male O-Ring Boss Swivel 90°

Part No.
1 - Hose Size 2 - Male ORB

(in)

A - Length B - Cut-Off Allow. E - Drop Length

(in) (mm) (in) (mm) (in) (mm) (in) (mm)

954640406 1/4 6,4 9/16 - 18 1.78 45,2 0.81 20,6 1.78 45,2

954640606 3/8 9,5 9/16 - 18 1.84 46,7 0.85 21,5 1.78 45,2

954640808 1/2 12,7 3/4 - 16 1.95 49,5 0.95 24,2 1.69 42,9

954640810 3/4 19,1 7/8 - 14 2.02 51,3 1.08 27,4 1.88 47,8

954641010 5/8 15,9 7/8 - 14 2.18 55,4 1.08 27,5 1.88 47,8

954641212 3/4 19,1 1 1/16 - 12 2.4 61,0 1.07 27,3 1.23 31,2
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