
B-86  |  C2 Series Fittings

C2 Series Fittings
Use With 1SN, 2SN, R16-2SC, R17, Pressure Wash, Jack Hose, and R4 Hoses

Braided Hose Fittings

Download Crimp Specs at www.PressureConnections.com

C29290
O-Ring Metric Female 24° Cone Swivel HT 90°
Ref. Parker 11C43

Part No.
1 - Hose ID 2 - Metric Female Sw.

(mm)

Tube Size E - Drop Length W- Nut Hex

(in) (mm) (in) (mm) (in) (mm) (in) (mm)

C29290-04-18 1/4 6,4 M18 x 1.5 0.39 10,0 1.50 38,1 7/8 22,2

C29290-06-20 3/8 9,5 M20 x 1.5 0.47 12,0 1.95 49,5 1” 25,4

C29290-06-22 3/8 9,5 M22 x 1.5 0.55 14,0 2.07 52,6 1-1/16 27,0

C29290-08-24 1/2 12,7 M24 x 1.5 0.63 16,0 2.05 52,1 1-1/8 28,6

C29290-10-30 5/8 15,9 M30 x 2.0 0.79 20,0 2.38 60,5 1-1/2 38,1

C2C200
Hose Splicer

Part No.
1 - Hose ID 2 - Hose ID

(in) (mm) (in) (mm)

C2C200-04-04 1/4 6,4 1/4 6,4

C2C200-06-06 3/8 9,5 3/8 9,5

C2C200-08-08 1/2 12,7 1/2 12,7

C2C200-12-12 3/4 19,1 3/4 19,1

C2C200-16-16 1” 25,4 1” 25,4
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