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FS-2700  O-Ring Face Seal Fittings

Part No.
Tube 
O.D.

1
Male OFS

2
Bulkhead Male OFS

C
Hex

I
Assembled

L
Length

Ø W
Diameter

Operating
Pressure

FS-2700-04-04 1/4 9/16 - 18 9/16 - 18 13/16 1.24 1.90 0.56 9,200

FS-2700-06-06 3/8 11/16 - 16 11/16 - 16 1” 1.34 2.09 0.69 9,200

FS-2700-08-08 1/2 13/16 - 16 13/16 - 16 1 1/8 1.44 2.30 0.81 9,200

FS-2700-10-10 5/8 1 - 14 1 - 14 1 5/16 1.60 2.62 1.00 6,000

FS-2700-12-12 3/4 1 3/16 - 12 1 3/16 - 12 1 1/2 1.64 2.72 1.19 6,000

FS-2700-16-16 1” 1 7/16 - 12 1 7/16 - 12 1 3/4 1.66 2.76 1.44 6,000

FS-2700-20-20 1 1/4 1 11/16 - 12 1 11/16 - 12 2” 1.66 2.76 1.69 6,000

FS-2700-24-24 # 1 1/2 2 - 12 2 - 12 2 3/8 1.66 2.76 2.00 5,000

Reference
Aeroquip FF1994T0404

Parker Tube WLO
Weatherhead 4325

SAE 520601

OFS Bulkhead Union

For an OFS Locknut (FS-306) assembled on the body, just add suffix “LN” to the series number (example: FS-2700LN). 4:1 Safety Factor
“#“ Minimum Order Quantity May Apply.


