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6401  O-Ring Boss Fittings

Part No.
Tube 
O.D.

1
Male ORB

2
Male NPTF

C
Hex

L
Length

Operating
Pressure

6401-04-02 7/16 - 20 1/8 - 27 9/16 1.04 6,000

6401-04-04 7/16 - 20 1/4 - 18 9/16 1.24 6,000

6401-05-02 # 1/2 - 20 1/8 - 27 5/8 1.02 6,000

6401-05-04 1/2 - 20 1/4 - 18 5/8 1.20 6,000

6401-06-02 # 9/16 - 18 1/8 - 27 11/16 1.04 6,000

6401-06-04 9/16 - 18 1/4 - 18 11/16 1.28 6,000

6401-06-06 9/16 - 18 3/8 - 18 3/4 1.22 6,000

6401-06-08 9/16 - 18 1/2 - 14 7/8 1.53 6,000

6401-08-04 3/4 - 16 1/4 - 18 7/8 1.38 6,000

6401-08-06 3/4 - 16 3/8 - 18 7/8 1.36 6,000

6401-08-08 3/4 - 16 1/2 - 14 7/8 1.56 6,000

6401-08-12 3/4 - 16 3/4 - 14 1 1/8 1.78 5,500

6401-10-06 7/8 - 14 3/8 - 18 1” 1.46 6,000

6401-10-08 7/8 - 14 1/2 - 14 1” 1.56 6,000

6401-10-12 7/8 - 14 3/4 - 14 1 1/8 1.64 5,000

6401-12-06 1 1/16 - 12 3/8 - 18 1 1/8 1.55 5,000

6401-12-08 # 1 1/16 - 12 1/2 - 14 1 1/4 1.84 5,000

6401-12-12 1 1/16 - 12 3/4 - 14 1 1/4 1.73 5,000

6401-12-16 1 1/16 - 12 1 - 11 1/2 1 3/8 2.02 4,500

6401-14-12 # 1 3/16 - 12 3/4 - 14 1 1/4 1.73 4,500

6401-16-12 1 5/16 - 12 3/4 - 14 1 1/2 1.95 4,500

6401-16-16 1 5/16 - 12 1 - 11 1/2 1 1/2 2.05 4,500

6401-20-20 1 5/8 - 12 1 1/4 - 11 1/2 1 7/8 2.18 3,000

6401-24-16 # 1 7/8 - 12 1 - 11 1/2 2 1/8 2.20 3,000

6401-24-24 1 7/8 - 12 1 1/2 - 11 1/2 2 1/8 2.28 2,000

6401-32-32 2 1/2 - 12 2 - 11 1/2 2 3/4 2.26 2,000

Reference
Parker Tube F5OF

Weatherhead C3249
SAE J514

Male O-Ring Boss x Male Pipe

4:1 Safety Factor

    

Available in 316 Stainless Steel
“#“ Minimum Order Quantity May Apply.


