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Steel Check Valves

• 5 and 65 PSI Cracking Pressures
• For Hydraulic Applications
• Arrow Indicates One-Way Flow
• Black Phosphate Plated Steel
• Spring Loaded Check

• Closing Spring C72 Material
• Metal-To-Metal Seat –
    Avoids High Flow Seal Extrusion
• Hardened Sealing Piston
• Alternate Use Pressure Sequence Valve

• O-Ring Boss Threads
• Other Crack Pressures Available
• Temperature
    –4° to +248° F (–20° to +120° C)

Features:

CV-51010-5
FB x FB - 5 PSI Crack - Steel

Part No. Female ORB Female ORB Pressure  Length  Hex

CV-51010-04-5 7/16 - 20 7/16 - 20 5,075 PSI 2.36 0.75

CV-51010-06-5 9/16 - 18 9/16 - 18 5,075 PSI 2.76 0.94

CV-51010-08-5 3/4 - 16 3/4 - 16 4,350 PSI 3.03 1.18

CV-51010-12-5 1 1/16 - 12 1 1/16 - 12 4,350 PSI 3.54 1.42

CV-51010-16-5 1 5/16 - 12 1 5/16 - 12 4,350 PSI 4.17 1.77

CV-51010-20-5 1 5/8 - 12 1 5/8 - 12 3,625 PSI 4.92 2.17

CV-51010-24-5 1 7/8 - 12 1 7/8 - 12 3,625 PSI 5.51 2.56

CV-51010-32-5 2 1/2 - 12 2 1/2 - 12 2,175 PSI 6.30 2.95

Steel - High Pressure

CV-51010-65
FB x FB - 65 PSI Crack - Steel

Part No. Female ORB Female ORB Pressure  Length  Hex

CV-51010-04-65 7/16 - 20 7/16 - 20 5,075 PSI 2.36 0.75

CV-51010-06-65 9/16 - 18 9/16 - 18 5,075 PSI 2.76 0.94

CV-51010-08-65 3/4 - 16 3/4 - 16 4,350 PSI 3.03 1.18

CV-51010-12-65 1 1/16 - 12 1 1/16 - 12 4,350 PSI 3.54 1.42

CV-51010-16-65 1 5/16 - 12 1 5/16 - 12 4,350 PSI 4.17 1.77

CV-51010-20-65 1 5/8 - 12 1 5/8 - 12 3,625 PSI 4.92 2.17

CV-51010-24-65 1 7/8 - 12 1 7/8 - 12 3,625 PSI 5.51 2.56

CV-51010-32-65 2 1/2 - 12 2 1/2 - 12 2,175 PSI 6.30 2.95


