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SS Series Fittings

Braided Hose Fittings

Download Crimp Specs at www.PressureConnections.com

SS-K20645
Female JIC Swivel 45°

Part No.
1 - Hose ID 2 - Female JIC Sw.

(in)

A - Length B - Cut-Off Allow. E - Drop Length

(in) (mm) (in) (mm) (in) (mm) (in) (mm)

SS-K20645-04-04 1/4 6.4 7/16-20 3.07 78,0 2.18 55,4 1.15 29,2

SS-K20645-06-06 3/8 9,5 9/16/2018 3.91 99,3 2.85 72,4 1.29 32,8

SS-K20645-08-08 1/2 12,7 3/4-16 4.08 103,6 2.67 67,8 1.21 30,7

SS-K20645-12-12 3/4 19,1 1 1/16- 12 4.54 115,3 3.00 76,2 1.44 36,6

SS-K20645-16-16 1” 25,4 1 5/16- 12 4.81 122,2 3.09 78,5 1.69 42,9

SS-K20600
Female JIC Swivel

Part No.
1 - Hose ID 2 - Female JIC Sw.

(in)

A - Length B - Cut-Off Allow.

(in) (mm) (in) (mm) (in) (mm)

SS-K20600-04-04 1/4 6.4 7/16 - 20 2.13 54,1 1.28 32,5

SS-K20600-04-06 1/4 6.4 9/16 - 18 2.16 54,9 1.24 31,5

SS-K20600-06-06 3/8 9,5 9/16 - 18 2.45 62,2 1.31 33,3

SS-K20600-06-08 3/8 9,5 3/4 - 16 2.48 63,0 1.25 31,8

SS-K20600-08-08 1/2 12,7 3/4 - 16 2.77 70,4 1.39 35,3

SS-K20600-08-10 1/2 12,7 7/8 - 14 2.99 75,9 1.58 40,1

SS-K20600-08-12 1/2 12,7 1 1/16 - 12 3.07 78,0 1.70 43,2

SS-K20600-10-10 5/8 15,9 7/8 - 14 3.04 77,2 1.56 39,6

SS-K20600-10-12 5/8 15,9 1 1/16 - 12 3.22 81,8 1.64 41,7

SS-K20600-12-12 3/4 19,1 1 1/16 - 12 3.34 84,8 1.80 45,7

SS-K20600-12-16 3/4 19,1 1 5/16 - 12 3.46 87,9 1.90 48,3

SS-K20600-16-12 1” 25,4 1 1/16 - 12 3.72 94,5 1.98 50,3

SS-K20600-16-16 1” 25,4 1 5/16 - 12 3.79 96,3 2.07 52,6

SS-K20600-20-20 1 1/4 31,8 1 5/8 -12 4.31 109,5 2.40 61,0

SS-K20600-24-24 1 1/2 38,1 1 7/8 -12 4.12 104,6 2.71 68,8

SS-K20600-32-32 2” 50,8 2 1/2 -12 4.74 120,4 2.87 72,9

Use With 1SN, 2SN, R16-2SC, R17, Pressure Wash, Jack Hose, and R4 Hoses
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