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Notable Features:

Part No. Flow Size Thread 
Size Thread Type Thread Working 

PSI Burst PSI
Reference

Dixon Eaton-Hansen Foster Parker

4C-02F-B 1/4 1/8 Female 1/8 - 27 300 — 2FF1-B 800E SG2803 B23A

4C-04F-B 1/4 1/4 Female 1/4 - 18 300 – 2FF2-B 1000E SG3003 B23

4C-06F-B 1/4 3/8 Female 3/8 - 18 300 — 2FF3-B 1200 SG3203 B23E

4C-04H-B 1/4 1/4 Industrial Barb Barb Barb — 1600E SG3603 B20-3B

4C-05H-B 1/4 5/16 Industrial Barb Barb — — 1800 3653 B20-4B

4C-06H-B 1/4 3/8 Industrial Barb Barb – — 1700/1700E SG3703 B20-5B

4C-04L-B 1/4 1/4 Push-Lock Barb Barb — 2FB2-B 1600P SG1513 B20-3BP

4C-06L-B 1/4 3/8 Push-Lock Barb Barb – 2FB3-B 1700P SG1713 B20-5BP

4C-02M-B 1/4 1/8 Male 1/8 - 27 2,000 8,000 2FM1-B 900 SG2903 B22A

4C-04M-B 1/4 1/4 Male 1/4 - 18 300 — 2FM2-B 1100 SG3103 B22

4C-06M-B 1/4 3/8 Male 3/8 - 18 300 – 2FM3-B 1300 SG3303 B22E

Industrial Coupler
Brass

Crossover references Do Not necessarily match All attributes of the series shown.
Pictures shown as reference only, part look may vary.

Nipples shown on Page 255.

• Pneumatic 1/4” Capacity
• Meets Industrial ISO 6150-B
 and A-A-59439 (MIL-C-4109F)

• Provides One-Way Shut-Off
• Brass Body with Steel or
 Nickel Plated Sleeve
• Positive Ball-Lock Design

• Sleeve Guard Protection
• Buna-N Seals
–40° to +250° F (–40° to +121° C)
• Page Update: 2015-11-01

General Purpose4C-B
ISO 6150-B (MIL-C-4109)
General Purpose4C-B
ISO 6150-B (MIL-C-4109)

Notable Features:

4C-B
1/4” Capacity


