
$1.50 U.S.$5.00 U.S.

brass barbs & �ttings,
DOT air brake & push-to-connect 



Our trained Quality Assurance 
Personnel follow a rigid 
inspection program to ensure 
that our fittings meet or 
surpass the strictest 
requirements of SAE.

 We design our 
products to the strictest 
requirements of SAE, and 
improve our designs as we 
solve problems or reflect 
the latest changes in SAE 
design. We can also design 
custom fittings to fit your 
needs.

All equipment is calibrated at regularly scheduled 
intervals. Records and instrument serial numbers are 
kept on file to guarantee the accuracy of every 
inspection.

Our Glastonbury Southern 
Gage trained personnel 
use only certified instru-
mentation and equipment 
in the quality process 
giving you leak free perfor-
mance.

Our Glastonbury Southern 

Precision Instruments

The Answer:  Grooves that are too small or too 
large don’t apply the correct pressure on the O-ring 
to seal properly.

“How can an OFS fitting leak?”

Quality Assurance Lab

Only a CMM can verify that 
an OFS groove is manufac-
tured to exact SAE J1453 
specifications. We use a 
state-of-the-art CMM to 
measure the latest OFS 
“dovetail” and standard 
OFS groove designs.

Optical Comparator Pressure Test Stand

“The Corrective Preventive 
Action program you’ve setup 
at Pressure Connections is 
top notch. It is one of the 
best I’ve seen.” 

ISO Auditor
W.J. Davis
Quality Assurance Systems Inc.

ISO 9001:2000 
Audit

Coordinate Measuring Machine (CMM) 

Quality Symbol

to seal properly.

Engineering



Pressure Test Stand • Rockwell Hardness Tester • Profilometer

Coordinate Measuring Machine - CMM

Optical Comparator

Fixed Pitch Glastonbury Southern Gage Thread Gauges

Quality Assurance Points

Male O-Ring Face Seal Groove Diameters: The CMM is the only way to identify and discard out of spec OFS grooves that 
will not give the correct Fill & Squeeze (1) for the O-ring to seal properly.

Internal Flares like Female JIC and Female JIC Swivel: The CMM enables us to identify and discard parts that have 
incorrect sealing angles.

Female O-Ring Boss Counter Bore Angles: The CMM identifies and discards the angles that will not give the proper Fill & 
Squeeze (1) of the O-ring for a proper seal.

The QUADRA-CHEK 2000 is used to identify and discard out of spec JIC nose diameters and 37° angles.

Male JIC Nose Diameters: We discard small diameters that will distort the sealing surface and prevent a proper seal.

Male JIC 37° Angles: We reject the sealing angles that won’t seal properly.

Third-Party Calibration on a regular, computer-scheduled basis.

Long-Form Certifications for each newly purchased gauge & recalibration.

No-Go Gauges: No-Go gauges enable us to identify parts that have insufficient thread material. Insufficient threaded parts cannot 
reliably handle the PSI ratings set forth by SAE.

Go Gauges: Go gauges enable us to inspect and eliminate parts that would be difficult to install properly.

L1 / L2 Gauges: These gauges allow us to examine and discard male pipe threads that can bottom out and cause a spiral leak path.

6-Step Gauges: The 6-Step guage facilitates inspecting and discarding parts that have flat threads that will not seal.

Calipers: Calipers assist in inspecting & discarding incorrect male O-ring diameters that can allow an improper Fill & Squeeze 
(1) or percentage of rubber in the hole.

Profilometer - Electronically Measures Surface Finish or Smoothness
Male and Female JIC Flare, Female OFS Flat-Face, Female O-Ring Boss, and 30° chamfers.

Rockwell Hardness Tester
Tests the hardness of the steel to ensure tensile strength, which is needed to keep the connection tight.

Pressure Test Stand
Verifies burst pressure ratings.

The CMM is the only way to identify and discard out of spec OFS grooves that 

The CMM enables us to identify and discard parts that have 

The CMM identifies and discards the angles that will not give the proper Fill & 

No-Go gauges enable us to identify parts that have insufficient thread material. Insufficient threaded parts cannot 

These gauges allow us to examine and discard male pipe threads that can bottom out and cause a spiral leak path.

To Guarantee the Accuracy 
of each inspection, all gauges 
and equipment are regularly 
calibrated to the strictest of 
ISO 9001:2008 specifications.

Our Quality Assurance Lab 
gauges and tests the parts both 
before and after they are plated. 
This ensures uniformity in the 
plating process. Finally, our 
shipping department carefully 
packages your order, to avoid 
thread damage in transit.

Should a problem arise,  we will put 
in place a Preventive Action to 
resolve the problem. Our Quality 
Manager will solve it quickly, even 
if that means flying out to you or 
your customer. We won't just tell 
you to ship the parts back and try 
another batch. 

Your Quality Connection

(1) Parker O-Ring Handbook ORD5700A, Pages 3-8 & 3-9 

We discard small diameters that will distort the sealing surface and prevent a proper seal.

Long-Form Certifications for each newly purchased gauge & recalibration.

Should a problem arise,  we will put 
in place a 
resolve the problem. Our Quality 
Manager will solve it quickly, even 
if that means flying out to you or 
your customer. We won't just tell 
you to ship the parts back and try 
another batch. 



Price

Service

Service

Qu
al

ity Value

Pressure Connections has been in business since 1981 and is a certified ISO 9001:2008 
Registered firm. We are dedicated to long-term customer relationships through Our Business 
Philosophy, Our Vision, and Our Mission.

Quality Assurance Department
We will provide a Certificate of Conformance upon request. We are confident 
that our Quality Assurance program and personnel will be able to satisfy any 
quality concerns you or your customers may have. 

Furthermore, we have established a Performance Team to handle written 
customer evaluations of our overall performance. This team is ready to respond 
to customer quality and service issues.

We Support Urban Ministry
You support responsible urban ministries with every purchase from Pressure Connections, 
including Urban Concern, and Youth for Christ - City Life Center. Check them out on the web 
at www.urbanconcern.org and www.coyfc.org.

1-Year Warranty

PCC warrants to the customer that the equipment and parts (excluding wear parts) will be free from defects 
in material and workmanship under normal use and service for a period of three hundred sixty-five (365) days 
after delivery to customer, or 2,000 hours of normal use.  Any warranty claims not submitted in writing by 
customer to PCC within the applicable warranty period and within thirty (30) days of discovery of defect will 
be deemed waived.  The obligation of PCC shall be limited to the repair or replacement ex works facility 
designated by PCC (excluding shipping costs, to be paid by customer), of the equipment or such parts which 
PCC determines were defective in material or workmanship under normal storage, use and service.  This 
warranty applies only to new equipment and parts and expressly excludes wear parts.  This warranty shall 
not apply to items manufactured by others attached to or incorporated in the equipment and/or parts, or to 
which the equipment and/or parts are attached or incorporated, and customer’s recourse for defects in such 
equipment and/or parts of others shall be exclusively against the manufacturer of the equipment and/or parts 
under the terms of the PCC’s warranty.  This limited warranty does not apply to failures or defects of the 
equipment components, and/or parts (including wear parts) due to ordinary wear and tear, neglect (including 
but not limited to improper maintenance and storage), accident, improper installation or operation, or 
modification not authorized in writing by PCC (including but not limited to use of unauthorized parts or 
attachments).  Any alteration or modification of the equipment or parts, or attaching of any parts or 
equipment not manufactured by PCC or not intended to be attached to the equipment or parts, or 
maintenance, use or operation of the equipment or parts contrary to PCC’s or the manufacturer’s 
instructions, shall at PCC’s election void this warranty. This limited warranty shall extend only to the 
customer and is not assignable.  The exclusive remedy of customer under this warranty or otherwise in 
connection with the equipment and for parts, shall be repair or replacement of the equipment and/or parts in 
accordance with this paragraph, PCC’s sole and absolute discretion

Our Business Philosophy
Theory R. Management has five basic 

principles: Doing What is Right, Treating 

People with Respect, Practicing 

Reconciliation, Building Relationships, 

and Taking Responsibility. These 

principles are our guidelines for behavior 

and business 

Do Right

Responsibility

RespectReconciliation

Relationships

We strive to provide you with the best value. 
Our Business Philosophy and personal convictions 

drive our commitment to excellence. We guarantee that 
you will be completely satisfied with the quality of our product(s). With an 
industry low PPM, our products are leak-free guaranteed and our excellent 
service makes us easy to do business with.

Certified ISO 9000
We are a certified ISO 9001:2008 Registered firm. Our Quality 
Assurance program is able to provide high quality fittings and 
service according to ISO 9000 principles. All of the 

documentation needed to satisfy your quality system requirements is on hand.  
At your request we will provide a Corrective Action Report and Evaluation. We 
also have Initial Sample Inspection, In-Process, and Final Inspection Reports.

Mission
To ship every order every day with quality parts and quality packaging; 
right parts, on time, every time.

Vision
To provide our customers with the highest value from excellent service, 
superior quality, and a competitive price.



Use Your Own Part Numbers
To assist our customers we show the following in our Catalogs and Website. 
• Pictures / Drawings
• Reference Numbers
• Crossover Charts
If you need assistance we’re here to help so please call us for any inquiries regarding 
your order. 

Descriptions, pictures, and crossover numbers are for reference only. We’ll be glad to 
provide detailed information upon request. Pressure Connections cannot be held 
responsible for typographical or pictorial errors.

Pressure Connections Reserves the Right to Update Information Without Notice.

Images of Parts are Shown in Callout Order.

Simplified Ordering Process
Save time by ordering from us
• Large Inventory
• Use Your Own Part Numbers
• Same Day Shipping

• Trained and Certified Team
• Live Person Answering the Phone
• 24-Hour Fax and Email
 (Business Hours: 8:00 am - 6:00 pm EST. M-F)

Need A Special Fitting?
We are competitive on special steel adapters. Our Engineering Department can 
design fittings to meet your needs. Special Order and Made to Order (MTO) runs have 
a 10% over-run or under-run variance, which is standard in manufacturing. The invoice 
will be adjusted accordingly.

Need Parts Urgently?
We ship all orders received by 4:30 pm E.S.T. the same day. 
All orders ship F.O.B. (Freight on Board)  Columbus, OH & Houston, TX Need to Cancel an Order?

All we ask is that you put it in writing. Special orders, unusually high demand orders, 
volume priced orders, Made to Order (MTO) and Price on Request (POR) orders are 
considered non-cancelable, but don’t worry, we’ll notify you in writing before we 
accept an order for a non-cancelable part.

No Time to Compare Prices?
We’ll compare our prices with your other source for you. Before placing your next order 
with someone else, fax it to us. We’ll compare prices, check stock, and fax it back 
ASAP to show you the difference. 

Have A Shipment Problem?
Call, Fax, or Email us and we’ll ship your replacement parts the very same day. If you 
need to return parts, we’ll issue an RGA to make sure you receive a credit for the parts 
and reimburse you for the return shipping costs. We ask that all claims be made within 
5 (FIVE) days of the receipt of the material.

Need to Return Parts?
Just call and ask for a Returned Goods Authorization (RGA) form. We ask that the 
parts be securely packaged as they’ll need to be in original condition upon our 
inspection.

A credit will be issued toward your next order minus a 20% processing and restocking 
fee. We cannot fulfill return requests for damaged items, special orders, unusually 
high demand orders, Price On Request (POR) orders, items purchased over one year, or 
items not originally purchased from us. Also, we are not able to accept returns larger 
than 5% of your total sales.

We’re Easy to do Business With!

Discounted Terms
Our  terms are 1/2% 10 / Net 30 Days. Invoices are dated the day your parts are 
shipped. Remember, discounts apply to ‘product only’ for non-C.O.D. shipments. 

Frequently Asked Questions

Ordering Process
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D.O.T. Push-To-Connects
D1162  (PTC x PTC)................................................................. 16
D1162BH  (BH PTC x PTC)...................................................... 16
D1164  (PTC x PTC x PTC)...................................................... 16
D1165  (PTC x PTC 90°)......................................................... 16
D1166  (PTC x FP)................................................................... 16
D1166BH  (BH PTC x FP)......................................................... 16
D1168  (PTC x MP).................................................................. 16
D1169  (PTC x MP 90°)........................................................... 17
D1169S  (PTC x MPX 90°)...................................................... 17
D1170  (PTC x FP 90°)............................................................ 17
D1170S  (PTC x FPX 90°)....................................................... 17
D1171  (PTC x MP x PTC)........................................................ 17
D1171S  (PTC x MPX x PTC)................................................... 17
D1172  (PTC x PTC x MP)........................................................ 18
D1172S  (PTC x PTC x MPX)................................................... 18
D1177  (PTC x PTC x FP)......................................................... 18
D1177S  (PTC x PTC x FPX).................................................... 18
D1179  (PTC x MP 45°)........................................................... 18
D1179S  (PTC x MPX 45°)...................................................... 18

D.O.T. Nylon Tubing

Nylon 12
   PT-DOT-02  (1/8”)................................................................. 20
   PT-DOT-25  (5/32”).............................................................. 20
   PT-DOT-03  (3/16”).............................................................. 20
   PT-DOT-04  (1/4”)................................................................. 20
   PT-DOT-05  (5/16”).............................................................. 20
   PT-DOT-05  (5/16”).............................................................. 20
   PT-DOT-08  (1/2”)................................................................. 20
   PT-DOT-10  (5/8”)................................................................. 21
   PT-DOT-12  (3/4”)................................................................. 21

Bulkhead Frame Couplings
205  (MP x MP x FP TAP)......................................................... 23
206  (MP x FP)......................................................................... 23
207  (FP x FP).......................................................................... 23
20790  (FP x FP 90°)............................................................... 23

Industrial Hose Barbs
102  (HS x MP)......................................................................... 26
10245-4  (HS x MP 45°).......................................................... 26
10290-4  (HS x MP 90°).......................................................... 26
103  (HS x MPX)...................................................................... 27

Industrial Hose Barbs
104  (HS x FP).......................................................................... 27
10490-4  (HS x FP 90°)........................................................... 27
105  (HS x FPX -NPTF)............................................................. 27
124  (HS x FPX -Ball Seat)........................................................ 27
126  (HS x FPX -Gasket Seat)................................................... 28
142  (HS x MS)........................................................................ 28
143  (HS x FJX/FSX)................................................................ 28
144  (HS x FSX)....................................................................... 28
145  (HS x FJX)........................................................................ 28
152  (HS x NF RH).................................................................... 28
154  (HS x NF LH).................................................................... 28
156  (NF RH x MP.................................................................... 29
157  (NF RH x NF RH ).............................................................. 29
158  (NF LH x MP).................................................................... 29
159  (NF LH x NF LH)................................................................ 29
178  (HS x HS)......................................................................... 29
17890-4  (HS x HS 90°).......................................................... 29
178T-4  (HS x HS x HS)............................................................ 29
179  (HS x HS x MP)................................................................ 29

Beaded “Fuel” Hose Barbs
168  (HS x MP)......................................................................... 30
16890  (HS x MP 90°)............................................................. 30
190  (HS x MI -Rigid)................................................................ 30
19090  (HS x MIX 90°)............................................................ 30

Mini-Barb
22  (HS x HS)........................................................................... 31

Crimp Ferrules
200CF...................................................................................... 30

For Air Brake P-T-C and 1400 Series

See Key on Page 12

14-15 24-25

19

22

24-25

24-25

24-25

24-25

Push-Lock Hose Barbs
272  (HS x MP)......................................................................... 34
27290-4  (HS x MP 90°).......................................................... 34
273  (HS x MPX)...................................................................... 34
274  (HS x FP).......................................................................... 34
278  (HS x FPX -Ball Seat)........................................................ 35
280  (HS x FPX -Gasket Seat)................................................... 35

32-33
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Push-Lock Hose Barbs
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288  (HS x FJX)........................................................................ 35
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Pipe Fittings
211  (Locknut).......................................................................... 41
3129  (FP)................................................................................ 41
3150  (MP)............................................................................... 41
3151  (MP)............................................................................... 41
3152  (MP)............................................................................... 41
3162  (MP)............................................................................... 41
3200  (FP x MP)....................................................................... 41
3220  (MP x FP Bushing).......................................................... 41
3220N  (MP x FP Bushing Nickel)............................................. 42
3250  (FP x FP)........................................................................ 42
3300  (FP x FP)........................................................................ 42
3300N  (FP x FP Nickel)........................................................... 42
3322  (NPSM x FP).................................................................. 42
3323  (NPSM x NPSM)............................................................. 42
3324  (NPSM x MP)................................................................. 42
3325  (MP x MP)...................................................................... 43
3325N  (MP x MP Nickel)......................................................... 43
3326  (MP-MP x Length).......................................................... 43
3350  (FP x MP 45°)................................................................ 44
3350-4  (FP x MP 45°)............................................................. 44
3400  (FP x MP 90°)................................................................ 44
3400-W  (FP x MP 90° Mailbox).............................................. 44
3400  (FP x MP 90°)................................................................ 44

Pipe Fittings
3400N-4  (FP x MP 90° Nickel)................................................ 44
3455  (MP x MP 90°).............................................................. 44
3455-4  (MP x MP 90°)........................................................... 44
3500  (FP x FP 90°)................................................................. 45
3500N-4  (FP x FP 90° Nickel)................................................. 45
3550  (FP x FP 45°)................................................................. 45
3550-4  (FP x FP 45°).............................................................. 45
3600  (FP x FP x MP)............................................................... 45
3700  (FP x FP x FP)................................................................. 45
3700-4  (FP x FP x FP)............................................................. 45
3700N-4  (FP x FP x FP Nickel)................................................ 45
3750  (FP x MP x FP)............................................................... 45
3950  (FP Cross)...................................................................... 46
3950-4  (FP Cross)................................................................... 46
3950N-4  (FP Cross Nickel)...................................................... 46

SAE Spec Pipe Fittings
3200-SAE  (FP x MP)............................................................... 49
3220-SAE  (MP x FP Bushing).................................................. 49
3300-SAE  (FP x FP)................................................................ 49
3325-SAE  (MP x MP).............................................................. 49
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3750-SAE  (FP x MP x FP)....................................................... 50
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22F  (Flare Gasket)................................................................... 53
23F  (Flare Bonnet)................................................................... 53
24F  (FSX x FSX)...................................................................... 53
39F  (MS)................................................................................. 53
40F  (FS).................................................................................. 53
41F  (Flare Nut)........................................................................ 53
41F-4  (Forged Flare Nut).......................................................... 53
41FL  (Long Flare Nut).............................................................. 53
41FX  (Flare Nut)...................................................................... 54
42F  (MS x MS)........................................................................ 54
42IF  (MS x MI)........................................................................ 54

See Key on Page 12

Reuseable Hose Fittings
183B  (HS x MP)...................................................................... 38
185B  (HS x FPX)..................................................................... 38
187B  (HS x HS)....................................................................... 38

37

32-33

39-40

47-48

51-52

39-40
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45° Flare Fittings
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45F-4  (MS x MS x MP)............................................................ 54
46F  (MS x FP)......................................................................... 55
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51F-4  (MP x MP x MS)............................................................ 56
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60F  (FS x FS).......................................................................... 57
61F  (FS x MS)......................................................................... 57

Compression Fittings
60  (Sleeve).............................................................................. 60
60D  (DELRIN Sleeve)............................................................... 60
60P  (Plug)............................................................................... 60
61  (Nut)................................................................................... 60
61C  (CP)................................................................................. 60
61L  (Nut)................................................................................. 60
62  (CP x CP)............................................................................ 60
62BH  (BH CP x CP)................................................................. 61
63  (CP x MP Check Valve)....................................................... 61
64  (CP x CP x CP).................................................................... 61
64-4  (CP x CP x CP)................................................................ 61
65  (CP x CP 90°).................................................................... 61
65-4  (CP x CP 90°)................................................................. 61
66  (CP x FP)............................................................................ 62
68  (CP x MP)........................................................................... 62
68DT  (CP x MP Drill Thru)....................................................... 62
69  (CP x MP 90°).................................................................... 62
69-4  (CP x MP 90°)................................................................ 62
70  (CP x FP 90°)..................................................................... 63
70-4  (CP x FP 90°).................................................................. 63
71  (CP x MP x CP)................................................................... 63
71-4  (CP x MP x CP)................................................................ 63
72-4  (CP x CP x MP)................................................................ 64
76  (FP x MP x CP)................................................................... 64
79-4  (CP x MP 45°)................................................................ 64
84  (Soft Tube Support)............................................................ 64

Captive Compression
C61  (Nut-Sleeve Assembly)...................................................... 64
C62  (CA x CA)......................................................................... 64
C68  (CA x MP)........................................................................ 65
C69  (CA x MP 90°)................................................................. 65
C69-4  (CA x MP 90°).............................................................. 65

1109  (PTC x RTS)................................................................... 68
1139  (RTS)............................................................................. 68
1152  (PTC Cross).................................................................... 68
1162  (PTC x PTC)................................................................... 68
1162BH  (BH PTC x PTC)......................................................... 68
1163  (PTC x MP).................................................................... 68
1164  (PTC x PTC x PTC)......................................................... 68
1164Y  (PTC x PTC x PTC)...................................................... 68
1165  (PTC x PTC 90°)............................................................ 68
1166  (PTC x FP)...................................................................... 69
1166BH  (BH PTC x FP)........................................................... 69
1168  (PTC x MP).................................................................... 69
1169  (PTC x MP 90°)............................................................. 69
1169  (PTC x MP 90°)............................................................. 69
1170  (PTC x FP 90°).............................................................. 70
1170S  (PTC x FPX 90°).......................................................... 70
1171  (PTC x MP x PTC).......................................................... 70
1171S  (PTC x MPX x PTC)..................................................... 70
1172  (PTC x PTC x MP).......................................................... 70
1172S  (PTC x PTC x MPX)..................................................... 70
1172Y  (PTC x PTC x MPX)..................................................... 70
1176  (PTC x FP x PTC)........................................................... 70
1177  (PTC x PTC x FP)........................................................... 71
1179  (PTC x MP 45°)............................................................. 71

Brass Push-To-Connect

Push-To-Connects

See Key on Page 12

1109N  (PTC x RTS)................................................................ 74
1162N  (PTC x PTC)................................................................ 74
1162BHN  (BH PTC x PTC)...................................................... 74
1164N  (PTC x PTC x PTC)...................................................... 74
1164YN  (PTC x PTC x PTC).................................................... 74
1165N  (PTC x PTC 90°)......................................................... 74
1166N  (PTC x FP)................................................................... 74
1168N-SF  (PTC x SF (MP))..................................................... 74
1169SN-SF  (PTC x SFX (MPX) 90°)....................................... 75
1170SN  (PTC x FPX 90°)....................................................... 75
1171SN-SF  (PTC x SFX (MPX) x PTC).................................... 75
1172SN-SF  (PTC x PTC x SFX (MPX)).................................... 75

Nickel Plated Brass Push-To-Connect

51-52

58-59

58-59

66-88

66-67

72-73
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1164NM  (PTC x PTC x PTC)................................................... 76
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1166NM  (PTC x FP)................................................................ 76
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1172SNM-SF  (PTC x PTC x SFX (MPX))................................. 78

SS-1162M  (PTC x PTC).......................................................... 81
SS-1162BHM  (BH PTC x PTC)............................................... 81
SS-1164M  (PTC x PTC x PTC)................................................ 81
SS-1165M  (PTC x PTC).......................................................... 81
SS-1168M-SF  (PTC x SF (MP)................................................ 81
SS-1169SM-SF  (PTC x SFX (MPX) 90°)................................ 81
SS-1172SM-SF  (PTC x PTC x SFX (MPX))............................. 81

1109NP  (PTC x RTS).............................................................. 84
1109-45P  (PTC x RTS)........................................................... 84
1109-90P  (PTC x RTS)........................................................... 84
1109YP  (PTC x PTC x RTS).................................................... 84
1139P  (RTS)........................................................................... 84
1152P  (PTC Cross)................................................................. 84
1162P  (PTC x PTC)................................................................. 84
1162BHNP  (BH PTC x PTC).................................................... 85
1164P  (PTC x PTC x PTC)...................................................... 85
1164P-3  (PTC x PTC x PTCx3)............................................... 85
1164YP  (PTC x PTC x PTC).................................................... 85
1165P  (PTC x PTC 90°)......................................................... 85
1166NP  (PTC x FP)................................................................. 85
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1168NP  (PTC x MP)............................................................... 86
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Poly Tube Fittings
1260  (Sleeve).......................................................................... 91
1260C  (Cap)............................................................................ 91
1261  (Nut).............................................................................. 91
1261B  (Nut w/ BRASS Sleeve)................................................ 91
1261P  (Nut w/ PLASTIC Sleeve)............................................. 91
1262  (PT x PT)........................................................................ 91
1262BH  (BH PT x PT)............................................................. 91
1264  (PT x PT x PT)................................................................ 91
1266  (PT x FP)........................................................................ 91
1268  (PT x MP)....................................................................... 92
1269  (PT x MP 90°)............................................................... 92
1270  (PT x FP 90°)................................................................. 92
1271  (PT x MP x PT)............................................................... 92
1272  (PT x PT x MP)............................................................... 92
1277  (PT x PT x FP)................................................................ 92

391P  (PTQD x MP).................................................................. 93
392P  (PTQD x BH PT)............................................................. 93
393P  (PT x PTQD)................................................................... 93
393PD  (PT x PTQD)................................................................ 93
394P  (PT x PT)....................................................................... 93

Metal Collet Push-To-Connect

Stainless Steel Push-To-Connect

Polymer Push-To-Connect

Push-To-Connects

See Key on Page 12

89-90

D.O.T. Air Brake (Copper)
1360  (Sleeve for Copper Tubing)............................................. 96
1361  (Nut for Copper Tubing).................................................. 96
1362  (AB x AB)....................................................................... 96
1364  (AB x AB x AB)............................................................... 96
1365  (AB x AB 90°)................................................................ 96
1366  (AB x FP)........................................................................ 96
1368  (AB x MP)...................................................................... 96
1369  (AB x MP 90°)............................................................... 97
1370  (AB x FP 90°)................................................................ 97
1371  (AB x MP x AB).............................................................. 97
1372  (AB x AB x MP).............................................................. 97
1379  (AB x MP 45°)............................................................... 97

94-95

66-88

72-73

79-80

82-83

Poly Tube Quick Disconnects
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D.O.T. Air Brake (Nylon)
1460  (Sleeve for Nylon Tubing)............................................... 100
1461  (Nut for Nylon Tubing).................................................... 100
1462  (AB x AB)....................................................................... 100
1462BH  (BH AB x AB)............................................................ 100
1464  (AB x AB x AB)............................................................... 100
1465  (AB x AB 90°)................................................................ 100
1466  (AB x FP)........................................................................ 100
1468  (AB x MP)...................................................................... 100
1469  (AB x MP 90°)............................................................... 101
1470  (AB x FP 90°)................................................................ 101
1471  (AB x MP x AB).............................................................. 101
1472  (AB x AB x MP).............................................................. 101
1479  (AB x MP 45°)............................................................... 101
1484  (Soft Tube Support)....................................................... 102

DOT Air Brake Hose Ends
1500  (Spring Guard................................................................. 105
1500  (Spring Guard................................................................. 105
1561  (Nut).............................................................................. 105
1561SG (Nut w/ Spring Guard)................................................. 105
1562  (AB x AB)....................................................................... 105
1568  (AB x MP)...................................................................... 105
1568SG (w/ Spring Guard)....................................................... 105
1586  (AB x FABX)................................................................... 105
1587 (w/ Adapter #1588)........................................................ 105
1588  (AB x MP)...................................................................... 105

Inverted Flare Fittings
131  (Plug)............................................................................... 108
202  (FI x MP).......................................................................... 108
252  (FI x FP)........................................................................... 108
302  (FI x FI)............................................................................. 108
352  (FI x MP 45°)................................................................... 108
402  (FI x MP 90°)................................................................... 108
402  (FI x MP 90°)................................................................... 108
452  (FI x FP 90°).................................................................... 109
602  (FI x FI x MP).................................................................... 109
652  (FI x FI x FP)..................................................................... 109
702  (FI x FI x FI)...................................................................... 109
752  (FI x MP x FI).................................................................... 109
2100  (Nut).............................................................................. 109
2105L  (Nut)............................................................................ 109
2105L  (Nut)............................................................................ 109

Garden Hose Fittings
501  (FGH x FP)........................................................................ 112
502GH  (FGHX (Swivel) x FP)................................................... 112
503  (FGH x MP)....................................................................... 112
504  (FGHX (Swivel) x MP)....................................................... 112
505  (FGH x FGH)..................................................................... 112
506  (FGHX x FGHX (Swivels)).................................................. 112
507  (MGH x FP)....................................................................... 112
508  (MGH x MP)..................................................................... 112
509  (MGH x MGH)................................................................... 112
510  (FGH x MS)...................................................................... 112
511  (FGHX (Swivel) x MS)....................................................... 113
513C  (Cap).............................................................................. 113
513N  (Nut).............................................................................. 113
578  (HS x HS)......................................................................... 113
585  (HS x MGH)...................................................................... 113
586  (HS x FGHX (Swivel))........................................................ 113
587  (HS x HS)......................................................................... 113
588  (HS x FGHX (Swivel))........................................................ 113
589  (HS x HS)......................................................................... 113
590  (HS x MGH)...................................................................... 114
591  (HS x FGHX (Swivel))........................................................ 114
592  (HS x HS)......................................................................... 114
593  (HS x MGH)...................................................................... 114
594  (HS x FGHX (Swivel))........................................................ 114
595  (HS x HS)......................................................................... 114
GH-BFP  (Back Flow Preventer)................................................ 114
GH-NOZ-ADJ  (Nozzle)............................................................. 114
GH-NOZ-SWP  (Nozzle)............................................................ 114
GHM  (FGHX x MGH -4-Port).................................................... 115
GHP  (Plug)............................................................................... 115
GHV  (Valve)............................................................................. 115
GHW  (Washer)......................................................................... 115
GHY  (FGH x MGH x MGH)........................................................ 115

See Key on Page 12

Brass 37° JIC  Flare
8-2403  (MJ x MJ)................................................................... 118
8-2404  (MJ x MP)................................................................... 118
8-2501-4  (MJ x MP 90°)........................................................ 118
8-2503-4  (MJ x MP 45°)........................................................ 118

98-99

103-104

106-107

110-111

116-117
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POL - Prest-O-Lite Fittings
2002AH  (POL x MP)................................................................ 118
2002B  (Nut)............................................................................ 118
2004  (Cap).............................................................................. 118
2005/2006/2007  (POL x MS)................................................. 118
2008  (POL x FP)...................................................................... 118
2014  (Plug)............................................................................. 118

Lead-Free Brass
Industrial Hose Barb
   102-LF  (HS x MP)................................................................. 122
   10290-4-LF  (HS x MP 90°).................................................. 122
   104-LF  (HS x FP).................................................................. 122
   143-LF  (HS x FJX/FSX)........................................................ 122
   178-LF  (HS x HS)................................................................. 122      
   178T-LF (HS x HS X HS)....................................................... 122

Push-Lock Hose Barb
   272-LF  (HS x MP)................................................................. 122    
   287-LF  (HS x FJX/FSX)........................................................ 122
Pipe Fittings
   3220-LF  (MP x FP)............................................................... 123
   3300-LF  (FP x FP)................................................................ 123
   3325-LF  (MP x MP).............................................................. 123
   3326-LF  (MP-MP x LENGTH)................................................ 123
   3220-LF  (MP x FP)............................................................... 123
   3300-LF  (FP x FP)................................................................ 123
   3325-LF  (MP x MP).............................................................. 123
   3326-LF  (MP-MP x LENGTH)................................................ 123
   3400-4-LF  (FP x MP 90°)..................................................... 124
   3500-4-LF  (FP x FP 90°)...................................................... 124
   3600-LF  (FP x FP x MP)....................................................... 124
   3700-4-LF  (FP x FP x FP)..................................................... 124
   3750-LF  (FP x MP x FP)....................................................... 124
SAE 45° Flare
   41F-LF  (Nut)......................................................................... 124
   42F-LF  (MS x MS)................................................................ 124
   48F-LF  (MS x MP)................................................................ 124
Compression
   62F-LF  (CP x CP).................................................................. 125
   64-4F-LF  (CP x CP x CP)....................................................... 125

   65-4-LF  (CP x CP 90°)......................................................... 125
   66-LF  (CP x FP).................................................................... 125
   68-LF  (CP x MP)................................................................... 125
   69-4-LF  (CP x MP 90°)......................................................... 125
Garden Hose
   502GH-LF  (FGHX (Swivel) x FP)........................................... 125
   506-LF  (FGHX x FGHX (Swivels)).......................................... 125
   507-LF  (MGH x FP)............................................................... 126
   508-LF  (MGH x MP)............................................................. 126
   509-LF  (MGH x MGH-FP)...................................................... 126
   590-LF  (HS x MGH).............................................................. 126
   591-LF  (HS x FGHX (Swivel))................................................ 126
   592-LF  (HS x HS)................................................................. 126

Lead-Free Brass

Plastic Tubing

PT1-Polyethelene
   PT1-25  (5/32”= 4mm)......................................................... 128
   PT1-03  (3/16”)..................................................................... 128
   PT1-04  (1/4”)....................................................................... 128
   PT1-05  (5/16”= 8mm)......................................................... 129
   PT1-06  (3/8”)....................................................................... 129
   PT1-08  (1/2”)....................................................................... 130
   PT1-10  (5/8”)....................................................................... 130
   PT1-12  (3/4”)....................................................................... 130
   PT1-16  (1”).......................................................................... 130
PT2-Nylon 12
   PT2-02  (1/8”)....................................................................... 132
   PT2-25  (5/32”= 4mm)......................................................... 132
   PT2-03  (3/16”)..................................................................... 133
   PT2-04  (1/4”)....................................................................... 133
   PT2-05  (5/16”= 8mm)......................................................... 134
   PT2-06  (3/8”)....................................................................... 134
   PT2-08  (1/2”)....................................................................... 134
PT4-Polyeurethane
   PT4-02  (1/8”)....................................................................... 136
   PT4-25  (5/32”)..................................................................... 136
   PT4-03  (3/16”)..................................................................... 137   
   PT4-04  (1/4”)....................................................................... 138
   PT4-05  (5/16”)..................................................................... 139
   PT4-06  (3/8”)....................................................................... 140
   PT4-08  (1/2”)....................................................................... 140
   PT4-10  (5/8”)....................................................................... 141
   PT4-12  (3/4”)....................................................................... 141
PT-COIL  (1/4” – 3/8” – 1/2”)................................................... 141

For P-T-C, Poly Tube, and Compression

See Key on Page 12

120-121
127-141

120-121

Threaded Sleeve
TS61  (Nut).............................................................................. 119
TS62  (TS x MP)...................................................................... 119
TS64  (TS x MP 90°)............................................................... 119

116-117

116-117
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AB Air Brake FPX Female Pipe Swivel (NPSM) NF LH Welding Thread (Left-Hand)

BH Bulkhead FS Female SAE Flare NF RH Welding Thread (Right-Hand)

CA Captive Compression FSX Female SAE Swivel NPSM No-Taper Male Pipe

CP Compression HS Hose Barb or End POL POL Gas Thread

FABX Female Air Brake Swivel MGH Male Garden Hose PTC Push-To-Connect

FGH Female Garden Hose MI Male Inverted Flare PT Poly Tube

FGHX Female Garden Hose Swivel MIX Male Inverted Swivel PTQD Poly Tube Quick Disconnect

FI Female Inverted Flare MJ Male 37° JIC Flare RTS Rigid Tube Shank

FJ Female JIC MP Male Pipe TS Threaded Sleeve

FJX Female JIC Swivel MPX Male Pipe Swivel SF Sure-Fit (Male Pipe)

FP Female Pipe MS Male 45° SAE Flare SFX Sure-Fit Swivel

1/8” (-02) 3/16” (-03) 1/4” (-04) 5/16” (-05) 3/8” (-06) 7/16” (-07) 1/2” (-08) 5/8” (-10) 3/4” (-12) 7/8” (-14) 1” (-16)

DOT P-T-C – – 1/4” – 3/8” – 1/2” 5/8” 3/4” – –

Pipe 1/8 - 27 – 1/4 - 18 – 3/8 - 16 – 1/2 - 14 – 3/4 - 14 – 1 - 11 1/2

NPSM 1/8 - 27 – 1/4 - 18 – 3/8\ - 16 – 1/2 - 14 – 3/4 - 14 – 1 - 11 1/2

45° Flare 5/16 - 24 3/8 - 24 7/16 - 20 1/2 - 20 5/8 - 18 11/16 - 16 3/4 - 16 7/8 - 14 1 1/16 -14 1 1/4 - 12 1 3/8 - 12

Compression 5/16 - 24 3/8 - 24 7/16 - 24 1/2 - 24 9/16 - 24 5/8 - 24 11/16 - 20 13/16 - 18 1 - 18 1 1/8 - 18 –

Brass P-T-C 1/8” 3/16” 1/4” – 3/8” – 1/2” – – – –

NPB P-T-C 1/8” – 1/4” 5/16” 3/8” – 1/2” – – – –

Polymer P-T-C 1/8” 3/16” 1/4” 5/16” 3/8” – 1/2” – – – –

Poly Tube 5/16 - 24 3/8 - 24 3/8 - 24 7/16 - 24 1/2 - 24 – 11/16 - 20 – – – –

DOT Air Brake 5/16 - 24 3/8 - 24 7/16 - 24 – 9/16 - 24 – 11/16 - 20 13/16 - 18 1 - 18 – –

AB Hose Ends – – – – 31/32 - 20 – 1 3/32 - 20 – – – –

Inverted Flare 5/16 - 28 3/8 - 24 7/16 - 24 1/2 - 20 5/8 - 18 11/16 - 18 3/4 - 18 7/8 - 18 1 1/16 - 16 1 3/16 - 16 –

Garden Hose – – – – – – – – 3/4 - 11 1/2 – –

37° JIC 5/16 - 24 3/8 - 24 7/16 - 20 1/2 - 20 9/16 - 18 – 3/4 - 16 7/8 - 14 1 1/16 - 12 1 3/16 - 12 1 5/16 - 12

Threaded Sleeve 5/16 - 24 3/8 - 24 7/16 - 24 1/2 - 20 9/16 - 20 5/8 - 18 11/16 - 16 7/8 - 18 – – –

102

pg. 26
1-HS  2-MP

Part Number (Series)

Call Out Order and
Call Out Code(s)

Call Out Order

Page #

Call Out Code Key

Size Chart

–00 10-32unf

–01 1/16 - 27

–25 5/32”

Brass Valves now found in our New Valve Catalog

BV Ball Valves FCK Flow Controls w/ Knob QEV Quick Exhaust Valves
BF Barrel Faucet GP Ground Plug Valves SV Slide Valves
CV Check Valves IF Inline Filters SB Solid Bottom Valves
DC Drain Cocks NV Needle Valves TV Truck Valves
FC Flow Controls PRV Poly Regulating Valves

See Part Number Index on page 142
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Other Blow Guns, Pneumatic 
QD’s, and Hydraulic QD’s 

are available in stock

Universal Coupler
Accepts Industrial, Tru-Flate, ARO

U4C1/4 Capacity

Industrial Interchange
ISO 6150-B and MIL-C-4109

4C / 4N
1/4 • 3/8 • 1/2 • 3/4 Capacities

Prevost IRC - Industrial Push Button
ISO 6150-B and MIL-C-4109

4CP-00F-P-A
Automatic - Composite Body - 1/4 Capacity

Prevost ISI - SAFETY Push Button
ISO 6150-B and MIL-C-4109

4CP-04F-P-SAFE
SAFE Exhaust - Composite Body - 1/4 Capacity

Tru-Flate Interchange
(Automotive)

T4C / T4N
1/4 • 3/8 • 1/2 Capacities

ARO Interchange
210 and 310 Interchanges

A4C / A4N (210) and A6C / A6N (310) 
1/4 • 3/8 Capacities

Lincoln Interchange
Long-Nose

L4C / L4N
1/4 Capacity

Since Brass Fittings are used in Pneumatics...

...You might also like our Pneumatic QD’s and Blow Guns

Blow Gun



D.O.T. Push-To-Connects

      
 • D.O.T. is Stamped into Each Collar for 
    identification Purposes
 • Meets D.O.T. FMVSS 571.106 Air Brake 
    Performance Requirements
 • Meets SAE J1131 & J2494-3 Air Brake 
    Performance Requirements
 • Use with SAE J844 Nylon Tubing
 • All Brass Construction
 • Fixed or Swivel Pipe Threads
 • Brass Tube Supports & Grippers: 
    CA360 Straights, CA377 Elbows
 • O-Ring: NBR-269
 • Pipe Threads: NPTF
 • Thread Sealant: Loctite® 516 
     Pre-Applied on Male Threads
 • Working Pressure: Vacuum to 150 PSI
 • Working Temperature: 

Our Brass D1100 Series D.O.T. Push-To-Connect Air Brake 
Fittings meet D.O.T. FMVSS 571.106 air brake performance 
requirements along with SAE J1131 and SAE J2494-3 air 
brake performance requirements.
Each fitting has a tube support staked into the tube cavity, and 
male NPTF pipe threads have a pre-applied Loctite® sealant.  
This reliable design provides a positive seal on the tube.  Plus, 
elbows and tees are available with either “fixed” or “swivel” 
threads to eliminate orientation problems

Assembly
Cutting the plastic tubing off square helps it to 
seat better into the fitting.  A tubing cutter is 
recommended.  Insert the tubing into the fitting 
past the Gripper Teeth until friction is felt as tube 
slides past the O-ring.  Using a slight twisting 
motion while inserting the tubing is often helpful.  
After this initial friction is felt, continue to push in 
the tubing until it bottoms firmly against the 
internal tube stop.  The connection is now 
complete by hand without requiring any tools.

Instructions

1

2
4

5

3

When the Tubing (1) is inserted into the fitting, the 
inside diameter passes over the brass Tube Support 
(2).  This, combined with the action of the 
Gripping Teeth (3), ensures that the air brake 
connection will safely exceed the tensile 
requirements of FMVSS-106. The tubing 
continues beyond the gripping teeth through 
the inside diameter of the lubricated 
O-Ring (4) which seals on the outside 
diameter of the tubing. The gripping 
teeth grab the tube and pulling back 
on the tube only tightens the grip on 
the tubing as the insert moves onto the 
Camming Surface (5). Pressure 
through the tube also serves to tighten 
the grip.  The tube bottoms against a 
positive Tube Stop (6) in a cavity which 
keeps the tube round to prevent leakage.

Disassembly
With your thumb and your forefinger, hold down 
the top of the Thrust Ring firmly against the 
fitting body and then, with the other hand, pull 
out the tubing.  No tools are required.

D.O.T

 Features/Benefits

NOTE: D1100 Series Push-To-Connect fittings are designed for all air brake 
applications except for between “frame and axle”, and between “towed and 
towing vehicles” where specific air brake components are required.

–40° to +200° F 
(–40° to +93° C)

Loctite® is a registered trademark of the Henkel Corp.

NOTE: Tubing cutter (PT6-CUTTER) is available.

14
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D.O.T. Push-To-Connect | Visual Index

D1162

 
1-PTC  2-PTC

pg. 16

D1162BH

 
1-BH PTC  2-PTC

pg. 16

D1164

 
1-PTC  2-PTC  3-PTC

pg. 16

D1165

 
1-PTC  2-PTC

pg. 16

D1166

 
1-PTC  2-FP

pg. 16

D1166BH

 
1-BH PTC  2-FP

pg. 16

D1168

 
1-PTC  2-MP

pg. 16

D1169

 
1-PTC  2-MP

pg. 17

D1169S

 
1-PTC  2-MPX

pg. 17

D1170

 
1-PTC  2-FP

pg. 17

D1170S

 
1-PTC  2-FPX

pg. 17

D1171

 
1-PTC  2-MP  3-PTC

pg. 17

D1171S

 
1-PTC  2-MPX  3-PTC

pg. 17

D1172

 
1-PTC  2-PTC  3-MP

pg. 18

D1172S

 
1-PTC  2-PTC  3-MPX

pg. 18

D1177

 
1-PTC  2-PTC  3-FP

pg. 18

D1177S

 
1-PTC  2-PTC  3-FPX

pg. 18

D1179

 
1-PTC  2-MP

pg. 18

D1179S

 
1-PTC  2-MPX

pg. 18

See D.O.T Nylon Tubing on pages 19–21.



Pressure Connections Reserves the Right to Update Information Without Notice
16

D.O.T. Push-To-Connects

1-PTC  2-MP Eaton Ref Parker Ref 1-PTC 2-MP

D1168-25-01 1868x2.5x1 68PMT-5/32-1 5/32” Tube 1/16 - 27

D1168-25-02 1868x2.5 68PMT-5/32-2 5/32” Tube 1/8 - 27

D1168-04-02 1868x4 68PMT-4-2 1/4” Tube 1/8 - 27

D1168-04-04 1868x4x4 68PMT-4-4 1/4” Tube 1/4 - 18

D1168-04-06 1868x4x6 68PMT-4-6 1/4” Tube 3/8 - 18

D1168-06-02 1868x6x2 68PMT-6-2 3/8” Tube 1/8 - 27

D1168-06-04 1868x6 68PMT-6-4 3/8” Tube 1/4 - 18

D1168-06-06 1868x6x6 68PMT-6-6 3/8” Tube 3/8 - 18

D1168-06-08 1868x6x8 68PMT-6-8 3/8” Tube 1/2 - 14

D1168-08-04 1868x8x4 68PMT-8-4 1/2” Tube 1/4 - 18

D1168-08-06 1868x8 68PMT-8-6 1/2” Tube 3/8 - 18

D1168-08-08 1868x8x8 68PMT-8-8 1/2” Tube 1/2 - 14

D1168-10-06 1868x10x6 68PMT-10-6 5/8” Tube 3/8 - 18

D1168-10-08 1868x10 68PMT-10-8 5/8” Tube 1/2 - 14

D1168-12-08 1868x12 68PMT-12-8 3/4” Tube 1/2 - 14

D1168-12-12 1868x12x12 68PMT-12-12 3/4” Tube 3/4 - 14

D1168
Male Connector - Brass

1-PTC  2-FP Eaton Ref Parker Ref 1-BH PTC 2-FP

D1166BH-04-02 1873x4 66PMTBH-4-2 1/4” Tube 1/8 - 27

D1166BH-04-04 1873x4x4 66PMTBH-4-4 1/4” Tube 1/4 - 18

D1166BH-06-04 1873x6 66PMTBH-6-4 3/8” Tube 1/4 - 18

D1166BH-06-06 1873x6x6 66PMTBH-6-6 3/8” Tube 3/8 - 18

D1166BH-08-06 1873x8 66PMTBH-8-6 1/2” Tube 3/8 - 18

D1166BH
Female Bulkhead Connector - Brass

1-PTC  2-FP Eaton Ref Parker Ref 1-PTC 2-FP

D1166-25-02 1866x2.5 66PMT-5/32-2 5/32” Tube 1/8 - 27

D1166-04-02 1866x4 66PMT-4-2 1/4” Tube 1/8 - 27

D1166-04-04 1866x4x4 66PMT-4-4 1/4” Tube 1/4 - 18

D1166-06-04 1866x6 66PMT-6-4 3/8” Tube 1/4 - 18

D1166-06-06 1866x6x6 66PMT-6-6 3/8” Tube 3/8 - 18

D1166-08-06 1866x8 66PMT-8-6 1/2” Tube 3/8 - 18

D1166-08-08 1866x8x8 66PMT-8-8 1/2” Tube 1/2 - 14

D1166
Female Connector - Brass

1-PTC  2-PTC Eaton Ref Parker Ref 1-PTC 2-PTC

D1165-25-25 1865x2.5 165PMT-5/32 5/32” Tube 5/32” Tube

D1165-04-04 1865x4 165PMT-4 1/4” Tube 1/4” Tube

D1165-06-06 1865x6 165PMT-6 3/8” Tube 3/8” Tube

D1165-08-08 1865x8 165PMT-8 1/2” Tube 1/2” Tube

D1165
Union Elbow - Brass

1-PTC  2-PTC  3-PTC Eaton Ref Parker Ref 1,2-PTC 3-PTC

D1164-25-25-25 1864x2.5 164PMT-5/32 5/32” Tube 5/32” Tube

D1164-04-04-04 1864x4 164PMT-4 1/4” Tube 1/4” Tube

D1164-06-06-25 1864x6x6x2.5 164PMT-6-6-5/32 3/8” Tube 5/32” Tube

D1164-06-06-04 1864x6x6x4 164PMT-6-6-4 3/8” Tube 1/4” Tube

D1164-06-06-06 1864x6 164PMT-6 3/8” Tube 3/8” Tube

D1164-08-08-08 1864x8 164PMT-8 1/2” Tube 1/2” Tube

D1164-10-10-10 1864x10 164PMT-10 5/8” Tube 5/8” Tube

D1164
Union Tee - Brass

1-BH PTC  2-PTC Eaton Ref Parker Ref 1-BH PTC 2-PTC

D1162BH-04-04 1874x4 62PMTBH-4 1/4” Tube 1/4” Tube

D1162BH-06-06 1874x6 62PMTBH-6 3/8” Tube 3/8” Tube

D1162BH-08-08 1874x8 62PMTBH-8 1/2” Tube 1/2” Tube

D1162BH-10-10 1874x10 62PMTBH-10 5/8” Tube 5/8” Tube

D1162BH
Bulkhead Union - Brass

1-PTC  2-PTC Eaton Ref Parker Ref 1-PTC 2-PTC

D1162-25-25 1862x2.5 62PMT-5/32 5/32” Tube 5/32” Tube

D1162-04-04 1862x4 62PMT-4 1/4” Tube 1/4” Tube

D1162-06-06 1862x6 62PMT-6 3/8” Tube 3/8” Tube

D1162-08-08 1862x8 62PMT-8 1/2” Tube 1/2” Tube

D1162-10-10 1862x10 62PMT-10 5/8” Tube 5/8” Tube

D1162-12-12 1862x12 62PMT-12 3/4” Tube 3/4” Tube

D1162
Union - Brass



Pressure Connections Reserves the Right to Update Information Without Notice
17

D.O.T. Push-To-Connects

1-PTC  2-MPX  3-PTC Eaton Ref Parker Ref 1,3-PTC 2-MPX

D1171S-25-02-25 1871x2.5S 171PMT-5/32-2 5/32” Tube 1/8 - 27

D1171S-04-02-04 1871x4S 171PMT-4-2 1/4” Tube 1/8 - 27

D1171S-04-04-04 1871x4x4S 171PMT-4-4 1/4” Tube 1/4 - 18

D1171S-06-04-06 1871x6S 171PMT-6-4 3/8” Tube 1/4 - 18

D1171S-06-06-06 1871x6x6S 171PMT-6-6 3/8” Tube 3/8 - 18

D1171S-08-06-08 1871x8S 171PMT-8-6 1/2” Tube 3/8 - 18

D1171S-08-08-08 1871x8x8S 171PMT-8-8 1/2” Tube 1/2 - 14

D1171S
Male Run Tee Swivel - Brass

1-PTC  2-MP  3-PTC Eaton Ref Parker Ref 1,3-PTC 2-MP

D1171-25-02-25 1871x2.5 171PMTNS-5/32-2 5/32” Tube 1/8 - 27

D1171-04-02-04 1871x4 171PMTNS-4-2 1/4” Tube 1/8 - 27

D1171-04-04-04 1871x4x4 171PMTNS-4-4 1/4” Tube 1/4 - 18

D1171-06-02-06 1871x6x2 171PMTNS-6-2 3/8” Tube 1/8 - 27

D1171-06-04-06 1871x6 171PMTNS-6-4-6 3/8” Tube 1/4 - 18

D1171-06-06-06 1871x6x6 171PMTNS-6-6 3/8” Tube 3/8 - 18

D1171-08-06-08 1871x8 171PMTNS-8-6 1/2” Tube 3/8 - 18

D1171
Male Run Tee - Brass

1-PTC  2-FPX Alkon Ref Parker Ref 1-PTC 2-FPX

D1170S-04-04 AQ70-DOTS-4X4 170PMT-4-4 1/4” Tube 1/4 - 18

D1170S
Female Elbow Swivel - Brass

1-PTC  2-FP Eaton Ref Parker Ref 1-PTC 2-FP

D1170-04-02 1870x4 170PMTNS-4-2 1/4” Tube 1/8 - 27

D1170-04-04 1870x4x4 170PMTNS-4-4 1/4” Tube 1/4 - 18

D1170-06-04 1870x6 170PMTNS-6-4 3/8” Tube 1/4 - 18

D1170-06-06 1870x6x6 170PMTNS-6-6 3/8” Tube 3/8 - 18

D1170
Female Elbow - Brass

1-PTC  2-MPX Eaton Ref Parker Ref 1-PTC 2-MPX

D1169S-25-00 1869x2.5AS 169PMT-5/32-0 5/32” Tube 10-32unf

D1169S-25-02 1869x2.5S 169PMT-5/32-2 5/32” Tube 1/8 - 27

D1169S-04-02 1869x4S 169PMT-4-2 1/4” Tube 1/8 - 27

D1169S-04-04 1869x4x4S 169PMT-4-4 1/4” Tube 1/4 - 18

D1169S-04-06 1869x4x6S 169PMT-4-6 1/4” Tube 3/8 - 18

D1169S-06-02 1869x6x2S 169PMT-6-2 3/8” Tube 1/8 - 27

D1169S-06-04 1869x6S 169PMT-6-4 3/8” Tube 1/4 - 18

D1169S-06-06 1869x6x6S 169PMT-6-6 3/8” Tube 3/8 - 18

D1169S-06-08 1869x6x8S 169PMT-6-8 3/8” Tube 1/2 - 14

D1169S-08-04 1869x8x4S 169PMT-8-4 1/2” Tube 1/4 - 18

D1169S-08-06 1869x8S 169PMT-8-6 1/2” Tube 3/8 - 18

D1169S-08-08 1869x8x8S 169PMT-8-8 1/2” Tube 1/2 - 14

D1169S-10-06 1869x10x6S 169PMT-10-6 5/8” Tube 3/8 - 18

D1169S-10-08 1869x10S 169PMT-10-8 5/8” Tube 1/2 - 14

D1169S-12-08 1869x12S 169PMT-12-8 3/4” Tube 1/2 - 14

D1169S-12-12 1869x12x12S 169PMT-12-12 3/4” Tube 3/4 - 14

D1169S
Male Elbow Swivel - Brass

1-PTC  2-MP Eaton Ref Parker Ref 1-PTC 2-MP

D1169-25-02 1869x2.5 169PMTNS-5/32-2 5/32” Tube 1/8 - 27

D1169-04-02 1869x4 169PMTNS-4-2 1/4” Tube 1/8 - 27

D1169-04-04 1869x4x4 169PMTNS-4-4 1/4” Tube 1/4 - 18

D1169-04-06 1869x4x6 169PMTNS-4-6 1/4” Tube 3/8 - 18

D1169-06-02 1869x6x2 169PMTNS-6-2 3/8” Tube 1/8 - 27

D1169-06-04 1869x6 169PMTNS-6-4 3/8” Tube 1/4 - 18

D1169-06-06 1869x6x6 169PMTNS-6-6 3/8” Tube 3/8 - 18

D1169-06-08 1869x6x8 169PMTNS-6-8 3/8” Tube 1/2 - 14

D1169-08-04 1869x8x4 169PMTNS-8-4 1/2” Tube 1/4 - 18

D1169-08-06 1869x8 169PMTNS-8-6 1/2” Tube 3/8 - 18

D1169-08-08 1869x8x8 169PMTNS-8-8 1/2” Tube 1/2 - 14

D1169-10-06 1869x10x6 169PMTNS-10-6 5/8” Tube 3/8 - 18

D1169-10-08 1869x10 169PMTNS-10-8 5/8” Tube 1/2 - 14

D1169-12-08 1869x12 169PMTNS-12-8 3/4” Tube 1/2 - 14

D1169-12-12 1869x12x12 169PMTNS-12-12 3/4” Tube 3/4 - 14

D1169
Male Elbow - Brass
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D.O.T. Push-To-Connects

1-PTC  2-PTC  3-MP Eaton Ref Parker Ref 1,2-PTC 3-MP

D1172-04-04-02 1872x4 172PMTNS-4-2 1/4” Tube 1/8 - 27

D1172-04-04-04 1872x4x4 172PMTNS-4-4 1/4” Tube 1/4 - 18

D1172-06-06-04 1872x6 172PMTNS-6-4 3/8” Tube 1/4 - 18

D1172-06-06-06 1872x6x6 172PMTNS-6-6 3/8” Tube 3/8 - 18

D1172-06-06-08 1872x6x8 172PMTNS-6-8 3/8” Tube 1/2 - 14

D1172-08-08-04 1872x8x4 172PMTNS-8-4 1/2” Tube 1/4 - 18

D1172-08-08-06 1872x8 172PMTNS-8-6 1/2” Tube 3/8 - 18

D1172
Male Branch Tee - Brass

1-PTC  2-PTC  3-MPX Eaton Ref Parker Ref 1,2-PTC 3-MPX

D1172S-25-25-02 1872x2.5S 172PMT-5/32-2 5/32” Tube 1/8 - 27

D1172S-04-04-02 1872x4S 172PMT-4-2 1/4” Tube 1/8 - 27

D1172S-04-04-04 1872x4x4S 172PMT-4-4 1/4” Tube 1/4 - 18

D1172S-06-06-04 1872x6S 172PMT-6-4 3/8” Tube 1/4 - 18

D1172S-06-06-06 1872x6x6S 172PMT-6-6 3/8” Tube 3/8 - 18

D1172S-08-04-08 1872x8x4x8S 172PMT-8-4-8 1/2” & 1/4” Tubes 1/2 - 14

D1172S-08-08-04 1872x8x4S 172PMT-8-4 1/2” Tube 1/4 - 18

D1172S-08-08-06 1872x8S 172PMT-8-6 1/2” Tube 3/8 - 18

D1172S-08-08-08 1872x8x8S 172PMT-8-8 1/2” Tube 1/2 - 14

D1172S
Male Branch Tee Swivel - Brass

1-PTC  2-PTC  3-FP Alkon Ref 1,2-PTC 3-FP

D1177-04-04-02 AQ77-DOT-4X2 1/4” Tube 1/8 - 27

D1177-04-04-04 AQ77-DOT-4X4 1/4” Tube 1/4 - 18

D1177-06-06-04 AQ77-DOT-6X4 3/8” Tube 1/4 - 18

D1177
Female Branch Tee - Brass

1-PTC  2-PTC  3-FPX Alkon Ref 1,2-PTC 3-FPX

D1177S-04-04-02 AQ77-DOT-4X2 1/4” Tube 1/8 - 27

D1177S-04-04-04 AQ77-DOT-4X4 1/4” Tube 1/4 - 18

D1177S-06-06-04 AQ77-DOT-6X4 3/8” Tube 1/4 - 18

D1177S
Female Branch Tee Swivel - Brass

1-PTC  2-MP Eaton Ref Parker Ref 1-PTC 2-MP

D1179-04-02 1880x4 179PMTNS-4-2 1/4” Tube 1/8 - 27

D1179-04-04 1880x4x4 179PMTNS-4-4 1/4” Tube 1/4 - 18

D1179-06-02 1880x6x2 179PMTNS-6-2 3/8” Tube 1/8 - 27

D1179-06-04 1880x6 179PMTNS-6-4 3/8” Tube 1/4 - 18

D1179-06-06 1880x6x6 179PMTNS-6-6 3/8” Tube 3/8 - 18

D1179-06-08 1880x6x8 179PMTNS-6-8 3/8” Tube 1/2 - 14

D1179-08-04 1880x8x4 179PMTNS-8-4 1/2” Tube 1/4 - 18

D1179-08-06 1880x8 179PMTNS-8-6 1/2” Tube 3/8 - 18

D1179-08-08 1880x8x8 179PMTNS-8-8 1/2” Tube 1/2 - 14

D1179-10-08 1880x10 179PMTNS-10-8 5/8” Tube 1/2 - 14

D1179
Male Elbow - Brass

1-PTC  2-MPX Eaton Ref Parker Ref 1-PTC 2-MPX

D1179S-04-02 1880x4S 179PMT-4-2 1/4” Tube 1/8 - 27

D1179S-04-04 1880x4x4S 179PMT-4-4 1/4” Tube 1/4 - 18

D1179S-06-02 1880x6x2S 179PMT-6-2 3/8” Tube 1/8 - 27

D1179S-06-04 1880x6S 179PMT-6-4 3/8” Tube 1/4 - 18

D1179S-06-06 1880x6x6S 179PMT-6-6 3/8” Tube 3/8 - 18

D1179S-08-06 1880x8S 179PMT-8-6 1/2” Tube 3/8 - 18

D1179S-08-08 1880x8x8S 179PMT-8-8 1/2” Tube 1/2 - 14

D1179S-10-08 1880x10S 179PMT-10-8 5/8” Tube 1/2 - 14

D1179S
Male Elbow Swivel - Brass



D.O.T. Nylon Tubing

• Complies with SAE J844 and/or J2547 
   Air Brake Performance Requirements
• Standard Color: Black
• 50 ft. / 100 Ft. Lengths are Rolled and Tied, 
   Longer lengths are on Cardboard Reels
• Working Temperature: 

Our Nylon PT-DOT Series Air Brake Tubing complies with 
SAE J844 and SAE J2547 air brake performance 
requirements.  This D.O.T. tubing is designed to work with our 
D1100 Series Push-To-Connect air brake fittings and our 
1400 Series air brake fittings.
  
Standard lengths are 50, 100, 250, 500, and 1,000 feet.

BLK=Black (Standard)
BLU=Blue 
GRN=Green 
ORG=Orange
RED=Red 
YEL=Yellow

-02 = 1/8”
-25 = 5/32”
-03 = 3/16”
-04 = 1/4”
-06 = 3/8”
-08 = 1/2”
-10 = 5/8”
-12 = 3/4”

Available Colors

Sizes Available

Features/Benefits

–40° to +200° F 
(–40° to +93° C)

NOTE: Tubing cutter (PT6-CUTTER) is available.

19

For use with D.O.T Air Brake Fittings on pages 14–18 (D1100 Series) 
and 98–102 (1400 Series).
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D.O.T. Nylon Tubing

PCC Part No. Parker Ref Color Length

PT-DOT-08-BLK-50 1120-8B-BLK-50 Blakc 50

PT-DOT-08-BLK-100 1120-8B-BLK-100 Black 100

PT-DOT-08-BLK-500 1120-8B-BLK-500 Black 500

PT-DOT-08-BLU-100 1120-8B-BLU-100 Blue 100

PT-DOT-08-BLU-500 1120-8B-BLU-500 Blue 500

PT-DOT-08-GRN-100 1120-8B-GRN-100 Green 100

PT-DOT-08-GRN-500 1120-8B-GRN-500 Green 500

PT-DOT-08-ORG-100 1120-8B-ORG-100 Orange 100

PT-DOT-08-ORG-500 1120-8B-ORG-500 Orange 500

PT-DOT-08-RED-100 1120-8B-RED-100 Red 100

PT-DOT-08-RED-500 1120-8B-RED-500 Red 500

PT-DOT-08-YEL-100 1120-8B-YEL-100 Yellow 100

PT-DOT-08-YEL-500 1120-8B-YEL-500 Yellow 500

PT-DOT-08
1/2” Nylon D.O.T. Air Brake

PCC Part No. Parker Ref ColorColor Length

PT-DOT-06-BLK-50 1120-6B-BLK-50 Black 50

PT-DOT-06-BLK-100 1120-6B-BLK-100 Black 100

PT-DOT-06-BLK-500 1120-6B-BLK-500 Black 500

PT-DOT-06-BLU-100 1120-6B-BLU-100 Blue 100

PT-DOT-06-BLU-500 1120-6B-BLU-500 Blue 500

PT-DOT-06-GRN-100 1120-6B-GRN-100 Green 100

PT-DOT-06-GRN-500 1120-6B-GRN-500 Green 500

PT-DOT-06-ORG-100 1120-6B-ORG-100 Orange 100

PT-DOT-06-ORG-500 1120-6B-ORG-500 Orange 500

PT-DOT-06-RED-100 1120-6B-RED-100 Red 100

PT-DOT-06-RED-500 1120-6B-RED-500 Red 500

PT-DOT-06-YEL-100 1120-6B-YEL-100 Yellow 100

PT-DOT-06-YEL-500 1120-6B-YEL-500 Yellow 500

PT-DOT-06
3/8” Nylon D.O.T. Air Brake

PCC Part No. Parker Ref Color Length

PT-DOT-05-BLK-100 PFT-5A-BLK-100 Black 100

PT-DOT-05-BLK-500 PFT-5A-BLK-500 Black 500

PT-DOT-05
5/16” Nylon D.O.T. Air Brake

PCC Part No. Parker Ref Color Length

PT-DOT-04-BLK-100 1120-4A-BLK-100 Black 100

PT-DOT-04-BLK-500 1120-4A-BLK-500 Black 500

PT-DOT-04-BLK-1000 1120-4A-BLK-1000 Black 1,000

PT-DOT-04-BLU-100 1120-4A-BLU-100 Blue 100

PT-DOT-04-BLU-1000 1120-4A-BLU-1000 Blue 1,000

PT-DOT-04-GRN-100 1120-4A-GRN-100 Green 100

PT-DOT-04-GRN-1000 1120-4A-GRN-1000 Green 1,000

PT-DOT-04-ORG-100 1120-4A-ORG-100 Orange 100

PT-DOT-04-ORG-1000 1120-4A-ORG-1000 Orange 1,000

PT-DOT-04-RED-100 1120-4A-RED-100 Red 100

PT-DOT-04-RED-1000 1120-4A-RED-1000 Red 1,000

PT-DOT-04-YEL-100 1120-4A-YEL-100 Yellow 100

PT-DOT-04-YEL-1000 1120-4A-YEL-1000 Yellow 1,000

PT-DOT-04
1/4” Nylon D.O.T. Air Brake

PCC Part No. Parker Ref Color Length

PT-DOT-03-BLK-50 1120-3A-BLK-50 Black 50

PT-DOT-03-BLK-100 1120-3A-BLK-100 Black 100

PT-DOT-03-BLK-250 1120-3A-BLK-250 Black 250

PT-DOT-03
3/16”Nylon D.O.T. Air Brake

PCC Part No. Parker Ref Color Length

PT-DOT-25-BLK-50 1120-2.5-BLK-50 Black 50

PT-DOT-25-BLK-100 1120-2.5-BLK-100 Black 100

PT-DOT-25-BLK-1000 1120-2.5-BLK-100 Black 1,000

PT-DOT-25
5/32” Nylon D.O.T. Air Brake

PCC Part No. Parker Ref Color Length

PT-DOT-02-BLK-50 1120-2A-BLK-50 Black 50

PT-DOT-02-BLK-100 1120-2A-BLK-100 Black 100

PT-DOT-02-BLK-250 1120-2A-BLK-250 Black 250

PT-DOT-02-BLK-1000 1120-2A-BLK-1000 Black 1,000

PT-DOT-02
1/8” Nylon D.O.T. Air Brake
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D.O.T. Nylon Tubing

PCC Part No. Parker Ref Color Length

PT-DOT-12-BLK-50 1120-12B-BLK-50 Black 50

PT-DOT-12-BLK-100 1120-12B-BLK-100 Black 100

PT-DOT-12-BLK-250 1120-12B-BLK-250 Black 250

PT-DOT-12-BLU-250 1120-12B-BLU-250 Blue 250

PT-DOT-12-GRN-50 1120-12B-GRN-50 Green 50

PT-DOT-12-GRN-250 1120-12B-GRN-250 Green 250

PT-DOT-12-ORG-250 1120-12B-ORG-250 Orange 250

PT-DOT-12-RED-50 1120-12B-RED-50 Red 50

PT-DOT-12-RED-250 1120-12B-RED-250 Red 250

PT-DOT-12
3/4” Nylon D.O.T. Air Brake

PCC Part No. Parker Ref Color Length

PT-DOT-10-BLK-50 1120-10B-BLK-50 Black 50

PT-DOT-10-BLK-100 1120-10B-BLK-100 Black 100

PT-DOT-10-BLK-250 1120-10B-BLK-250 Black 250

PT-DOT-10-BLU-50 1120-10B-BLU-50 Blue 50

PT-DOT-10-BLU-250 1120-10B-BLU-250 Blue 250

PT-DOT-10-GRN-50 1120-10B-GRN-50 Green 50

PT-DOT-10-GRN-250 1120-10B-GRN-250 Green 250

PT-DOT-10-ORG-50 1120-10B-ORG-50 Orange 50

PT-DOT-10-ORG-250 1120-10B-ORG-250 Orange 250

PT-DOT-10-RED-50 1120-10B-RED-50 Red 50

PT-DOT-10-RED-250 1120-10B-RED-250 Red 250

PT-DOT-10-YEL-250 1120-10B-YEL-250 Yellow 250

PT-DOT-10
5/8” Nylon D.O.T. Air Brake



Bulkhead Frame Couplings

• Brass Body, with Brass or Steel Locknuts, 
   and a Steel Star Washer
• Steel Bodies are Available
• NPTF Dryseal Pipe Threads
• Working Pressure: Up to 1,000 PSI
• Working Temperature: 

Our Brass Bulkhead Frame Couplings are available with 
brass or steel locknuts, and come with a steel star washer.  
The pipe threads are an NPTF Dryseal for maximum 
performance.

These Bulkhead Frame Couplings are available in many 
popular configurations, but Pressure Connections can custom 
design a Bulkhead Frame Coupling just for you.

Features/Benefits

–65° to +250° F 
(–54° to +121° C)

22
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Bulkhead Frame Couplings

1-FP  2-FP 1-FP 2-FP

20790-06-06 3/8 - 18 3/8 - 18

20790
Female Pipe x Female Pipe 90° - Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP LENGTH

207-02-02 – 207ACBH-2 1/8 - 27

207S-04-04  «Short 1345 207ACBHS-4 1/4 - 18 15/16”

207-04-04 1344 207ACBH-4 1/4 - 18 1-1/2”

207-06-06 1346 207ACBH-6 3/8 - 18

207-08-08 1351 207ACBH-8 1/2 - 14

207-12-12 – 207ACBH-12 3/4 - 14

207
Female Pipe x Female Pipe - Brass

1-MP  2-FP 1-MP 2-FP

206CH-08-06  1/2 - 14 3/8 - 18

206LHN-08-06 1/2 - 14 3/8 - 18

206-08-08  1/2 - 14 1/2 - 14

206
Male Pipe x Female Pipe - Brass

1-MP  2-MP  3-FP Eaton Ref 1,2-MP 3-FP

205-08-08-04 1342/1343 1/2 - 14 1/4-18

205
Male Pipe x Male Pipe w/ Female Pipe Tap - 
Brass



Hose Barbs

• All Brass Construction
• Low Pressure Hydraulic and/or Pneumatic
• Working Pressure: Hose Dependant
• Working Temperature: Hose Dependant
• Reusable with a Clamp or Ferrule
• Lead-Free Available

Our Brass Industrial Hose Barbs are a great 
choice for low pressure hydraulic and/or pneumatic 
applications.  These hose barbs are designed to use 
a worm style clamp or a brass crimp ferrule (200CF) 
on a general purpose rubber hose.

• All Brass Construction
• Low Pressure Hydraulic and/or Pneumatic
• Working Pressure: Hose Dependant
• Working Temperature: Hose Dependant
• Reusable with a Clamp or Ferrule

Our Brass Beaded Fuel Hose Barbs, also called 
Fuel Barbs, are a great choice for fuel applications.  
These hose barbs are designed to use a worm style 
clamp or a brass crimp ferrule (200CF) on a rubber 
fuel hose.

• Stamped Brass Construction
• Low Pressure Brass Barb Applications
• Working Pressure: Hose Dependant
• Working Temperature: Hose Dependant

Our Brass 200CF Series Crimp Ferrules work with 
our Brass Industrial Hose Barbs, and our Brass 
Beaded "Fuel" Hose Barbs, to provide a permanant 
hose end connection.

Industrial Hose Barbs

• All Brass Construction
• Good Vibration Resistance
• Recommended for Use with Polyethylene Tubing
• Working Pressure: Polyethylene Tubing Dependant
• Working Temperature: Polyethylene Tubing Dependant

This Brass Mini-Barb or Dual-Barb is interchangeable 
with other miniture barbs in the industry.  It is designed 
to simply slip into polyethylene tubing without the use 
of a clamp or ferrule.

Mini-Barb

Crimp Ferrules

Beaded “Fuel” Hose Barbs

Features/Benefits

Features/Benefits

Features/Benefits

Features/Benefits

Welding Barbs and Fittings (152, 154, 156, 157, 158, 159) for Oxygen and Acetylene applications are included in this section.

Applications: Environmental Climate Control, Filters, Humidifiers, Pneumatic Systems, Etc.

24
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Hose Barbs & Crimp Ferrules | Visual Index

Industrial
Hose Barbs

102

 
1-HS  2-MP

pg. 26

10245-4

 
1-HS  2-MP

pg. 26

10290-4

 
1-HS  2-MP

pg. 26

103

 
1-HS  2-MPX

pg. 27

104

 
1-HS  2-FP

pg. 27

10490-4

 
1-HS  2-FP

pg. 27

105

 
1-HS  2-FPX (NPTF)

pg. 27

124

 
1-HS  2-FPX (Ball Seat)

pg. 27

126

 
1-HS  2-FPX (Gasket Seat)

pg. 28

142

 
1-HS  2-MS

pg. 28

143

 
1-HS  2-FJX/FSX (Dual Seat)

pg. 28

144

 
1-HS  2-FSX

pg. 28

145

 
1-HS  2-FJX

pg. 28

152

 
1-HS  2-NF RH

pg. 28

154

 
1-HS  2-NF LH

pg. 28

156

 
1-NF RH  2-MP

pg. 29

157

 
1-NF RH  2-NF RH

pg. 29

158

 
1-NF LH  2-MP

pg. 29

159

 
1-NF LH  2-NF LH

pg. 29

178

 
1-HS  2-HS

pg. 29

17890-4

 
1-HS  2-HS

pg. 29

178T-4

 

1-HS  2-HS  3-HS
pg. 29

179-4

 
1-HS  2-HS  3-MP

pg. 29

Beaded 
“Fuel” Hose 
Barbs

168

 
1-HS  2-MP

pg. 30

16890

 
1-HS  2-MP

pg. 30

190

 
1-HS  2-MI (Rigid)

pg. 30

19090

 
1-HS  2-MIX (Swivel)

pg. 30

Crimp 
Ferrules

200CF

 
Brass
pg. 30

Mini-Barb

22

 
1-HS  2-HS

pg. 31

Also see Lead-Free Fittings on pages 120–126.

For General Service and 
Petroleum/Fuel Hose see our 

Industrial Hose catalog.
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Industrial Hose Barbs

1-HS  2-MP Dixon Ref Parker Ref 1-HS 2-MP

10290-03-02-4 1290302C 129HB-3-2 3/16” Hose 1/8 - 27

10290-04-02-4 1290402C 129HB-4-2 1/4” Hose 1/8 - 27

10290-04-04-4 1290404C 129HB-4-4 1/4” Hose 1/4 - 18

10290-04-06-4 1290406C 129HB-4-6 1/4” Hose 3/8 - 18

10290-05-02-4 1290502C 129HB-5-2 5/16” Hose 1/8 - 27

10290-05-04-4 1290504C 129HB-5-4 5/16” Hose 1/4 - 18

10290-05-06-4 1290506C 129HB-5-6 5/16” Hose 3/8 - 18

10290-06-02-4 1290602C 129HB-6-2 3/8” Hose 1/8 - 27

10290-06-04-4 1290604C 129HB-6-4 3/8” Hose 1/4 - 18

10290-06-06-4 1290606C 129HB-6-6 3/8” Hose 3/8 - 18

10290-06-08-4 1290608C 129HB-6-8 3/8” Hose 1/2 - 14

10290-08-04-4 1290804C 129HB-8-4 1/2” Hose 1/4 - 18

10290-08-06-4 1290806C 129HB-8-6 1/2” Hose 3/8 - 18

10290-08-08-4 1290808C 129HB-8-8 1/2” Hose 1/2 - 14

10290-10-06-4 1291006C 129HB-10-6 5/8” Hose 3/8 - 18

10290-10-08-4 1291008C 129HB-10-8 5/8” Hose 1/2 - 14

10290-12-08-4 1291208C 129HB-12-8 3/4” Hose 1/2 - 14

10290-12-12-4 1291212C 129HB-12-12 3/4” Hose 3/4 - 14

10290-16-12-4 1291612C 129HB-16-12 1” Hose 3/4 - 14

10290-16-16-4 1291616C 129HB-16-16 1” Hose 1 - 11 1/2

10290-4
Male Pipe 90° Elbow - Forged Brass

1-HS  2-MP Dixon Ref Parker Ref 1-HS 2-MP

10245-04-02-4 1390402C 139HB-4-2 1/4” Hose 1/8 - 27

10245-04-04-4 1390404C 139HB-4-4 1/4” Hose 1/4 - 18

10245-05-02-4 – 139HB-5-2 5/16” Hose 1/8 - 27

10245-05-04-4 – 139HB-5-4 5/16” Hose 1/4 - 18

10245-06-02-4 1390602C 139HB-6-2 3/8” Hose 1/8 - 27

10245-06-04-4 1390604C 139HB-6-4 3/8” Hose 1/4 - 18

10245-06-06-4 1390606C 139HB-6-6 3/8” Hose 3/8 - 18

10245-08-04-4 1390804C 139HB-8-4 1/2” Hose 1/4 - 18

10245-08-06-4 1390806C 139HB-8-6 1/2” Hose 3/8 - 18

10245-08-08-4 1390808C 139HB-8-8 1/2” Hose 1/2 - 14

10245-10-06-4 – 139HB-10-6 5/8” Hose 3/8 - 18

10245-12-08-4 1391208C 139HB-12-8 3/4” Hose 1/2 - 14

10245-4
Male Pipe 45° Elbow - Forged Brass

1-HS  2-MP Eaton Ref Parker Ref 1-HS 2-MP

102-02-01 10502B-101 125HB-2-1 1/8” Hose 1/16 - 27

102-02-02 10502B-102 125HB-2-2 1/8” Hose 1/8 - 27

102-02-04 10502B-104 125HB-2-4 1/8” Hose 1/4 - 18

102-03-02 10503B-102 125HB-3-2 3/16” Hose 1/8 - 27

102-03-04 10503B-104 125HB-3-4 3/16” Hose 1/4 - 18

102-04-02 10504B-102 125HBL-4-2 1/4” Hose 1/8 - 27

102-04-04 10504B-104 125HBL-4-4 1/4” Hose 1/4 - 18

102-04-06 10504B-106 125HBL-4-6 1/4” Hose 3/8 - 18

102-04-08 10504B-108 125HBL-4-8 1/4” Hose 1/2 - 14

102-05-02 10505B-102 125HBL-5-2 5/16” Hose 1/8 - 27

102-05-04 10505B-104 125HBL-5-4 5/16” Hose 1/4 - 18

102-05-06 10505B-106 125HBL-5-6 5/16” Hose 3/8 - 18

102-06-02 10506B-102 125HBL-6-2 3/8” Hose 1/8 - 27

102-06-04 10506B-104 125HBL-6-4 3/8” Hose 1/4 - 18

102-06-06 10506B-106 125HBL-6-6 3/8” Hose 3/8 - 18

102-06-08 10506B-108 125HBL-6-8 3/8” Hose 1/2 - 14

102-06-12 10506B-112 125HBL-6-12 3/8” Hose 3/4 - 14

102-08-04 10508B-104 125HBL-8-4 1/2” Hose 1/4 - 18

102-08-06 10508B-106 125HBL-8-6 1/2” Hose 3/8 - 18

102-08-08 10508B-108 125HBL-8-8 1/2” Hose 1/2 - 14

102-08-12 10508B-112 125HBL-8-12 1/2” Hose 3/4 - 14

102-10-04 10510B-104 125HBL-10-4 5/8” Hose 1/4 - 18

102-10-06 10510B-106 125HBL-10-6 5/8” Hose 3/8 - 18

102-10-08 10510B-108 125HBL-10-8 5/8” Hose 1/2 - 14

102-10-12 10510B-112 125HBL-10-12 5/8” Hose 3/4 - 14

102-12-06 10512B-106 125HBL-12-6 3/4” Hose 3/8 - 18

102-12-08 10512B-108 125HBL-12-8 3/4” Hose 1/2 - 14

102-12-12 10512B-112 125HBL-12-12 3/4” Hose 3/4 - 14

102-12-16 10512B-116 125HBL-12-16 3/4” Hose 1 - 11 1/2

102-16-08 10516B-108 125HBL-16-08 1” Hose 1/2 - 14

102-16-12 10516B-112 125HBL-16-12 1” Hose 3/4 - 14

102-16-16 10516B-116 125HBL-16-16 1” Hose 1 - 11 1/2

102-20-12 10520B-112 125HBL-20-12 1-1/4” Hose 3/4 - 14

102-20-16 10520B-116 125HBL-20-16 1-1/4” Hose 1 - 11 1/2

102
Male Pipe - Brass
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Industrial Hose Barbs

1-HS  2-MPX Dixon Ref Parker Ref 1-HS 2-MPX

103-04-02 1030402C 125HBLSV-4-2 1/4” Hose 1/8 - 27

103-04-04 1030404C 125HBLSV-4-4 1/4” Hose 1/4 - 18

103-06-04 1030604C 125HBLSV-6-4 3/8” Hose 1/4 - 18

103-06-06 1030606C 125HBLSV-6-6 3/8” Hose 3/8 - 18

103-08-06 1030806C 125HBLSV-8-6 1/2” Hose 3/8 - 18

103-08-08 1030808C 125HBLSV-8-8 1/2” Hose 1/2 - 14

103-12-12 1031212C 125HBLSV-12-12 3/4” Hose 3/4 - 14

103-16-16 1031616C 125HBLSV-16-16 1” Hose 1 - 11 1/2

103
Male Pipe Swivel - Brass

1-HS  2-FP Eaton Ref Parker Ref 1-HS 2-FP

104-02-02 10502B-202 126HBL-2-2 1/8” Hose 1/8 - 27

104-02-04 10502B-204 126HBL-2-4 1/8” Hose 1/4 - 18

104-03-02 10503B-202 126HBL-3-2 3/16” Hose 1/8 - 27

104-03-04 10503B-204 126HBL-3-4 3/16” Hose 1/4 - 18

104-04-02 10504B-202 126HBL-4-2 1/4” Hose 1/8 - 27

104-04-04 10504B-204 126HBL-4-4 1/4” Hose 1/4 - 18

104-04-06 10504B-206 126HBL-4-6 1/4” Hose 3/8 - 18

104-04-08 10504B-208 126HBL-4-8 1/4” Hose 1/2 - 14

104-05-02 10505B-202 126HBL-5-2 5/16” Hose 1/8 - 27

104-05-04 10505B-204 126HBL-5-4 5/16” Hose 1/4 - 18

104-05-06 10505B-206 126HBL-5-6 5/16” Hose 3/8 - 18

104-06-02 10506B-202 126HBL-6-2 3/8” Hose 1/8 - 27

104-06-04 10506B-204 126HBL-6-4 3/8” Hose 1/4 - 18

104-06-06 10506B-206 126HBL-6-6 3/8” Hose 3/8 - 18

104-06-08 10506B-208 126HBL-6-8 3/8” Hose 1/2 - 14

104-06-12 10506B-212 126HBL-6-12 3/8” Hose 3/4 - 14

104-08-04 10508B-204 126HBL-8-4 1/2” Hose 1/4 - 18

104-08-06 10508B-206 126HBL-8-6 1/2” Hose 3/8 - 18

104-08-08 10508B-208 126HBL-8-8 1/2” Hose 1/2 - 14

104-08-12 10508B-212 126HBL-8-12 1/2” Hose 3/4 - 14

104-10-06 10510B-206 126HBL-10-6 5/8” Hose 3/8 - 18

104-10-08 10510B-208 126HBL-10-8 5/8” Hose 1/2 - 14

104-10-12 10510B-212 126HBL-10-12 5/8” Hose 3/4 - 14

104-12-08 10512B-208 126HBL-12-08 3/4” Hose 1/2 - 14

104-12-12 10512B-212 126HBL-12-12 3/4” Hose 3/4 - 14

104-16-12 10516B-212 126HBL-16-12 1” Hose 3/4 - 14

104-16-16 10516B-216 126HBL-16-16 1” Hose 1 - 11 1/2

104-20-16 10520B-216 126HBL-20-16 1-1/4” Hose 1 - 11 1/2

104
Female Pipe - Brass

1-HS  2-FP Dixon Ref 1-HS 2-FP

10490-04-02-4 1340402C 1/4” Hose 1/8 - 27

10490-04-04-4 1340404C 1/4” Hose 1/4 - 18

10490-06-04-4 1340604C 3/8” Hose 1/4 - 18

10490-06-06-4 1340606C 3/8” Hose 3/8 - 18

10490-08-04-4 1340804C 1/2” Hose 1/4 - 18

10490-08-06-4 1340806C 1/2” Hose 3/8 - 18

10490-08-08-4 1340808C 1/2” Hose 1/2 - 14

10490-12-12-4 1341212C 3/4” Hose 3/4 - 14

10490-4
Female Pipe 90° Elbow - Forged Brass

1-HS  2-FPX Dixon Ref 1-HS 2-FPX

105-04-04 1050404C 1/4” Hose 1/4 - 18

105-06-04 1050604C 3/8” Hose 1/4 - 18

105-06-06 1050606C 3/8” Hose 3/8 - 18

105-08-06 1050806C 1/2” Hose 3/8 - 18

105-08-08 1050808C 1/2” Hose 1/2 - 14

105
Female Pipe Swivel - Brass

1-HS  2-FPX Dixon Ref Parker Ref 1-HS 2-FPX

124-02-02 1240202K 128HBLSV-2-2 1/8” Hose 1/8 - 27

124-03-02 1240302K 128HBLSV-3-2 3/16” Hose 1/8 - 27

124-03-04 1240304K 128HBLSV-3-4 3/16” Hose 1/4 - 18

124-04-02 1240402K 128HBLSV-4-2 1/4” Hose 1/8 - 27

124-04-04 1240404K 128HBLSV-4-4 1/4” Hose 1/4 - 18

124-04-06 1240406K 128HBLSV-4-6 1/4” Hose 3/8 - 18

124-05-04 1240504K 128HBLSV-5-4 5/16” Hose 1/4 - 18

124-05-06 1240506K 128HBLSV-5-6 5/16” Hose 3/8 - 18

124-06-04 1240604K 128HBLSV-6-4 3/8” Hose 1/4 - 18

124-06-06 1240606K 128HBLSV-6-6 3/8” Hose 3/8 - 18

124-06-08 1240608K 128HBLSV-6-8 3/8” Hose 1/2 - 14

124-08-06 1240806K 128HBLSV-8-6 1/2” Hose 3/8 - 18

124-08-08 1240808K 128HBLSV-8-8 1/2” Hose 1/2 - 14

124-12-12 1241212K 128HBLSV-12-12 3/4” Hose 3/4 - 14

124
FPX Ball Seat - Brass
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Industrial Hose Barbs

1-HS  2-FPX Dixon Ref 1-HS 2-FPX

126-02-02 1240202K 1/8” Hose 1/8 - 27

126-03-02 1240302K 3/16” Hose 1/8 - 27

126-03-04 1240304K 3/16” Hose 1/4 - 18

126-04-02 1240402K 1/4” Hose 1/8 - 27

126-04-04 1240404K 1/4” Hose 1/4 - 18

126-04-06 1240406K 1/4” Hose 3/8 - 18

126-05-04 1240504K 5/16” Hose 1/4 - 18

126-06-04 1240604K 3/8” Hose 1/4 - 18

126-06-06 1240606K 3/8” Hose 3/8 - 18

126-06-08 1240608K 3/8” Hose 1/2 - 14

126-08-06 1240806K 1/2” Hose 3/8 - 18

126-08-08 1240808K 1/2” Hose 1/2 - 14

126-12-12 1241212K 3/4” Hose 3/4 - 14

126
FPX Gasket Seat - Brass

1-HS  2-MS Dixon Ref 1-HS 2-MS

142-03-04 1420307C 3/16” Hose 7/16 - 20

142-04-04 1420407C 1/4” Hose 7/16 - 20

142-04-06 1420410C 1/4” Hose 5/8 - 18

142-05-05 1420508C 5/16” Hose 1/2 - 20

142-06-06 1420610C 3/8” Hose 5/8 - 18

142-06-08 1420612C 3/8” Hose 3/4 - 16

142-08-08 1420812C 1/2” Hose 3/4 - 16

142
Male SAE Flare - Brass

1-HS  2-FJX/FSX Dixon Ref 1-HS 2-FJX/FSX

143-03-04 1430307K 3/16” Hose 7/16 - 20

143-04-04 1430407K 1/4” Hose 7/16 - 20

143-04-05 1430408K 1/4” Hose 1/2 - 20

143-05-05 1430508K 5/16” Hose 1/2 - 20

143-06-08 1430612K 3/8” Hose 3/4 - 16

143-08-08 1430812K 1/2” Hose 3/4 - 16

143-08-10 1430814K 1/2” Hose 7/8 - 14

143-10-10 – 5/8” Hose 7/8 - 14

143
Female  JIC/SAE Swivel - Brass

1-HS  2-FSX Dixon Ref Parker Ref 1-HS 2-FSX

144-03-03 1440306K 146HBLFSV-3-3 3/16” Hose 3/8 - 24

144-04-06 1440410K 146HBLFSV-4-6 1/4” Hose 5/8 - 18

144-05-06 1440510K 146HBLFSV-5-6 5/16” Hose 5/8 - 18

144-06-06 1440610K 146HBLFSV-6-6 3/8” Hose 5/8 - 18

144-12-12 1441217K 146HBLFSV-12-12 3/4” Hose 1 1/16 - 14

144
Female SAE Swivel - Brass

1-HS  2-FJX Dixon Ref 1-HS 2-FJX

145-03-03 – 3/16” Hose 3/8 - 24

145-04-06 – 1/4” Hose 9/16 - 18

145-05-06 – 5/16” Hose 9/16 - 18

145-06-06 1450609K 3/8” Hose 9/16 - 18

145-12-12 1451217K 3/4” Hose 1 1/16 - 12

145
Female JIC Swivel - Brass

1-HS  2-NF RH Dixon Ref 1-HS 2-NF RH

152-03-03 1520306K 3/16” Hose 3/8 - 24

152-03-06 1520309K 3/16” Hose 9/16 - 18

152-04-06 1520409K 1/4” Hose 9/16 - 18

152-05-06 1520509K 5/16” Hose 9/16 - 18

152-06-06 1520609K 3/8” Hose 9/16 - 18

152
Oxygen Welding - UNF Right Hand - Brass

1-HS  2-NF LH Dixon Ref 1-HS 2-NF LH

154-03-03 1540306K 3/16” Hose 3/8 - 24

154-03-06 1540309K 3/16” Hose 9/16 - 18

154-04-06 1540409K 1/4” Hose 9/16 - 18

154-05-06 1540509K 5/16” Hose 9/16 - 18

154-06-06 1540609K 3/8” Hose 9/16 - 18

154
Acetylene Welding - UNF Left Hand - Brass
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Industrial Hose Barbs

1-NF RH  2-MP Dixon Ref 1-NF RH 2-MP

156-06-04 1560904C 9/16 - 18 1/4 - 18

156-06-06 1560906C 9/16 - 18 3/8 - 18

156
Oxygen Welding Connector - UNF Right Hand 
- Brass

1-NF RH  2-NF RH Dixon Ref 1-NF RH 2-NF RH

157-06-06 1560909C 9/16 - 18 9/16 - 18

157
Oxygen Welding Union - UNF Right Hand 
- Brass

1-NF LH  2-MP Dixon Ref 1-NF LH 2-MP

158-06-04 1580904C 9/16 - 18 1/4 - 18

158-06-06 1580906C 9/16 - 18 3/8 - 18

158
Acetylene Welding Connector - UNF Left Hand 
- Brass

1-NF LH  2-NF LH Dixon Ref 1-NF LH 2-NF LH

159-06-06 1580909C 9/16 - 18 9/16 - 18

159
Acetylene Welding Union - UNF Left Hand 
- Brass

1-HS  2-HS Dixon Ref Parker Ref 1-HS 2-HS

178-02-02 1780202C 122HBL-2 1/8” Hose 1/8” Hose

178-03-03 1780303C 122HBL-3 3/16” Hose 3/16” Hose

178-04-02 1780402C 122HBL-4-2 1/4” Hose 1/8” Hose

178-04-04 1780404C 122HBL-4 1/4” Hose 1/4” Hose

178-05-05 1780505C 122HBL-5 5/16” Hose 5/16” Hose

178-06-04 1780604C 122HBL-6-4 3/8” Hose 1/4” Hose

178-06-06 1780606C 122HBL-6 3/8” Hose 3/8” Hose

178-08-06 1780806C 122HBL-8-6 1/2” Hose 3/8” Hose

178-08-08 1780808C 122HBL-8 1/2” Hose 1/2” Hose

178-10-06 1781006C 122HBL-10-6 5/8” Hose 3/8” Hose

178-10-08 1781008C 122HBL-10-8 5/8” Hose 1/2” Hose

178-10-10 1781010C 122HBL-10 5/8” Hose 5/8” Hose

178-12-08 1781208C 122HBL-12-8 3/4” Hose 1/2” Hose

178-12-12 1781212C 122HBL-12 3/4” Hose 3/4” Hose

178-16-16 1781616C 122HBL-16 1” Hose 1” Hose

178
Splicer - Brass

1-HS  2-HS Dixon Ref 1-HS 2-HS

17890-02-02-4 1770202C 1/8” Hose 1/8” Hose

17890-04-02-4 1770402C 1/4” Hose 1/8” Hose

17890-04-04-4 1770404C 1/4” Hose 1/4” Hose

17890-05-05-4 1770505C 5/16” Hose 5/16” Hose

17890-06-04-4 1770604C 3/8” Hose 1/4” Hose

17890-06-06-4 1770606C 3/8” Hose 3/8” Hose

17890-08-06-4 1770806C 1/2” Hose 3/8” Hose

17890-08-08-4 1770808C 1/2” Hose 1/2” Hose

17890-10-10-4 1771010C 5/8” Hose 5/8” Hose

17890-12-08-4 1771208C 3/4” Hose 1/2” Hose

17890-12-12-4 1771212C 3/4” Hose 3/4” Hose

17890-4
Splicer Elbow 90° - Forged Brass

1-HS  2-HS  3-HS Dixon Ref 1,2-HS 3-HS

178T-02-02-02-4 1790202C 1/8” Hose 1/8” Hose

178T-03-03-03-4 1790303C 3/16” Hose 3/16” Hose

178T-04-04-02-4 1790402C 1/4” Hose 1/8” Hose

178T-04-04-04-4 1790404C 1/4” Hose 1/4” Hose

178T-05-05-05-4 1790505C 5/16” Hose 5/16” Hose

178T-06-06-06-4 1790606C 3/8” Hose 3/8” Hose

178T-08-08-06-4 1790806C 1/2” Hose 3/8” Hose

178T-08-08-08-4 1790808C 1/2” Hose 1/2” Hose

178T-10-10-10-4 1791010C 5/8” Hose 5/8” Hose

178T-12-12-08-4 1791208C 3/4” Hose 1/2” Hose

178T-12-12-12-4 1791212C 3/4” Hose 3/4” Hose

178T-4
Splicer Tee - Forged Brass

1-HS  2-HS  3-MP Dixon Ref Parker Ref 1,2-HS 3-MP

179-06-06-04-4 1790604C 171HB-6-4 3/8” Hose 1/4 - 18

179-4
Male Branch Tee - Forged Brass
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PCC Part No. Dixon Ref I.D. Length

200CF-400-47 2004000C 0.400 0.470

200CF-453-56 2004530C 0.453 0.560

200CF-500-50 2005000C 0.500 0.500

200CF-500-100 2005005C 0.500 1.000

200CF-525-50 2005250C 0.525 0.500

200CF-525-100 2005255C 0.520 1.000

200CF-531-100 2005310C 5.531 1.000

200CF-550-48 2005500C 0.550 0.480

200CF-562-100 2005620C 0.562 1.000

200CF-593-100 2005930C 0.593 1.000

200CF-625-50 2006250C 0.625 0.500

200CF-625-100 2006255C 0.625 1.000

200CF-650-50 2006500C 0.650 0.500

200CF-656-100 2006560C 0.656 1.000

200CF-675-52 2006750C 0.675 0.520

200CF-690-100 2006900C 0.690 1.000

200CF-718-100 2007180C 0.718 1.000

200CF-725-53 2007250C 0.725 0.530

200CF-750-53 2007500C 0.750 0.530

200CF-750-69 2004750C 0.750 0.690

200CF-750-100 2007505C 0.750 1.000

200CF-775-53 2007750C 0.775 0.530

200CF-781-100 2007810C 0.781 1.000

200CF-812-100 2008120C 0.812 1.000

200CF-875-84 2008750C 0.875 0.840

200CF-925-84 2009250C 0.925 0.840

200CF-975-84 2009750C 0.975 0.840

200CF-995-84 2009950C 0.995 0.840

200CF-1025-84 2001025C 1.025 0.840

200CF-1100-84 2001100C 1.100 0.840

200CF-1175-84 2001175C 1.175 0.840

200CF-1225-88 2001225C 1.225 0.880

200CF-1500-88 2001500C 1.500 0.880

200CF
Crimp Ferrule - Brass

Beaded “Fuel” Hose Barbs

Crimp Ferrules

Beaded “Fuel” Hose Barbs

1-HS  2-MP Eaton Ref Parker Ref 1-HS 2-MP

168-03-02 05703B-102 68HB-3-2 3/16” Hose 1/8 - 27

168-04-02 05704B-102 68HB-4-2 1/4” Hose 1/8 - 27

168-04-04 05704B-104 68HB-4-4 1/4” Hose 1/4 - 18

168-05-02 05705B-102 68HB-5-2 5/16” Hose 1/8 - 27

168-05-04 05705B-104 68HB-5-4 5/16” Hose 1/4 - 18

168-06-02 05706B-102 68HB-6-2 3/8” Hose 1/8 - 27

168-06-04 05706B-104 68HB-6-4 3/8” Hose 1/4 - 18

168-06-06 05706B-106 68HB-6-6 3/8” Hose 3/8 - 18

168-08-06 05708B-106 68HB-8-6 1/2” Hose 3/8 - 18

168-08-08 05708B-108 68HB-8-8 1/2” Hose 1/2 - 14

168-10-08 05710B-108 68HB-10-8 5/8” Hose 1/2 - 14

168-12-08 05712B-108 68HB-12-8 3/4” Hose 1/2 - 14

168-12-12 05712B-112 68HB-12-12 3/4” Hose 3/4 - 14

168
Male Pipe - Brass

1-HS  2-MP Eaton Ref Parker Ref 1-HS 2-MP

16890-04-02 05704B-C02 269HB-4-2 1/4” Hose 1/8 - 27

16890-05-02 05705B-C02 269HB-5-2 5/16” Hose 1/8 - 27

16890-05-04 05705B-C04 269HB-5-4 5/16” Hose 1/4 - 18

16890-06-02 05706B-C02 269HB-6-2 3/8” Hose 1/8 - 27

16890-06-04 05706B-C04 269HB-6-4 3/8” Hose 1/4 - 18

16890-06-06 05706B-C06 269HB-6-6 3/8” Hose 3/8 - 18

16890-10-06 05710B-C06 269HB-10-6 5/8” Hose 3/8 - 18

16890
Male Pipe 90° - Brass

1-HS  2-MI Eaton Ref 1-HS 2-MI

190-04-04 – 1/4” Hose 7/16 - 24

190-04-05 – 1/4” Hose 1/2 - 20

190-05-04 05705B-1598 5/16” Hose 7/16 - 24

190-05-05 05705B-1560 5/16” Hose 1/2 - 20

190-05-06 05705B-1561 5/16” Hose 5/8 - 18

190-06-05 05706B-1568 3/8” Hose 1/2 - 20

190-06-06 05706B-1570 3/8” Hose 5/8 - 18

190
Male Inverted Flare - Brass

1-HS  2-MIX Eaton Ref 1-HS 2-MIX

19090-04-04 05704B-B64 1/4” Hose 7/16 - 24

19090-04-05 05704B-B65 1/4” Hose 1/2 - 20

19090-05-05 05705B-B65 5/16” Hose 1/2 - 20

19090-06-05 05706B-B65 3/8” Hose 1/2 - 20

19090-06-06 05706B-B66 3/8” Hose 5/8 - 18

19090
Male Inverted Flare Swivel 90° - Brass
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Mini-Barb

1-HS  2-HS Eaton Ref Parker Ref 1-HS 2-HS

22-08-06 1062x8x6 22-6-8 1/2” Hose 3/8” Hose

22
Union - Brass

Crimp Ferrules



Push-Lock Hose Barbs

• Brass Construction with a Yellow Collar
• Recommended Hose: Push-Lock
• Low Pressure Hydraulic and/or Pneumatic
• Working Pressure: Hose Dependant
• Working Temperature: Hose Dependant
• Reusable "Without" a Clamp or Ferrule
• Lead-Free Available

Our Brass Push-Lock Hose Barbs have a unique barb 
design that does NOT require a clamp when used with the 
Push-Lock style hose.  They are easily indentified by the 
yellow collar that acts as a hose stop.  Push-Lock Hose 
Barbs are a great choice for low pressure hydraulic and/or 
pneumatic applications

.

NOTE: Push-Lock Hose Barbs MUST be used with Push-Lock Hose in order to 
achieve the published perfomance, and the use of a clamp will actually diminish 
the performance.

Instructions

Cut the Push-Lock Hose with a smooth square cut.  Lubricate the 
inside of the hose and/or the barb with soapy water or a light oil.  Use 
a lubricant that is compatible with the system fluid that the hose is 
being installed on.  Next, Insert the Push-Lock Hose Barb into the 
Push-Lock hose until the first barb is inserted into the hose.  Due to 
the amount of resistance a bench, a wall, or motionless object may be 
needed to brace the barb against while pushing the hose the rest of 
the way onto the barb.  The goal is to seat the hose all the way onto 
the barb until the hose is firmly seated into the yellow collar.  

With the Push-Lock Hose Barb still inserted in the Push-Lock Hose cut 
a 1" slit lengthwise from the end of the hose.  CAUTION: Take care 
not to nick the barbs or slit the yellow collar when making the cut so 
that the hose barb may be reused.  Then tightly grip the barb and 
release the hose with a sharp downward pull, or snap.

Assembly 

Disassembly 

Features/Benefits
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272

 
1-HS  2-MP

pg. 34

27290-4

 
1-HS  2-MP

pg. 34

273

 
1-HS  2-MPX

pg. 34

274

 
1-HS  2-FP

pg. 34

278

 
1-HS  2-FPX (Ball Seat)

pg. 35

280

 
1-HS  2-FPX (Gasket Seat)

pg. 35

282

 
1-HS  2-MS

pg. 35

284

 
1-HS  2-FSX

pg. 35

28490-STL

 
1-HS  2-FSX

pg. 35

286

 
1-HS  2-MJ

pg. 35

287

 
1-HS  2-FJX/FSX (Dual Seat)

pg. 35

288

 
1-HS  2-FJX

pg. 35

28890-STL

 
1-HS  2-FJX

pg. 36

290

 
1-HS  2-MIX (Swivel)

pg. 36

292

 
1-HS  2-FI

pg. 36

294

 
1-HS  2-RTS

pg. 36

296

 
1-HS  2-HS

pg. 36

Push Lock Hose Barbs | Visual Index

Also see Lead-Free Fittings on pages 120–126.

For Push-Lock Hose
see our Industrial Hose

catalog



Pressure Connections Reserves the Right to Update Information Without Notice
34

Push-Lock Hose Barbs

1-HS  2-FP Dixon Ref Parker Ref 1-HS 2-FP

274-04-02 2740402C 30282-2-4B 1/4” Hose 1/8 - 27

274-04-04 2740404C 30282-4-4B 1/4” Hose 1/4 - 18

274-04-06 2740406C 30282-6-4B 1/4” Hose 3/8 - 18

274-05-02 2740502C 30282-2-5B 5/16” Hose 1/8 - 27

274-05-04 2740504C 30282-4-5B 5/16” Hose 1/4 - 18

274-06-02 2740602C 30282-2-6B 3/8” Hose 1/8 - 27

274-06-04 2740604C 30282-4-6B 3/8” Hose 1/4 - 18

274-06-06 2740606C 30282-6-6B 3/8” Hose 3/8 - 18

274-06-08 2740608C 30282-8-6B 3/8” Hose 1/2 - 14

274-06-12 2740612C 30282-12-6B 3/8” Hose 3/4 - 14

274-08-04 2740804C 30282-4-8B 1/2” Hose 1/4 - 18

274-08-06 2740806C 30282-6-8B 1/2” Hose 3/8 - 18

274-08-08 2740808C 30282-8-8B 1/2” Hose 1/2 - 14

274-08-12 2740812C 30282-12-8B 1/2” Hose 3/4 - 14

274-10-06 2741006C 30282-6-10B 5/8” Hose 3/8 - 18

274-10-08 2741008C 30282-8-10B 5/8” Hose 1/2 - 14

274-12-08 2741208C 30282-8-12B 3/4” Hose 1/2 - 14

274-12-12 2741212C 30282-12-12B 3/4” Hose 3/4 - 14

274-16-12 2741612C 30282-12-16B 1” Hose 3/4 - 14

274-16-16 2741616C 30282-16-16B 1” Hose 1 - 11 1/2

274
Female Pipe - Brass

1-HS  2-MPX Dixon Ref Parker Ref 1-HS 2-MPX

273-04-02 2710402C 31382-2-4B 1/4” Hose 1/8 - 27

273-04-04 2710404C 31382-4-4B 1/4” Hose 1/4 - 18

273-06-04 2710604C 31382-4-6B 3/8” Hose 1/4 - 18

273-06-06 2710606C 31382-6-6B 3/8” Hose 3/8 - 18

273-08-06 2710806C 31382-6-8B 1/2” Hose 3/8 - 18

273-08-08 2710808C 31382-8-8B 1/2” Hose 1/2 - 14

273-12-12 2711212C 31382-12-12B 3/4” Hose 3/4 - 14

273
Male Pipe Swivel - Brass

1-HS  2-MP Eaton Ref 1-HS 2-MP

27290-04-02-4 10004B-C02 1/4” Hose 1/8 - 27

27290-04-04-4 10004B-C04 1/4” Hose 1/4 - 18

27290-06-02-4 10006B-C02 3/8” Hose 1/8 - 27

27290-06-04-4 10006B-C04 3/8” Hose 1/4 - 18

27290-06-06-4 10006B-C06 3/8” Hose 3/8 - 18

27290-08-06-4 10008B-C06 1/2” Hose 3/8 - 18

27290-08-08-4 10008B-C08 1/2” Hose 1/2 - 14

27290-12-08-4 10012B-C08 3/4” Hose 1/2 - 14

27290-12-12-4 10012B-C12 3/4” Hose 3/4 - 14

27290-4
Male Pipe 90° Elbow - Forged Brass

1-HS  2-MP Eaton Ref Parker Ref 1-HS 2-MP

272-04-02 10004B-102 30182-2-4B 1/4” Hose 1/8 - 27

272-04-04 10004B-104 30182-4-4B 1/4” Hose 1/4 - 18

272-04-06 10004B-106 30182-6-4B 1/4” Hose 3/8 - 18

272-05-02 10005B-102 30182-2-5B 5/16” Hose 1/8 - 27

272-05-04 10005B-104 30182-4-5B 5/16” Hose 1/4 - 18

272-06-02 10006B-102 30182-2-4B 3/8” Hose 1/8 - 27

272-06-04 10006B-104 30182-4-6B 3/8” Hose 1/4 - 18

272-06-06 10006B-106 30182-6-6B 3/8” Hose 3/8 - 18

272-06-08 10006B-108 30182-8-6B 3/8” Hose 1/2 - 14

272-06-12 10006B-112 30182-12-6B 3/8” Hose 3/4 - 14

272-08-04 10008B-104 30182-4-8B 1/2” Hose 1/4 - 18

272-08-06 10008B-106 30182-6-8B 1/2” Hose 3/8 - 18

272-08-08 10008B-108 30182-8-8B 1/2” Hose 1/2 - 14

272-08-12 10008B-112 30182-12-8B 1/2” Hose 3/4 - 14

272-10-06 10010B-106 30182-6-10B 5/8” Hose 3/8 - 18

272-10-08 10010B-108 30182-8-10B 5/8” Hose 1/2 - 14

272-10-12 10010B-112 30182-12-10B 5/8” Hose 3/4 - 14

272-12-08 10012B-108 30182-8-12B 3/4” Hose 1/2 - 14

272-12-12 10012B-112 30182-12-12B 3/4” Hose 3/4 - 14

272-16-12 10016B-112 30182-12-16B 1” Hose 3/4 - 14

272-16-16 10016B-116 30182-16-16B 1” Hose 1 - 11 1/2

272
Male Pipe - Brass
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Push-Lock Hose Barbs

1-HS  2-MS Eaton Ref Parker Ref 1-HS 2-MS

282-04-04 10004B-304 30482-4-4B 1/4” Hose 7/16 - 20

282-04-05 10004B-305 30482-5-4B 1/4” Hose 1/2 - 20

282-06-06 10006B-306 30482-6-6B 3/8” Hose 5/8 - 18

282-08-08 10008B-308 30482-8-8B 1/2” Hose 3/4 - 16

282-10-10 10010B-310 30482-10-10B 5/8” Hose 7/8 - 14

282-12-12 10012B-312 30482-12-12B 3/4” Hose 1 1/16 - 14

282
Male SAE Flare - Brass

1-HS  2-FPX Dixon Ref 1-HS 2-FPX

280-04-02 2800402C 1/4” Hose 1/8 - 27

280-04-04 2800404C 1/4” Hose 1/4 - 18

280-06-04 2800604C 3/8” Hose 1/4 - 18

280-06-06 2800606C 3/8” Hose 3/8 - 18

280-06-08 2800608C 3/8” Hose 1/2 - 14

280-08-08 2800808C 1/2” Hose 1/2 - 14

280-10-08 2801008C 5/8” Hose 1/2 - 14

280-12-12 2801212C 3/4” Hose 3/4 - 14

280
FPX Gasket Seat - Brass

1-HS  2-FPX Dixon Ref Parker Ref 1-HS 2-FPX

278-04-02 2780402C 37G82-2-4B 1/4” Hose 1/8 - 27

278-04-04 2780404C 37G82-4-4B 1/4” Hose 1/4 - 18

278-04-06 2780406C 37G82-6-4B 1/4” Hose 3/8 - 18

278-06-04 2780604C 37G82-4-6B 3/8” Hose 1/4 - 18

278-06-06 2780606C 37G82-6-6B 3/8” Hose 3/8 - 18

278-06-08 2780608C 37G82-8-6B 3/8” Hose 1/2 - 14

278-08-08 2780808C 37G82-8-8B 1/2” Hose 1/2 - 14

278-08-12 2780812C 37G82-12-8B 1/2” Hose 3/4 - 14

278-12-12 2781212C 37G82-12-12B 3/4” Hose 3/4 - 14

278
FPX Ball Seat - Brass

1-HS  2-FSX Dixon Ref Parker Ref 1-HS 2-FSX

284-04-06 2840410C 30882-6-4B 1/4” Hose 5/8 - 18

284-05-06 2840510C 30882-6-5B 5/16” Hose 5/8 - 18

284-06-06 2840610C 30882-6-6B 3/8” Hose 5/8 - 18

284-08-06 – 30882-6-8B 1/2” Hose 5/8 - 18

284-12-12 2841217C 30882-12-12B 3/4” Hose 1 1/16 - 14

284
Female SAE Swivel - Brass

1-HS  2-FSX Dixon Ref Parker Ref 1-HS 2-FSX

28490-04-04-STL 2890407CSAE 37982-4-4 1/4” Hose 7/16 - 20

28490-06-06-STL 2890610CSAE 37982-6-6 3/8” Hose 5/8 - 18

28490-08-08-STL 2890812CSAE 37982-8-8 1/2” Hose 3/4 - 16

28490-STL
Female SAE Swivel 90° - STEEL

1-HS  2-MJ Dixon Ref Parker Ref 1-HS 2-MJ

286-04-04 2860407C 30382-4-4B 1/4” Hose 7/16 - 20

286-04-05 2860408C 30382-5-4B 1/4” Hose 1/2 - 20

286-04-06 2860409C 30382-6-4B 1/4” Hose 9/16 - 18

286-06-06 2860609C 30382-6-6B 3/8” Hose 9/16 - 18

286-08-08 2860812C 30382-8-8B 1/2” Hose 3/4 - 16

286-10-10 2861014C 30382-10-10B 5/8” Hose 7/8 - 14

286-12-12 2861217C 30382-12-12B 3/4” Hose 1 1/16 - 12

286
Male JIC Flare - Brass

1-HS  2-FJX/FSX Eaton Ref Parker Ref 1-HS 2-FJX/FSX

287-04-04 10004B-604 30682-4-4B 1/4” Hose 7/16 - 20

287-04-05 10004B-605 30682-5-4B 1/4” Hose 1/2 - 20

287-05-05 10005B-605 30682-5-5B 5/16” Hose 1/2 - 20

287-06-05 10006B-605 30682-5-6B 3/8” Hose 1/2 - 20

287-06-08 10006B-608 30682-8-6B 3/8” Hose 3/4 - 16

287-08-08 10008B-608 30682-8-8B 1/2” Hose 3/4 - 16

287-08-10 10008B-610 30682-10-8B 1/2” Hose 7/8 - 14

287-10-08 10010B-608 30682-8-10B 5/8” Hose 3/4 - 16

287-10-10 10010B-610 30682-10-10B 5/8” Hose 7/8 - 14

287-12-10 10012B-610 30682-10-12B 3/4” Hose 7/8 - 14

287
Female JIC/SAE Swivel - Brass

1-HS  2-FJX Eaton Ref Parker Ref 1-HS 2-FJX

288-04-06 10004B-606 30682-6-4B 1/4” Hose 9/16 - 18

288-05-06 10005B-606 30682-6-5B 5/16” Hose 9/16 - 18

288-06-06 10006B-606 30682-6-6B 3/8” Hose 9/16 - 18

288-12-12 10012B-612 30682-12-12B 3/4” Hose 1 1/16 - 12

288-16-16 10016B-616 30682-16-16B 1” Hose 1 5/16 - 12

288
Female JIC Swivel - Brass
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294-10-10 10010B-X10 33482-10-10 5/8” Hose 5/8” Tube

294-12-12 10012B-X12 33482-12-12 3/4” Hose 3/4” Tube

294
Rigid Tube Shank - Brass

Push-Lock Hose Barbs

1-HS  2-FJX Dixon Ref Parker Ref 1-HS 2-FJX

28890-04-04-STL 2890407C 33982-4-4 1/4” Hose 7/16 - 20

28890-06-06-STL 2890609C 33982-6-6 3/8” Hose 9/16 - 18

28890-08-08-STL 2890812C 33982-8-8 1/2” Hose 3/4 - 16

28890-12-12-STL 2891217C 33982-12-12 3/4” Hose 1 1/16 - 12

28890-STL
Female JIC Swivel 90° - STEEL

1-HS  2-MIX Eaton Ref Parker Ref 1-HS 2-MIX

290-04-03 10004B-B03 32882-3-4 1/4” Hose 3/8 - 24

290-04-04 10004B-B04 32882-4-4 1/4” Hose 7/16 - 24

290-04-05 10004B-B05 32882-5-4 1/4” Hose 1/2 - 20

290-05-04 10005B-B04 32882-4-5 5/16” Hose 7/16 - 24

290-05-05 10005B-B05 32882-5-5 5/16” Hose 1/2 - 20

290-05-06 10005B-B06 32882-6-5 5/16” Hose 5/8 - 18

290-06-05 10006B-B05 32882-5-6 3/8” Hose 1/2 - 20

290-06-06 10006B-B06 32882-6-6 3/8” Hose 5/8 - 18

290-08-06 10008B-B06 32882-6-8 1/2” Hose 5/8 - 18

290-08-08 10008B-B08 32882-8-8 1/2” Hose 3/4 - 18

290-10-10 10010B-B10 32882-10-10 5/8” Hose 7/8 - 18

290
Male Inverted Flare Swivel - Brass

1-HS  2-FI Eaton Ref Parker Ref 1-HS 2-FI

292-04-03 10004B-A03 32982-3-4B 1/4” Hose 3/8 - 24

292-04-04 10004B-A04 32982-4-4B 1/4” Hose 7/16 - 24

292-04-05 10004B-A05 32982-5-4B 1/4” Hose 1/2 - 20

292-05-05 10005B-A05 32982-5-5B 5/16” Hose 1/2 - 20

292-06-05 10006B-A05 32982-5-6B 3/8” Hose 1/2 - 20

292-06-06 10006B-A06 32982-6-6B 3/8” Hose 5/8 - 18

292-08-08 10008B-A08 32982-8-8B 1/2” Hose 3/4 - 18

292
Female Inverted Flare - Brass

1-HS  2-RTS Eaton Ref Parker Ref 1-HS 2-RTS

294-04-03 10004B-X03 33482-3-4 1/4” Hose 3/16” Tube

294-04-04 10004B-X04 33482-4-4 1/4” Hose 1/4” Tube

294-04-05 10004B-X05 33482-5-4 1/4” Hose 5/16” Tube

294-06-06 10006B-X06 33482-6-6 3/8” Hose 3/8” Tube

294-08-08 10008B-X08 33482-8-8 1/2” Hose 1/2” Tube

294
Rigid Tube Shank - Brass

1-HS  2-HS Eaton Ref Parker Ref 1-HS 2-HS

296-04-04 10004B-Y04 38282-4-4B 1/4” Hose 1/4” Hose

296-05-05 10005B-Y05 38282-5-5B 5/16” Hose 5/16” Hose

296-06-06 10006B-Y06 38282-6-6B 3/8” Hose 3/8” Hose

296-08-08 10008B-Y08 38282-8-8B 1/2” Hose 1/2” Hose

296-10-10 10010B-Y10 38282-10-10B 5/8” Hose 5/8” Hose

296-12-12 10012B-Y12 38282-12-12B 3/4” Hose 3/4” Hose

296-16-16 10016B-Y16 38282-16-16B 1” Hose 1” Hose

296
Splicer - Brass



Reusable Hose Fittings

• Reusable, Easy Field Repair
• All Brass Construction
• Non-Skive Design
• Recommended for Rubber Covered Hose Only
• Heavy Duty, Designed to Last
• Working Pressure: Hose Dependant
• Working Temperature: Hose Dependant
• Reusable, Easy Field Repair

Our Brass Reusable Hose Fittings are a heavy duty, 
NON-Skive design that can be reused on rubber covered 
hose.  Reusables can minimize down time by providing a 
convenient and easy field repair without the need for a 
crimper and/or all of the equipment that is needed with it.  
They are a great choice for low pressure hydraulic and/or 
pneumatic applications when a more durable hose 
connection is required.

Instructions

Prior to assembly the proper Reusable Hose Fitting must be selected.  To 
determine this you must know the inside diameter (ID) and outside diameter 
(OD) of the hose.  It also helps to know the thread type and size beforehand.  
Once the correct Reusable has been selected it should be noted that the 
hose does NOT need to be skived, but it does need to be cut off smooth and 
square.  If the ferrule is still screwed on the stem unscrew it off.  Then slip 
and twist the ferrule onto the outside of hose until it is fully seated onto the 
hose.  Next, mount the ferrule, with the hose, into a vise and add a few 
drops of lubricant to the threads of both the stem and the ferrule.  Once 
lubricated the stem can then be screwed into the ferrule, which in turn 
expands the hose into the ferrule teeth.

The disassembly process is simply the reverse of the assembly process.  
Mount the hose assembly in a vise and simply unscrew the stem out of the 
ferrule.  Then remove, by unscrewing, the ferrule from the hose.

Assembly

Disassembly

Features/Benefits

37
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Reuseable Hose Fittings

1-HS  2-HS Dixon Ref 1-HS 2-HS

187B-04-04-0.500 1870408K 1/4” Hose 1/4” Hose

187B-04-04-0.562 1870409K 1/4” Hose 1/4” Hose

187B-04-04-0.625 1870410K 1/4” Hose 1/4” Hose

187B-06-06-0.625 1870610K 3/8” Hose 3/8” Hose

187B-06-06-0.687 1870611K 3/8” Hose 3/8” Hose

187B-06-06-0.750 1870612K 3/8” Hose 3/8” Hose

187B
Splicer - Brass

1-HS  2-FPX Dixon Ref 1-HS 2-FPX

185B-04-04-0.500 1854084K 1/4” Hose 1/4 - 18

185B-04-04-0.562 1854094K 1/4” Hose 1/4 - 18

185B-04-04-0.625 1854104K 1/4” Hose 1/4 - 18

185B-04-06-0.500 1854086K 1/4” Hose 3/8 - 18

185B-04-06-0.562 1854096K 1/4” Hose 3/8 - 18

185B-04-06-0.625 1854106K 1/4” Hose 3/8 - 18

185B-05-04-0.562 1855094K 5/16” Hose 1/4 - 18

185B-05-04-0.625 1855104K 5/16” Hose 1/4 - 18

185B-05-04-0.687 1855114K 5/16” Hose 1/4 - 18

185B-06-04-0.625 1856104K 3/8” Hose 1/4 - 18

185B-06-04-0.687 1856114K 3/8” Hose 1/4 - 18

185B-06-04-0.750 1856124K 3/8” Hose 1/4 - 18

185B-06-06-0.625 1856106K 3/8” Hose 3/8 - 18

185B-06-06-0.687 1856116K 3/8” Hose 3/8 - 18

185B-06-06-0.750 1856126K 3/8” Hose 3/8 - 18

185B-08-08-0.812 – 1/2” Hose 1/2 - 14

185B-08-08-0.875 1858148K 1/2” Hose 1/2 - 14

185B-08-08-0.937 1858158K 1/2” Hose 1/2 - 14

185B-08-08-1.000 1858168K 1/2” Hose 1/2 - 14

185B
Female Pipe Swivel - Brass

1-HS  2-MP Dixon Ref 1-HS 2-MP

183B-04-02-0.500 1834082K 1/4” Hose 1/8 - 27

183B-04-02-0.562 1834092K 1/4” Hose 1/8 - 27

183B-04-02-0.625 1834102K 1/4” Hose 1/8 - 27

183B-04-04-0.468 – 1/4” Hose 1/4 - 18

183B-04-04-0.500 1834084K 1/4” Hose 1/4 - 18

183B-04-04-0.562 1834094K 1/4” Hose 1/4 - 18

183B-04-04-0.625 1834104K 1/4” Hose 1/4 - 18

183B-04-04-0.687 – 1/4” Hose 1/4 - 18

183B-04-06-0.500 1834086K 1/4” Hose 3/8 - 18

183B-04-06-0.562 1834096K 1/4” Hose 3/8 - 18

183B-04-06-0.625 1834106K 1/4” Hose 3/8 - 18

183B-05-04-0.562 1835094K 5/16” Hose 1/4 - 18

183B-05-04-0.625 1835104K 5/16” Hose 1/4 - 18

183B-05-04-0.687 1835114K 5/16” Hose 1/4 - 18

183B-05-06-0.625 1835096K 5/16” Hose 3/8 - 18

183B-05-06-0.687 1835106K 5/16” Hose 3/8 - 18

183B-05-06-0.750 1835116K 5/16” Hose 3/8 - 18

183B-06-04-0.625 1836104K 3/8” Hose 1/4 - 18

183B-06-04-0.687 1836114K 3/8” Hose 1/4 - 18

183B-06-04-0.750 1836124K 3/8” Hose 1/4 - 18

183B-06-06-0.625 1836106K 3/8” Hose 3/8 - 18

183B-06-06-0.687 1836116K 3/8” Hose 3/8 - 18

183B-06-06-0.750 1836126K 3/8” Hose 3/8 - 18

183B-06-06-0.875 – 3/8” Hose 3/8 - 18

183B-06-08-0.875 1836108K 3/8” Hose 1/2 - 14

183B-06-08-0.937 1836118K 3/8” Hose 1/2 - 14

183B-06-08-1.000 1836128K 3/8” Hose 1/2 - 14

183B-08-04-0.812 – 1/2” Hose 1/4 - 18

183B-08-04-0.875 1838144K 1/2” Hose 1/4 - 18

183B-08-04-0.937 1838154K 1/2” Hose 1/4 - 18

183B-08-04-1.000 1838164K 1/2” Hose 1/4 - 18

183B-08-06-0.812 – 1/2” Hose 3/8 - 18

183B-08-06-0.875 1838146K 1/2” Hose 3/8 - 18

183B-08-06-0.937 1838156K 1/2” Hose 3/8 - 18

183B-08-06-1.000 1838166K 1/2” Hose 3/8 - 18

183B-08-08-0.812 – 1/2” Hose 1/2 - 14

183B-08-08-0.875 1838148K 1/2” Hose 1/2 - 14

183B-08-08-0.937 1838158K 1/2” Hose 1/2 - 14

183B-08-08-1.000 1838168K 1/2” Hose 1/2 - 14

183B-08-12-0.812 – 1/2” Hose 3/4 - 14

183B-08-12-0.875 – 1/2” Hose 3/4 - 14

183B-12-08-1.125 – 3/4” Hose 1/2 - 14

183B-12-08-1.187 – 3/4” Hose 1/2 - 14

183B-12-08-1.250 – 3/4” Hose 1/2 - 14

183B-12-12-1.125 – 3/4” Hose 3/4 - 14

183B-12-12-1.187 – 3/4” Hose 3/4 - 14

183B-12-12-1.250 – 3/4” Hose 3/4 - 14

183B
Male Pipe - Brass



Pipe Fittings

• All Brass Construction
• Dryseal Pipe Threads
• Extruded and Forged (–4 suffix) are Available
• Working Pressure: 1,000 PSI All Sizes
• Working Temperature: 

Our Brass Pipe Fittings perform to SAE J530 and 
J531 standards, but dimensions may vary from the 
actual SAE specifications.  These pipe fittings are 
available in both Extruded and Forged style elbows and 
tees, and the threads are manufactured to Dryseal 
specifications.

NOTE: See our SAE Spec Pipe Fittings for fittings that meet both the 
perfomance and the dimensional requirements of SAE.

Markets

• Construction
• Factory/Process Automation
• Heavy Duty Truck
• Industrial
• Mobile

Applications

• Air Lines
• Water Lines (See Lead-Free for potable water)
• Coolant Lines

Features/Benefits

(Forged)
(Extruded)

–65° to +250° F 
(–54° to +121° C)
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Pipe Fittings | Visual Index

211

 
Locknut
pg. 41

3129

 
1-FP

pg. 41

3150

 
1-MP
pg. 41

3151

 
1-MP
pg. 41

3152

 
1-MP
pg. 41

3162

 
1-MP
pg. 41

3200

 
1-FP  2-MP

pg. 41

3220

 
1-MP  2-FP Bushing

pg. 41

3220N

 
1-MP  2-FP Bushing Nickel

pg. 42

3250

 
1-FP  2-FP

pg. 42

3300

 
1-FP  2-FP

pg. 42

3300N

 
1-FP  2-FP Nickel

pg. 42

3322

 
1-NPSM  2-FP

pg. 42

3323

 
1-NPSM  2-NPSM

pg. 42

3324

 
1-NPSM  2-MP

pg. 42

3325

 
1-MP  2-MP

pg. 43

3325N

 
1-MP  2-MP Nickel

pg. 43

3326

 
1-MP-MP  2-LENGTH

pg. 43

3350

 
1-FP  2-MP

pg. 44

3350-4

 
1-FP  2-MP

pg. 44

3400

 
1-FP  2-MP

pg. 44

3400-4

 

1-FP  2-MP
pg. 44

3400-W

 pg. 44
1-FP  2-MP

3400N-4

 
1-FP  2-MP Nickel

pg. 44

3455

 
1-MP  2-MP

pg. 44

3455-4

 
1-MP  2-MP

pg. 44

3500

 
1-FP  2-FP

pg. 45

3500N-4

 
1-FP  2-FP Nickel

pg. 45

3550

 
1-FP  2-FP

pg. 45

3550-4

 
1-FP  2-FP

pg. 45

3600

 
1-FP  2-FP  3-MP

pg. 45

3700

 
1-FP  2-FP  3-FP

pg. 45

3700-4

 
1-FP  2-FP  3-FP

pg. 45

3700N-4

 
1-FP  2-FP  3-FP Nickel

pg. 45

3750

 
1-FP  2-MP  3-FP

pg. 45

3950

 
1,2,3,4-FP

pg. 46

3950-4

 
1,2,3,4-FP

pg. 46

3950N-4

 
1,2,3,4-FP Nickel

pg. 46

Also see Lead-Free Fittings on pages 120–126.
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Pipe Fittings

1-MP  2-FP Eaton Ref Parker Ref 1-MP 2-FP

3220-04-02 3220x4x2 209P-4-2 1/4 - 18 1/8 - 27

3220-06-02 3220x6x2 209P-6-2 3/8 - 18 1/8 - 27

3220-06-04 3220x6x4 209P-6-4 3/8 - 18 1/4 - 18

3220-08-02 3220x8x2 209P-8-6 1/2 - 14 1/8 - 27

3220-08-04 3220x8x4 209P-8-4 1/2 - 14 1/4 - 18

3220-08-06 3220x8x6 209P-8-6 1/2 - 14 3/8 - 18

3220
Reducer Bushing - Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3200-02-02 3200x2 222P-2-2 1/8 - 27 1/8 - 27

3200-04-02 3200x4x2 222P-4-2 1/4 - 18 1/8 - 27

3200-04-04 3200x4 222P-4-4 1/4 - 18 1/4 - 18

3200-06-02 3200x6x2 222P-6-2 3/8 - 18 1/8 - 27

3200-06-04 3200x6x4 222P-6-4 3/8 - 18 1/4 - 18

3200-06-06 3200x6 222P-6-6 3/8 - 18 3/8 - 18

3200-08-04 3200x8x4 222P-8-4 1/2 - 14 1/4 - 18

3200-08-06 3200x8x6 222P-8-6 1/2 - 14 3/8 - 18

3200-08-08 3200x8 222P-8-8 1/2 - 14 1/2 - 14

3200-12-06 3200x12x6 222P-12-6 3/4 - 14 3/8 - 18

3200-12-08 3200x12x8 222P-12-8 3/4 - 14 1/2 - 14

3200-12-12 3200x12 222P-12-12 3/4 - 14 3/4 - 14

3200
Reducer-Expander - Brass

1-MP Eaton Ref Parker Ref 1-MP

3162-02 3162x2 219P-2 1/8 - 27

3162-04 3162x4 219P-4 1/4 - 18

3162-06 3162x6 219P-6 3/8 - 18

3162-08 3162x8 219P-8 1/2 - 14

3162-12 3162x12 219P-12 3/4 - 14

3162-16 3162x16 219P-16 1 - 11 1/2

3162
Hex Socket Plug - Brass

3152-06 3152x6 218P-6 3/8 - 18

3152-08 3152x8 218P-8 1/2 - 14

3152-12 3152x12 218P-12 3/4 - 14

3152-16 3152x16 218P-16 1 - 11 1/2

3152
Hex Head Plug - Brass

1-MP Eaton Ref Parker Ref 1-MP

3152-02 3152x2 218P-2 1/8 - 27

3152-04 3152x4 218P-4 1/4 - 18

3152
Hex Head Plug - Brass

1-MP Eaton Ref Parker Ref 1-MP

3151-02 3151x2 211P-2 1/8 - 27

3151-04 3151x4 211P-4 1/4 - 18

3151-06 3151x6 211P-6 3/8 - 18

3151-08 3151x8 211P-8 1/2 - 14

3151-12 3151x12 211P-12 3/4 - 14

3151-16 3151x16 211P-16 1 - 11 1/2

3151
Square Head Plug - Brass

1-MP Eaton Ref Parker Ref 1-MP

3150-02 3150x2 220P-2 1/8 - 27

3150-04 3150x4 220P-4 1/4 - 18

3150-06 3150x6 220P-6 3/8 - 18

3150
Slot Head Plug - Brass

1-FP Eaton Ref Parker Ref 1-FP

3129-02 3129x2 213P-2 1/8 - 27

3129-04 3129x4 213P-4 1/4 - 18

3129-06 3129x6 213P-6 3/8 - 18

3129-08 3129x8 213P-8 1/2 - 14

3129-12 3129x12 213P-12 3/4 - 14

3129
Cap - Brass

PCC Part No. Parker Ref Size

211-02 210P-2 1/8 - 27

211-04 210P-2 1/4 - 18

211-06 210P-6 3/8 - 18

211-08 210P-8 1/2 - 14

211-12 210P-12 3/4 - 14

211
Locknut - Brass
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Pipe Fittings

1-NPSM  2-MP Dixon Ref Parker Ref 1-NPSM 2-MP

3324-02-02 1720202C 127HB-2-2 1/8 - 27 1/8 - 27

3324-04-02 1720402C 127HB-4-2 1/4 - 18 1/8 - 27

3324-04-04 1720404C 127HB-4-4 1/4 - 18 1/4 - 18

3324-06-04 1720604C 127HB-6-4 3/8 - 18 1/4 - 18

3324-06-06 1720606C 127HB-6-6 3/8 - 18 3/8 - 18

3324-06-08 1720608C 127HB-6-8 3/8 - 18 1/2 - 14

3324-08-06 1720806C 127HB-8-6 1/2 - 14 3/8 - 18

3324
Ball Seat Connector - Brass

1-NPSM  2-NPSM Dixon Ref 1-NPSM 2-NPSM

3323-02-02 1760202C 1/8 - 27 1/8 - 27

3323-04-04 1760404C 1/4 - 18 1/4 - 18

3323-06-06 1760606C 3/8 - 18 3/8 - 18

3323-08-08 1760808C 1/2 - 14 1/2 - 14

3323
Ball Seat Union - Brass

1-NPSM  2-FP Dixon Ref 1-NPSM 2-FP

3322-04-04 1740404C 1/4 - 18 1/4 - 18

3322-06-06 1740606C 3/8 - 18 3/8 - 18

3322-08-08 1740808C 1/2 - 14 1/2 - 14

3322
Ball Seat Female Connector - Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3300N-02-02 3300x2 207P-2(Ni) 1/8 - 27 1/8 - 27

3300N-04-04 3300x4 207P-4(Ni) 1/4 - 18 1/4 - 18

3300N-06-06 3300x6 207P-6(Ni) 3/8 - 18 3/8 - 18

3300N-08-08 3300x8 207P-8(Ni) 1/2 - 14 1/2 - 14

3300N
Coupling - Nickel Plated Brass

3300-08-08 3300x8 207P-8 1/2 - 14 1/2 - 14

3300-12-06 3300x12x6 208P-12-6 3/4 - 14 3/8 - 18

3300-12-08 3300x12x8 208P-12-8 3/4 - 14 1/2 - 14

3300-12-12 3300x12 207P-12 3/4 - 14 3/4 - 14

3300
Coupling - Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3300-02-02 3300x2 207P-2 1/8 - 27 1/8 - 27

3300-04-02 3300x4x2 208P-4-2 1/4 - 18 1/8 - 27

3300-04-04 3300x4 207P-4 1/4 - 18 1/4 - 18

3300-06-02 3300x6x2 208P-6-2 3/8 - 18 1/8 - 27

3300-06-04 3300x6x4 208P-6-4 3/8 - 18 1/4 - 18

3300-06-06 3300x6 207P-6 3/8 - 18 3/8 - 18

3300-08-02 3300x8x2 208P-8-2 1/2 - 14 1/8 - 27

3300-08-04 3300x8x4 208P-8-4 1/2 - 14 1/4 - 18

3300-08-06 3300x8x6 208P-8-6 1/2 - 14 3/8 - 18

3300
Coupling - Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3250-02-02 3250x2 212P-2 1/8 - 27 1/8 - 27

3250-04-04 3250x4 212P-4 1/4 - 18 1/4 - 18

3250-06-06 3250x6 212P-6 3/8 - 18 3/8 - 18

3250-08-08 3250x8 212P-8 1/2 - 14 1/2 - 14

3250-12-12 3250x12 212P-12 3/4 - 14 3/4 - 14

3250
3-Piece Female Union - Brass

1-MP  2-FP Eaton Ref Parker Ref 1-MP 2-FP

3220N-02-00 3220x2x1032 209P-2-1032unf(Ni) 1/8 - 27 10-32unf

3220N-04-02 3220x4x2 209P-4-2(Ni) 1/4 - 18 1/8 - 27

3220N-06-02 3220x6x2 209P-6-2(Ni) 3/8 - 18 1/8 - 27

3220N-06-04 3220x6x4 209P-6-4(Ni) 3/8 - 18 1/4 - 18

3220N-08-04 3220x8x4 209P-8-4(Ni) 1/2 - 14 1/4 - 18

3220N-08-06 3220x8x6 209P-8-6(Ni) 1/2 - 14 3/8 - 18

3220N
Reducer Bushing - Nickel Plated Brass

3220-12-02 3220x12x2 209P-12-2 3/4 - 14 1/8 - 27

3220-12-04 3220x12x4 209P-12-4 3/4 - 14 1/4 - 18

3220-12-06 3220x12x6 209P-12-6 3/4 - 14 3/8 - 18

3220-12-08 3220x12x8 209P-12-8 3/4 - 14 1/2 - 14

3220-16-04 3220x16x4 209P-16-4 1 - 11 1/2 1/4 - 18

3220-16-06 3220x16x4 209P-16-6 1 - 11 1/2 3/8 - 18

3220-16-08 3220x16x4 209P-16-8 1 - 11 1/2 1/2 - 14

3220-16-12 3220x16x4 209P-16-12 1 - 11 1/2 3/4 - 14

3220
Reducer Bushing - Brass
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Pipe Fittings

3324-08-08 1720808C 127HB-8-8 1/2 - 14 1/2 - 14

3324-12-12 1721212C 127HB-12-12 3/4 - 14 3/4 - 14

3324
Ball Seat Connector - Brass

1-MP  2-MP Eaton Ref Parker Ref 1-MP 2-MP

3325-02-02 3325x2 216P-2 1/8 - 27 1/8 - 27

3325-04-02 3325x4x2 216P-4-2 1/4 - 18 1/8 - 27

3325-04-04 3325x4 216P-4 1/4 - 18 1/4 - 18

3325-06-02 3325x6x2 216P-6-2 3/8 - 18 1/8 - 27

3325-06-04 3325x6x4 216P-6-4 3/8 - 18 1/4 - 18

3325-06-06 3325x6 216P-6 3/8 - 18 3/8 - 18

3325-08-04 3325x8x4 216P-8-4 1/2 - 14 1/4 - 18

3325-08-06 3325x8x6 216P-8-6 1/2 - 14 3/8 - 18

3325-08-08 3325x8 216P-8 1/2 - 14 1/2 - 14

3325-12-08 3325x12x8 216P-12-8 3/4 - 14 1/2 - 14

3325-12-12 3325x12 216P-12 3/4 - 14 3/4 - 14

3325-16-16 3325x16 216P-16 1 - 11 1/2 1 - 11 1/2

3325
Hex Nipple - Brass

1-MP  2-MP Eaton Ref Parker Ref 1-MP 2-MP

3325N-04-04 3325x4 216P-4(Ni) 1/4 - 18 1/4 - 18

3325N
Hex Nipple - Nickel Plated Brass

1-MP-MP  2-LENGTH Eaton Ref Parker Ref 1-MP-MP 2-LENGTH

3326-02-CLOSE 3326x2 215PN-2 1/8 - 27 Close

3326-02-1.5 3327x2 215PNL-2-15 1/8 - 27 1.5”

3326-02-2 3328x2 215PNL-2-20 1/8 - 27 2.0”

3326-02-2.5 3329x2 215PNL-2-25 1/8 - 27 2.5”

3326-02-3 3330x2 215PNL-2-30 1/8 - 27 3.0”

3326-02-3.5 3331x2 215PNL-2-35 1/8 - 27 3.5”

3326-02-4 3332x2 215PNL-2-4 1/8 - 27 4.0”

3326-02-4.5 3333x2 215PNL-2-45 1/8 - 27 4.5”

3326-02-5 3334x2 215PNL-2-50 1/8 - 27 5.0”

3326-02-5.5 3335x2 215PNL-2-55 1/8 - 27 5.5”

3326-02-6 3336x2 215PNL-2-6.0 1/8 - 27 6.0”

3326-04-CLOSE 3326x4 215PN-4 1/4 - 18 Close

3326-04-1.5 3327x4 215PNL-4-15 1/4 - 18 1.5”

3326
Close Nipple - Brass

3326-04-2 3328x4 215PNL-4-20 1/4 - 18 2.0”

3326-04-2.5 3329x4 215PNL-4-25 1/4 - 18 2.5”

3326-04-3 3330x4 215PNL-4-30 1/4 - 18 3.0”

3326-04-3.5 3331x4 215PNL-4-35 1/4 - 18 3.5”

3326-04-4 3332x4 215PNL-4-40 1/4 - 18 4.0”

3326-04-4.5 3333x4 215PNL-4-45 1/4 - 18 4.5”

3326-04-5 3334x4 215PNL-4-50 1/4 - 18 5.0”

3326-04-5.5 3335x4 215PNL-4-55 1/4 - 18 5.5”

3326-04-6 3336x4 215PNL-4-60 1/4 - 18 6.0”

3326-06-CLOSE 3326x6 215PN-6 3/8 - 18 Close

3326-06-1.5 3327x6 215PNL-6-15 3/8 - 18 1.5”

3326-06-2 3328x6 215PNL-6-20 3/8 - 18 2.0”

3326-06-2.5 3329x6 215PNL-6-25 3/8 - 18 2.5”

3326-06-3 3330x6 215PNL-6-30 3/8 - 18 3.0”

3326-06-3.5 3331x6 215PNL-6-35 3/8 - 18 3.5”

3326-06-4 3332x6 215PNL-6-40 3/8 - 18 4.0”

3326-06-4.5 3333x6 215PNL-6-45 3/8 - 18 4.5”

3326-06-5 3334x6 215PNL-6-50 3/8 - 18 5.0”

3326-06-5.5 3335x6 215PNL-6-55 3/8 - 18 5.5”

3326-06-6 3336x6 215PNL-6-60 3/8 - 18 6.0”

3326-08-CLOSE 3326x8 215PN-8 1/2 - 14 Close

3326-08-1.5 3327x8 215PNL-8-15 1/2 - 14 1.5”

3326-08-2 3328x8 215PNL-8-20 1/2 - 14 2.0”

3326-08-2.5 3329x8 215PNL-8-25 1/2 - 14 2.5”

3326-08-3 3330x8 215PNL-8-30 1/2 - 14 3.0”

3326-08-3.5 3331x8 215PNL-8-35 1/2 - 14 3.5”

3326-08-4 3332x8 215PNL-8-40 1/2 - 14 4.0”

3326-08-4.5 3333x8 215PNL-8-45 1/2 - 14 4.5”

3326-08-5 3334x8 215PNL-8-50 1/2 - 14 5.0”

3326-08-5.5 3335x8 215PNL-8-55 1/2 - 14 5.5”

3326-08-6 3336x8 215PNL-8-60 1/2 - 14 6.0”

3326-12-CLOSE 3326x12 215PN-12 3/4 - 14 Close

3326-12-1.5 3327x12 215PNL-12-15 3/4 - 14 1.5”

3326-12-2 3328x12 215PNL-12-20 3/4 - 14 2.0”

3326-12-2.5 3329x12 215PNL-12-25 3/4 - 14 2.5”

3326-12-3 3330x12 215PNL-12-30 3/4 - 14 3.0”

3326-12-3.5 3331x12 215PNL-12-35 3/4 - 14 3.5”

3326-12-4 3332x12 215PNL-12-40 3/4 - 14 4.0”

3326-12-4.5 3333x12 215PNL-12-45 3/4 - 14 4.5”

3326-12-5 3334x12 215PNL-12-5 3/4 - 14 5.0”

3326-12-5.5 3335x12 215PNL-12-55 3/4 - 14 5.5”

3326-12-6 3336x8 215PNL-12-60 3/4 - 14 6.0”

3326-16-CLOSE 3326x16 215PN-16 1 - 11 1/2 Close

3326-16-3 3330x16 215PNL-16-30 1 - 11 1/2 3.0”

3326
Close Nipple - Brass
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Pipe Fittings

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3350-02-02 3350x2 2214P-2-2 1/8 - 27 1/8 - 27

3350-04-04 3350x4 2214P-4-4 1/4 - 18 1/4 - 18

3350-06-06 3350x6 2214P-6-6 3/8 - 18 3/8 - 18

3350-08-08 3350x8 2214P-8-8 1/2 - 14 1/2 - 14

3350-12-12 3350x12 2214P-12-12 3/4 - 14 3/4 - 14

3350
Street Elbow 45° - Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3350-02-02-4 3350x2 1214P-2-2 1/8 - 27 1/8 - 27

3350-04-04-4 3350x4 1214P-4-4 1/4 - 18 1/4 - 18

3350-06-06-4 3350x6 1214P-6-6 3/8 - 18 3/8 - 18

3350-08-08-4 3350x8 1214P-8-8 1/2 - 14 1/2 - 14

3350-4
Street Elbow 45° - Forged Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3400-02-02 3400x2 2202P-2-2 1/8 - 27 1/8 - 27

3400-04-02 3400x4x2 2202P-4-2 1/4 - 18 1/8 - 27

3400-04-04 3400x4 2202P-4-4 1/4 - 18 1/4 - 18

3400-06-04 3400x6x6 2202P-6-4 3/8 - 18 1/4 - 18

3400-06-06 3400x6 2202P-6-6 3/8 - 18 3/8 - 18

3400-08-06 3400x8x6 2202P-8-6 1/2 - 14 3/8 - 18

3400-08-08 3400x8 2202P-8-8 1/2 - 14 1/2 - 14

3400-12-08 3400x12x8 2202P-12-8 3/4 - 14 1/2 - 14

3400-12-12 3400x12 2202P-12-12 3/4 - 14 3/4 - 14

3400
Street Elbow 90° - Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3400-02-02W 3400x2W 2202P-2-2 1/8 - 27 1/8 - 27

3400-04-04W 3400x4W 2202P-4-4 1/4 - 18 1/4 - 18

3400-06-06W 3400x6W 2202P-6-6 3/8 - 18 3/8 - 18

3400-08-08W 3400x8W 2202P-8-8 1/2 - 14 1/2 - 14

3400-12-12W 3400x12W 2202P-12-12 3/4 - 14 3/4 - 14

3400W
Street Elbow 90° MAILBOX - Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3400N-02-02-4 3400x2 1202P-2-2(Ni) 1/8 - 27 1/8 - 27

3400N-04-04-4 3400x4 1202P-4-4(Ni) 1/4 - 18 1/4 - 18

3400N-06-06-4 3400x6 1202P-6-6(Ni) 3/8 - 18 3/8 - 18

3400N-08-08-4 3400x8 1202P-8-8(Ni) 1/2 - 14 1/2 - 14

3400N-4
Street Elbow 90° - Nickel Plated - Forged 
Brass

1-MP  2-MP Parker Ref 1-MP 2-MP

3455-02-02 2204P-2 1/8 - 27 1/8 - 27

3455-04-04 2204P-4 1/4 - 18 1/4 - 18

3455-06-06 2204P-6 3/8 - 18 3/8 - 18

3455-08-08 2204P-8 1/2 - 14 1/2 - 14

3455
Male Elbow 90° - Brass

1-MP  2-MP Dixon Ref Parker Ref 1-MP 2-MP

3455-02-02-4 1690202C 1204P-2 1/8 - 27 1/8 - 27

3455-04-04-4 1690404C 1204P-4 1/4 - 18 1/4 - 18

3455-06-04-4 – 1204P-6-4 3/8 - 18 1/4 - 18

3455-06-06-4 1690606C 1204P-6 3/8 - 18 3/8 - 18

3455-08-08-4 1690808C 1204P-8 1/2 - 14 1/2 - 14

3455-4
Male Elbow 90° - Forged Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3400-12-12-4 3400x12 1202P-12-12 3/4 - 14 3/4 - 14

3400-4
Street Elbow 90° - Forged Brass
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1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3500-02-02 3500x2 2200P-2-2 1/8 - 27 1/8 - 27

3500-04-04 3500x4 2200P-4-4 1/4 - 18 1/4 - 18

3500-06-06 3500x6 2200P-6-6 3/8 - 18 3/8 - 18

3500-08-08 3500x8 2200P-8-8 1/2 - 14 1/2 - 14

3500-12-12 3500x12 2200P-12-12 3/4 - 14 3/4 - 14

3500
Female Elbow 90° - Brass

Pipe Fittings

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3500N-02-02-4 3500x2 1200P-2-2(Ni) 1/8 - 27 1/8 - 27

3500N-04-04-4 3500x4 1200P-4-4(Ni) 1/4 - 18 1/4 - 18

3500N-06-06-4 3500x6 1200P-6-6(Ni) 3/8 - 18 3/8 - 18

3500N-08-08-4 3500x8 1200P-8-8(Ni) 1/2 - 14 1/2 - 14

3500N-4
Female Elbow 90° - Nickel Plated 
Forged Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3550-02-02 3350x2 2201P-2-2 1/8 - 27 1/8 - 27

3550-06-06 3350x6 2201P-6-6 3/8 - 18 3/8 - 18

3550
Female Elbow 45° - Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3550-02-02-4 3350x2 1201P-2-2 1/8 - 27 1/8 - 27

3550-04-04-4 3350x4 1201P-4-4 1/4 - 18 1/4 - 18

3550-4
Female Elbow 45° - Forged Brass

1-FP  2-FP  3-MP Eaton Ref Parker Ref 1,2-FP 3-MP

3600-02-02-02 3600x2 2224P-2 1/8 - 27 1/8 - 27

3600-04-04-04 3600x4 2224P-4 1/4 - 18 1/4 - 18

3600-06-06-06 3600x6 2224P-6 3/8 - 18 3/8 - 18

3600-08-08-08 3600x8 2224P-8 1/2 - 14 1/2 - 14

3600-12-12-12 3600x12 2224P-12 3/4 - 14 3/4 - 14

3600
Male Branch Tee - Brass

1-FP  2-FP  3-FP Eaton Ref Parker Ref 1,2,3-FP

3700-02-02-02 3700x2 2203P-2 1/8 - 27

3700-04-04-04 3700x4 2203P-4 1/4 - 18

3700-06-06-06 3700x6 2203P-6 3/8 - 18

3700-08-08-08 3700x8 2203P-8 1/2 - 14

3700-12-12-12 3700x12 2203P-12 3/4 - 14

3700
Female Tee - Brass

1-FP  2-FP  3-FP Eaton Ref Parker Ref 1,2,3-FP

3700N-02-02-02-4 3700x2 1203P-2(Ni) 1/8 - 27

3700N-04-04-04-4 3700x4 1203P-4(Ni) 1/4 - 18

3700N-06-06-06-4 3700x6 1203P-6(Ni) 3/8 - 18

3700N-08-08-08-4 3700x8 1203P-8(Ni) 1/2 - 14

3700N-4
Female Tee - Nickel Plated Forged 
Brass

1-FP  2-FP  3-FP Eaton Ref Parker Ref 1,2,3-FP

3700-02-02-02-4 3700x2 1203P-2 1/8 - 27

3700-04-04-04-4 3700x4 1203P-4 1/4 - 18

3700-06-06-06-4 3700x6 1203P-6 3/8 - 18

3700-08-08-08-4 3700x8 1203P-8 1/2 - 14

3700-12-12-12-4 3700x12 1203P-12 3/4 - 14

3700-4
Female Tee - Forged Brass

1-FP  2-MP  3-FP Eaton Ref Parker Ref 1,3-FP 2-MP

3750-02-02-02 3750x2 2225P-2 1/8 - 27 1/8 - 27

3750-04-04-04 3750x4 2225P-4 1/4 - 18 1/4 - 18

3750-06-06-06 3750x6 2225P-6 3/8 - 18 3/8 - 18

3750-08-08-08 3750x8 2225P-8 1/2 - 14 1/2 - 14

3750-12-12-12 3750x12 2225P-12 3/4 - 14 3/4 - 14

3750
Street Tee - Brass
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Pipe Fittings

1,2,3,4-FP Eaton Ref Parker Ref 1,2,3,4-FP

3950N-02-4 3950x2 1205P-2(Ni) 1/8 - 27

3950N-04-4 3950x4 1205P-4(Ni) 1/4 - 18

3950N-06-4 3950x6 1205P-6(Ni) 3/8 - 18

3950N-4
Female Cross - Nickel Plated Forged 
Brass

1,2,3,4-FP Eaton Ref Parker Ref 1,2,3,4-FP

3950-02 3950x2 2205P-2 1/8 - 27

3950-04 3950x4 2205P-4 1/4 - 18

3950-06 3950x6 2205P-6 3/8 - 18

3950-08 3950x8 2205P-8 1/2 - 14

3950-12 3950x12 2205P-12 3/4 - 14

3950
Female Cross - Brass

1,2,3,4-FP Eaton Ref Parker Ref 1,2,3,4-FP

3950-04-4 3950x4 1205P-4 1/4 - 18

3950-06-4 3950x6 1205P-6 3/8 - 18

3950-08-4 3950x8 1205P-8 1/2 - 14

3950-4
Female Cross - Forged Brass



SAE Spec Pipe Fittings

• Meets SAE J530 and J531 Standards
• All Brass Construction
• Dryseal Pipe Threads
• Working Pressure: 1,000 PSI All Sizes
• Working Temperature: Applications

• Air Lines
• Water Lines (See Lead-Free for potable water)
• Coolant lines

Markets

• Construction
• Factory/Process Automation
• Heavy Duty Truck
• Industrial
• Mobile

Our Brass SAE Spec Pipe Fittings meet SAE J530 and 
J531 requirements for both dimension and performance.  
The pipe threads are manufactured to Dryseal 
specifications.

Features/Benefits

–65° to +250° F 
(–54° to +121° C)
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SAE Spec Pipe Fittings | Visual Index

3200-SAE

 
1-FP  2-MP

pg. 49

3220-SAE

 
1-MP  2-FP Bushing

pg. 49

3300-SAE

 
1-FP  2-FP

pg. 49

3325-SAE

 
1-MP  2-MP

pg. 49

3350-SAE

 
1-FP  2-MP

pg. 49

3400-SAE

 
1-FP  2-MP

pg. 49

3500-SAE

 
1-FP  2-FP

pg. 50

3600-SAE

 
1-FP  2-FP  3-MP

pg. 50

3700-SAE

 
1-FP  2-FP  3-FP

pg. 50

3750-SAE

 
1-FP  2-MP  3-FP

pg. 50
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SAE Spec Pipe Fittings

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3400-02-02-SAE 3400x2 2202PA-2-2 1/8 - 27 1/8 - 27

3400-04-02-SAE 3400x4x2 2202PA-4-2 1/4 - 18 1/8 - 27

3400-04-04-SAE 3400x4 2202PA-4-4 1/4 - 18 1/4 - 18

3400-06-04-SAE 3400x6x4 2202PA-6-4 3/8 - 18 1/4 - 18

3400-06-06-SAE 3400x6 2202PA-6-6 3/8 - 18 3/8 - 18

3400-08-06-SAE 3400x8x6 2202PA-8-6 1/2 - 14 3/8 - 18

3400-08-08-SAE 3400x8 2202PA-8-8 1/2 - 14 1/2 - 14

3400-12-08-SAE 3400x12x8 2202PA-12-8 3/4 - 14 1/2 - 14

3400-SAE
Street Elbow 90° - Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3350-02-02-SAE 3350x2 2214P-2-2 1/8 - 27 1/8 - 27

3350-04-04-SAE 3350x4 2214P-4-4 1/4 - 18 1/4 - 18

3350-06-06-SAE 3350x6 2214P-6-6 3/8 - 18 3/8 - 18

3350-08-08-SAE 3350x8 2214P-8-8 1/2 - 14 1/2 - 14

3350-12-12-SAE 3350x12 2214P-12-12 3/4 - 14 3/4 - 14

3350-SAE
Street Elbow 45° - Brass

1-MP  2-MP Eaton Ref Parker Ref 1-MP 2-MP

3325-02-02-SAE 3325x2 216P-2 1/8 - 27 1/8 - 27

3325-04-02-SAE 3325x42 216P-4-2 1/4 - 18 1/8 - 27

3325-04-04-SAE 3325x4 216P-4 1/4 - 18 1/4 - 18

3325-06-02-SAE 3325x6x2 216P-6-2 3/8 - 18 1/8 - 27

3325-06-04-SAE 3325x6x4 216P-6-4 3/8 - 18 1/4 - 18

3325-06-06-SAE 3325x6 216P-6 3/8 - 18 3/8 - 18

3325-08-04-SAE 3325x8x4 216P-8-4 1/2 - 14 1/4 - 18

3325-08-06-SAE 3325x8x6 216P-8-6 1/2 - 14 3/8 - 18

3325-08-08-SAE 3325x8 216P-8 1/2 - 14 1/2 - 14

3325-12-08-SAE 3325x12x8 216P-12-8 3/4 - 14 1/2 - 14

3325-12-12-SAE 3325x12 216P-12 3/4 - 14 3/4 - 14

3325-16-16-SAE 3325x16 216P-16 1 - 11 1/2 1 - 11 1/2

3325-SAE
Hex Nipple - Brass

3300-08-08-SAE 3300x8 207P-8 1/2 - 14 1/2 - 14

3300-12-08-SAE 3300x12x8 208P-12-8 3/4 - 14 1/2 - 14

3300-12-12-SAE 3300x12 207P-12 3/4 - 14 3/4 - 14

3300-SAE
Pipe Coupling - Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3300-02-02-SAE 3300x2 207P-2 1/8 - 27 1/8 - 27

3300-04-02-SAE 3300x4x2 208P-4-2 1/4 - 18 1/8 - 27

3300-04-04-SAE 3300x4 207P-4 1/4 - 18 1/4 - 18

3300-06-02-SAE 3300x6x2 208P-6-2 3/8 - 18 1/8 - 27

3300-06-04-SAE 3300x6x4 208P-6-4 3/8 - 18 1/4 - 18

3300-06-06-SAE 3300x6 207P-6 3/8 - 18 3/8 - 18

3300-08-04-SAE 3300x8x4 208P-8-4 1/2 - 14 1/4 - 18

3300-08-06-SAE 3300x8x6 208P-8-6 1/2 - 14 3/8 - 18

3300-SAE
Pipe Coupling - Brass

1-MP  2-FP Eaton Ref Parker Ref 1-MP 2-FP

3220-04-02-SAE 3220x4x2 209P-4-2 1/4 - 18 1/8 - 27

3220-06-02-SAE 3220x6x2 209P-6-2 3/8 - 18 1/8 - 27

3220-06-04-SAE 3220x6x4 209P-6-4 3/8 - 18 1/4 - 18

3220-08-02-SAE 3220x8x2 209P-8-2 1/2 - 14 1/8 - 27

3220-08-04-SAE 3220x8x4 209P-8-4 1/2 - 14 1/4 - 18

3220-08-06-SAE 3220x8x6 209P-8-6 1/2 - 14 3/8 - 18

3220-12-02-SAE 3220x12x2 209P-12-2 3/4 - 14 1/8 - 27

3220-12-04-SAE 3220x12x4 209P-12-4 3/4 - 14 1/4 - 18

3220-12-06-SAE 3220x12x6 209P-12-6 3/4 - 14 3/8 - 18

3220-12-08-SAE 3220x12x8 209P-12-8 3/4 - 14 1/2 - 14

3220-16-04-SAE 3220x16x4 209P-16-4 1 - 11 1/2 1/4 - 18

3220-16-06-SAE 3220x16x6 209P-16-6 1 - 11 1/2 3/8 - 18

3220-16-08-SAE 3220x16x8 209P-16-8 1 - 11 1/2 1/2 - 14

3220-16-12-SAE 3220x16x8 209P-16-12 1 - 11 1/2 3/4 - 14

3220-SAE
Reducer Bushing - Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3200-02-02-SAE 3200x2 222P-2-2 1/8 - 27 1/8 - 27

3200-04-02-SAE 3200x4x2 222P-4-2 1/4 - 18 1/8 - 27

3200-04-04-SAE 3200x4 222P-4-4 1/4 - 18 1/4 - 18

3200-06-02-SAE 3200x6x2 222P-6-2 3/8 - 18 1/8 - 27

3200-06-04-SAE 3200x6x4 222P-6-4 3/8 - 18 1/4 - 18

3200-06-06-SAE 3200x6 222P-6-6 3/8 - 18 3/8 - 18

3200-08-04-SAE 3200x8x4 222P-8-4 1/2 - 14 1/4 - 18

3200-08-06-SAE 3200x8x6 222P-8-6 1/2 - 14 3/8 - 18

3200-08-08-SAE 3200x8 222P-8-8 1/2 - 14 1/2 - 14

3200-12-06-SAE 3200x12x6 222P-12-6 3/4 - 14 3/8 - 18

3200-12-08-SAE 3200x12x8 222P-12-8 3/4 - 14 1/2 - 14

3200-12-12-SAE 3200x12 222P-12-12 3/4 - 14 3/4 - 14

3200-SAE
Reducer-Expander - Brass
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SAE Spec Pipe Fittings

1-FP  2-MP  3-FP Eaton Ref Parker Ref 1,3-FP 2-MP

3750-02-02-02-SAE 3750x2 2225P-2 1/8 - 27 1/8 - 27

3750-04-04-04-SAE 3750x4 2225P-4 1/4 - 18 1/4 - 18

3750-06-06-06-SAE 3750x6 2225P-6 3/8 - 18 3/8 - 18

3750-08-08-08-SAE 3750x8 2225P-8 1/2 - 14 1/2 - 14

3750-12-12-12-SAE 3750x12 2225P-12 3/4 - 14 3/4 - 14

3750-SAE
Street Tee - Brass

1-FP  2-FP  3-FP Eaton Ref Parker Ref 1,2,3-FP

3700-02-02-02-SAE 3700x2 2203P-2 1/8 - 27

3700-04-04-04-SAE 3700x4 2203P-4 1/4 - 18

3700-06-06-06-SAE 3700x6 2203P-6 3/8 - 18

3700-08-08-08-SAE 3700x8 2203P-8 1/2 - 14

3700-12-12-12-SAE 3700x12 2203P-12 3/4 - 14

3700-SAE
Female Tee - Brass

1-FP  2-FP  3-MP Eaton Ref Parker Ref 1,2-FP 3-MP

3600-02-02-02-SAE 3600x2 2224P-2 1/8 - 27 1/8 - 27

3600-04-04-04-SAE 3600x4 2224P-4 1/4 - 18 1/4 - 18

3600-06-06-06-SAE 3600x6 2224P-6 3/8 - 18 3/8 - 18

3600-08-08-08-SAE 3600x8 2224P-8 1/2 - 14 1/2 - 14

3600-12-12-12-SAE 3600x12 2224P-12 3/4 - 14 3/4 - 14

3600-SAE
Male Branch Tee - Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3500-02-02-SAE 3500x2 2200P-2-2 1/8 - 27 1/8 - 27

3500-04-04-SAE 3500x4 2200P-4-4 1/4 - 18 1/4 - 18

3500-06-06-SAE 3500x6 2200P-6-6 3/8 - 18 3/8 - 18

3500-08-08-SAE 3500x8 2200P-8-8 1/2 - 14 1/2 - 14

3500-12-12-SAE 3500x12 2200P-12-12 3/4 - 14 3/4 - 14

3500-SAE
Female Elbow 90° - Brass

3400-12-12-SAE 3400x12 2202PA-12-12 3/4 - 14 3/4 - 14

3400-SAE
Street Elbow 90° - Brass



SAE 45° Flare Fittings

• All Brass Construction
• Threads: SAE 45° Flare and Dryseal Pipe Threads
• Extruded and Forged (–4 suffix) are Available
• Lead-Free Available
• Working Pressure:  

• Working Temperature: 

Our Brass SAE 45° Flare Fittings perform to SAE J512 and 
J513 standards, but dimensions may vary from the actual 
SAE specifications.  These flare fittings are available in both 
Extruded and Forged style elbows and tees.

Markets

• Air Conditioning
• Heating
• Heavy Duty Truck
• Industrial
• Mobile
• Refrigeration
• Industrial

Applications

• Fuel Lines
• Natural Gas Lines
• Propane Lines

1/8" = 2,800 PSI
3/16" = 1,900 PSI
1/4" = 1,400 PSI 
5/16" = 1,200 PSI
3/8" = 1,000 PSI 
1/2" = 750 PSI
5/8" = 650 PSI
3/4" = 550 PSI
7/8" = 450 PSI

Features/Benefits

–65° to +250° F 
(–54° to +121° C)
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SAE 45° Flare Fittings | Visual Index

22F

 
Flare Gasket

pg. 53

23F

 
Flare Bonnet

pg. 53

24F

 
1-FSX  2-FSX

pg. 53

39F

 
1-MS
pg. 53

40F

 
1-FS

pg. 53

41F

 
Short Flare Nut

pg. 53

41F-4

 
Forged Flare Nut

pg. 53

41FL

 
Long Flare Nut

pg. 53

41FX

 
Extra Short Flare Nut

pg. 54

42F

 
1-MS  2-MS

pg. 54

42IF

 
1-MS  2-MI

pg. 54

43F

 
1-MS  2-MP Check Valve

pg. 54

44F-4

 
1-MS  2-MS  3-MS

pg. 54

45F-4

 
1-MS  2-MS  3-MP

pg. 54

46F

 
1-MS  2-FP

pg. 55

48F

 
1-MS  2-MP

pg. 55

49F

 
1-MS  2-MP

pg. 55

49F-4

 
1-MS  2-MP

pg. 55

50F-4

 
1-MS  2-FP

pg. 56

51F

 
1-MS  2-MP  3-MS

pg. 56

51F-4

 
1-MS  2-MP  3-MS

pg. 56

55F-4

 
1-MS  2-MS

pg. 56

56F-4

 
1-FP  2-MP  3-MS

pg. 56

59F-4

 
1-MS  2-MP

pg. 57

60F

 
1-FS  2-FS

pg. 57

61F

 
1-FS  2-MS

pg. 57

Also see Lead-Free Fittings on pages 120–126.
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45° Flare Fittings

PCC Part No. Eaton Ref Parker Ref Size

41FL-02 41x2 41FL-2 5/16 - 24

41FL-03 41x3 41FL-3 3/8 - 24

41FL
Long Flare Nut - Brass

PCC Part No. Eaton Ref Parker Ref Size

41F-03-4 1110x3 14FSX-3 3/8 - 24

41F-04-4 1110x4 14FSX-4 7/16 - 20

41F-05-4 1110x5 14FSX-5 1/2 - 20

41F-06-4 1110x6 14FSX-6 5/8 - 18

41F-08-4 1110x8 14FSX-8 3/4 - 16

41F-10-4 1110x10 14FSX-10 7/8 - 14

41F-12-4 1110x12 14FSX-12 1 1/16 - 14

41F-14-4 1110x14 14FSX-14 1 1/4 - 12

41F-4
Short Flare Nut - Forged Brass

PCC Part No. Eaton Ref Parker Ref Size

41F-02 1110x2 41FS-2 5/16 - 24

41F-03 1110x3 41FS-3 3/8 - 24

41F-04 1110x4 41FS-4 7/16 - 20

41F-05 1110x5 41FS-5 1/2 - 20

41F-06 1110x6 41FS-6 5/8 - 18

41F-07 1110x7 41FS-7 11/16 - 16

41F-08 1110x8 41FS-8 3/4 - 16

41F-10 1110x10 41FS-10 7/8 - 14

41F-12 1110x12 41FS-12 1 1/16 - 14

41F-14 1110x14 41FS-14 1 1/4 - 12

41F
Short Flare Nut - Brass

1-FS Eaton Ref Parker Ref 1-FS

40F-03 40x3 640F-3 3/8 - 24

40F-04 40x4 640F-4 7/16 - 20

40F-05 40x5 640F-5 1/2 - 20

40F-06 40x6 640F-6 5/8 - 18

40F-08 40x8 640F-8 3/4 - 16

40F-10 40x10 640F-10 7/8 - 14

40F-12 40x12 640F-12 1 1/16 - 14

40F
Flare Cap - Brass

1-MS Eaton Ref Parker Ref 1-MS

39F-03 39x3 639F-3 3/8 - 24

39F-04 39x4 639F-4 7/16 - 20

39F-05 39x5 639F-5 1/2 - 20

39F-06 39x6 639F-6 5/8 - 18

39F-08 39x8 639F-8 3/4 - 16

39F-10 39x10 639F-10 7/8 - 14

39F-12 39x12 639F-12 1 1/16 - 14

39F
Flare Plug - Brass

1-FSX  2-FSX Parker Ref 1-FSX 2-FSX

24F-04-04 14SFV-4 7/16 - 20 7/16 - 20

24F-05-05 14SFV-5 1/2 - 20 1/2 - 20

24F-06-06 14SFV-6 5/8 - 18 5/8 - 18

24F-08-08 14SFV-8 3/4 - 16 3/4 - 16

24F-10-10 14SFV-10 7/8 - 14 7/8 - 14

24F-12-12 14SFV-12 1 1/16 - 14 1 1/16 - 14

24F
Female Union Swivel - Brass

PCC Part No. Parker Ref Size

23F-04 3GF-4 7/16 - 20

23F-06 3GF-6 5/8 - 18

23F-08 3GF-8 3/4 - 16

23F-10 3GF-10 7/8 - 14

23F
Flare Bonnet - Brass

PCC Part No. Parker Ref Size

22F-03 2GF-3 3/8 - 24

22F-04 2GF-4 7/16 - 20

22F-05 2GF-5 1/2 - 20

22F-06 2GF-6 5/8 - 18

22F-08 2GF-8 3/4 - 16

22F-10 2GF-10 7/8 - 14

22F
Flare Gasket - Brass
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45° Flare Fittings

41FL-04 41x4 41FL-4 7/16 - 20

41FL-05 41x5 41FL-5 1/2 - 20

41FL-06 41x6 41FL-6 5/8 - 18

41FL-08 41x8 41FL-8 3/4 - 16

41FL-10 41x10 41FL-10 7/8 - 14

41FL-12 41x12 41FL-12 1 1/16 - 14

41FL
Long Flare Nut - Brass

PCC Part No. Parker Ref Size

41FX-04 41FX-4 7/16 - 20

41FX-05 41FX-5 1/2 - 20

41FX-06 41FX-6 5/8 - 18

41FX-08 41FX-8 3/4 - 16

41FX
Extra Short Flare Nut - Brass

1-MS  2-MS Eaton Ref Parker Ref 1-MS 2-MS

42F-02-02 42x2 42F-2 5/16 - 24 5/16 - 24

42F-03-03 42x3 42F-3 3/8 - 24 3/8 - 24

42F-04-04 42x4 42F-4 7/16 - 20 7/16 - 20

42F-05-04 42x5x4 42F-5-4 1/2 - 20 7/16 - 20

42F-05-05 42x5 42F-5 1/2 - 20 1/2 - 20

42F-06-04 42x6x4 42F-6-4 5/8 - 18 7/16 - 20

42F-06-05 42x6x5 42F-6-5 5/8 - 18 1/2 - 20

42F-06-06 42x6 42F-6 5/8 - 18 5/8 - 18

42F-08-04 42x8x4 42F-8-4 3/4 - 16 7/16 - 20

42F-08-06 42x8x6 42F-8-6 3/4 - 16 5/8 - 18

42F-08-08 42x8 42F-8 3/4 - 16 3/4 - 16

42F-10-06 42x10x6 42F-10-6 7/8 - 14 5/8 - 18

42F-10-08 42x10x8 42F-10-8 7/8 - 14 3/4 - 16

42F-10-10 42x10 42F-10 7/8 - 14 7/8 - 14

42F-12-08 42x12x8 42F-12-8 1 1/16 - 14 3/4 - 16

42F-12-12 42x12 42F-12 1 1/16 - 14 1 1/16 - 14

42F-14-14 42x14 42F-14 1 1/4 - 12 1 1/4 - 12

42F
Flare Union - Brass

1-MS  2-MI Eaton Ref 1-MS 2-MI

42IF-04-03 1518 7/16 - 20 3/8 - 24

42IF-04-04 1522 7/16 - 20 7/16 - 20

42IF
Male SAE Flare x Male Inverted Flare - 
Brass

42IF-06-05 1553 5/8 - 18 1/2 - 20

42IF-06-06 1563 5/8 - 18 5/8 - 18

42IF
Male SAE Flare x Male Inverted Flare - 
Brass

1-MS  2-MP Eaton Ref 1-MS 2-MP

43F-06-04 43x6 5/8 - 18 7/16 - 20

43F
Male Connector CHECK VALVE - Brass

1-MS  2-MS  3-MS Eaton Ref Parker Ref 1,2-MS 3-MS

44F-02-02-02-4 44x2 144F-2 5/16 - 24 5/16 - 24

44F-03-03-03-4 44x3 144F-3 3/8 - 24 3/8 - 24

44F-04-04-04-4 44x4 144F-4 7/16 - 20 7/16 - 20

44F-05-05-05-4 44x5 144F-5 1/2 - 20 1/2 - 20

44F-06-06-04-4 44x6x4 144F-6-6-4 5/8 - 18 7/16 - 20

44F-06-06-06-4 44x6 144F-6 5/8 - 18 5/8 - 18

44F-08-06-06-4 44x8x6x6 144F-8-6 3/4 - 16 * 5/8 - 18 *

44F-08-08-06-4 44x8x6 144F-8-8-6 3/4 - 16 5/8 - 18

44F-08-08-08-4 44x8 144F-8 3/4 - 16 3/4 - 16

44F-08-08-10-4 44x8x8x10 144F-8-8-10 3/4 - 16 7/8 - 14

44F-10-10-10-4 44x10 144F-10 7/8 - 14 7/8 - 14

44F-12-12-12-4 44x12 144F-12 1 1/16 - 14 1 1/16 - 14

44F-14-14-14-4 44x14 144F-14 1 1/4 - 12 1 1/4 - 12

44F-4
Union Tee - Forged Brass

1-MS  2-MS  3-MP Eaton Ref Parker Ref 1,2-MS 3-MP

45F-03-03-02-4 45x3 145F-3-2 3/8 - 24 1/8 - 27

45F-04-04-02-4 45x4 145F-4-2 7/16 - 20 1/8 - 27

45F-04-04-04-4 45x4x4 145F-4-4 7/16 - 20 1/4 - 18

45F-04-04-06-4 45x4x6 145F-4-6 7/16 - 20 3/8 - 18

45F-05-05-02-4 45x5 145F-5-2 1/2 - 20 1/8 - 27

45F-05-05-04-4 45x5x4 145F-5-4 1/2 - 20 1/4 - 18

45F-06-06-02-4 45x6x2 145F-6-2 5/8 - 18 1/8 - 27

45F-06-06-04-4 45x6 145F-6-4 5/8 - 18 1/4 - 18

45F-06-06-06-4 45x6x6 145F-6-6 5/8 - 18 3/8 - 18

45F-06-06-08-4 45x6x8 145F-6-8 5/8 - 18 1/2 - 14

45F-08-08-06-4 45x8 145F-8-6 3/4 - 16 3/8 - 18

45F-08-08-08-4 45x8x8 145F-8-8 3/4 - 16 1/2 - 14

45F-4
Male Branch Tee - Forged Brass

* 1-MS (3/4 - 16)   2,3-MS (5/8 - 18)
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45° Flare Fittings

1-MS  2-FP Eaton Ref Parker Ref 1-MS 2-FP

46F-02-02 46x2 46F-2-2 5/16 - 24 1/8 - 27

46F-03-02 46x3 46F-3-2 3/8 - 24 1/8 - 27

46F-04-02 46x4 46F-4-2 7/16 - 20 1/8 - 27

46F-04-04 46x4x4 46F-4-4 7/16 - 20 1/4 - 18

46F-04-06 46x4x6 46F-4-6 7/16 - 20 3/8 - 18

46F-04-08 46x4x8 46F-4-8 7/16 - 20 1/2 - 14

46F-05-02 46x5 46F-5-2 1/2 - 20 1/8 - 27

46F-05-04 46x5x4 46F-5-4 1/2 - 20 1/4 - 18

46F-06-02 46x6x2 46F-6-2 5/8 - 18 1/8 - 27

46F-06-04 46x6 46F-6-4 5/8 - 18 1/4 - 18

46F-06-06 46x6x6 46F-6-6 5/8 - 18 3/8 - 18

46F-06-08 46x6x8 46F-6-8 5/8 - 18 1/2 - 14

46F-06-12 46x6x12 46F-6-12 5/8 - 18 3/4 - 14

46F-08-04 46x8x4 46F-8-4 3/4 - 16 1/4 - 18

46F-08-06 46x8 46F-8-6 3/4 - 16 3/8 - 18

46F-08-08 46x8x8 46F-8-8 3/4 - 16 1/2 - 14

46F-08-12 46x8x12 46F-8-12 3/4 - 16 3/4 - 14

46F-10-06 46x10x6 46F-10-6 7/8 - 14 3/8 - 18

46F-10-08 46x10 46F-10-8 7/8 - 14 1/2 - 14

46F-10-12 46x10x12 46F-10-12 7/8 - 14 3/4 - 14

46F-12-08 46x12x8 46F-12-8 1 1/16 - 14 1/2 - 14

46F-12-12 46x12 46F-12-12 1 1/16 - 14 3/4 - 14

46F-14-12 46x14 46F-14-12 1 1/4 - 12 3/4 - 14

46F
Female Connector - Brass

1-MS  2-MP Eaton Ref Parker Ref 1-MS 2-MP

48F-02-02 48x2 48F-2-2 5/16 - 24 1/8 - 27

48F-03-02 48x3 48F-3-2 3/8 - 24 1/8 - 27

48F-04-02 48x4 48F-4-2 7/16 - 20 1/8 - 27

48F-04-04 48x4x4 48F-4-4 7/16 - 20 1/4 - 18

48F-04-06 48x4x6 48F-4-6 7/16 - 20 3/8 - 18

48F-04-08 48x4x8 48F-4-8 7/16 - 20 1/2 - 14

48F
Male Connector - Brass

45F-08-08-12-4 45x8x12 145F-8-12 3/4 - 16 3/4 - 14

45F-10-10-08-4 45x10 145F-10-8 7/8 - 14 1/2 - 14

45F-12-12-08-4 45x12x8 145F-12-8 1 1/16 - 14 1/2 - 14

45F-12-12-12-4 45x12 145F-12-12 1 1/16 - 14 3/4 - 14

45F-4
Male Branch Tee - Forged Brass

48F-05-02 48x5 48F-5-2 1/2 - 20 1/8 - 27

48F-05-04 48x5x4 48F-5-4 1/2 - 20 1/4 - 18

48F-05-06 48x5x6 48F-5-6 1/2 - 20 3/8 - 18

48F-06-02 48x6x2 48F-6-2 5/8 - 18 1/8 - 27

48F-06-04 48x6 48F-6-4 5/8 - 18 1/4 - 18

48F-06-06 48x6x6 48F-6-6 5/8 - 18 3/8 - 18

48F-06-08 48x6x8 48F-6-8 5/8 - 18 1/2 - 14

48F-06-12 48x6x12 48F-6-12 5/8 - 18 3/4 - 14

48F-08-04 48x8x4 48F-8-4 3/4 - 16 1/4 - 18

48F-08-06 48x8 48F-8-6 3/4 - 16 3/8 - 18

48F-08-08 48x8x8 48F-8-8 3/4 - 16 1/2 - 14

48F-08-12 48x8x12 48F-8-12 3/4 - 16 3/4 - 14

48F-10-04 48x10x4 48F-10-4 7/8 - 14 1/4 - 18

48F-10-06 48x10x6 48F-10-6 7/8 - 14 3/8 - 18

48F-10-08 48x10 48F-10-8 7/8 - 14 1/2 - 14

48F-10-12 48x10x12 48F-10-12 7/8 - 14 3/4 - 14

48F-12-08 48x12 48F-12-8 1 1/16 - 14 1/2 - 14

48F-12-12 48x12x12 48F-12-12 1 1/16 - 14 3/4 - 14

48F-14-12 48x14 48F-14-12 1 1/4 - 12 3/4 - 14

48F
Male Connector - Brass

1-MS  2-MP Eaton Ref Parker Ref 1-MS 2-MP

49F-02-02 49x2 249F-2-2 5/16 - 24 1/8 - 27

49F
Male Elbow 90° - Brass

1-MS  2-MP Eaton Ref Parker Ref 1-MS 2-MP

49F-02-02-4 49x2 149F-2-2 5/16 - 24 1/8 - 27

49F-03-02-4 49x3 149F-3-2 3/8 - 24 1/8 - 27

49F-03-04-4 49x3x4 149F-3-4 3/8 - 24 1/4 - 18

49F-04-02-4 49x4 149F-4-2 7/16 - 20 1/8 - 27

49F-04-04-4 49x4x4 149F-4-4 7/16 - 20 1/4 - 18

49F-04-06-4 49x4x6 149F-4-6 7/16 - 20 3/8 - 18

49F-04-08-4 49x4x8 149F-4-8 7/16 - 20 1/2 - 14

49F-05-02-4 49x5 149F-5-2 1/2 - 20 1/8 - 27

49F-05-04-4 49x5x4 149F-5-4 1/2 - 20 1/4 - 18

49F-05-06-4 49x5x6 149F-5-6 1/2 - 20 3/8 - 18

49F-06-02-4 49x6x2 149F-6-2 5/8 - 18 1/8 - 27

49F-06-04-4 49x6 149F-6-4 5/8 - 18 1/4 - 18

49F-06-06-4 49x6x6 149F-6-6 5/8 - 18 3/8 - 18

49F-06-08-4 49x6x8 149F-6-8 5/8 - 18 1/2 - 14

49F-4
Male Elbow 90° - Forged Brass
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49F-06-12-4 49x6x12 149F-6-12 5/8 - 18 3/4 - 14

49F-08-04-4 49x8x4 149F-8-4 3/4 - 16 1/4 - 18

49F-08-06-4 49x8 149F-8-6 3/4 - 16 3/8 - 18

49F-08-08-4 49x8x8 149F-8-8 3/4 - 16 1/2 - 14

49F-08-12-4 49x8x12 149F-8-12 3/4 - 16 3/4 - 14

49F-10-04-4 49x10x4 149F-10-4 7/8 - 14 1/4 - 18

49F-10-06-4 49x10x6 149F-10-6 7/8 - 14 3/8 - 18

49F-10-08-4 49x10 149F-10-8 7/8 - 14 1/2 - 14

49F-10-12-4 49x10x12 149F-10-12 7/8 - 14 3/4 - 14

49F-12-08-4 49x12x8 149F-12-8 1 1/16 - 14 1/2 - 14

49F-12-12-4 49x12 149F-12-12 1 1/16 - 14 3/4 - 14

49F-4
Male Elbow 90° - Forged Brass

45° Flare Fittings

1-MS  2-FP Eaton Ref Parker Ref 1-MS 2-FP

50F-03-02-4 50x3 150F-3-2 3/8 - 24 1/8 - 27

50F-04-02-4 50x4 150F-4-2 7/16 - 20 1/8 - 27

50F-04-04-4 50x4x4 150F-4-4 7/16 - 20 1/4 - 18

50F-04-06-4 50x4x6 150F-4-6 7/16 - 20 3/8 - 18

50F-05-02-4 50x5 150F-5-2 1/2 - 20 1/8 - 27

50F-05-04-4 50x5x4 150F-5-4 1/2 - 20 1/4 - 18

50F-06-02-4 50x6x2 150F-6-2 5/8 - 18 1/8 - 27

50F-06-04-4 50x6 150F-6-4 5/8 - 18 1/4 - 18

50F-06-06-4 50x6x6 150F-6-6 5/8 - 18 3/8 - 18

50F-06-08-4 50x6x8 150F-6-8 5/8 - 18 1/2 - 14

50F-06-12-4 50x6x12 150F-6-12 5/8 - 18 3/4 - 14

50F-08-04-4 50x8x4 150F-8-4 3/4 - 16 1/4 - 18

50F-08-06-4 50x8 150F-8-6 3/4 - 16 3/8 - 18

50F-08-08-4 50x8x8 150F-8-8 3/4 - 16 1/2 - 14

50F-08-12-4 50x8x12 150F-8-12 3/4 - 16 3/4 - 14

50F-10-06-4 50x10x6 150F-10-6 7/8 - 14 3/8 - 18

50F-10-08-4 50x10 150F-10-8 7/8 - 14 1/2 - 14

50F-10-12-4 50x10x12 150F-10-12 7/8 - 14 3/4 - 14

50F-12-08-4 50x12x8 150F-12-8 1 1/16 - 14 1/2 - 14

50F-12-12-4 50x12 150F-12-12 1 1/16 - 14 3/4 - 14

50F-4
Female Elbow 90° - Forged Brass

1-MS  2-MP  3-MS Eaton Ref Parker Ref 1,3-MS 2-MP

51F-03-02-03-4 51x3 151F-3-2 3/8 - 24 1/8 - 27

51F-05-02-05-4 51x5 151F-5-2 1/2 - 20 1/8 - 27

51F-05-04-05-4 51x5x4 151F-5-4 1/2 - 20 1/4 - 18

51F-06-02-06-4 51x6x2 151F-6-2 5/8 - 18 1/8 - 27

51F-06-04-06-4 51x6 151F-6-4 5/8 - 18 1/4 - 18

51F-06-06-06-4 51x6x6 151F-6-6 5/8 - 18 3/8 - 18

51F-08-06-08-4 51x8 151F-8-6 3/4 - 16 3/8 - 18

51F-08-08-08-4 51x8x8 151F-8-8 3/4 - 16 1/2 - 14

51F-4
Male Run Tee - Forged Brass

1-MS  2-MS Eaton Ref Parker Ref 1-MS 2-MS

55F-03-03-4 55x3 155F-3 3/8 - 24 3/8 - 24

55F-04-04-4 55x4 155F-4 7/16 - 20 7/16 - 20

55F-05-05-4 55x5 155F-5 1/2 - 20 1/2 - 20

55F-06-04-4 55x6x4 155F-6-4 5/8 - 18 7/16 - 20

55F-06-06-4 55x6 155F-6 5/8 - 18 5/8 - 18

55F-08-06-4 55x8x6 155F-8-6 3/4 - 16 5/8 - 18

55F-08-08-4 55x8 155F-8 3/4 - 16 3/4 - 16

55F-10-08-4 55x10x8 155F-10-8 7/8 - 14 3/4 - 16

55F-10-10-4 55x10 155F-10 7/8 - 14 7/8 - 14

55F-12-12-4 55x12 155F-12 1 1/16 - 14 1 1/16 - 14

55F-14-14-4 55x14 155F-14 1 1/4 - 12 1 1/4 - 12

55F-4
Union Elbow 90° - Forged Brass

1-FP  2-MP  3-MS Eaton Ref Parker Ref 1-FP  2-MP 3-MS

56F-02-02-03-4 56x3w 256F-3-2 1/8 - 27 3/8 - 24

56F-02-02-04-4 56x4w 256F-4-2 1/8 - 27 7/16 - 20

56F-04-04-04-4 – – 1/4 - 18 7/16 - 20

56F-04-04-06-4 56x6w 256F-6-4 1/4 - 18 5/8 - 18

56F-4
Pipe Adapter Tee - Brass

1-MS  2-MP  3-MS Eaton Ref Parker Ref 1,3-MS 2-MP

51F-04-02-04 51x4 251F-4-2 7/16 - 20 1/8 - 27

51F-04-04-04 51x4x4 251F-4-4 7/16 - 20 1/4 - 18

51F-05-02-05 51x5 251F-5-2 1/2 - 20 1/8 - 27

51F
Male Run Tee - Brass
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45° Flare Fittings

1-MS  2-MP Eaton Ref Parker Ref 1-MS 2-MP

59F-04-02-4 54x4 159F-4-2 7/16 - 20 1/8 - 27

59F-04-04-4 54x4x4 159F-4-4 7/16 - 20 1/4 - 18

59F-05-02-4 54x5 159F-5-2 1/2 - 20 1/8 - 27

59F-05-04-4 54x5x4 159F-5-4 1/2 - 20 1/4 - 18

59F-06-04-4 54x6 159F-6-4 5/8 - 18 1/4 - 18

59F-06-06-4 54x6x6 159F-6-6 5/8 - 18 3/8 - 18

59F-06-08-4 54x6x8 159F-6-8 5/8 - 18 1/2 - 14

59F-08-06-4 54x8 159F-8-6 3/4 - 16 3/8 - 18

59F-08-08-4 54x8x8 159F-8-8 3/4 - 16 1/2 - 14

59F-10-06-4 54x10x6 159F-10-6 7/8 - 14 3/8 - 18

59F-10-08-4 54x10 159F-10-8 7/8 - 14 1/2 - 14

59F-12-08-4 54x12x8 159F-12-8 1 1/16 - 14 1/2 - 14

59F-12-12-4 54x12 159F-12-12 1 1/16 - 14 3/4 - 14

59F-4
Male Elbow 45° - Forged Brass

1-FS  2-FS 1-FS 2-FS

60F-06-06 5/8 - 18 5/8 - 18

60F
Female Flare Union - Brass

1-FS  2-MS Parker Ref 1-FS 2-MS

61F-04-06 661FHD-6-4 7/16 - 20 5/8 - 18

61F-06-04 661FHD-4-6 5/8 - 18 7/16 - 20

61F-08-04 661FHD-4-8 3/4 - 16 7/16 - 20

61F-08-06 661FHD-6-8 3/4 - 16 5/8 - 18

61F-08-10 661FHD-10-8 3/4 - 16 7/8 - 14

61F-10-08 661FHD-8-10 7/8 - 14 3/4 - 16

61F
Reducer-Expander w/Gasket - Brass



Compression Fittings

• All Brass Construction
• DELRIN Plastic Sleeve Option
• Captive Compression Nut-Sleeve Option
• Threads: Compression and Dryseal Pipe Threads
• Extruded and Forged (–4 suffix) are Available
• Lead-Free Available
• Working Pressure:  

• Working Temperature: 

Our Brass Compression Fittings perform to SAE J512 
standards, but dimensions may vary from the actual 
SAE specifications.  Compression fittings remain popular 
as they are affordable, and can be assembled without 
flaring the tube or needing any other special 
preparations.  These compression fittings are available 
in both Extruded and Forged style elbows and tees.

Captive Compression Fittings are the same as 
standard compression fittings except that they utilize a 
special "Nut-Sleeve Assembly" where the sleeve is 
staked into the nut and allows the tubing to be inserted 
WITHOUT completely removing the nut as is the case 
with standard compression fittings. Markets

• Industrial
• Packaging
• Pneumatic
• Printing

Applications 

• Air Lines
• Lubrication Lines
• Cooling Lines 
• Industry
• Machinery
• Compressors 
• Fluid Transfer

1/8" – 3/16" = 400  PSI
1/4" – 5/16" = 300 PSI
3/8" – 1/2" = 200 PSI
           5/8" = 150  PSI
           3/4" = 100 PSI
           7/8" = 75 PSI

Features/Benefits

–65° to +200° F 
(–54° to +93° C)

NOTE: Tubing cutter (PT6-CUTTER) is available.
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pg. 64

84

 
Soft Tube Support

pg. 64

Captive
Compression
Fittings

C61

 
Nut-Sleeve Assembly

pg. 64

C62

 
1-CA  2-CA

pg. 64

C68

 
1-CA  2-MP

pg. 65

C69

 
1-CA  2-MP

pg. 65

C69-4

 
1-CA  2-MP

pg. 65

Also see Lead-Free Fittings on pages 120–126.



Pressure Connections Reserves the Right to Update Information Without Notice
60

Compression Fittings

1-CP  2-CP Eaton Ref Parker Ref 1-CP 2-CP

62-02-02 162x2 62C-2 5/16 - 24 5/16 - 24

62-03-03 62x3 62C-3 3/8 - 24 3/8 - 24

62-04-02 62x4x2 62C-4-2 7/16 - 24 5/16 - 24

62-04-03 62x4x3 62C-4-3 7/16 - 24 3/8 - 24

62-04-04 162x4 62C-4 7/16 - 24 7/16 - 24

62-05-04 62x5x4 62C-5-4 1/2 - 24 7/16 - 24

62-05-05 62x5 62C-5 1/2 - 24 1/2 - 24

62-06-04 62x6x4 62C-6-4 9/16 - 24 7/16 - 24

62-06-05 62x6x5 62C-6-5 9/16 - 24 1/2 - 24

62-06-06 162x6 62C-6 9/16 - 24 9/16 - 24

62-07-07 62x7 62C-7 5/8 - 24 5/8 - 24

62-08-06 62x8x6 62C-8-6 11/16 - 20 9/16 - 24

62
Union - Brass

PCC Part No. Eaton Ref Parker Ref Size

61L-02 1611x2 61CL-2 5/16 - 24

61L-03 1611x3 61CL-3 3/8 - 24

61L-04 1611x4 61CL-4 7/16 - 24

61L-05 1611x5 61CL-5 1/2 - 24

61L-06 1611x6 61CL-6 9/16 - 24

61L-08 1611x8 61CL-8 11/16 - 20

61L-10 1611x10 61CL-10 13/16 - 18

61L-12 1611x12 61CL-12 1 - 18

61L
Long Nut - Brass

1-CP Parker Ref 1-CP

61C-04 59CA-4 7/16 - 24

61C-06 59CA-6 9/16 - 24

61C-08 59CA-8 11/16 - 20

61C-10 59CA-10 13/16 - 18

61C
Cap - Brass

61-10 61x10 61C-10 13/16 - 18

61-12 61x12 61C-12 1 - 18

61-14 61x14 61C-14 1 1/8 - 18

61
Nut - Brass

PCC Part No. Eaton Ref Parker Ref Size

61-02 61x2 61C-2 5/16 - 24

61-03 61x3 61C-3 3/8 - 24

61-04 61x4 61C-4 7/16 - 24

61-05 61x5 61C-5 1/2 - 24

61-06 61x6 61C-6 9/16 - 24

61-07 61x7 61C-7 5/8 - 24

61-08 61x8 61C-8 11/16 - 20

61
Nut - Brass

PCC Part No. Parker Ref Size

60P-04 639C-4 7/16 - 24

60P-06 639C-6 9/16 - 24

60P-08 639C-8 11/16 - 20

60P-10 639C-10 13/16 - 18

60P
Plug - Brass

PCC Part No. Parker Ref Size

60D-04 60PT-4 7/16 - 24

60D-05 60PT-5 1/2 - 24

60D-06 60PT-6 9/16 - 24

60D-08 60PT-8 11/16 - 20

60D-10 60PT-10 13/16 - 18

60D
Sleeve - DELRIN

PCC Part No. Eaton Ref Parker Ref Size

60-02 60x2 60C-2 5/16 - 24

60-03 60x3 60C-3 3/8 - 24

60-04 60x4 60C-4 7/16 - 24

60-05 60x5 60C-5 1/2 - 24

60-06 60x6 60C-6 9/16 - 24

60-07 60x7 60C-7 5/8 - 24

60-08 60x8 60C-8 11/16 - 20

60-10 60x10 60C-10 13/16 - 18

60-12 60x12 60C-12 1 - 18

60-14 60x14 60C-14 1 1/8 - 18

60
Sleeve - Brass
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Compression Fittings

1-CP  2-CP Eaton Ref Parker Ref 1-CP 2-CP

65-03-03-4 65x3 165C-3 3/8 - 24 3/8 - 24

65-04-04-4 65x4 165C-4 7/16 - 24 7/16 - 24

65-05-05-4 65x5 165C-5 1/2 - 24 1/2 - 24

65-06-06-4 65x6 165C-6 9/16 - 24 9/16 - 24

65-07-07-4 65x7 165C-7 5/8 - 24 5/8 - 24

65-08-08-4 65x8 165C-8 11/16 - 20 11/16 - 20

65-10-10-4 65x10 165C-10 13/16 - 18 13/16 - 18

65-12-12-4 65x12 165C-12 1 - 18 1 - 18

65-14-14-4 65x14 165C-14 1 1/8 - 18 1 1/8 - 18

65-4
Union Elbow 90° - Forged Brass

1-CP  2-CP Eaton Ref Parker Ref 1-CP 2-CP

65-02-02 65x2 265C-2 5/16 - 24 5/16 - 24

65-03-03 65x3 265C-3 3/8 - 24 3/8 - 24

65-07-07 65x7 265C-7 5/8 - 24 5/8 - 24

65
Union Elbow 90° - Brass

1-CP  2-CP  3-CP Eaton Ref Parker Ref 1,2-CP 3-CP

64-02-02-02-4 64x2 164C-2 5/16 - 24 5/16 - 24

64-03-03-03-4 64x3 164C-3 3/8 - 24 3/8 - 24

64-04-04-04-4 64x4 164C-4 7/16 - 24 7/16 - 24

64-05-05-05-4 64x5 164C-5 1/2 - 24 1/2 - 24

64-06-06-04-4 64x6x4 164C-6-6-4 9/16 - 24 7/16 - 24

64-06-06-06-4 64x6 164C-6 9/16 - 24 9/16 - 24

64-08-08-06-4 64x8x6 164C-8-8-6 11/16 - 20 9/16 - 24

64-08-08-08-4 64x8 164C-8 11/16 - 20 11/16 - 20

64-10-10-10-4 64x10 164C-10 13/16 - 18 13/16 - 18

64-12-12-12-4 64x12 164C-12 1 - 18 1 - 18

64-14-14-14-4 64x14 164C-14 1 1/8 - 18 1 1/8 - 18

64-4
Union Tee - Forged Brass

1-CP  2-CP  3-CP Eaton Ref Parker Ref 1,2-CP 3-CP

64-02-02-02 64x2 264C-2 5/16 - 24 5/16 - 24

64-03-03-03 64x3 264C-3 3/8 - 24 3/8 - 24

64-06-06-06 64x6 264C-6 9/16 - 24 9/16 - 24

64
Union Tee - Brass

1-CP  2-MP Eaton Ref 1-CP 2-MP

63-04-02 63x4 7/16 - 24 1/8 - 27

63-05-02 63x5 1/2 - 24 1/8 - 27

63-06-04 63x6 9/16 - 24 1/4 - 18

63
Male Connector CHECK VALVE - Brass

1-BH CP  2-CP Eaton Ref Parker Ref 1-BH CP 2-CP

62BH-04-04 74x4 62CBH-4 7/16 - 24 7/16 - 24

62BH-06-06 74x6 62CBH-6 9/16 - 24 9/16 - 24

62BH-08-08 74x8 62CBH-8 11/16 - 20 11/16 - 20

62BH
Bulkhead Union w/Locknut - Brass

62-08-08 62x8 62C-8 11/16 - 20 11/16 - 20

62-10-06 62x10x6 62C-10-6 13/16 - 18 9/16 - 24

62-10-08 62x10x8 62C-10-8 13/16 - 18 11/16 - 20

62-10-10 62x10 62C-10 13/16 - 18 13/16 - 18

62-12-12 62x12 62C-12 1 - 18 1 - 18

62-14-14 62x14 62C-14 1 1/8 - 18 1 1/8 - 18

62
Union - Brass
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Compression Fittings

1-CP  2-FP Eaton Ref Parker Ref 1-CP 2-FP

66-02-02 66x2 66C-2-2 5/16 - 24 1/8 - 27

66-03-02 66x3 66C-3-2 3/8 - 24 1/8 - 27

66-03-04 66x3x4 66C-3-4 3/8 - 24 1/4 - 18

66-04-02 66x4 66C-4-2 7/16 - 24 1/8 - 27

66-04-04 166x4x4 66C-4-4 7/16 - 24 1/4 - 18

66-04-06 66x4x6 66C-4-6 7/16 - 24 3/8 - 18

66-04-08 66x4x8 66C-4-8 7/16 - 24 1/2 - 14

66-05-02 66x5 66C-5-2 1/2 - 24 1/8 - 27

66-05-04 66x5x4 66C-5-4 1/2 - 24 1/4 - 18

66-05-06 66x5x6 66C-5-6 1/2 - 24 3/8 - 18

66-06-02 66x6x2 66C-6-2 9/16 - 24 1/8 - 27

66-06-04 66x6 66C-6-4 9/16 - 24 1/4 - 18

66-06-06 66x6x6 66C-6-6 9/16 - 24 3/8 - 18

66-06-08 66x6x8 66C-6-8 9/16 - 24 1/2 - 14

66-08-04 66x8x4 66C-8-4 11/16 - 20 1/4 - 18

66-08-06 66x88 66C-8-6 11/16 - 20 3/8 - 18

66-08-08 66x8x8 66C-8-8 11/16 - 20 1/2 - 14

66-10-06 66x10x6 66C-10-6 13/16 - 18 3/8 - 18

66-10-08 66x10 66C-10-8 13/16 - 18 1/2 - 14

66-10-12 66x10x12 66C-10-12 13/16 - 18 3/4 - 14

66-12-08 66x12x8 66C-12-8 1 - 18 1/2 - 14

66-12-12 66x12 66C-12-12 1 - 18 3/4 - 14

66-14-12 66x14 66C-14-12 1 1/8 - 18 3/4 - 14

66
Female Connector - Brass

1-CP  2-MP Eaton Ref Parker Ref 1-CP 2-MP

68-02-01 68x2x1 68C-2-1 5/16 - 24 1/16 - 27

68-02-02 68x2 68C-2-2 5/16 - 24 1/8 - 27

68-03-02 68x3 68C-3-2 3/8 - 24 1/8 - 27

68-03-04 68x3x4 68C-3-4 3/8 - 24 1/4 - 18

68-04-02 68x4 68C-4-2 7/16 - 24 1/8 - 27

68-04-04 68x4x4 68C-4-4 7/16 - 24 1/4 - 18

68-04-06 68x4x6 68C-4-6 7/16 - 24 3/8 - 18

68-04-08 68x4x8 68C-4-8 7/16 - 24 1/2 - 14

68-05-02 68x5 68C-5-2 1/2 - 24 1/8 - 27

68-05-04 68x5x4 68C-5-4 1/2 - 24 1/4 - 18

68-05-06 68x5x6 68C-5-6 1/2 - 24 3/8 - 18

68-05-08 68x5x8 68C-5-8 1/2 - 24 1/2 - 14

68-06-02 68x6x2 68C-6-2 9/16 - 24 1/8 - 27

68-06-04 68x6 68C-6-4 9/16 - 24 1/4 - 18

68-06-06 68x6x6 68C-6-6 9/16 - 24 3/8 - 18

68-06-08 68x6x8 68C-6-8 9/16 - 24 1/2 - 14

68-06-12 68x6x12 68C-6-12 9/16 - 24 3/4 - 14

68
Male Connector - Brass

68-07-04 68x7x4 68C-7-4 5/8 - 24 1/4 - 18

68-07-06 68x7x6 68C-7-6 5/8 - 24 3/8 - 18

68-08-04 68x8x4 68C-8-4 11/16 - 20 1/4 - 18

68-08-06 68x8 68C-8-6 11/16 - 20 3/8 - 18

68-08-08 68x8x8 68C-8-8 11/16 - 20 1/2 - 14

68-08-12 68x8x12 68C-8-12 11/16 - 20 3/4 - 14

68-10-06 68x10x6 68C-10-6 13/16 - 18 3/8 - 18

68-10-08 68x10 68C-10-8 13/16 - 18 1/2 - 14

68-10-12 68x10x12 68C-10-12 13/16 - 18 3/4 - 14

68-12-08 68x12x8 68C-12-8 1 - 18 1/2 - 14

68-12-12 68x12 68C-12-12 1 - 18 3/4 - 14

68-14-12 68x14 68C-14-12 1 1/8 - 18 3/4 - 14

68
Male Connector - Brass

1-CP  2-MP Dixon Ref Parker Ref 1-CP 2-MP

68DT-03-02 682C-0302 682C-3-2 3/8 - 24 1/8 - 27

68DT-04-02 – 682C-4-2 7/16 - 24 1/8 - 27

68DT-04-04 – 682C-4-4 7/16 - 24 1/4 - 18

68DT-06-04 – 682C-6-4 9/16 - 24 1/4 - 18

68DT-06-06 682C-0606 682C-6-6 9/16 - 24 3/8 - 18

68DT-06-08 – 682C-6-8 9/16 - 24 1/2 - 14

68DT-08-06 – 682C-8-6 11/16 - 20 3/8 - 18

68DT-08-08 682C-0808 682C-8-8 11/16 - 20 1/2 - 14

68DT-10-08 – 682C-10-8 13/16 - 18 1/2 - 14

68DT
DRILL-THRU Tank Connector - Brass

1-CP  2-MP Eaton Ref Parker Ref 1-CP 2-MP

69-02-02 69x2 269C-2-2 5/16 - 24 1/8 - 27

69-05-02 69x5 269C-5-2 1/2 - 24 1/8 - 27

69
Male Elbow 90° - Brass

1-CP  2-MP Eaton Ref Parker Ref 1-CP 2-MP

69-02-02-4 69x2 169C-2-2 5/16 - 24 1/8 - 27

69-03-02-4 69x3 169C-3-2 3/8 - 24 1/8 - 27

69-03-04-4 69x3x4 169C-3-4 3/8 - 24 1/4 - 18

69-04-02-4 69x4 169C-4-2 7/16 - 24 1/8 - 27

69-04-04-4 69x4x4 169C-4-4 7/16 - 24 1/4 - 18

69-4
Male Elbow 90° - Forged Brass
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70-06-04-4 70x6 170C-6-4 9/16 - 24 1/4 - 18

70-06-06-4 70x6 170C-6-6 9/16 - 24 3/8 - 18

70-06-08-4 70x6x8 170C-6-8 9/16 - 24 1/2 - 14

70-06-12-4 70x6x12 170C-6-12 9/16 - 24 3/4 - 14

70-07-04-4 70x7x4 170C-7-4 5/8 - 24 1/4 - 18

70-08-04-4 70x8x4 170C-8-4 11/16 - 20 1/4 - 18

70-08-06-4 70x8 170C-8-6 11/16 - 20 3/8 - 18

70-08-08-4 70x8x8 170C-8-8 11/16 - 20 1/2 - 14

70-08-12-4 70x8x12 170C-8-12 11/16 - 20 3/4 - 14

70-10-06-4 70x10x6 170C-10-6 13/16 - 18 3/8 - 18

70-10-08-4 70x10x12 170C-10-8 13/16 - 18 1/2 - 14

70-10-12-4 70x10x12 170C-10-12 13/16 - 18 3/4 - 14

70-12-08-4 70x12x8 170C-12-8 1 - 18 1/2 - 14

70-4
Female Elbow 90° - Forged Brass

Compression Fittings

69-04-06-4 69x4x6 169C-4-6 7/16 - 24 3/8 - 18

69-04-08-4 69x4x8 169C-4-8 7/16 - 24 1/2 - 14

69-05-02-4 69x5 169C-5-2 1/2 - 24 1/8 - 27

69-05-04-4 69x5x4 169C-5-4 1/2 - 24 1/4 - 18

69-05-06-4 69x5x6 169C-5-6 1/2 - 24 3/8 - 18

69-06-02-4 69x6x2 169C-6-2 9/16 - 24 1/8 - 27

69-06-04-4 69x6 169C-6-4 9/16 - 24 1/4 - 18

69-06-06-4 69x6x6 169C-6-6 9/16 - 24 3/8 - 18

69-06-08-4 69x6x8 169C-6-8 9/16 - 24 1/2 - 14

69-06-12-4 69x6x12 169C-6-12 9/16 - 24 3/4 - 14

69-07-04-4 69x7x4 169C-7-4 5/8 - 24 1/4 - 18

69-08-04-4 69x8x4 169C-8-4 11/16 - 20 1/4 - 18

69-08-06-4 69x8 169C-8-6 11/16 - 20 3/8 - 18

69-08-08-4 69x8x8 169C-8-8 11/16 - 20 1/2 - 14

69-08-12-4 69x8x12 169C-8-12 11/16 - 20 3/4 - 14

69-10-06-4 69x10x6 169C-10-6 13/16 - 18 3/8 - 18

69-10-08-4 69x10 169C-10-8 13/16 - 18 1/2 - 14

69-10-12-4 69x10x12 169C-10-12 13/16 - 18 3/4 - 14

69-12-08-4 69x12x8 169C-12-8 1 - 18 1/2 - 14

69-12-12-4 69x12 169C-12-12 1 - 18 3/4 - 14

69-14-12-4 69x14 169C-14-12 1 1/8 - 18 3/4 - 14

69-4
Male Elbow 90° - Forged Brass

1-CP  2-FP Eaton Ref Parker Ref 1-CP 2-FP

70-04-02 70x4 270C-4-2 7/16 - 24 1/8 - 27

70-05-02 70x5 270C-5-2 1/2 - 24 1/8 - 27

70-06-06 70x6x6 270C-6-6 9/16 - 24 3/8 - 18

70-06-08 70x6x8 270C-6-8 9/16 - 24 1/2 - 14

70
Female Elbow 90° - Brass

1-CP  2-FP Eaton Ref Parker Ref 1-CP 2-FP

70-02-02-4 70x2 170C-2-2 5/16 - 24 1/8 - 27

70-03-02-4 70x3 170C-3-2 3/8 - 24 1/8 - 27

70-04-02-4 70x4 170C-4-2 7/16 - 24 1/8 - 27

70-04-04-4 70x4x4 170C-4-4 7/16 - 24 1/4 - 18

70-04-06-4 70x4x6 170C-4-6 7/16 - 24 3/8 - 18

70-04-08-4 70x4x8 170C-4-8 7/16 - 24 1/2 - 14

70-05-02-4 70x5 170C-5-2 1/2 - 24 1/8 - 27

70-05-04-4 70x5x4 170C-5-4 1/2 - 24 1/4 - 18

70-06-02-4 70x6x2 170C-6-2 9/16 - 24 1/8 - 27

70-4
Female Elbow 90° - Forged Brass

1-CP  2-MP  3-CP Eaton Ref Parker Ref 1,3-CP 2-MP

71-03-02-03 71x3 171C-3-2 3/8 - 24 1/8 - 27

71
Male Run Tee - Brass

1-CP  2-MP  3-CP Eaton Ref Parker Ref 1,3-CP 2-MP

71-02-02-02-4 71x2 271C-2-2 5/16 - 24 1/8 - 27

71-03-02-03-4 71x3 271C-3-2 3/8 - 24 1/8 - 27

71-04-02-04-4 71x4 271C-4-2 7/16 - 24 1/8 - 27

71-04-04-04-4 71x4x4 271C-4-4 7/16 - 24 1/4 - 18

71-05-02-05-4 71x5x2 271C-5-2 1/2 - 24 1/8 - 27

71-05-04-05-4 71x5x4 271C-5-4 1/2 - 24 1/4 - 18

71-06-02-06-4 71x6x2 271C-6-2 9/16 - 24 1/8 - 27

71-06-04-06-4 71x6 271C-6-4 9/16 - 24 1/4 - 18

71-06-06-06-4 71x6x6 271C-6-6 9/16 - 24 3/8 - 18

71-08-06-08-4 71x8 271C-8-6 11/16 - 20 3/8 - 18

71-08-08-08-4 71x8x8 271C-8-8 11/16 - 20 1/2 - 14

71-10-08-10-4 71x10 271C-10-8 13/16 - 18 1/2 - 14

71-12-08-12-4 71x12x8 271C-12-8 1 - 18 1/2 - 14

71-4
Male Run Tee - Forged Brass
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Compression Fittings

1-CP  2-CP  3-MP Eaton Ref Parker Ref 1,2-CP 3-MP

72-03-03-02-4 72x3 172C-3-3 3/8 - 24 1/8 - 27

72-04-04-02-4 72x4 172C-4-2 7/16 - 24 1/8 - 27

72-04-04-04-4 72x4x4 172C-4-4 7/16 - 24 1/4 - 18

72-05-05-02-4 72x5 172C-5-2 1/2 - 24 1/8 - 27

72-06-06-02-4 72x6x2 172C-6-2 9/16 - 24 1/8 - 27

72-06-06-04-4 72x6 172C-6-4 9/16 - 24 1/4 - 18

72-06-06-06-4 72x6x6 172C-6-6 9/16 - 24 3/8 - 18

72-08-08-06-4 72x8 172C-8-6 11/16 - 20 3/8 - 18

72-08-08-08-4 72x8x8 172C-8-8 11/16 - 20 1/2 - 14

72-10-10-08-4 72x10 172C-10-8 13/16 - 18 1/2 - 14

72-12-12-08-4 72x12x8 172C-12-8 1 - 18 1/2 - 14

72-12-12-12-4 72x12 172C-12-12 1 - 18 3/4 - 14

72-4
Male Branch Tee - Forged Brass

1-FP  2-MP  3-CP Eaton Ref Parker Ref 1-FP  2-MP 3-CP

76-04-04-06 76x6 176C-6-4 1/4 - 18 9/16 - 24

76
Pipe Adapter Tee - Brass

1-CP  2-MP Eaton Ref Parker Ref 1-CP 2-MP

79-04-02-4 59x4 179C-4-2 7/16 - 24 1/8 - 27

79-04-04-4 59x4x4 179C-4-4 7/16 - 24 1/4 - 18

79-05-02-4 59x5 179C-5-2 1/2 - 24 1/8 - 27

79-05-04-4 59x5x4 179C-5-4 1/2 - 24 1/4 - 18

79-06-02-4 59x6x2 179C-6-2 9/16 - 24 1/8 - 27

79-06-04-4 59x6 179C-6-4 9/16 - 24 1/4 - 18

79-06-06-4 59x6x6 179C-6-6 9/16 - 24 3/8 - 18

79-08-06-4 59x8 179C-8-6 11/16 - 20 3/8 - 18

79-08-08-4 59x8x8 179C-8-8 11/16 - 20 1/2 - 14

79-10-08-4 59x10 179C-10-8 13/16 - 18 1/2 - 14

79-4
Male Elbow 45° - Forged Brass

PCC Part No. Eaton Ref Parker Ref Size Tube Wall

84-02 2030x2 63PT-2 1/8” Tube 0.023”

84-03 2030x3 63PT-3 3/16” Tube 0.026”

84-04 2030x4 63PT-4 1/4” Tube 0.042”

84-05 2030x5 63PT-5 5/16” Tube 0.064”

84-06 2030x6 63PT-6 3/8” Tube 0.065”

84-08 2030x8 63PT-8 1/2” Tube 0.066”

84-10 2030x10 63PT-10 5/8” Tube 0.072”

84-12 2030x12 63PT-12 3/4” Tube 0.097”

84
Male Elbow 45° - Brass

Captive Compression Fittings

1-CA  2-CA Parker Ref 1-CA 2-CP

C62-02-02 62CA-2 5/16 - 24 5/16 - 24

C62-03-03 62CA-3 3/8 - 24 3/8 - 24

C62-04-04 62CA-4 7/16 - 24 7/16 - 24

C62-06-06 62CA-6 9/16 - 24 9/16 - 24

C62-08-08 62CA-8 11/16 - 20 11/16 - 20

C62-10-10 62CA-10 13/16 - 18 13/16 - 18

C62-12-12 62CA-12 1 - 18 1 - 18

C62
Union - Brass

PCC Part No. Parker Ref Size

C61-02 61CA-2 5/16 - 24

C61-03 61CA-3 3/8 - 24

C61-04 61CA-4 7/16 - 24

C61-05 61CA-5 1/2 - 24

C61-06 61CA-6 9/16 - 24

C61-08 61CA-8 11/16 - 20

C61-10 61CA-10 13/16 - 18

C61-12 61CA-12 1 - 18

C61
Nut-Sleeve Assembly - Brass
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Captive Compression Fittings

1-CA  2-MP Parker Ref 1-CA 2-MP

C69-02-02 269CA-2-2 5/16 - 24 1/8 - 27

C69-03-02 269CA-3-2 3/8 - 24 1/8 - 27

C69-05-04 269CA-5-4 1/2 - 24 1/4 - 18

C69-05-06 269CA-5-6 1/2 - 24 3/8 - 18

C69-06-02 269CA-6-2 9/16 - 24 1/8 - 27

C69-06-06 269CA-6-6 9/16 - 24 3/8 - 18

C69
Male Elbow 90° - Brass

1-CA  2-MP Parker Ref 1-CA 2-MP

C68-02-02 68CA-2-2 5/16 - 24 1/8 - 27

C68-03-02 68CA-3-2 3/8 - 24 1/8 - 27

C68-04-02 68CA-4-2 7/16 - 24 1/8 - 27

C68-04-04 68CA-4-4 7/16 - 24 1/4 - 18

C68-05-04 68CA-5-4 1/2 - 24 1/4 - 18

C68-06-02 68CA-6-2 9/16 - 24 1/8 - 27

C68-06-04 68CA-6-4 9/16 - 24 1/4 - 18

C68-06-06 68CA-6-6 9/16 - 24 3/8 - 18

C68-06-08 68CA-6-8 9/16 - 24 1/2 - 14

C68-08-06 68CA-8-6 11/16 - 20 3/8 - 18

C68-08-08 68CA-8-8 11/16 - 20 1/2 - 14

C68
Male Connector - Brass

1-CA  2-MP Parker Ref 1-CA 2-MP

C69-04-02-4 169CA-3-2 7/16 - 24 1/8 - 27

C69-04-04-4 169CA-4-2 7/16 - 24 1/4 - 18

C69-05-02-4 169CA-4-4 1/2 - 24 1/8 - 27

C69-06-04-4 169CA-4-6 9/16 - 24 1/4 - 18

C69-08-06-4 169CA-5-4 11/16 - 20 3/8 - 18

C69-08-08-4 169CA-5-6 11/16 - 20 1/2 - 14

C69-10-08-4 169CA-6-2 13/16 - 18 1/2 - 14

C69-12-12-4 169CA-6-4 1 - 18 3/4 - 14

C69-4
Male Elbow 90° - Forged Brass



Brass Push-To-Connects

      
 • All Brass Construction
 • Use with Plastic Tubing
 • Allows Quick Installation
 • Reusable for Multiple Connects/Disconnects
 • Fixed or Swivel Pipe Threads
 • O-Ring: Buna-N
 • Pipe Threads: NPTF Dryseal
 • Thread Sealant: Pre-Applied Male Threads
 • Working Pressure: Plastic Tubing Dependant
 • Working Temperature: –10° to +200° F 
        (–23° to +93° C)

Our Brass 1100 Series Push-To-Connect Fittings are among 
the highest quality in the industry.  These fittings are designed 
to offer quick installation and be reusable for multiple connec-
tions and disconnections.  The 1100 Series is the same as our 
Air Brake Push-To-Connects (D1100 Series) only with a 
standard collar instead of the D.O.T. collar and tube support.  
This superior collet design provides a positive seal on the tube, 
and the premium quality grip ring provides an incredible "bite" 
for a reliable, leak-free connection.  In addition, all pipe threads 
are NPTF dryseal, and the male pipe threads come with a 
pre-applied Teflon® sealant.  
For added convenience elbows and tees are available with 
either “fixed” or “swivel” pipe threads to eliminate orientation 
problems.
Applications: Compressed Air and Water Lines.

NOTE: Metric Millimeter Brass Push-To-Connect fittings are readily available. 

Instructions
Assembly
Cutting the plastic tubing off square helps it to seat 
better into the fitting.  A tubing cutter is 
recommended.  Insert the tubing into the fitting 
past the Gripper Teeth until friction is felt as tube 
slides past the O-ring.  Using a slight twisting 
motion while inserting the tubing is often helpful.  
After this initial friction is felt, continue to push in 
the tubing until it bottoms firmly against the 
internal tube stop.  The connection is now complete 
by hand without requiring any tools.

Disassembly
With your thumb and your forefinger, hold down the 
top of the Thrust Ring firmly against the fitting body 
and then, with the other hand, pull out the tubing.  
No tools are required.

When the Tubing (1) is inserted into the 
fitting, it first passes through the Gripping 
Teeth (2). The tubing continues beyond the 
gripping teeth through the inside diameter 
of the lubricated O-Ring (3), which seals 
on the outside diameter of the tubing.  
The gripping teeth grab the tube 
and pulling back on the tube only 
tightens the grip on the tubing as 
the insert moves onto the Camming 
Surface (4). Pressure through the tube 
also serves to tighten the grip. The tube 
bottoms against a positive Tube Stop 
(5) in a cavity which provides tube 
support to prevent leakage.

 Features/Benefits

1

2

4

3

5

Teflon®  is a Registered Trademark of DuPont. 

NOTE: Tubing cutter (PT6-CUTTER) is available.
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Brass Push-To-Connects

1-PTC  2-PTC Eaton Ref Parker Ref 1-PTC 2-PTC

1165-02-02 1165x2 165PL-2 1/8” Tube 1/8” Tube

1165-25-25 1165x25 165PL-5/32 5/32” Tube 5/32” Tube

1165-04-04 1165x4 165PL-4 1/4” Tube 1/4” Tube

1165-06-06 1165x6 165PL-6 3/8” Tube 3/8” Tube

1165
Union Elbow - Brass

1-PTC  2-PTC  3-PTC Eaton Ref Parker Ref 1,2-PTC 3-PTC

1164Y-25-25-25 1107x25 362ML-5/32 5/32” Tube 5/32” Tube

1164Y-04-04-04 1107x4 362ML-4 1/4” Tube 1/4” Tube

1164Y
Union Wye - Brass

1-PTC  2-PTC  3-PTC Eaton Ref Parker Ref 1,2-PTC 3-PTC

1164-02-02-02 1164x2 164PL-2 1/8” Tube 1/8” Tube

1164-02-02-03 1164x2x2x3 164PL-3 1/8” Tube 3/16” Tube

1164-25-25-25 1164x25 164PL-5/32 5/32” Tube 5/32” Tube

1164-03-03-03 1164x3 164PL-3 3/16” Tube 3/16” Tube

1164-04-04-04 1164x4 164PL-4 1/4” Tube 1/4” Tube

1164-06-06-04 1164x6x6x4 164PL-6-4 3/8” Tube 1/4” Tube

1164-06-06-06 1164x6 164PL-6 3/8” Tube 3/8” Tube

1164-08-08-08 1164x8 164PL-8 1/2” Tube 1/2” Tube

1164
Union Tee - Brass

1-PTC  2-MP Alkon Ref Parker Ref 1-PTC 2-MP

1163-04-02 AQ92-P-4X2 – 1/4” Tube 1/8 - 27

1163-04-04 AQ92-P-4X4 – 1/4” Tube 1/4 - 18

1163
Male Connector Check Valve - Brass

1-BH PTC  2-PTC Eaton Ref Parker Ref 1-BH PTC 2-PTC

1162BH-02-02 1174x2 62MLBH-2 1/8” Tube 1/8” Tube

1162BH-25-25 1174x25 62MLBH-5/32 5/32” Tube 5/32” Tube

1162BH-04-04 1174x4 62MLBH-4 1/4” Tube 1/4” Tube

1162BH-06-06 1174x6 62MLBH-6 3/8” Tube 3/8” Tube

1162BH-08-08 1174x8 62MLBH-8 1/2” Tube 1/2” Tube

1162BH
Bulkhead Union - Brass

1-PTC  2-PTC Eaton Ref Parker Ref 1-PTC 2-PTC

1162-02-02 1162x2 62ML-2 1/8” Tube 1/8” Tube

1162-25-25 1162x25 62ML-5/32 5/32” Tube 5/32” Tube

1162-04-04 1162x4 62ML-4 1/4” Tube 1/4” Tube

1162-06-06 1162x6 62ML-6 3/8” Tube 3/8” Tube

1162-08-08 1162x8 62ML-8 1/2” Tube 1/2” Tube

1162
Push-To-Connect Union - Brass

1,2,3,4-PTC Alkon Ref 1,2,3,4-PTC

1152-02 AQ52-P-2 1/8” Tube

1152-04 AQ52-P-4 1/4” Tube

1152-06 AQ52-P-6 3/8” Tube

1152
Union Cross - Brass

1-RTS Alkon Ref Parker Ref 1-RTS

1139-02 AQ59-P-2 639PL-2 1/8” Tube

1139-25 AQ59-P-5/32 639PL-5/32 5/32” Tube

1139-04 AQ59-P-4 639PL-4 1/4” Tube

1139-05 – 639PL-5 5/16” Tube

1139-06 AQ59-P-6 639PL-6 3/8” Tube

1139-08 AQ59-P-8 639PL-8 1/2” Tube

1139
Push-To-Connect Plug - Plastic

1-PTC  2-RTS 1-PTC 2-RTS

1109-02-04 1/8” Tube 1/4” Tube

1109-25-04 5/32” Tube 1/4” Tube

1109-04-06 1/4” Tube 3/8” Tube

1109-06-04 3/8” Tube 1/4” Tube

1109
Tube Expander - Brass



Pressure Connections Reserves the Right to Update Information Without Notice
69

Brass Push-To-Connects

1165-08-08 1165x8 165PL-8 1/2” Tube 1/2” Tube

1165
Union Elbow - Brass

1-PTC  2-FP Eaton Ref Parker Ref 1-PTC 2-FP

1166-02-02 1166x2 66ML-2-2 1/8” Tube 1/8 - 27

1166-25-02 1166x25 66ML-5/32-2 5/32” Tube 1/8 - 27

1166-04-02 1166x4 66ML-4-2 1/4” Tube 1/8 - 27

1166-04-04 1166x4x4 66ML-4-4 1/4” Tube 1/4 - 18

1166-06-04 1166x6 66ML-6-4 3/8” Tube 1/4 - 18

1166-06-06 1166x6x6 66ML-6-6 3/8” Tube 3/8 - 18

1166
Female Connector - Brass

1-BH PTC  2-FP Parker Ref 1-BH PTC 2-FP

1166BH-04-02 66MLBH-4-2 1/4” Tube 1/8 - 27

1166BH-04-04 66MLBH-4-4 1/4” Tube 1/4 - 18

1166BH-06-04 66MLBH-6-4 3/8” Tube 1/4 - 18

1166BH
Female Bulkhead Connector - Brass

1-PTC  2-MP Eaton Ref Parker Ref 1-PTC 2-MP

1168-02-00 1168x2A 68ML-2-0 1/8” Tube 10-32unf

1168-02-01 1168x2x1 W68ML-2-1 1/8” Tube 1/16 - 27

1168-02-02 1168x2 W68ML-2-2 1/8” Tube 1/8 - 27

1168-25-00 1168x2.5A 68ML-5/32-0 5/32” Tube 10-32unf

1168-25-02 1168x2.5x2 W68ML-5/32-2 5/32” Tube 1/8 - 27

1168-25-04 1168x2.5x4 W68ML-5/32-4 5/32” Tube 1/4 - 18

1168-03-00 1168x3A W68PL-3-0 3/16” Tube 10-32unf

1168-03-02 1168x3 W68PL-3-2 3/16” Tube 1/8 - 27

1168-04-00 1168x4A 68ML-4-0 1/4” Tube 10-32unf

1168-04-01 1168x4x1 W68ML-4-1 1/4” Tube 1/16 - 27

1168-04-02 1168x4 W68ML-4-2 1/4” Tube 1/8 - 27

1168-04-04 1168x4x4 W68ML-4-4 1/4” Tube 1/4 - 18

1168-04-06 1168x4x6 W68ML-4-6 1/4” Tube 3/8 - 18

1168-06-02 1168x6x2 W68ML-6-2 3/8” Tube 1/8 - 27

1168-06-04 1168x6 W68ML-6-4 3/8” Tube 1/4 - 18

1168-06-06 1168x6x6 W68ML-6-6 3/8” Tube 3/8 - 18

1168-06-08 1168x6x8 W68ML-6-8 3/8” Tube 1/2 - 14

1168-08-04 1168x8x4 W68ML-8-4 1/2” Tube 1/4 - 18

1168
Male Connector - Brass

1168-08-06 1168x8 W68ML-8-6 1/2” Tube 3/8 - 18

1168-08-08 1168x8x8 W68ML-8-8 1/2” Tube 1/2 - 14

1168
Male Connector - Brass

1-PTC  2-MP Eaton Ref Parker Ref 1-PTC 2-MP

1169-02-02 1169x2 W169PLNS-2-2 1/8” Tube 1/8 - 27

1169-25-02 1169x2.5x2 5/32” Tube 1/8 - 27

1169-03-02 1169x3 W169PLNS-3-2 3/16” Tube 1/8 - 27

1169-04-02 1169x4 W169PLNS-4-2 1/4” Tube 1/8 - 27

1169-04-04 1169x4x4 W169PLNS-4-4 1/4” Tube 1/4 - 18

1169-04-06 1169x4x6 W169PLNS-4-6 1/4” Tube 3/8 - 18

1169-06-02 1169x6x2 W169PLNS-6-2 3/8” Tube 1/8 - 27

1169-06-04 1169x6 W169PLNS-6-4 3/8” Tube 1/4 - 18

1169-06-06 1169x6x6 W169PLNS-6-6 3/8” Tube 3/8 - 18

1169-08-04 1169x8x4 W169PLNS-8-4 1/2” Tube 1/4 - 18

1169-08-06 1169x8 W169PLNS-8-6 1/2” Tube 3/8 - 18

1169-08-08 1169x8x8 W169PLNS-8-8 1/2” Tube 1/2 - 14

1169
Male Elbow - Brass

1-PTC  2-MPX Eaton Ref Parker Ref 1-PTC 2-MPX

1169S-02-02 1169x2S W169PL-2-2 1/8” Tube 1/8 - 27

1169S-25-00 1169x2.5AS 169PL-5/32-10X32 5/32” Tube 10-32unf

1169S-25-02 1169x2.5x2S W169PL-5/32-2 5/32” Tube 1/8 - 27

1169S-25-04 1169x2.5x4S W169PL-5/32-4 5/32” Tube 1/4 - 18

1169S-03-02 1169x3S W169PL-3-2 3/16” Tube 1/8 - 27

1169S-04-00 1169x4AS 169PL-4-10X32 1/4” Tube 10-32unf

1169S-04-02 1169x4S W169PL-4-2 1/4” Tube 1/8 - 27

1169S-04-04 1169x4x4S W169PL-4-4 1/4” Tube 1/4 - 18

1169S-04-06 1169x4x6S W169PL-4-6 1/4” Tube 3/8 - 18

1169S-06-02 1169x6x2S W169PL-6-2 3/8” Tube 1/8 - 27

1169S-06-04 1169x6S W169PL-6-4 3/8” Tube 1/4 - 18

1169S-06-06 1169x6x6S W169PL-6-6 3/8” Tube 3/8 - 18

1169S-06-08 1169x6x8S W169PL-6-8 3/8” Tube 1/2 - 14

1169S-08-04 1169x8x4S W169PL-8-4 1/2” Tube 1/4 - 18

1169S-08-06 1169x8S W169PL-8-6 1/2” Tube 3/8 - 18

1169S-08-08 1169x8x8S W169PL-8-8 1/2” Tube 1/2 - 14

1169S
Male Elbow Swivel - Brass
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Brass Push-To-Connects

1-PTC  2-FP Alkon Ref 1-PTC 2-FP

1170-02-02 AQ70-P-2X2 1/8” Tube 1/8 - 27

1170-25-02 AQ70-P-5/32X2 5/32” Tube 1/8 - 27

1170-04-02 AQ70-P-4X2 1/4” Tube 1/8 - 27

1170-04-04 AQ70-P-4X4 1/4” Tube 1/4 - 18

1170-06-04 AQ70-P-6X4 3/8” Tube 1/4 - 18

1170
Female Elbow - Brass

1-PTC  2-FPX Alkon Ref Parker Ref 1-PTC 2-FPX

1170S-25-02 AQ70-PS-5/32X2 370ML-5/32-2 5/32” Tube 1/8 - 27

1170S-04-02 AQ70-PS-4X2 370ML-4-2 1/4” Tube 1/8 - 27

1170S-04-04 AQ70-PS-4X4 370ML-4-4 1/4” Tube 1/4 - 18

1170S-06-04 AQ70-PS-6X4 370ML-6-4 3/8” Tube 1/4 - 18

1170S
Female Elbow Swivel - Brass

1-PTC  2-MP  3-PTC Alkon Ref 1,3-PTC 2-MP

1171-02-02-02 AQ71-P-2X2 1/8” Tube 1/8 - 27

1171-25-02-25 – 5/32” Tube 1/8 - 27

1171-04-02-04 AQ71-P-4X2 1/4” Tube 1/8 - 27

1171-04-04-04 AQ71-P-4X4 1/4” Tube 1/4 - 18

1171-06-02-06 AQ71-P-6X2 3/8” Tube 1/8 - 27

1171-06-04-04 AQ78-P-6X4X4 3/8” Tube 1/4 - 18

1171-06-04-06 AQ78-P-6X4X6 3/8” Tube 1/4 - 18

1171-06-06-06 AQ71-P-6X6 3/8” Tube 3/8 - 18

1171
Male Run Tee - Brass

1-PTC  2-MPX  3-PTC Eaton Ref Parker Ref 1,3-PTC 2-MPX

1171S-02-02-02 1171x2S W171PL-2-2 1/8” Tube 1/8 - 27

1171S-25-02-25 1171x25x2S W171PL-5/32-2 5/32” Tube 1/8 - 27

1171S-04-02-04 1171x4S W171PL-4-2 1/4” Tube 1/8 - 27

1171S-04-04-04 1171x4x4S W171PL-4-4 1/4” Tube 1/4 - 18

1171S-06-04-06 1171x6S W171PL-6-4 3/8” Tube 1/4 - 18

1171S-06-06-06 1171x6x6S W171PL-6-6 3/8” Tube 3/8 - 18

1171S-08-06-08 1171x8S W171PL-8-6 1/2” Tube 3/8 - 18

1171S-08-08-08 1171x8x8S W171PL-8-8 1/2” Tube 1/2 - 14

1171S
Male Run Tee Swivel - Brass

1-PTC  2-PTC  3-MP Eaton Ref Parker Ref 1,2-PTC 3-MP

1172-02-02-02 1172x2 W171PL-2-2 1/8” Tube 1/8 - 27

1172-25-25-02 1172x2.5x2 W171PL-5/32-2 5/32” Tube 1/8 - 27

1172-04-04-02 1172x4 W171PL-4-2 1/4” Tube 1/8 - 27

1172-04-04-04 1172x4x4 W171PL-4-4 1/4” Tube 1/4 - 18

1172-06-06-02 1172x6x2 W171PL-6-2 3/8” Tube 1/8 - 27

1172-06-06-04 1172x6 W171PL-6-4 3/8” Tube 1/4 - 18

1172-06-06-06 1172x6x6 W171PL-6-6 3/8” Tube 3/8 - 18

1172-08-08-06 1172x8x6 W171PL-8-6 1/2” Tube 3/8 - 18

1172
Male Branch Tee -Brass

1-PTC  2-PTC  3-MPX Eaton Ref Parker Ref 1,2-PTC 3-MPX

1172S-02-02-02 1172x2S W372ML-2-2 1/8” Tube 1/8 - 27

1172S-25-25-00 1172x2.5AS 372ML-5/32-0 5/32” Tube 10-32unf

1172S-25-25-02 1172x2.5x2S W372ML-5/32-2 5/32” Tube 1/8 - 27

1172S-04-04-02 1172x4S W372ML-4-2 1/4” Tube 1/8 - 27

1172S-04-04-04 1172x4x4S W372ML-4-4 1/4” Tube 1/4 - 18

1172S-06-06-02 1172x6x2S W372ML-6-2 3/8” Tube 1/8 - 27

1172S-06-06-04 1172x6S W372ML-6-4 3/8” Tube 1/4 - 18

1172S-06-06-06 1172x6x6S W372ML-6-6 3/8” Tube 3/8 - 18

1172S-08-08-06 1172x8x6S W372ML-8-6 1/2” Tube 3/8 - 18

1172S-08-08-08 1172x8S W372ML-8-8 1/2” Tube 1/2 - 14

1172S
Male Branch Tee Swivel - Brass

1-PTC  2-PTC  3-MP Eaton Ref 1,2-PTC 3-MPX

1172Y-04-04-04 1108x4x4 1/4” Tube 1/4 - 18

1172Y
Male Pipe Wye Swivel - Brass

1-PTC  2-FP  3-PTC Alkon Ref 1,3-PTC 2-FP

1176-02-02-04 AQ76-P-2X4X2 1/8” & 1/4” Tubes 1/8 - 27

1176
Pipe Adapter Tee - Brass
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Brass Push-To-Connects

1-PTC  2-PTC  3-FP Alkon Ref 1,2-PTC 3-FP

1177-04-04-02 AQ77-P-4X2 1/4” Tube 1/8 - 27

1177-06-06-04 AQ77-P-6X4 3/8” Tube 1/4 - 18

1177
Female Branch Tee -Brass

1-PTC  2-MP Alkon Ref 1-PTC 2-MP

1179-08-08 AQ54-P-8X8 1/2” Tube 1/2 - 14

1179
Male Elbow - Brass



When the tubing (1) is inserted into the 
Fitting (2), it first passes through the 
Thrust Ring (3) and then continues into 
the stainless steel Gripper Teeth (4).  
Beyond that it passes through a polymer 
Safety Ring (5) and on into the inside of 
the Lip Seal (6), which seals on the 
outside diameter of the tubing.  The 
teeth of the gripper collet grab the tube 
and pulling back on the tube only 
tightens the grip on the tubing as the 
nickel plated brass Sleeve (7) moves 
onto the camming surface.  Pressure 
through the tube also serves to tighten 
the grip.  The tube bottoms against a 
positive tube stop in a cavity which 
provides tube support to prevent 
leakage. Sure-Fit Thread Seal, Buna-N (8).

Nickel Plated Brass 
Push-To-Connects

       • Nickel Plated Brass Body
 • Thrust Ring: Blue Composite, or 
                  Metal Nickel Plated Brass
 • Use with Plastic Tubing
 • Allows Quick Installation
 • Reusable for Multiple Connects/Disconnects
 • Fixed or Swivel Pipe (Sure-Fit) Threads
 • O-Ring: Buna-N - 70 Durometer
 • Safety Ring: Polymer
 • Sure-Fit Thread - EIGHT-Threads-In-ONE**
     Reduces Inventory - Minimizes Down Time
 • Thread Seal: Buna-N - 70 Durometer    
 • Working Pressure: Plastic Tubing Dependant
 • Working Temperature: 

Our Nickel Plated Brass 1100N Series Push-To-Connect Fittings 
are among the highest quality in the industry.  These fittings are 
designed to offer quick installation and be reusable for multiple 
connections and disconnections.  This Blue Composite, or Metal 
(Nickel Plated Brass), Thrust Ring design provides a positive seal on 
the tube, and the premium quality grip ring provides an incredible 
"bite" for a reliable, leak-free connection.  
The Sure-Fit Thread minimizes down time identifying the thread of 
the port, and eliminates the need for more inventory.  It also utilizes a 
Buna-N Seal to ensure leak-free performance, and for added 
convenience elbows and tees come with “swivel” Sure-Fit (SFX) 
threads to eliminate orientation problems. 
Applications: Compressed Air and Water.

NOTE: Metric Millimeter Nickel Plated Brass Push-To-Connect fittings are readily 
available and identified with a BLACK Thrust Ring.
NOTE: Tubing cutter (PT6-CUTTER) is available.

Instructions

3

8

1

7

4

5
6

Cutting the plastic tubing off square helps it to seat better into the fitting.  A 
tubing cutter is recommended.  Insert the tubing into the fitting past the 
Gripper Teeth, and past the Safety Ring, until friction is felt as tube slides past 
the Lip Seal.  Using a slight twisting motion while inserting the tubing is often 
helpful.  After this initial friction is felt, continue to push in the tubing until it 
bottoms firmly against the internal tube stop.  The connection is now complete 
by hand without requiring any tools.

With your thumb and your forefinger, hold down the top of the Thrust Ring 
firmly against the fitting body and then, with the other hand, pull out the 
tubing.  No tools are required.

Disassembly

Assembly

 Features/Benefits

–0° to +160° F 
(–18° to +71° C)

2

**  Sure-Fit Threads allow ONE thread to be EIGHT different threads; 
      NPT, NPTF, BSPT, BSPP, ISO 7, ISO 228, G-Thread, and J-Thread.
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Nickel Plated Brass Push-To-Connects

1-PTC  2-SF (MP) Eaton Ref Parker Ref 1-PTC 2-SF (MP)

1168N-02-02-SF 1168x2 W68PLP-2-2 1/8” Tube 1/8 - 27

1168N-02-04-SF 1168x2x4 W68PLP-2-4 1/8” Tube 1/4 - 18

1168N-25-02-SF 1168x2.5x2 W68PLP-5/32-2 5/32” Tube 1/8 - 27

1168N-25-04-SF 1168x2.5x4 W68PLP-5/32-4 5/32” Tube 1/4 - 18

1168N-04-02-SF 1168x4 W68PLP-4-2 1/4” Tube 1/8 - 27

1168N-04-04-SF 1168x4x4 W68PLP-4-4 1/4” Tube 1/4 - 18

1168N-04-06-SF 1168x4x6 W68PLP-4-6 1/4” Tube 3/8 - 18

1168N-05-02-SF 1168x5 W68PLP-5-2 5/16” Tube 1/8 - 27

1168N-SF
Male Connector - Sure-Fit - Nickel Plated Brass

1-PTC  2-FP Eaton Ref Parker Ref 1-PTC 2-FP

1166N-02-02 1166x2 66PLP-2-2 1/8” Tube 1/8 - 27

1166N-02-04 1166x2x4 66PLP-2-4 1/8” Tube 1/4 - 18

1166N-25-02 1166x2.5x2 66PLP-5/32-2 5/32” Tube 1/8 - 27

1166N-25-04 1166x2.5x4 66PLP-5/32-4 5/32” Tube 1/4 - 18

1166N-04-02 1166x4 66PLP-4-2 1/4” Tube 1/8 - 27

1166N-04-04 1166x4x4 66PLP-4-4 1/4” Tube 1/4 - 18

1166N-06-04 1166x6 66PLP-6-4 3/8” Tube 1/4 - 18

1166N-06-06 1166x6x6 66PLP-6-6 3/8” Tube 3/8 - 18

1166N
Female Connector - Nickel Plated Brass

1-PTC  2-PTC Eaton Ref Parker Ref 1-PTC 2-PTC

1165N-02-02 1165x2 165PLP-2 1/8” Tube 1/8” Tube

1165N-25-25 1165x2.5 165PLP-5/32 5/32” Tube 5/32” Tube

1165N-04-04 1165x4 165PLP-4 1/4” Tube 1/4” Tube

1165N-05-05 1165x5 165PLP-5 5/16” Tube 5/16” Tube

1165N-06-06 1165x6 165PLP-6 3/8” Tube 3/8” Tube

1165N-08-08 1165x8 165PLP-8 1/2” Tube 1/2” Tube

1165N
Union Elbow - Nickel Plated Brass

1-PTC  2-PTC  3-PTC Eaton Ref 1,2-PTC 3-PTC

1164YN-02-02-02 1107x2 1/8” Tube 1/8” Tube

1164YN-25-25-25 1107x2.5 5/32” Tube 5/32” Tube

1164YN-04-04-04 1107x4 1/4” Tube 1/4” Tube

1164YN-05-05-05 1107x5 5/16” Tube 5/16” Tube

1164YN-06-06-06 1107x6 3/8” Tube 3/8” Tube

1164YN
Union Wye - Nickel Plated Brass

1-PTC  2-PTC  3-PTC Eaton Ref Parker Ref 1-PTC 2,3-PTC

1164N-02-02-02 1164x2 164PLP-2 1/8” Tube 1/8” Tube

1164N-25-25-25 1164x2.5 164PLP-5/32 5/32” Tube 5/32” Tube

1164N-04-04-04 1164x4 164PLP-4 1/4” Tube 1/4” Tube

1164N-05-05-05 1164x5 164PLP-5 5/16” Tube 5/16” Tube

1164N-06-06-06 1164x6 164PLP-6 3/8” Tube 3/8” Tube

1164N-08-08-08 1164x8 164PLP-8 1/2” Tube 1/2” Tube

1164N
Union Tee - Nickel Plated Brass

1-BH PTC  2-PTC Eaton Ref Parker Ref 1-BH PTC 2-PTC

1162BHN-02-02 1174x2 62PLPBH-2 1/8” Tube 1/8” Tube

1162BHN-25-25 1174x2.5 62PLPBH-5/32 5/32” Tube 5/32” Tube

1162BHN-04-04 1174x4 62PLPBH-4 1/4” Tube 1/4” Tube

1162BHN-05-05 1174x5 62PLPBH-5 5/16” Tube 5/16” Tube

1162BHN-06-06 1174x6 62PLPBH-6 3/8” Tube 3/8” Tube

1162BHN-08-08 1174x8 62PLPBH-8 1/2” Tube 1/2” Tube

1162BHN
Bulkhead Union - Nickel Plated Brass

1-PTC  2-PTC Eaton Ref Parker Ref 1-PTC 2-PTC

1162N-02-02 1162x2 62PLP-2 1/8” Tube 1/8” Tube

1162N-25-25 1162x2.5 62PLP-5/32 5/32” Tube 5/32” Tube

1162N-04-25 1162x4x2.5 62PLP-4-5/32 1/4” Tube 5/32” Tube

1162N-04-04 1162x4 62PLP-4 1/4” Tube 1/4” Tube

1162N-05-05 1162x5 62PLP-5 5/16” Tube 5/16” Tube

1162N-06-04 1162x6x4 62PLP-6-4 3/8” Tube 1/4” Tube

1162N-06-06 1162x6 62PLP-6 3/8” Tube 3/8” Tube

1162N-08-06 1162x8x6 62PLP-8-6 1/2” Tube 3/8” Tube

1162N-08-08 1162x8 62PLP-8 1/2” Tube 1/2” Tube

1162N
Push-To-Connect Union - Nickel Plated Brass

1-PTC  2-RTS Eaton Ref Parker Ref 1-PTC 2-RTS

1109N-02-04 1109x2x4 67PPL-2-4 1/8” Tube 1/4” Tube

1109N-25-04 1109x2.5x4 67PPL-53-4 5/32” Tube 1/4” Tube

1109N-04-08 1109x4x8 67PPL-4-8 1/4” Tube 1/2” Tube

1109N
Tube Expander - Nickel Plated Brass
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Nickel Plated Brass Push-To-Connects

1-PTC  2-PTC  3-SFX (MPX) Eaton Ref Parker Ref 1,2-PTC 3-SFX (MPX)

1172SN-02-02-02-SF 1172x2S W172PLP-2-2 1/8” Tube 1/8 - 27

1172SN-02-02-04-SF 1172x2x4S W172PLP-2-4 1/8” Tube 1/4 - 18

1172SN-25-25-02-SF 1172x2.5x2S 5/32” Tube 1/8 - 27

1172SN-25-25-04-SF 1172x2.5x4S 5/32” Tube 1/4 - 18

1172SN-04-04-02-SF 1172x4S W172PLP-4-2 1/4” Tube 1/8 - 27

1172SN-04-04-04-SF 1172x4x4S W172PLP-4-4 1/4” Tube 1/4 - 18

1172SN-06-06-02-SF 1172x6x2S W172PLP-6-2 3/8” Tube 1/8 - 27

1172SN-06-06-04-SF 1172x6S W172PLP-6-4 3/8” Tube 1/4 - 18

1172SN-06-06-06-SF 1172x6x6S W172PLP-6-6 3/8” Tube 3/8 - 18

1172SN-06-06-08-SF 1172x6x8S W172PLP-6-8 3/8” Tube 1/2 - 14

1172SN-08-08-04-SF 1172x8x4S W172PLP-8-4 1/2” Tube 1/4 - 18

1172SN-08-08-06-SF 1172x8S W172PLP-8-6 1/2” Tube 3/8 - 18

1172SN-08-08-08-SF 1172x8x8S W172PLP-8-8 1/2” Tube 1/2 - 14

1172SN-SF
Male Branch Tee Swivel - Sure-Fit - 
Nickel Plated Brass

1-PTC  2-SFX (MPX)  3-PTC Eaton Ref Parker Ref 1,3-PTC 2-SFX (MPX)

1171SN-02-02-02-SF 1171x2S W171PLP-2-2 1/8” Tube 1/8 - 27

1171SN-02-04-02-SF 1171x2x4S W171PLP-2-4 1/8” Tube 1/4 - 18

1171SN-25-02-25-SF 1171x2.5x2S W171PLP-5/32-2 5/32” Tube 1/8 - 27

1171SN-25-04-25-SF 1171x2.5x4S W171PLP-5/32-4 5/32” Tube 1/4 - 18

1171SN-04-02-04-SF 1171x4S W171PLP-4-2 1/4” Tube 1/8 - 27

1171SN-04-04-04-SF 1171x4x4S W171PLP-4-4 1/4” Tube 1/4 - 18

1171SN-04-06-04-SF 1171x4x6S W171PLP-4-6 1/4” Tube 3/8 - 18

1171SN-06-02-06-SF 1171x6x2S W171PLP-6-2 3/8” Tube 1/8 - 27

1171SN-06-04-06-SF 1171x6S W171PLP-6-4 3/8” Tube 1/4 - 18

1171SN-06-06-06-SF 1171x6x6S W171PLP-6-6 3/8” Tube 3/8 - 18

1171SN-06-08-06-SF 1171x6x8S W171PLP-6-8 3/8” Tube 1/2 - 14

1171SN-08-04-08-SF 1171x8x4S W171PLP-8-4 1/2” Tube 1/4 - 18

1171SN-08-06-08-SF 1171x8S W171PLP-8-6 1/2” Tube 3/8 - 18

1171SN-08-08-08-SF 1171x8x8S W171PLP-8-8 1/2” Tube 1/2 - 14

1171SN-SF
Male Run Tee Swivel - Sure-Fit - 
Nickel Plated Brass

1-PTC  2-FPX 1-PTC 2-FPX

1170SN-25-02 5/32” Tube 1/8 - 27

1170SN-25-04 5/32” Tube 1/4 - 18

1170SN-04-02 1/4” Tube 1/8 - 27

1170SN-04-04 1/4” Tube 1/4 - 18

1170SN-06-04 3/8” Tube 1/4 - 18

1170SN
Female Elbow Swivel - Nickel Plated 
Brass

1-PTC  2-SFX (MPX) Eaton Ref Parker Ref 1-PTC 2-SFX (MPX)

1169SN-02-02-SF 1169x2S W169PLP-2-2 1/8” Tube 1/8 - 27

1169SN-02-04-SF 1169x2x4S W169PLP-2-4 1/8” Tube 1/4 - 18

1169SN-25-02-SF 1169x2.5x2S W169PLP-5/32-2 5/32” Tube 1/8 - 27

1169SN-25-04-SF 1169x2.5x4S W169PLP-5/32-4 5/32” Tube 1/4 - 18

1169SN-04-02-SF 1169x4S W169PLP-4-2 1/4” Tube 1/8 - 27

1169SN-04-04-SF 1169x4x4S W169PLP-4-4 1/4” Tube 1/4 - 18

1169SN-04-06-SF 1169x4x6S W169PLP-4-6 1/4” Tube 3/8 - 18

1169SN-05-02-SF 1169x5S W169PLP-5-2 5/16” Tube 1/8 - 27

1169SN-05-04-SF 1169x5x4S W169PLP-5-4 5/16” Tube 1/4 - 18

1169SN-05-06-SF 1169x5x6S W169PLP-5-6 5/16” Tube 3/8 - 18

1169SN-06-02-SF 1169x6x2S W169PLP-6-2 3/8” Tube 1/8 - 27

1169SN-06-04-SF 1169x6S W169PLP-6-4 3/8” Tube 1/4 - 18

1169SN-06-06-SF 1169x6x6S W169PLP-6-6 3/8” Tube 3/8 - 18

1169SN-06-08-SF 1169x6x8S W169PLP-6-8 3/8” Tube 1/2 - 14

1169SN-08-04-SF 1169x8x4S W169PLP-8-4 1/2” Tube 1/4 - 18

1169SN-08-06-SF 1169x8S W169PLP-8-6 1/2” Tube 3/8 - 18

1169SN-08-08-SF 1169x8x8S W169PLP-8-8 1/2” Tube 1/2 - 14

1169SN-SF
Male Elbow Swivel - Sure-Fit - Nickel Plated Brass

1168N-05-04-SF 1168x5x4 W68PLP-5-4 5/16” Tube 1/4 - 18

1168N-05-06-SF 1168x5x6 W68PLP-5-6 5/16” Tube 3/8 - 18

1168N-06-02-SF 1168x6x2 W68PLP-6-2 3/8” Tube 1/8 - 27

1168N-06-04-SF 1168x6 W68PLP-6-4 3/8” Tube 1/4 - 18

1168N-06-06-SF 1168x6x6 W68PLP-6-6 3/8” Tube 3/8 - 18

1168N-06-08-SF 1168x6x8 W68PLP-6-8 3/8” Tube 1/2 - 14

1168N-08-04-SF 1168x8x4 W68PLP-8-4 1/2” Tube 1/4 - 18

1168N-08-06-SF 1168x8 W68PLP-8-6 1/2” Tube 3/8 - 18

1168N-08-08-SF 1168x8x8 W68PLP-8-8 1/2” Tube 1/2 - 14

1168N-SF
Male Connector - Sure-Fit - Nickel Plated Brass

1
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Nickel Plated Brass Metal Collet Push-To-Connects

1-PTC  2-FP Eaton Ref 1-PTC 2-FP

1166NM-02-02 1166x2 1/8” Tube 1/8 - 27

1166NM-02-04 1166x2x4 1/8” Tube 1/4 - 18

1166NM-25-02 1166x2.5x2 5/32” Tube 1/8 - 27

1166NM-25-04 1166x2.5x4 5/32” Tube 1/4 - 18

1166NM-04-02 1166x4 1/4” Tube 1/8 - 27

1166NM-04-04 1166x4x4 1/4” Tube 1/4 - 18

1166NM-06-04 1166x6 3/8” Tube 1/4 - 18

1166NM-06-06 1166x6x6 3/8” Tube 3/8 - 18

1166NM
Female Connector - NPB - Metal Collet

1-PTC  2-PTC Eaton Ref 1-PTC 2-PTC

1165NM-02-02 1165x2 1/8” Tube 1/8” Tube

1165NM-25-25 1165x2.5 5/32” Tube 5/32” Tube

1165NM-04-04 1165x4 1/4” Tube 1/4” Tube

1165NM-04-04V – 1/4” Tube 1/4” Tube

1165NM-05-05 1165x5 5/16” Tube 5/16” Tube

1165NM-06-06 1165x6 3/8” Tube 3/8” Tube

1165NM-08-08 1165x8 1/2” Tube 1/2” Tube

1165NM
Union Elbow - NPB - Metal Collet

1-PTC  2-PTC  3-PTC Eaton Ref 1,2-PTC 3-PTC

1164YNM-02-02-02 1107x2 1/8” Tube 1/8” Tube

1164YNM-04-04-04 1107x4 1/4” Tube 1/4” Tube

1164YNM-06-06-06 1107x6 3/8” Tube 3/8” Tube

1164YNM
Union Wye - NPB - Metal Collet

1164NM-25-25-25 1164x2.5 5/32” Tube 5/32” Tube

1164NM-04-04-04 1164x4 1/4” Tube 1/4” Tube

1164NM-04-04-04V «Viton® 1/4” Tube 1/4” Tube

1164NM-05-05-05 1164x5 5/16” Tube 5/16” Tube

1164NM-06-06-06 1164x6 3/8” Tube 3/8” Tube

1164NM-08-08-08 1164x8 1/2” Tube 1/2” Tube

1164NM
Union Tee - NPB - Metal Collet

1-PTC  2-PTC  3-PTC Eaton Ref 1,2-PTC 3-PTC

1164NM-02-02-02 1164x2 1/8” Tube 1/8” Tube

1164NM
Union Tee - NPB - Metal Collet

1-BH PTC  2-PTC Eaton Ref 1-BH PTC 2-PTC

1162BHNM-02-02 1174x2 1/8” Tube 1/8” Tube

1162BHNM-25-25 1174x2.5 5/32” Tube 5/32” Tube

1162BHNM-04-04 1174x4 1/4” Tube 1/4” Tube

1162BHNM-05-05 1174x5 5/16” Tube 5/16” Tube

1162BHNM-06-06 1174x6 3/8” Tube 3/8” Tube

1162BHNM-08-08 1174x8 1/2” Tube 1/2” Tube

1162BHNM
Bulkhead Union - NPB - Metal Collet

1-PTC  2-PTC Eaton Ref 1-PTC 2-PTC

1162NM-02-02 1162x2 1/8” Tube 1/8” Tube

1162NM-25-25 1162x2.5 5/32” Tube 5/32” Tube

1162NM-04-25 1162x4X2.5 1/4” Tube 5/32” Tube

1162NM-04-04 1162x4 1/4” Tube 1/4” Tube

1162NM-04-04V «Viton® 1/4” Tube 1/4” Tube

1162NM-05-05 1162x5 5/16” Tube 5/16” Tube

1162NM-06-04 1162x6x4 3/8” Tube 1/4” Tube

1162NM-06-06 1162x6 3/8” Tube 3/8” Tube

1162NM-08-06 1162x8x6 1/2” Tube 3/8” Tube

1162NM-08-08 1162x8 1/2” Tube 1/2” Tube

1162NM
Union - NPB - Metal Collet

1-PTC  2-RTS Eaton Ref 1-PTC 2-RTS

1109NM-02-04 1109x2x4 1/8” Tube 1/4” Tube

1109NM-25-04 1109x2.5x4 5/32” Tube 1/4” Tube

1109NM-04-06 1109x4X6 1/4” Tube 3/8” Tube

1109NM-04-08 1109x4x8 1/4” Tube 1/2” Tube

1109NM-06-08 1109x6x8 3/8” Tube 1/2” Tube

1109NM
Tube Expander - NPB - Metal Collet

Metal Collet

Viton® is a Registered Trademark of DuPont.

NPB = Nickel-Plated Brass
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1-PTC  2-SF (MP) Eaton Ref 1-PTC 2-SF (MP)

1168NM-02-00 1168x2A 1/8” Tube 10-32unf

1168NM-02-02-SF 1168x2 1/8” Tube 1/8 - 27

1168NM-02-04-SF 1168x2x4 1/8” Tube 1/4 - 18

1168NM-25-00 1168x2.5A 5/32” Tube 10-32unf

1168NM-25-02-SF 1168x2.5x2 5/32” Tube 1/8 - 27

1168NM-25-04-SF 1168x2.5x4 5/32” Tube 1/4 - 18

1168NM-04-00 1168x4A 1/4” Tube 10-32unf

1168NM-04-02-SF 1168x4 1/4” Tube 1/8 - 27

1168NM-04-02-SFV «Viton® 1/4” Tube 1/8 - 27

1168NM-04-04-SF 1168x4x4 1/4” Tube 1/4 - 18

1168NM-04-04-SFV «Viton® 1/4” Tube 1/4 - 18

1168NM-04-06-SF 1168x4x6 1/4” Tube 3/8 - 18

1168NM-05-02-SF 1168x5 5/16” Tube 1/8 - 27

1168NM-05-04-SF 1168x5x4 5/16” Tube 1/4 - 18

1168NM-05-06-SF 1168x5x6 5/16” Tube 3/8 - 18

1168NM-06-02-SF 1168x6x2 3/8” Tube 1/8 - 27

1168NM-06-04-SF 1168x6 3/8” Tube 1/4 - 18

1168NM-06-06-SF 1168x6x6 3/8” Tube 3/8 - 18

1168NM-06-08-SF 1168x6x8 3/8” Tube 1/2 - 14

1168NM-08-04-SF 1168x8x4 1/2” Tube 1/4 - 18

1168NM-08-06-SF 1168x8 1/2” Tube 3/8 - 18

1168NM-08-08-SF 1168x8x8 1/2” Tube 1/2 - 14

1168NM-SF
Male Connector - Sure-Fit - NPB - 
Metal Collet

Nickel Plated Brass Metal Collet Push-To-Connects

1-PTC  2-SFX (MPX) Eaton Ref 1-PTC 2-SFX (MPX)

1169SNM-02-00 1169x2AS 1/8” Tube 10-32unf

1169SNM-02-02-SF 1169x2S 1/8” Tube 1/8 - 27

1169SNM-02-04-SF 1169x2x4S 1/8” Tube 1/4 - 18

1169SNM-25-00 1169x2.5x2AS 5/32” Tube 10-32unf

1169SNM-25-02-SF 1169x2.5S 5/32” Tube 1/8 - 27

1169SNM-25-04-SF 1169x2.5x4S 5/32” Tube 1/4 - 18

1169SNM-04-00 1169x4AS 1/4” Tube 10-32unf

1169SNM-04-02-SF 1169x4S 1/4” Tube 1/8 - 27

1169SNM-04-02-SFV «Viton® 1/4” Tube 1/8 - 27

1169SNM-04-04-SF 1169x4x4S 1/4” Tube 1/4 - 18

1169SNM-04-06-SF 1169x4x6S 1/4” Tube 3/8 - 18

1169SNM-05-02-SF 1169x5S 5/16” Tube 1/8 - 27

1169SNM-05-04-SF 1169x5x4S 5/16” Tube 1/4 - 18

1169SNM-SF
Male Elbow Swivel - Sure-Fit - NPB - 
Metal Collet

1-PTC  2-FPX 1-PTC 2-FPX

1170SNM-25-02 5/32” Tube 1/8 - 27

1170SNM-25-04 5/32” Tube 1/4 - 18

1170SNM-04-02 1/4” Tube 1/8 - 27

1170SNM-04-04 1/4” Tube 1/4 - 18

1170SNM-06-02 3/8” Tube 1/8 - 27

1170SNM-06-04 3/8” Tube 1/4 - 18

1170SNM
Female Elbow Swivel - NPB - Metal Collet

1-PTC  2-SFX (MPX)  3-PTC Eaton Ref 1,3-PTC 2-SFX (MPX)

1171SNM-02-00-02 1171x2AS 1/8” Tube 10-32unf

1171SNM-02-02-02-SF 1171x2S 1/8” Tube 1/8 - 27

1171SNM-02-04-02-SF 1171x2x4S 1/8” Tube 1/4 - 18

1171SNM-25-00-25 1171x2.5xAS 5/32” Tube 10-32unf

1171SNM-25-02-25-SF 1171x2.5x2S 5/32” Tube 1/8 - 27

1171SNM-25-04-25-SF 1171x2.5x4S 5/32” Tube 1/4 - 18

1171SNM-04-00-04 1171x4AS 1/4” Tube 10-32unf

1171SNM-04-02-04-SF 1171x4S 1/4” Tube 1/8 - 27

1171SNM-04-04-04-SF 1171x4x4S 1/4” Tube 1/4 - 18

1171SNM-04-06-04-SF 1171x4x6S 1/4” Tube 3/8 - 18

1171SNM-06-02-06-SF 1171x6x2S 3/8” Tube 1/8 - 27

1171SNM-06-04-06-SF 1171x6S 3/8” Tube 1/4 - 18

1171SNM-06-06-06-SF 1171x6x6S 3/8” Tube 3/8 - 18

1171SNM-06-08-06-SF 1171x6x8S 3/8” Tube 1/2 - 14

1171SNM-08-04-08-SF 1171x8x4S 1/2” Tube 1/4 - 18

1171SNM-08-06-08-SF 1171x8S 1/2” Tube 3/8 - 18

1171SNM-08-08-08-SF 1171x8x8S 1/2” Tube 1/2 - 14

1171SNM-SF
Male Run Tee Swivel - Sure-Fit - NPB - 
Metal Collet

1169SNM-05-06-SF 1169x5x6S 5/16” Tube 3/8 - 18

1169SNM-06-02-SF 1169x6x2S 3/8” Tube 1/8 - 27

1169SNM-06-04-SF 1169x6S 3/8” Tube 1/4 - 18

1169SNM-06-06-SF 1169x6x6S 3/8” Tube 3/8 - 18

1169SNM-06-08-SF 1169x6x8S 3/8” Tube 1/2 - 14

1169SNM-08-04-SF 1169x8x4S 1/2” Tube 1/4 - 18

1169SNM-08-06-SF 1169x8S 1/2” Tube 3/8 - 18

1169SNM-08-08-SF 1169x8x8S 1/2” Tube 1/2 - 14

1169SNM-SF
Male Elbow Swivel - Sure-Fit - NPB - 
Metal Collet

Viton® is a Registered Trademark of DuPont.
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Metal Collet Nickel Plated Brass Metal Collet Push-To-Connects

1-PTC  2-PTC  3-SFX (MPX) Eaton Ref 1,2-PTC 3-SFX (MPX)

1172SNM-02-02-00 1172x2AS 1/8” Tube 10-32unf

1172SNM-02-02-02-SF 1172x2S 1/8” Tube 1/8 - 27

1172SNM-02-02-04-SF 1172x2x4S 1/8” Tube 1/4 - 18

1172SNM-25-25-00 1172x2.5AS 5/32” Tube 10-32unf

1172SNM-25-25-02-SF 1172x2.5x2S 5/32” Tube 1/8 - 27

1172SNM-25-25-04-SF 1172x2.5x4S 5/32” Tube 1/4 - 18

1172SNM-04-04-00 1172x4AS 1/4” Tube 10-32unf

1172SNM-04-04-02-SF 1172x4S 1/4” Tube 1/8 - 27

1172SNM-04-04-04-SF 1172x4x4S 1/4” Tube 1/4 - 18

1172SNM-04-04-04-SFV «Viton® 1/4” Tube 1/4 - 18

1172SNM-04-04-06-SF 1172x4x6S 1/4” Tube 3/8 - 18

1172SNM-06-06-02-SF 1172x6x2S 3/8” Tube 1/8 - 27

1172SNM-06-06-04-SF 1172x6S 3/8” Tube 1/4 - 18

1172SNM-06-06-06-SF 1172x6x6S 3/8” Tube 3/8 - 18

1172SNM-06-06-08-SF 1172x6x8S 3/8” Tube 1/2 - 14

1172SNM-08-08-04-SF 1172x8x4S 1/2” Tube 1/4 - 18

1172SNM-08-08-06-SF 1172x8S 1/2” Tube 3/8 - 18

1172SNM-08-08-08-SF 1172x8x8S 1/2” Tube 1/2 - 14

1172SNM-SF
Male Branch Tee Swivel - Sure-Fit - NPB - 
Metal Collet

Viton® is a Registered Trademark of DuPont.



When the tubing (1) is inserted into the 
Stainless Steel Fitting (2), it first passes 
through the Stainless Steel Thrust Ring (3) 
and then continues into the stainless steel 
Gripper Teeth (4).  Beyond that it passes 
through a Teflon® Safety Ring (5) and on 
into the inside of the Viton® Lip Seal (6), 
which seals on the outside diameter of the 
tubing.  The teeth of the gripper collet grab 
the tube and pulling back on the tube only 
tightens the grip on the tubing as the 
Stainless Steel Sleeve (7) moves onto the 
camming surface.  Pressure through the 
tube also serves to tighten the grip.  The 
tube bottoms against a positive tube stop 
in a cavity which provides tube support to 
prevent leakage. Sure-Fit Thread Viton® 
Seal (8).

Stainless Steel 
Push-To-Connects

       
 • All Stainless Steel Construction
 • Use with Plastic Tubing
 • Allows Quick Installation
 • Reusable for Multiple Connects/Disconnects
 • Fixed or Swivel Pipe (Sure-Fit) Threads
 • Thrust Ring: Metal - Stainless Steel
 • O-Ring: Viton®
 • Safety Ring: Teflon®
 • Sure-Fit Thread - EIGHT-Threads-In-ONE**
     Reduces Inventory - Minimizes Down Time
 • Thread Seal: Viton®
 • Working Pressure: Depends on the Plastic Tubing
 • Working Temperature: +5° to +437° F 
       (–15° to +225° C)

Our Stainless Steel SS-1100M Series Push-To-Connect Fittings 
are among the highest quality in the industry.  These fittings are 
designed to offer quick installation and be reusable for multiple 
connections and disconnections.  This Stainless Steel Thrust Ring 
design provides a positive seal on the tube, and the premium quality 
grip ring provides an incredible "bite" for a reliable, leak-free 
connection.  
The Sure-Fit Thread minimizes down time identifying the thread of 
the port, and eliminates the need for more inventory.  It also utilizes a 
Viton® Seal to ensure leak-free performance, and for added 
convenience elbows and tees come with “swivel” Sure-Fit (SFX) 
threads to eliminate orientation problems. 
Applications: Compressed Air and Water.

NOTE: Metric Millimeter Stainless Steel Push-To-Connect fittings are readily available.
NOTE: Tubing cutter (PT6-CUTTER) is available.

Instructions

Cutting the plastic tubing off square helps it to seat better into the fitting.  
A tubing cutter is recommended.  Insert the tubing into the fitting past the 
Gripper Teeth, and past the Safety Ring, until friction is felt as tube slides past 
the Lip Seal.  Using a slight twisting motion while inserting the tubing is often 
helpful.  After this initial friction is felt, continue to push in the tubing until it 
bottoms firmly against the internal tube stop.  The connection is now complete 
by hand without requiring any tools.

With your thumb and your forefinger, hold down the top of the Thrust Ring 
firmly against the fitting body and then, with the other hand, pull out the 
tubing.  No tools are required.

Disassembly

Assembly

Features/Benefits

**  Sure-Fit Threads allow ONE thread to be EIGHT different threads; 
      NPT, NPTF, BSPT, BSPP, ISO 7, ISO 228, G-Thread, and J-Thread.
        Viton® and Teflon® are a Registered Trademarks of DuPont.
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Stainless Steel PTC | Visual Index

SS-1162M

 
1-PTC  2-PTC

pg. 81

SS-1162BHM

 
1-BH PTC  2-PTC

pg. 81

SS-1164M

 
1-PTC  2-PTC  3-PTC

pg. 81

SS-1165M

 
1-PTC  2-PTC

pg. 81

SS-1168M-SF

 
1-PTC  2-SF (MP)

pg. 81

SS-1169SM-SF

 
1-PTC  2-SFX (MPX)

pg. 81

SS-1172SM-SF

 
1-PTC  2-PTC  3-SFX (MPX)

pg. 81

For Plastic Tubing see pages 127–141.
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Stainless Steel Push-To-Connects

1-PTC  2-PTC  3-SFX (MPX) 1,2-PTC 3-SFX (MPX)

SS-1172SM-25-25-00 5/32” Tube 10-32unf

SS-1172SM-25-25-02-SF 5/32” Tube 1/8 - 27

SS-1172SM-25-25-04-SF 5/32” Tube 1/4 - 18

SS-1172SM-04-04-02-SF 1/4” Tube 1/8 - 27

SS-1172SM-04-04-04-SF 1/4” Tube 1/4 - 18

SS-1172SM-05-05-02-SF 5/16” Tube 1/8 - 27

SS-1172SM-05-05-04-SF 5/16” Tube 1/4 - 18

SS-1172SM-06-06-04-SF 3/8” Tube 1/4 - 18

SS-1172SM-06-06-06-SF 3/8” Tube 3/8 - 18

SS-1172SM-06-06-08-SF 3/8” Tube 1/2 - 14

SS-1172SM-08-08-06-SF 1/2” Tube 3/8 - 18

SS-1172SM-08-08-08-SF 1/2” Tube 1/2 - 14

SS-1172SM-SF
Male Branch Tee Swivel - Sure-Fit - Stainless

1-PTC  2-SFX (MPX) 1-PTC 2-SFX (MPX)

SS-1169SM-25-02-SF 5/32” Tube 1/8 - 27

SS-1169SM-25-04-SF 5/32” Tube 1/4 - 18

SS-1169SM-04-02-SF 1/4” Tube 1/8 - 27

SS-1169SM-04-04-SF 1/4” Tube 1/4 - 18

SS-1169SM-05-02-SF 5/16” Tube 1/8 - 27

SS-1169SM-05-04-SF 5/16” Tube 1/4 - 18

SS-1169SM-06-04-SF 3/8” Tube 1/4 - 18

SS-1169SM-06-06-SF 3/8” Tube 3/8 - 18

SS-1169SM-06-08-SF 3/8” Tube 1/2 - 14

SS-1169SM-08-06-SF 1/2” Tube 3/8 - 18

SS-1169SM-08-08-SF 1/2” Tube 1/2 - 14

SS-1169SM-SF
Male Elbow - Sure-Fit - Stainless

1-PTC  2-SF (MP) 1-PTC 2-SF (MP)

SS-1168M-25-02-SF 5/32” Tube 1/8 - 27

SS-1168M-25-04-SF 5/32” Tube 1/4 - 18

SS-1168M-04-02-SF 1/4” Tube 1/8 - 27

SS-1168M-04-04-SF 1/4” Tube 1/4 - 18

SS-1168M-05-02-SF 5/16” Tube 1/8 - 27

SS-1168M-05-04-SF 5/16” Tube 1/4 - 18

SS-1168M-06-04-SF 3/8” Tube 1/4 - 18

SS-1168M-06-06-SF 3/8” Tube 3/8 - 18

SS-1168M-08-06-SF 1/2” Tube 3/8 - 18

SS-1168M-08-08-SF 1/2” Tube 1/2 - 14

SS-1168M-SF
Union Elbow - Sure-Fit - Stainless

1-PTC  2-PTC 1-PTC 2-PTC

SS-1165M-25-25 5/32” Tube 5/32” Tube

SS-1165M-04-04 1/4” Tube 1/4” Tube

SS-1165M-05-05 5/16” Tube 5/16” Tube

SS-1165M-06-06 3/8” Tube 3/8” Tube

SS-1165M-08-08 1/2” Tube 1/2” Tube

SS-1165M
Union Elbow - Stainless

1-PTC  2-PTC  3-PTC 1,2-PTC 3-PTC

SS-1164M-25-25-25 5/32” Tube 5/32” Tube

SS-1164M-04-04-04 1/4” Tube 1/4” Tube

SS-1164M-05-05-05 5/16” Tube 5/16” Tube

SS-1164M-06-06-06 3/8” Tube 3/8” Tube

SS-1164M-08-08-08 1/2” Tube 1/2” Tube

SS-1164M
Union Tee - Stainless

1-BH PTC  2-PTC 1-BH PTC 2-PTC

SS-1162BHM-25-25 5/32” Tube 5/32” Tube

SS-1162BHM-04-04 1/4” Tube 1/4” Tube

SS-1162BHM-05-05 5/16” Tube 5/16” Tube

SS-1162BHM-06-06 3/8” Tube 3/8” Tube

SS-1162BHM-08-08 1/2” Tube 1/2” Tube

SS-1162BHM
Bulkhead Union - Stainless

1-PTC  2-PTC 1-PTC 2-PTC

SS-1162M-25-25 5/32” Tube 5/32” Tube

SS-1162M-04-04 1/4” Tube 1/4” Tube

SS-1162M-05-05 5/16” Tube 5/16” Tube

SS-1162M-06-06 3/8” Tube 3/8” Tube

SS-1162M-08-08 1/2” Tube 1/2” Tube

SS-1162M
Union - Stainless



Polymer
Push-To-Connects

      
 • Composite Polymer Construction
 • Use with Plastic Tubing
 • Allows Quick Installation
 • Reusable for Multiple Connects/Disconnects
 • O-Ring: Buna-N
 • Swivel NPT Pipe Threads: Nickel Plated Brass
 • Thread Sealant: Pre-Applied Teflon®  Coating
    for Male Threads
 • Working Pressure: 150 PSI Maximum All Sizes
 • Working Temperature: +32° to +140° F 
       (0° to +60° C)

Our Composite 1100P Series Push-To-Connect Fittings are  
light weight fittings designed to offer quick installation and be 
reusable for multiple connections and disconnections.  The 
collet provides a positive seal on the tube, and the stainless 
steel grip ring provides "bite" for a reliable, leak-free connec-
tion.  They are excellent against vibration.  
In addition, male pipe threads come with a pre-applied Teflon® 
sealant, and elbows and tees have “swivel” pipe threads to 
eliminate orientation problems.  

Applications: Compressed Air and Water.

NOTE: Metric Millimeter Push-To-Connect fittings are readily available.
NOTE: Tubing cutter (PT6-CUTTER) is available. 

Instructions

Cut the plastic tubing off square. A tubing cutter is recommended.  Insert the 
tubing into the fitting past the Gripper Teeth, and past the Safety Ring, until 
friction is felt as tube slides past the Lip Seal.  Using a slight twisting motion 
while inserting the tubing is often helpful.  After this initial friction is felt, 
continue to push in the tubing until it bottoms firmly against the internal tube 
stop.  The connection is now complete by hand without requiring any tools.

With your thumb and your forefinger, hold down the top of the Thrust Ring 
firmly against the fitting body and then, with the other hand, pull out the 
tubing.  No tools are required.

Disassembly

Assembly

When the Tubing (1) is 
in- serted into the Fitting 
(2) , it first passes through 
the Thrust Ring (3) and 
then continues into the 

stainless steel Gripper 
Teeth (4).  Beyond that 

it passes through a Safety Ring (5) and 
on into the inside of the Lip Seal (6), 

which seals on the outside diameter of the tubing. 
The teeth of the  gripper collet grab the tube.  
Pulling back on the tube only tightens the grip on the 
tubing as the steel Sleeve (7) moves onto the 
camming surface.  Pressure through the tube also 
serves to tighten the grip.  The tube bottoms against 
a positive tube stop in a cavity which provides tube 
support to prevent leakage.  Mounting Eyelets (8) for 
fastening down the fitting.  Nickel Plated Brass 
Threads (9) with pre-applied Teflon® coating.

 Features/Benefits

1

2 3456 7

Teflon® is a Registered Trademark of DuPont.
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1109NP

 
1-PTC  2-RTS

pg. 84

1109-45P

 
1-PTC  2-RTS

pg. 84

1109-90P

 
1-PTC  2-RTS

pg. 84

1109YP

 
1-PTC  2-PTC  3-RTS

pg. 84

1139P

 
1-RTS
pg. 84

1152P

 
1, 2, 3, 4-PTC

pg. 84

1162P

 
1-PTC  2-PTC

pg. 84

1162BHNP

 
1-BH PTC  2-PTC
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1164P

 
1-PTC  2-PTC  3-PTC
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1164P-3

 
1-PTC  2-PTC  3-PTC
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1164YP

 
1-PTC  2-PTC  3-PTC

pg. 85

1165P

 
1-PTC  2-PTC

pg. 85

1166NP

 
1-PTC  2-FP
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1166BHNP

 
1-BH PTC  2-FP

pg. 86

1168NP

 
1-PTC  2-MP

pg. 86

1169SP

 
1-PTC  2-MPX

pg. 86

1169SLP

 
1-PTC  2-MPX

pg. 86

1170SP

 
1-PTC  2-FP

pg. 87

1171SP

 
1-PTC  2-MPX  3-PTC

pg. 87

1171SP-3

 
1-PTC  2-MPX  3-PTC (x3)

pg. 87

1172SP

 
1-PTC  2-PTC  3-MPX

pg. 87

1172YSP

 
1-PTC  2-PTC  3-MPX

pg. 88

1179SP

 
1-PTC  2-MPX

pg. 88

For Plastic Tubing see pages 127–141.
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Polymer Push-To-Connects

1-PTC  2-PTC Parker Ref 1-PTC 2-PTC

1162P-02-02 32PL-2 1/8” Tube 1/8” Tube

1162P-25-02 32PL-5/32-2 5/32” Tube 1/8” Tube

1162P-25-25 32PL-5/32 5/32” Tube 5/32” Tube

1162P-03-25 32PL-3-5/32 3/16” Tube 5/32” Tube

1162P-03-03 32PL-3 3/16” Tube 3/16” Tube

1162P
Push-To-Connect Union - Polymer

1,2,3,4-PTC Parker Ref 1,2,3,4-PTC

1152P-02 347PLP-2 1/8” Tube

1152P-25 347PLP-5/32 5/32” Tube

1152P-03 347PLP-3 3/16” Tube

1152P-04 347PLP-4 1/4” Tube

1152P-05 347PLP-5 5/16” Tube

1152P-06 347PLP-6 3/8” Tube

1152P-08 347PLP-8 1/2” Tube

1152P
Union Cross - Polymer

1-RTS Eaton Ref Parker Ref 1-RTS

1139P-02 1129x2 639PLP-2 1/8” Tube

1139P-25 1129x2.5 639PLP-5/32 5/32” Tube

1139P-03 1129x3 639PLP-3 3/16” Tube

1139P-04 1129x4 639PLP-4 1/4” Tube

1139P-05 1129x5 639PLP-5 5/16” Tube

1139P-06 1129x6 639PLP-6 3/8” Tube

1139P-08 1129x8 639PLP-8 1/2” Tube

1139P
Push-To-Connect Plug - Polymer

1109YP-04-04-04 362PLPSP-4 1/4” Tube 1/4” Tube

1109YP-04-04-05 362PLPSP-4-5 1/4” Tube 5/16” Tube

1109YP-05-05-05 362PLPSP-5 5/16” Tube 5/16” Tube

1109YP-05-05-06 362PLPSP-5-6 5/16” Tube 3/8” Tube

1109YP-06-06-06 362PLPSP-6 3/8” Tube 3/8” Tube

1109YP-06-06-08 362PLPSP-6-8 3/8” Tube 1/2” Tube

1109YP-08-08-08 362PLPSP-8 1/2” Tube 1/2” Tube

1109YP
Tube Expander Wye - Polymer

1-PTC  2-PTC  3-RTS Parker Ref 1,2-PTC 3-RTS

1109YP-02-02-02 362PLPSP-2 1/8” Tube 1/8” Tube

1109YP-02-02-25 362PLPSP-2-5/32 1/8” Tube 5/32” Tube

1109YP-25-25-04 362PLPSP-5/32-4 5/32” Tube 1/4” Tube

1109YP-25-25-25 362PLPSP-5/32 5/32” Tube 5/32” Tube

1109YP-03-03-03 362PLPSP-3 3/16” Tube 3/16” Tube

1109YP
Tube Expander Wye - Polymer

1-PTC  2-RTS Parker Ref 1-PTC 2-RTS

1109-90P-02-02 369PLPSPX-2 1/8” Tube 1/8” Tube

1109-90P-25-25 369PLPSPX-5/32 5/32” Tube 5/32” Tube

1109-90P-03-03 369PLPSPX-3 3/16” Tube 3/16” Tube

1109-90P-04-04 369PLPSPX-4 1/4” Tube 1/4” Tube

1109-90P-05-05 369PLPSPX-5 5/16” Tube 5/16” Tube

1109-90P-06-06 369PLPSPX-6 3/8” Tube 3/8” Tube

1109-90P-08-08 369PLPSPX-8 1/2” Tube 1/2” Tube

1109-90P
Tube Expander - Polymer

1-PTC  2-RTS Parker Ref 1-PTC 2-RTS

1109-45P-02-02 379PLPSP-2 1/8” Tube 1/8” Tube

1109-45P-25-25 379PLPSP-5/32 5/32” Tube 5/32” Tube

1109-45P-03-03 379PLPSP-3 3/16” Tube 3/16” Tube

1109-45P-04-04 379PLPSP-4 1/4” Tube 1/4” Tube

1109-45P-05-05 379PLPSP-5 5/16” Tube 5/16” Tube

1109-45P-06-06 379PLPSP-6 3/8” Tube 3/8” Tube

1109-45P-08-08 379PLPSP-8 1/2” Tube 1/2” Tube

1109-45P
Tube Expander - Polymer

1-PTC  2-RTS Eaton Ref Parker Ref 1-PTC 2-RTS

1109NP-25-04 1109x2.5x4 67PLP-5/32-4 5/32” Tube 1/4” Tube

1109NP-25-05 1109x2.5x5 67PLP-5/32-5 5/32” Tube 5/16” Tube

1109NP-04-05 1109x4x5 67PLP-4-5 1/4” Tube 5/16” Tube

1109NP-04-06 1109x4x6 67PLP-4-6 1/4” Tube 3/8” Tube

1109NP-04-08 1109x4x8 67PLP-4-8 1/4” Tube 1/2” Tube

1109NP-05-06 1109x5x6 67PLP-5-6 5/16” Tube 3/8” Tube

1109NP-05-08 1109x5x8 67PLP-5-8 5/16” Tube 1/2” Tube

1109NP-06-08 1109x6x8 67PLP-6-8 3/8” Tube 1/2” Tube

1109NP
Tube Expander - Nickel Platd Brass
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1162P-04-25 32PL-4-5/32 1/4” Tube 5/32” Tube

1162P-04-03 32PL-4-3 1/4” Tube 3/16” Tube

1162P-04-04 32PL-4 1/4” Tube 1/4” Tube

1162P-05-04 32PL-5-4 5/16” Tube 1/4” Tube

1162P-05-05 32PL-5 5/16” Tube 5/16” Tube

1162P-06-05 32PL-6-5 3/8” Tube 5/16” Tube

1162P-06-06 32PL-6 3/8” Tube 3/8” Tube

1162P-08-06 32PL-8-6 1/2” Tube 3/8” Tube

1162P-08-08 32PL-8 1/2” Tube 1/2” Tube

1162P
Push-To-Connect Union - Polymer

1-BH PTC  2-PTC Parker Ref 1-BH PTC 2-PTC

1162BHNP-02-02 32PLPBH-2 1/8” Tube 1/8” Tube

1162BHNP-25-25 32PLPBH-5/32 5/32” Tube 5/32” Tube

1162BHNP-03-03 32PLPBH-3 3/16” Tube 3/16” Tube

1162BHNP-04-04 32PLPBH-4 1/4” Tube 1/4” Tube

1162BHNP-05-05 32PLPBH-5 5/16” Tube 5/16” Tube

1162BHNP-06-06 32PLPBH-6 3/8” Tube 3/8” Tube

1162BHNP-08-08 32PLPBH-8 1/2” Tube 1/2” Tube

1162BHNP
Bulkhead Union - Nickel Plated Brass

1-PTC  2-PTC  3-PTC Parker Ref 1-PTC 2,3-PTC

1164P-02-02-02 364ML-2 1/8” Tube 1/8” Tube

1164P-25-25-25 364ML-5/32 5/32” Tube 5/32” Tube

1164P-03-03-03 364PL-3 3/16” Tube 3/16” Tube

1164P-04-04-04 364ML-4 1/4” Tube 1/4” Tube

1164P-05-05-05 364PL-5 5/16” Tube 5/16” Tube

1164P-06-06-06 364ML-6 3/8” Tube 3/8” Tube

1164P-08-08-08 364ML-8 1/2” Tube 1/2” Tube

1164P
Union Branch Tee - Polymer

1-PTC  2-PTC  3-PTC (x3) Parker Ref 1,2-PTC 3-PTC (x3)

1164P-3-03-03-03 24PLP-3 3/16” Tube 3/16” Tube

1164P-3-25-25-25 24PLP-5/32 5/32” Tube 5/32” Tube

1164P-3-04-04-04 24PLP-4 1/4” Tube 1/4” Tube

1164P-3-05-05-05 24PLP-5 5/16” Tube 5/16” Tube

1164P-3
Union 3-Branch Tee - Polymer

1-PTC  2-PTC  3-PTC Parker Ref 1,2-PTC 3-PTC

1164YP-02-02-02 362PL-2 1/8” Tube 1/8” Tube

1164YP-02-02-25 362PL-5/32-2 1/8” Tube 5/32” Tube

1164YP-25-25-25 362PL-5/32 5/32” Tube 5/32” Tube

1164YP-25-25-04 362PL-4-5/32 5/32” Tube 1/4” Tube

1164YP-03-03-25 362PL-3-5/32 3/16” Tube 5/32” Tube

1164YP-03-03-03 362PL-3 3/16” Tube 3/16” Tube

1164YP-03-03-04 362PL-4-3 3/16” Tube 1/4” Tube

1164YP-04-04-04 362PL-4 1/4” Tube 1/4” Tube

1164YP-04-04-05 362PL-5-4 1/4” Tube 5/16” Tube

1164YP-05-05-05 362PL-5 5/16” Tube 5/16” Tube

1164YP-05-05-06 362PL-6-5 5/16” Tube 3/8” Tube

1164YP-06-06-06 362PL-6 3/8” Tube 3/8” Tube

1164YP-06-06-08 362PL-8-6 3/8” Tube 1/2” Tube

1164YP-08-08-08 362PL-8 1/2” Tube 1/2” Tube

1164YP
Union Wye - Polymer

1-PTC  2-PTC Parker Ref 1-PTC 2-PTC

1165P-02-02 365ML-2 1/8” Tube 1/8” Tube

1165P-25-25 365ML-5/32 5/32” Tube 5/32” Tube

1165P-03-03 365PL-3 3/16” Tube 3/16” Tube

1165P-04-04 365ML-4 1/4” Tube 1/4” Tube

1165P-05-05 365PL-5 5/16” Tube 5/16” Tube

1165P-06-06 365ML-6 3/8” Tube 3/8” Tube

1165P-08-08 365ML-8 1/2” Tube 1/2” Tube

1165P
Union Elbow - Polymer

1-PTC  2-FP Parker Ref 1-PTC 2-FP

1166NP-02-00 66PLP-2-0 1/8” Tube 10-32unf

1166NP-02-02 66PLP-2-2 1/8” Tube 1/8 - 27

1166NP-25-02 66PLP-5/32-2 5/32” Tube 1/8 - 27

1166NP-25-04 66PLP-5/32-4 5/32” Tube 1/4 - 18

1166NP-03-02 66PLP-3-2 3/16” Tube 1/8 - 27

1166NP-03-04 66PLP-3-4 3/16” Tube 1/4 - 18

1166NP-04-02 66PLP-4-2 1/4” Tube 1/8 - 27

1166NP-04-04 66PLP-4-4 1/4” Tube 1/4 - 18

1166NP-05-02 66PLP-5-2 5/16” Tube 1/8 - 27

1166NP-05-04 66PLP-5-4 5/16” Tube 1/4 - 18

1166NP-05-06 66PLP-5-6 5/16” Tube 3/8 - 18

1166NP-06-04 66PLP-6-4 3/8” Tube 1/4 - 18

1166NP-06-06 66PLP-6-6 3/8” Tube 3/8 - 18

1166NP
Female Connector - Nickel Plated 
Brass
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1166NP-08-04 66PLP-8-4 1/2” Tube 1/4 - 18

1166NP-08-06 66PLP-8-6 1/2” Tube 3/8 - 18

1166NP
Female Connector - Nickel Plated 
Brass

1-BH PTC  2-FP Parker Ref 1-BH PTC 2-FP

1166BHNP-25-02 66PLPBH-5/32-2 5/32” Tube 1/8 - 27

1166BHNP-03-02 66PLPBH-3-2 3/16” Tube 1/8 - 27

1166BHNP-03-04 66PLPBH-3-4 3/16” Tube 1/4 - 18

1166BHNP-04-02 66PLPBH-4-2 1/4” Tube 1/8 - 27

1166BHNP-04-04 66PLPBH-4-4 1/4” Tube 1/4 - 18

1166BHNP-05-02 66PLPBH-5-2 5/16” Tube 1/8 - 27

1166BHNP-05-04 66PLPBH-5-4 5/16” Tube 1/4 - 18

1166BHNP-05-06 66PLPBH-5-6 5/16” Tube 3/8 - 18

1166BHNP-06-04 66PLPBH-6-4 3/8” Tube 1/4 - 18

1166BHNP-06-06 66PLPBH-6-6 3/8” Tube 3/8 - 18

1166BHNP-08-06 66PLPBH-8-6 1/2” Tube 3/8 - 18

1166BHNP-08-08 66PLPBH-8-8 1/2” Tube 1/2 - 14

1166BHNP
Female Bulkhead Connector - Nickel 
Plated Brass

1-PTC  2-MP Parker Ref 1-PTC 2-MP

1168NP-02-00 W68PLP-2-0 1/8” Tube 10-32unf

1168NP-02-02 W68PLP-2-2 1/8” Tube 1/8 - 27

1168NP-25-00 W68PLP-5/32-0 5/32” Tube 10-32unf

1168NP-25-02 W68PLP-5/32-2 5/32” Tube 1/8 - 27

1168NP-25-04 W68PLP-5/32-4 5/32” Tube 1/4 - 18

1168NP-03-00 W68PLP-3-0 3/16” Tube 10-32unf

1168NP-03-02 W68PLP-3-2 3/16” Tube 1/8 - 27

1168NP-03-04 W68PLP-3-4 3/16” Tube 1/4 - 18

1168NP-03-06 W68PLP-3-6 3/16” Tube 3/8 - 18

1168NP-04-00 W68PLP-4-0 1/4” Tube 10-32unf

1168NP-04-02 W68PLP-4-2 1/4” Tube 1/8 - 27

1168NP-04-04 W68PLP-4-4 1/4” Tube 1/4 - 18

1168NP-04-06 W68PLP-4-6 1/4” Tube 3/8 - 18

1168NP-05-02 W68PLP-5-2 5/16” Tube 1/8 - 27

1168NP-05-04 W68PLP-5-4 5/16” Tube 1/4 - 18

1168NP-05-06 W68PLP-5-6 5/16” Tube 3/8 - 18

1168NP-06-02 W68PLP-6-2 3/8” Tube 1/8 - 27

1168NP-06-04 W68PLP-6-4 3/8” Tube 1/4 - 18

1168NP-06-06 W68PLP-6-6 3/8” Tube 3/8 - 18

1168NP-06-08 W68PLP-6-8 3/8” Tube 1/2 - 14

1168NP-08-04 W68PLP-8-4 1/2” Tube 1/4 - 18

1168NP
Male Connector - Nickel Plated Brass

1168NP-08-06 W68PLP-8-6 1/2” Tube 3/8 - 18

1168NP-08-08 W68PLP-8-8 1/2” Tube 1/2 - 14

1168NP
Male Connector - Nickel Plated Brass

1-PTC  2-MPX Parker Ref 1-PTC 2-MPX

1169SP-02-00 369ML-2-0 1/8” Tube 10-32unf

1169SP-02-02 W369ML-2-2 1/8” Tube 1/8 - 27

1169SP-25-00 369ML-5/32-0 5/32” Tube 10-32unf

1169SP-25-02 W369ML-5/32-2 5/32” Tube 1/8 - 27

1169SP-25-04 W369ML-5/32-4 5/32” Tube 1/4 - 18

1169SP-03-00 W369PL-3-0 3/16” Tube 10-32unf

1169SP-03-02 W369PL-3-2 3/16” Tube 1/8 - 27

1169SP-03-04 W369PL-3-4 3/16” Tube 1/4 - 18

1169SP-03-06 W369PL-3-6 3/16” Tube 3/8 - 18

1169SP-04-00 369ML-4-0 1/4” Tube 10-32unf

1169SP-04-02 W369ML-4-2 1/4” Tube 1/8 - 27

1169SP-04-04 W369ML-4-4 1/4” Tube 1/4 - 18

1169SP-04-06 W369ML-4-6 1/4” Tube 3/8 - 18

1169SP-05-02 W369PL-5-2 5/16” Tube 1/8 - 27

1169SP-05-04 W369PL-5-4 5/16” Tube 1/4 - 18

1169SP-05-06 W369PL-5-6 5/16” Tube 3/8 - 18

1169SP-06-02 W369ML-6-2 3/8” Tube 1/8 - 27

1169SP-06-04 W369ML-6-4 3/8” Tube 1/4 - 18

1169SP-06-06 W369ML-6-6 3/8” Tube 3/8 - 18

1169SP-06-08 W369ML-6-8 3/8” Tube 1/2 - 14

1169SP-08-04 W369ML-8-4 1/2” Tube 1/4 - 18

1169SP-08-06 W369ML-8-6 1/2” Tube 3/8 - 18

1169SP-08-08 W369ML-8-8 1/2” Tube 1/2 - 14

1169SP
Male Elbow Swivel - Polymer

1-PTC  2-MPX Parker Ref 1-PTC 2-MPX

1169SLP-02-00 W369PLPX-2-0 1/8” Tube 10-32unf

1169SLP-02-02 W369PLPX-2-2 1/8” Tube 1/8 - 27

1169SLP-25-00 W369PLPX-5/32-0 5/32” Tube 10-32unf

1169SLP-25-02 W369PLPX-5/32-2 5/32” Tube 1/8 - 27

1169SLP-03-02 W369PLPX-3-2 3/16” Tube 1/8 - 27

1169SLP-03-04 W369PLPX-3-4 3/16” Tube 1/4 - 18

1169SLP-03-06 W369PLPX-3-6 3/16” Tube 3/8 - 18

1169SLP-04-02 W369PLPX-4-2 1/4” Tube 1/8 - 27

1169SLP-04-04 W369PLPX-4-4 1/4” Tube 1/4 - 18

1169SLP-04-06 W369PLPX-4-6 1/4” Tube 3/8 - 18

1169SLP
Male Elbow Swivel Long - Polymer
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1169SLP-05-02 W369PLPX-5-2 5/16” Tube 1/8 - 27

1169SLP-05-04 W369PLPX-5-4 5/16” Tube 1/4 - 18

1169SLP-05-06 W369PLPX-5-6 5/16” Tube 3/8 - 18

1169SLP-06-04 W369PLPX-6-4 3/8” Tube 1/4 - 18

1169SLP-06-06 W369PLPX-6-6 3/8” Tube 3/8 - 18

1169SLP-06-08 W369PLPX-6-8 3/8” Tube 1/2 - 14

1169SLP-08-04 W369PLPX-8-4 1/2” Tube 1/4 - 18

1169SLP-08-06 W369PLPX-8-6 1/2” Tube 3/8 - 18

1169SLP-08-08 W369PLPX-8-8 1/2” Tube 1/2 - 14

1169SLP
Male Elbow Swivel Long - Polymer

1-PTC  2-FPX Parker Ref 1-PTC 2-FPX

1170SP-25-02 370PL-5/32-2 5/32” Tube 1/8 - 27

1170SP-03-02 370PL-3-2 3/16” Tube 1/8 - 27

1170SP-03-04 370PL-3-4 3/16” Tube 1/4 - 18

1170SP-04-02 370PL-4-2 1/4” Tube 1/8 - 27

1170SP-04-04 370PL-4-4 1/4” Tube 1/4 - 18

1170SP-05-02 370PL-5-2 5/16” Tube 1/8 - 27

1170SP-05-04 370PL-5-4 5/16” Tube 1/4 - 18

1170SP-05-06 370PL-5-6 5/16” Tube 3/8 - 18

1170SP-06-04 370PL-6-4 3/8” Tube 1/4 - 18

1170SP-06-06 370PL-6-6 3/8” Tube 3/8 - 18

1170SP-08-06 370PL-8-6 1/2” Tube 3/8 - 18

1170SP-08-08 370PL-8-8 1/2” Tube 1/2 - 14

1170SP
Female Elbow Swivel - Polymer

1-PTC  2-MPX  3-PTC Parker Ref 1,3-PTC 2-MPX

1171SP-02-00-02 371ML-2-0 1/8” Tube 10-32unf

1171SP-02-02-02 W371ML-2-2 1/8” Tube 1/8 - 27

1171SP-25-00-25 371ML-5/32-0 5/32” Tube 10-32unf

1171SP-25-02-25 W371ML-5/32-2 5/32” Tube 1/8 - 27

1171SP-25-04-25 W371PL-5/32-4 5/32” Tube 1/4 - 18

1171SP-03-00-03 W371PL-3-0 3/16” Tube 10-32unf

1171SP-03-02-03 W371PL-3-2 3/16” Tube 1/8 - 27

1171SP-03-04-03 W371PL-3-4 3/16” Tube 1/4 - 18

1171SP-03-06-03 W371PL-3-6 3/16” Tube 3/8 - 18

1171SP-04-00-04 371ML-4-0 1/4” Tube 10-32unf

1171SP-04-02-04 W371ML-4-2 1/4” Tube 1/8 - 18

1171SP-04-04-04 W371ML-4-4 1/4” Tube 1/4 - 18

1171SP-04-06-04 W371PL-4-6 1/4” Tube 3/8 - 18

1171SP-05-02-05 W371PL-5-2 5/16” Tube 1/8 - 27

1171SP
Male Run Tee Swivel - Polymer

1171SP-05-04-05 W371PL-5-4 5/16” Tube 1/4 - 18

1171SP-05-06-05 W371PL-5-6 5/16” Tube 3/8 - 18

1171SP-06-02-06 W371ML-6-2 3/8” Tube 1/8 - 27

1171SP-06-04-06 W371ML-6-4 3/8” Tube 1/4 - 18

1171SP-06-06-06 W371ML-6-6 3/8” Tube 3/8 - 18

1171SP-06-08-06 W371ML-6-8 3/8” Tube 1/2 - 14

1171SP-08-04-08 W371ML-8-4 1/2” Tube 1/4 - 18

1171SP-08-06-08 W371ML-8-6 1/2” Tube 3/8 - 18

1171SP-08-08-08 W371ML-8-8 1/2” Tube 1/2 - 14

1171SP
Male Run Tee Swivel - Polymer

1-PTC  2-MPX  3-PTC (x3) 1,3-PTC 2-MPX

1171SP-3-04-02-25 1/4” & 5/32” Tubes 1/8 - 27

1171SP-3-05-04-25 5/16” & 5/32” Tubes 1/4 - 18

1171SP-3-05-04-04 5/16” & 1/4” Tubes 1/4 - 18

1171SP-3-06-06-05 3/8” & 5/16”  Tubes 3/8 - 18

1171SP-3
Male 3-Run Tee Swivel - Polymer

1-PTC  2-PTC  3-MPX Parker Ref 1,2-PTC 3-MPX

1172SP-02-02-00 372PL-2-10X32 1/8” Tube 10-32unf

1172SP-02-02-02 W372PL-2-2 1/8” Tube 1/8 - 27

1172SP-25-25-00 372PL-5/32-10X32 5/32” Tube 10-32unf

1172SP-25-25-02 W372PL-5/32-2 5/32” Tube 1/8 - 27

1172SP-25-25-04 W372PL-5/32-4 5/32” Tube 1/4 - 18

1172SP-03-03-00 W372PL-3-0 3/16” Tube 10-32unf

1172SP-03-03-02 W372PL-3-2 3/16” Tube 1/8 - 27

1172SP-03-03-04 W372PL-3-4 3/16” Tube 1/4 - 18

1172SP-03-03-06 W372PL-3-6 3/16” Tube 3/8 - 18

1172SP-04-04-00 372PL-4-10X32 1/4” Tube 10-32unf

1172SP-04-04-02 W372PL-4-2 1/4” Tube 1/8 - 27

1172SP-04-04-04 W372PL-4-4 1/4” Tube 1/4 - 18

1172SP-04-04-06 W372PL-4-6 1/4” Tube 3/8 - 18

1172SP-05-05-02 W372PL-5-2 5/16” Tube 1/8 - 27

1172SP-05-05-04 W372PL-5-4 5/16” Tube 1/4 - 18

1172SP-05-05-06 W372PL-5-6 5/16” Tube 3/8 - 18

1172SP-06-06-02 W372PL-6-2 3/8” Tube 1/8 - 27

1172SP-06-06-04 W372PL-6-4 3/8” Tube 1/4 - 18

1172SP-06-06-06 W372PL-6-6 3/8” Tube 3/8 - 18

1172SP-06-06-08 W372PL-6-8 3/8” Tube 1/2 - 14

1172SP-08-08-04 W372PL-8-4 1/2” Tube 1/4 - 18

1172SP-08-08-06 W372PL-8-6 1/2” Tube 3/8 - 18

1172SP
Male Branch Tee Swivel - Polymer
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1172SP-08-08-08 W372PL-8-8 1/2” Tube 1/2 - 14

1172SP
Male Branch Tee Swivel - Polymer

1-PTC  2-PTC  3-MPX Parker Ref 1,2-PTC 3-MPX

1172YSP-02-02-00 W368PL-2-0 1/8” Tube 10-32unf

1172YSP-02-02-02 W368PL-2-2 1/8” Tube 1/8 - 27

1172YSP-25-25-00 368PL-5/32-10X32 5/32” Tube 10-32unf

1172YSP-25-25-02 W368PL-5/32-2 5/32” Tube 1/8 - 27

1172YSP-25-25-04 W368PL-5/32-4 5/32” Tube 1/4 - 18

1172YSP-03-03-00 368PL-3-10X32 3/16” Tube 10-32unf

1172YSP-03-03-02 W368PL-3-2 3/16” Tube 1/8 - 27

1172YSP-03-03-04 W368PL-3-4 3/16” Tube 1/4 - 18

1172YSP-03-03-06 W368PL-3-6 3/16” Tube 3/8 - 18

1172YSP-04-04-00 368PL-4-10X32 1/4” Tube 10-32unf

1172YSP-04-04-02 W368PL-4-2 1/4” Tube 1/8 - 27

1172YSP-04-04-04 W368PL-4-4 1/4” Tube 1/4 - 18

1172YSP-04-04-06 W368PL-4-6 1/4” Tube 3/8 - 18

1172YSP-05-05-02 W368PL-5-2 5/16” Tube 1/8 - 27

1172YSP-05-05-04 W368PL-5-4 5/16” Tube 1/4 - 18

1172YSP-05-05-06 W368PL-5-6 5/16” Tube 3/8 - 18

1172YSP-06-06-02 W368PL-6-2 3/8” Tube 1/8 - 27

1172YSP-06-06-04 W368PL-6-4 3/8” Tube 1/4 - 18

1172YSP-06-06-06 W368PL-6-6 3/8” Tube 3/8 - 18

1172YSP-06-06-08 W368PL-6-8 3/8” Tube 1/2 - 14

1172YSP-08-08-04 W368PL-8-4 1/2” Tube 1/4 - 18

1172YSP-08-08-06 W368PL-8-6 1/2” Tube 3/8 - 18

1172YSP-08-08-08 W368PL-8 1/2” Tube 1/2 - 14

1172YSP
Male Pipe Wye Swivel - Polymer

1-PTC  2-MPX Parker Ref 1-PTC 2-MPX

1179SP-02-00 W379PLP-2-0 1/8” Tube 10-32unf

1179SP-02-02 W379PLP-2-2 1/8” Tube 1/8 - 27

1179SP-25-00 W379PLP-5/32-0 5/32” Tube 10-32unf

1179SP-25-02 W379PLP-5/32-2 5/32” Tube 1/8 - 27

1179SP-25-04 W379PLP-5/32-4 5/32” Tube 1/4 - 18

1179SP-03-00 W379PLP-3-0 3/16” Tube 10-32unf

1179SP-03-02 W379PLP-3-2 3/16” Tube 1/8 - 27

1179SP-03-04 W379PLP-3-4 3/16” Tube 1/4 - 18

1179SP-03-06 W379PLP-3-6 3/16” Tube 3/8 - 18

1179SP
Male Elbow Swivel - Polymer

1179SP-04-00 W379PLP-4-0 1/4” Tube 10-32unf

1179SP-04-02 W379PLP-4-2 1/4” Tube 1/8 - 27

1179SP-04-04 W379PLP-4-4 1/4” Tube 1/4 - 18

1179SP-04-06 W379PLP-4-6 1/4” Tube 3/8 - 18

1179SP-05-02 W379PLP-5-2 5/16” Tube 1/8 - 27

1179SP-05-04 W379PLP-5-4 5/16” Tube 1/4 - 18

1179SP-05-06 W379PLP-5-6 5/16” Tube 3/8 - 18

1179SP-06-02 W379PLP-6-2 3/8” Tube 1/8 - 27

1179SP-06-04 W379PLP-6-4 3/8” Tube 1/4 - 18

1179SP-06-06 W379PLP-6-6 3/8” Tube 3/8 - 18

1179SP-06-08 W379PLP-6-8 3/8” Tube 1/2 - 14

1179SP-08-04 W379PLP-8-4 1/2” Tube 1/4 - 18

1179SP-08-06 W379PLP-8-6 1/2” Tube 3/8 - 18

1179SP-08-08 W379PLP-8-8 1/2” Tube 1/2 - 14

1179SP
Male Elbow Swivel - Polymer



Poly Tube Fittings (1200 Series)

      
 • Brass Construction
 • Use with Plastic Tubing
 • Allows Quick Installation
 • Plastic and Brass Sleeves
 • Captive, Self Aligning Sleeve
 • Captive, Built in Tube Support
 • O-Ring: Buna-N
 • Working Pressure: 150 PSI Maximum
 • Working Temperature: 

Our Brass 1200 Series Poly Tube Fittings are a compact 
compression style tube fitting that can fit in tight places.  
These fittings are designed to offer quick installation as they 
come pre-assembled with a unique plastic, acetal sleeve that is 
staked into a knurled hex nut.  This unique captive sleeve is self 
aligning meaning that the tubing can be inserted without 
completely removing the nut.  A brass sleeve is also readily 
available in place of the acetal sleeve, and each fitting comes 
with a built in tube support to provide a reliable, leak-free 
connection. 

Applications: Car Wash, Dental, Machine Tool, Packaging, 
Pnuematic Systems, Printing, and Water Lines.

Chrome Poly Tube Quick Disconnects, also referred to as Side 
Latch Couplers, are also available.

Instructions

The 1200 Series Poly Tube Fittings 
consists of the Fitting Body (1), Knurled 
Hex Nut (2), Plastic or Brass Sleeve (3), a 
Tube Support (4), and lastly the Tubing (5) 
itself, which when inserted into the fitting 
passes through the Self Aligning 
Nut-Sleeve assembly, continuing until the 
tube bottoms against a positive Tube Stop.  
At this point the knurled hex nut can be 
tightened by hand.  Adding one full turn 
with a wrench will complete the 
connection. 

Cut the plastic tubing off square with a tolerance 
of no more than a 15° angle.  A tubing cutter is 
recommended.  Start by loosening the knurled nut 
and then insert the tubing into the fitting until it 
bottoms firmly against the internal tube stop.  Now 
tighten the nut by hand and then continue 
tightening one full turn after that with a wrench.  
The Poly Tube connection is now complete.

Disassembly couldn't be easier.  Simply unscrew 
the nut until the tubing is loosened and pull it out.

Assembly

Disassembly

 Features/Benefits

–10° to +200° F 
(–23° to +65° C)

NOTE: Tubing cutter (PT6-CUTTER) is available.

1

2

3

5

4
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Poly Tube Fittings | Visual Index
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Plastic Sleeve
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1260C

 
Plastic Cap
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Nut (No Sleeve)
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Nut (Brass Sleeve)
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Nut (Plastic Sleeve)
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1-PT  2-PT
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1262BH

 
1-BH PT  2-PT
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1264

 
1-PT  2-PT  3-PT
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1-PT  2-FP
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1-PT  2-MP
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1269

 
1-PT  2-MP
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1270

 
1-PT  2-FP

pg. 92

1271

 
1-PT  2-MP  3-PT

pg. 92

1272

 
1-PT  2-PT  3-MP

pg. 92

1277

 
1-PT  2-PT  3-FP
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391P

 
1-PTQD  2-MP
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392P

 
1-PTQD  2-BH PT

pg. 93

393P

 
1-PTQD  2-PT
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393PD

 
1-PTQD  2-PT
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394P

 
1-PT  2-PT

pg. 93

Poly Tube Quick Disconnects | Visual Index

1 2 1 2 1 2

1 2 1 2

For Plastic Tubing see pages 127–141.
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Poly Tube Fittings

1-PT  2-FP Eaton Ref Parker Ref 1-PT 2-FP

1266-04-02 1266x4 66P-4-2 3/8 - 24 1/8 - 27

1266-04-04 1266x4x4 66P-4-4 3/8 - 24 1/4 - 18

1266-05-02 1266x5 66P-5-2 7/16 - 24 1/8 - 27

1266-06-04 1266x6 66P-6-4 1/2 - 24 1/4 - 18

1266-08-06 1266x8 66P-8-6 11/16 - 20 3/8 - 18

1266
Female Connector - Brass

1-PT  2-PT  3-PT Eaton Ref Parker Ref 1,2-PT 3-PT

1264-02-02-02 1264x2 164P-2 5/16 - 24 5/16 - 24

1264-04-04-04 1264x4 164P-4 3/8 - 24 3/8 - 24

1264-05-05-05 1264x5 164P-5 7/16 - 24 7/16 - 24

1264-06-06-06 1264x6 164P-6 1/2 - 24 1/2 - 24

1264-08-08-08 1264x8 164P-8 11/16 - 20 11/16 - 20

1264
Union Tee - Brass

1-BH PT  2-PT Eaton Ref Parker Ref 1-BH PT 2-PT

1262BH-04-04 1274x4 62PBH-4 3/8 - 24 3/8 - 24

1262BH-05-05 1274x5 62PBH-5 7/16 - 24 7/16 - 24

1262BH-06-06 1274x6 62PBH-6 1/2 - 24 1/2 - 24

1262BH-08-08 1274x8 62PBH-8 11/16 - 20 11/16 - 20

1262BH
Bulkhead Union - Brass

1-PT  2-PT Eaton Ref Parker Ref 1-PT 2-PT

1262-02-02 1262x2 62P-2 5/16 - 24 5/16 - 24

1262-03-03 1262x3 62P-3 3/8 - 24 3/8 - 24

1262-04-04 1262x4 62P-4 3/8 - 24 3/8 - 24

1262-05-05 1262x5 62P-5 7/16 - 24 7/16 - 24

1262-06-04 1262x6x4 62P-6-4 1/2 - 24 3/8 - 24

1262-06-06 1262x6 62P-6 1/2 - 24 1/2 - 24

1262-08-08 1262x8 62P-8 11/16 - 20 11/16 - 20

1262
Poly Tube Union - Brass

PCC Part No. Eaton Ref Parker Ref Size

1261P-04 1261x4A 61P-4 3/8 - 24

1261P-05 1261x5A 61P-5 7/16 - 24

1261P-06 1261x6A 61P-6 1/2 - 24

1261P-08 1261x8A 61P-8 11/16 - 20

1261P
Captive Nut w/ PLASTIC Sleeve

PCC Part No. Parker Ref Size

1261B-02 61PB-2 5/16 - 24

1261B-03 61PB-3 3/8 - 24

1261B-04 61PB-4 3/8 - 24

1261B-05 61PB-5 7/16 - 24

1261B-06 61PB-6 1/2 - 24

1261B-08 61PB-8 11/16 - 20

1261B
Captive Nut w/ BRASS Sleeve

PCC Part No. Eaton Ref Parker Ref Size

1261-02 1261x2 61PN-2 5/16 - 24

1261-04 1261x4 61PN-4 3/8 - 24

1261-05 1261x5 61PN-5 7/16 - 24

1261-06 1261x6 61PN-6 1/2 - 24

1261-08 1261x8 61PN-8 11/16 - 20

1261
Poly Tube Nut - Brass
(Use w/ #1260 and #1260C)

PCC Part No. Parker Ref Size

1260C-04 59P-4 3/8 - 24

1260C-06 59P-6 1/2 - 24

1260C
Poly Tube Cap - Plastic
(Use w/ #1261)

PCC Part No. Eaton Ref Parker Ref Size

1260-04 1260x4 60P-4 3/8 - 24

1260-05 1260x5 60P-5 7/16 - 24

1260-06 1260x6 60P-6 1/2 - 24

1260-08 1260x8 60P-8 11/16 - 20

1260
Poly Tube Sleeve - Plastic
(Use w/ #1261)
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Poly Tube Fittings

1-PT  2-MP Eaton Ref Parker Ref 1-PT 2-MP

1268-02-00 1268x2A 68P-2-10X32 5/16 - 24 10-32unf

1268-02-02 1268x2 68P-2-2 5/16 - 24 1/8 - 27

1268-03-02 1268x3 68P-3-2 3/8 - 24 1/8 - 27

1268-04-00 1268x4A 68P-4-10X32 3/8 - 24 10-32unf

1268-04-02 1268x4 68P-4-2 3/8 - 24 1/8 - 27

1268-04-04 1268x4x4 68P-4-4 3/8 - 24 1/4 - 18

1268-04-06 1268x4x6 68P-4-6 3/8 - 24 3/8 - 18

1268-05-02 1268x5 68P-5-2 7/16 - 24 1/8 - 27

1268-05-04 1268x5x4 68P-5-4 7/16 - 24 1/4 - 18

1268-06-02 1268x6x2 68P-6-2 1/2 - 24 1/8 - 27

1268-06-04 1268x6 68P-6-4 1/2 - 24 1/4 - 18

1268-06-06 1268x6x6 68P-6-6 1/2 - 24 3/8 - 18

1268-08-06 1268x8 68P-8-6 11/16 - 20 3/8 - 18

1268-08-08 1268x8x8 68P-8-8 11/16 - 20 1/2 - 14

1268
Male Connector - Brass

1-PT  2-MP Eaton Ref Parker Ref 1-PT 2-MP

1269-02-02 1269x2 169P-2-2 5/16 - 24 1/8 - 27

1269-03-02 1269x3 169P-3-2 3/8 - 24 1/8 - 27

1269-04-02 1269x4 169P-4-2 3/8 - 24 1/8 - 27

1269-04-04 1269x4x4 169P-4-4 3/8 - 24 1/4 - 18

1269L-04-04 «LONG – 169LP-4-4 3/8 - 24 1/4 - 18

1269-04-06 1269x4x6 169P-4-6 3/8 - 24 3/8 - 18

1269-05-02 1269x5 169P-5-2 7/16 - 24 1/8 - 27

1269-06-02 1269x6x2 169P-6-2 1/2 - 24 1/8 - 27

1269-06-04 1269x6 169P-6-4 1/2 - 24 1/4 - 18

1269-06-06 1269x6x6 169P-6-6 1/2 - 24 3/8 - 18

1269-08-06 1269x8 169P-8-6 11/16 - 20 3/8 - 18

1269
Male Elbow - Brass

1-PT  2-FP Eaton Ref Parker Ref 1-PT 2-FP

1270-02-02 1270x2 170P-2-2 5/16 - 24 1/8 - 27

1270-04-02 1270x4 170P-4-2 3/8 - 24 1/8 - 27

1270-04-04 1270x4x4 170P-4-4 3/8 - 24 1/4 - 18

1270-06-04 1270x6 170P-6-4 1/2 - 24 1/4 - 18

1270-08-06 1270x8 170P-8-6 11/16 - 20 3/8 - 18

1270
Female Elbow - Brass

1-PT  2-MP  3-PT Eaton Ref Parker Ref 1,3-PT 2-MP

1271-02-02-02 1271x2 171P-2-2 5/16 - 24 1/8 - 27

1271-04-02-04 1271x4 171P-4-2 3/8 - 24 1/8 - 27

1271-04-04-04 1271x4x4x4 171P-4-4 3/8 - 24 1/4 - 18

1271-05-02-05 1271x5 171P-5-2 7/16 - 24 1/8 - 27

1271-06-04-06 1271x6 171P-6-4 1/2 - 24 1/4 - 18

1271-08-06-08 1271x8 171P-8-6 11/16 - 20 3/8 - 18

1271
Male Run Tee - Brass

1-PT  2-PT  3-MP Eaton Ref Parker Ref 1,2-PT 3-MP

1272-02-02-02 1272x2 172P-2-2 5/16 - 24 1/8 - 27

1272-04-04-02 1272x4 172P-4-2 3/8 - 24 1/8 - 27

1272-04-04-04 1272x4x4x4 172P-4-4 3/8 - 24 1/4 - 18

1272-05-05-02 1272x5 172P-5-2 7/16 - 24 1/8 - 27

1272-06-06-02 1272x8 172P-6-2 1/2 - 24 1/8 - 27

1272-06-06-04 1272x6 172P-6-4 1/2 - 24 1/4 - 18

1272-08-08-06 – 172P-8-6 11/16 - 20 3/8 - 18

1272
Male Branch Tee - Brass

1-PT  2-PT  3-FP Parker Ref 1,2-PT 3-FP

1277-04-04-02 177P-4-2 3/8 - 24 1/8 - 27

1277-04-04-04 177P-4-4 3/8 - 24 1/4 - 18

1277-04-04-06 177P-4-6 3/8 - 24 3/8 - 18

1277
Female Branch Tee - Brass
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Poly Tube Quick Disconnects

1-PT  2-PT Parker Ref 1-BH PT 2-PT

394P-04-04 394P-4-4 3/8 - 24 3/8 - 24

394P
Union SET (Shut-Off) - Chrome

1-PT  2-PTQD Parker Ref 1-PTQD 2-PT

393PD-04-04 393PD-4-4 1/4” PTQD 3/8 - 24

393PD-06-04 393PD-6-4 3/8” PTQD 1/2 - 24

393PD
Insert (Double Shut-Off) - Chrome

1-PT  2-PTQD Parker Ref 1-PTQD 2-PT

393P-04-04 393P-4-4 1/4” PTQD 3/8 - 24

393P
Insert (NO Shut-Off) - Chrome

1-PTQD  2-BH PT Parker Ref 1-PTQD 2-BH PT

392P-04-04 392P-4-4 1/4” PTQD 3/8 - 24

392P
Bulkhead Union Body (Shut-Off) - 
Chrome

1-PTQD  2-MP Parker Ref 1-PTQD 2-MP

391P-04-02 391P-4-2 1/4” PTQD 1/8 - 27

391P-04-04 391P-4-4 1/4” PTQD 1/4 - 18

391P-06-04 391P-6-4 3/8” PTQD 1/4 - 18

391P
Male Pipe Body (Shut-Off) - Chrome

1 2

1 2

1 2

1 2

1 2



D.O.T. Air Brake (Copper) 

• Meets D.O.T. FMVSS 571.106
• Meets SAE J246 Standards
• Brass Construction
• Elongated Nut for Tube Support
• Threads: Compression and Dryseal Pipe Threads
• Working Pressure: 400 PSI Maximum
• Working Temperature: 

Our Brass 1300 Series D.O.T. Air Brake Fittings for 
copper tubing are specifically designed for D.O.T. Truck and 
Trailer applications.  They are compression fittings that meet 
SAE J246 standard and D.O.T. FMVSS 571.106 
performance requirements.  
Assembly can be accomplished without flaring the tube or 
needing any other special preparations.  The 1300 Series has 
an unique elongated nut for improved copper tube support 
and a superior connection.

Markets

• Heavy Duty Truck
• Trailer
• Mobile
• Copper Air Brake Lines
• Coolant Lines
• Fuel Lines

Features/Benefits

(1300 Series)

–65° to +250° F 
(–54° to +121° C)
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D.O.T. Air Brake (Copper) | Visual Index
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For Copper Tubing
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D.O.T. Air Brake (Copper)

1-AB  2-MP Eaton Ref Parker Ref 1-AB 2-MP

1368-04-02 1368X4 68AB-4-2 7/16 - 24 1/8 - 27

1368-04-04 1368X4X4 68AB-4-4 7/16 - 24 1/4 - 18

1368-04-06 1368X4X6 68AB-4-6 7/16 - 24 3/8 - 18

1368-06-02 1368X6X2 68AB-6-2 9/16 - 24 1/8 - 27

1368-06-04 1368X6 68AB-6-4 9/16 - 24 1/4 - 18

1368-06-06 1368X6X6 68AB-6-6 9/16 - 24 3/8 - 18

1368-06-08 1368X6X8 68AB-6-8 9/16 - 24 1/2 - 14

1368-08-04 1368X8X4 68AB-8-4 11/16 - 20 1/4 - 18

1368-08-06 1368X8 68AB-8-6 11/16 - 20 3/8 - 18

1368-08-08 1368X8X8 68AB-8-8 11/16 - 20 1/2 - 14

1368-10-06 1368X10X6 68AB-10-6 13/16 - 18 3/8 - 18

1368-10-08 1368X10 68AB-10-8 13/16 - 18 1/2 - 14

1368-10-12 1368X10X12 68AB-10-12 13/16 - 18 3/4 - 14

1368-12-08 1368X12 68AB-12-8 1 - 18 1/2 - 14

1368-12-12 1368X12X12 68AB-12-12 1 - 18 3/4 - 14

1368
Male Connector - Brass

1-AB  2-FP Eaton Ref Parker Ref 1-AB 2-FP

1366-04-02 1366X4 66AB-4-2 7/16 - 24 1/8 - 27

1366-04-04 1366X4X4 66AB-4-4 7/16 - 24 1/4 - 18

1366-06-02 1366X6X2 66AB-6-2 9/16 - 24 1/8 - 27

1366-06-04 1366X6 66AB-6-4 9/16 - 24 1/4 - 18

1366-06-06 1366X6X6 66AB-6-6 9/16 - 24 3/8 - 18

1366-08-04 1366X8X4 66AB-8-4 11/16 - 20 1/4 - 18

1366-08-06 1366X8 66AB-8-6 11/16 - 20 3/8 - 18

1366-08-08 1366X8X8 66AB-8-8 11/16 - 20 1/2 - 14

1366-10-06 1366X10X6 66AB-10-6 13/16 - 18 3/8 - 18

1366-10-08 1366X10 66AB-10-8 13/16 - 18 1/2 - 14

1366-12-08 1366X12 66AB-12-8 1 - 18 1/2 - 14

1366-12-12 1366X12X12 66AB-12-12 1 - 18 3/4 - 14

1366
Female Connector - Brass

1-AB  2-AB Eaton Ref Parker Ref 1-AB 2-AB

1365-04-04 1365X4 265AB-4 7/16 - 24 7/16 - 24

1365-06-06 1365X6 265AB-6 9/16 - 24 9/16 - 24

1365-08-08 1365X8 265AB-8 11/16 - 20 11/16 - 20

1365-10-10 1365X10 265AB-10 13/16 - 18 13/16 - 18

1365-12-12 1365X12 265AB-12 1 - 18 1 - 18

1365
Union Elbow - Brass

1-AB  2-AB  3-AB Eaton Ref Parker Ref 1,2-AB 3-AB

1364-04-04-04 1364X4 264AB-4 7/16 - 24 7/16 - 24

1364-06-06-06 1364X6 264AB-6 9/16 - 24 9/16 - 24

1364-08-08-08 1364X8 264AB-8 11/16 - 20 11/16 - 20

1364-10-10-10 1364X10 264AB-10 13/16 - 18 13/16 - 18

1364-12-12-12 1364X12 264AB-12 1 - 18 1 - 18

1364
Union Tee - Brass

1-AB  2-AB Eaton Ref Parker Ref 1-AB 2-AB

1362-04-04 1362X4 62AB-4 7/16 - 24 7/16 - 24

1362-06-06 1362X6 62AB-6 9/16 - 24 9/16 - 24

1362-08-08 1362X8 62AB-8 11/16 - 20 11/16 - 20

1362-10-10 1362X10 62AB-10 13/16 - 18 13/16 - 18

1362-12-12 1362X12 62AB-12 1 - 18 1 - 18

1362
Air Brake Union - Brass

PCC Part No. Eaton Ref Parker Ref Size

1361-04 1361X4 61AB-4 7/16 - 24

1361-06 1361X6 61AB-6 9/16 - 24

1361-08 1361X8 61AB-8 11/16 - 20

1361-10 1361X10 61AB-10 13/16 - 18

1361-12 1361X12 61AB-12 1 - 18

1361
Air Brake - Nut - Brass

PCC Part No. Eaton Ref Parker Ref Size

1360-04 1360X4 60AB-4 7/16 - 24

1360-06 1360X6 60AB-6 9/16 - 24

1360-08 1360X8 60AB-8 11/16 - 20

1360-10 1360X10 60AB-10 13/16 - 18

1360-12 1360X12 60AB-12 1 - 18

1360
Air Brake Sleeve - Brass

For Copper Tubing
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D.O.T. Air Brake (Copper)

1-AB  2-MP Eaton Ref Parker Ref 1-AB 2-MP

1379-04-02 1380X4 279AB-4-2 7/16 - 24 1/8 - 27

1379-04-04 1380X4X4 279AB-4-4 7/16 - 24 1/4 - 18

1379-06-02 1380X6X2 279AB-6-2 9/16 - 24 1/8 - 27

1379-06-04 1380X6 279AB-6-4 9/16 - 24 1/4 - 18

1379-06-06 1380X6X6 279AB-6-6 9/16 - 24 3/8 - 18

1379-06-08 1380X6X8 279AB-6-8 9/16 - 24 1/2 - 14

1379-08-06 1380X8 279AB-8-6 11/16 - 20 3/8 - 18

1379-10-08 1380X10 279AB-10-8 13/16 - 18 1/2 - 14

1379
Male Elbow - Brass

1-AB  2-AB  3-MP Eaton Ref Parker Ref 1,2-AB 3-MP

1372-04-04-02 1372X4 272AB-4-2 7/16 - 24 1/8 - 27

1372-04-04-04 1372X4X4X4 272AB-4-4 7/16 - 24 1/4 - 18

1372-06-06-02 1372X6X6X2 272AB-6-2 9/16 - 24 1/8 - 27

1372-06-06-04 1372X6 272AB-6-4 9/16 - 24 1/4 - 18

1372-06-06-06 1372X6X6X6 272AB-6-6 9/16 - 24 3/8 - 18

1372-08-08-06 1372X8 272AB-8-6 11/16 - 20 3/8 - 18

1372-08-08-08 1372X8X8X8 272AB-8-8 11/16 - 20 1/2 - 14

1372-10-10-08 1372X10 272AB-10-8 13/16 - 18 1/2 - 14

1372-12-12-08 1372X12 272AB-12-8 1 - 18 1/2 - 14

1372
Male Branch Tee - Brass

1-AB  2-MP  3-AB Eaton Ref Parker Ref 1,3-AB 2-MP

1371-04-02-04 1371X4 71AB-4-2 7/16 - 24 1/8 - 27

1371-04-04-04 1371X4X4X4 71AB-4-4 7/16 - 24 1/4 - 18

1371-06-04-06 1371X6 71AB-6-4 9/16 - 24 1/4 - 18

1371-06-06-06 1371X6X6X6 71AB-6-6 9/16 - 24 3/8 - 18

1371-08-06-08 1371X8 71AB-8-6 11/16 - 20 3/8 - 18

1371-08-08-08 1371X8X8X8 71AB-8-8 11/16 - 20 1/2 - 14

1371-10-08-10 1371X10 71AB-10-8 13/16 - 18 1/2 - 14

1371-12-08-12 1371X12 71AB-12-8 1 - 18 1/2 - 14

1371
Male Run Tee - Brass

1-AB  2-FP Eaton Ref Parker Ref 1-AB 2-FP

1370-04-02 1370X4 270AB-4-2 7/16 - 24 1/8 - 27

1370-04-04 1370X4X4 270AB-4-4 7/16 - 24 1/4 - 18

1370-06-02 1370X6X2 270AB-6-2 9/16 - 24 1/8 - 27

1370-06-04 1370X6 270AB-6-4 9/16 - 24 1/4 - 18

1370-06-06 1370X6X6 270AB-6-6 9/16 - 24 3/8 - 18

1370-08-06 1370X8 270AB-8-6 11/16 - 20 3/8 - 18

1370-08-08 1370X8X8 270AB-8-8 11/16 - 20 1/2 - 14

1370-10-08 1370X10 270AB-10-8 13/16 - 18 1/2 - 14

1370-10-12 1370X10X12 270AB-10-12 13/16 - 18 3/4 - 14

1370
Female Elbow - Brass

1-AB  2-MP Eaton Ref Parker Ref 1-AB 2-MP

1369-04-02 1369X4 269AB-4-2 7/16 - 24 1/8 - 27

1369-04-04 1369X4X4 269AB-4-4 7/16 - 24 1/4 - 18

1369-04-06 1369X4X6 269AB-4-6 7/16 - 24 3/8 - 18

1369-06-02 1369X6X2 269AB-6-2 9/16 - 24 1/8 - 27

1369-06-04 1369X6 269AB-6-4 9/16 - 24 1/4 - 18

1369-06-06 1369X6X6 269AB-6-6 9/16 - 24 3/8 - 18

1369-06-08 1369X6X8 269AB-6-8 9/16 - 24 1/2 - 14

1369-08-04 1369X8X4 269AB-8-4 11/16 - 20 1/4 - 18

1369-08-06 1369X8 269AB-8-6 11/16 - 20 3/8 - 18

1369-08-08 1369X8X8 269AB-8-8 11/16 - 20 1/2 - 14

1369-10-06 1369X10X6 269AB-10-6 13/16 - 18 3/8 - 18

1369-10-08 1369X10 269AB-10-8 13/16 - 18 1/2 - 14

1369-10-12 1369X10X12 269AB-10-12 13/16 - 18 3/4 - 14

1369-12-08 1369X12 269AB-12-8 1 - 18 1/2 - 14

1369-12-12 1369X12X12 269AB-12-12 1 - 18 3/4 - 14

1369
Male Elbow - Brass

For Copper Tubing



D.O.T. Air Brake (Nylon) 

• Meets D.O.T. FMVSS 571.106
• Meets SAE J246 and J1131
• Brass Construction
• Tube Support Advantage
• Threads: Compression and Dryseal Pipe Threads
• Working Pressure: 150 PSI Maximum
• Working Temperature: 

Our Brass 1400 Series D.O.T. Air Brake Fittings are 
specifically designed for D.O.T. Truck and Trailer 
applications.  They are compression fittings that meet SAE 
J246 / J1131 standards and D.O.T. FMVSS 571.106 
performance requirements.  A tube support is also staked 
into each fitting and is designed to work with tubing that 
meets SAE J844 Type A & B Nylon air brake requirements.  
The 1400 Series sleeve is "ribbed" where the tube passes 
through it.  This provides a superior grip on the tube and a 
more reliable connection.  
Assembly can be accomplished without flaring the tube or 
needing any other special preparations. 

Markets

• Heavy Duty Truck
• Trailer
• Mobile
• Air Brake 
• Air Tanks
• Air Ride
• Slider Lines
• Primary-Secondary Lines
• Cab Controls

Features/Benefits

(1400 Series)

–40° to +200° F 
(–40° to +93° C)

NOTE: Tubing cutter (PT6-CUTTER) is available.
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D.O.T. Air Brake (Nylon) | Visual Index

1460

 
Sleeve

pg. 100

1461

 
Nut

pg. 100

1462

 
1-AB  2-AB

pg. 100

1462BH

 
1-BH AB  2-AB

pg. 100

1464

 
1-AB  2-AB  3-AB

pg. 100

1465

 
1-AB  2-AB

pg. 100

1466

 
1-AB  2-FP

pg. 100

1468

 
1-AB  2-MP

pg. 100

1469

 
1-AB  2-MP

pg. 101

1470

 
1-AB  2-FP

pg. 101

1471

 
1-AB  2-MP  3-AB

pg. 101

1472

 
1-AB  2-AB  3-MP

pg. 101

1479

 
1-AB  2-MP

pg. 101

1484

 
(Use w/ Soft Tubing)

pg. 102

For Nylon Tubing

For D.O.T Nylon Air Brake Tubing see pages 19-21.
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D.O.T. Air Brake (Nylon)

1-AB  2-MP Eaton Ref Parker Ref 1-AB 2-MP

1468-03-01 1468X3X1 68NTA-3-1 3/8 - 24 1/16 - 27

1468-03-02 1468X3 68NTA-3-2 3/8 - 24 1/8 - 27

1468-03-04 1468X3X4 68NTA-3-4 3/8 - 24 1/4 - 18

1468-04-01 1468X4X1 68NTA-4-1 7/16 - 24 1/16 - 27

1468-04-02 1468X4 68NTA-4-2 7/16 - 24 1/8 - 27

1468-04-04 1468X4X4 68NTA-4-4 7/16 - 24 1/4 - 18

1468-04-06 1468X4X6 68NTA-4-6 7/16 - 24 3/8 - 18

1468
Male Connector - Brass

1-AB  2-FP Eaton Ref Parker Ref 1-AB 2-FP

1466-04-02 1466X4 66NTA-4-2 7/16 - 24 1/8 - 27

1466-04-04 1466X4X4 66NTA-4-4 7/16 - 24 1/4 - 18

1466-06-02 1466X6X2 66NTA-6-2 9/16 - 24 1/8 - 27

1466-06-04 1466X6 66NTA-6-4 9/16 - 24 1/4 - 18

1466-06-06 1466X6X6 66NTA-6-6 9/16 - 24 3/8 - 18

1466-08-06 1466X8 66NTA-8-6 11/16 - 20 3/8 - 18

1466-08-08 1466X8X8 66NTA-8-8 11/16 - 20 1/2 - 14

1466-10-06 1466X10X6 66NTA-10-6 13/16 - 18 3/8 - 18

1466-10-08 1466X10 66NTA-10-8 13/16 - 18 1/2 - 14

1466-12-08 1466X12 66NTA-12-8 1 - 18 1/2 - 14

1466
Female Connector - Brass

1-AB  2-AB Eaton Ref Parker Ref 1-AB 2-AB

1465-04-04 1465X4 65NTA-4 7/16 - 24 7/16 - 24

1465-06-06 1465X6 65NTA-6 9/16 - 24 9/16 - 24

1465-08-08 1465X8 65NTA-8 11/16 - 20 11/16 - 20

1465-10-10 1465X10 65NTA-10 13/16 - 18 13/16 - 18

1465
Union Elbow - Brass

1-AB  2-AB  3-AB Eaton Ref Parker Ref 1,2-AB 3-AB

1464-04-04-04 1464X4 264NTA-4 7/16 - 24 7/16 - 24

1464-06-06-04 1464X6X6X4 264NTA-6-4 9/16 - 24 7/16 - 24

1464-06-06-06 1464X6 264NTA-6 9/16 - 24 9/16 - 24

1464-08-08-06 1464X8X8X6 264NTA-8-6 11/16 - 20 9/16 - 24

1464-08-08-08 1464X8 264NTA-8 11/16 - 20 11/16 - 20

1464-10-10-10 1464X10 264NTA-10 13/16 - 18 13/16 - 18

1464
Union Tee - Brass

1-BH AB  2-AB Eaton Ref Parker Ref 1-BH AB 2-AB

1462BH-03-03 1474X3 62NBH-3 3/8 - 24 3/8 - 24

1462BH-04-04 1474X4 62NBH-4 7/16 - 24 7/16 - 24

1462BH-06-06 1474X6 62NBH-6 9/16 - 24 9/16 - 24

1462BH-08-08 1474X8 62NBH-8 11/16 - 20 11/16 - 20

1462BH-10-10 1474X10 62NBH-10 13/16 - 18 13/16 - 18

1462BH
Bulkhead Union - Brass

1-AB  2-AB Eaton Ref Parker Ref 1-AB 2-AB

1462-04-04 1462X4 62NTA-4 7/16 - 24 7/16 - 24

1462-06-06 1462X6 62NTA-6 9/16 - 24 9/16 - 24

1462-08-08 1462X8 62NTA-8 11/16 - 20 11/16 - 20

1462-10-10 1462X10 62NTA-10 13/16 - 18 13/16 - 18

1462-12-12 1462X12 62NTA-12 1 - 18 1 - 18

1462
Air Brake Union - Brass

PCC Part No. Eaton Ref Parker Ref Size

1461-03 1461X3 61NTA-3 3/8 - 24

1461-04 1461X4 61NTA-4 7/16 - 24

1461-06 1461X6 61NTA-6 9/16 - 24

1461-08 1461X8 61NTA-8 11/16 - 20

1461-10 1461X10 61NTA-10 13/16 - 18

1461-12 1461X12 61NTA-12 1 - 18

1461
Air Brake Nut - Brass

PCC Part No. Eaton Ref Parker Ref Size

1460-03 1460X3 60NTA-3 3/8 - 24

1460-04 1460X4 60NTA-4 7/16 - 24

1460-06 1460X6 60NTA-6 9/16 - 24

1460-08 1460X8 60NTA-8 11/16 - 20

1460-10 1460X10 60NTA-10 13/16 - 18

1460-12 1460X12 60NTA-12 1 - 18

1460
Air Brake Sleeve - Brass

FOR NYLON TUBING
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D.O.T. Air Brake (Nylon)

1468-06-02 1468X6X2 68NTA-6-2 9/16 - 24 1/8 - 27

1468-06-04 1468X6 68NTA-6-4 9/16 - 24 1/4 - 18

1468-06-06 1468X6X6 68NTA-6-6 9/16 - 24 3/8 - 18

1468-06-08 1468X6X8 68NTA-6-8 9/16 - 24 1/2 - 14

1468-08-04 1468X8X4 68NTA-8-4 11/16 - 20 1/4 - 18

1468-08-06 1468X8 68NTA-8-6 11/16 - 20 3/8 - 18

1468-08-08 1468X8X8 68NTA-8-8 11/16 - 20 1/2 - 14

1468-08-12 1468X8X12 68NTA-8-12 11/16 - 20 3/4 - 14

1468-10-06 1468X10X6 68NTA-10-6 13/16 - 18 3/8 - 18

1468-10-08 1468X10 68NTA-10-8 13/16 - 18 1/2 - 14

1468-10-12 1468X10X12 68NTA-10-12 13/16 - 18 3/4 - 14

1468-12-06 1468X12X6 68NTA-12-6 1 - 18 3/8 - 18

1468-12-08 1468X12 68NTA-12-8 1 - 18 1/2 - 14

1468-12-12 1468X12X12 68NTA-12-12 1 - 18 3/4 - 14

1468
Male Connector - Brass

1-AB  2-MP Eaton Ref Parker Ref 1-AB 2-MP

1469-03-02 1469X3 269NTA-3-2 3/8 - 24 1/8 - 27

1469-03-04 1469X3X4 269NTA-3-4 3/8 - 24 1/4 - 18

1469-04-02 1469X4 269NTA-4-2 7/16 - 24 1/8 - 27

1469-04-04 1469X4X4 269NTA-4-4 7/16 - 24 1/4 - 18

1469-04-06 1469X4X6 269NTA-4-6 7/16 - 24 3/8 - 18

1469-06-02 1469X6X2 269NTA-6-2 9/16 - 24 1/8 - 27

1469-06-04 1469X6 269NTA-6-4 9/16 - 24 1/4 - 18

1469-06-06 1469X6X6 269NTA-6-6 9/16 - 24 3/8 - 18

1469-06-08 1469X6X8 269NTA-6-8 9/16 - 24 1/2 - 14

1469-08-04 1469X8X4 269NTA-8-4 11/16 - 20 1/4 - 18

1469-08-06 1469X8 269NTA-8-6 11/16 - 20 3/8 - 18

1469-08-08 1469X8X8 269NTA-8-8 11/16 - 20 1/2 - 14

1469-10-06 1469X10X6 269NTA-10-6 13/16 - 18 3/8 - 18

1469-10-08 1469X10 269NTA-10-8 13/16 - 18 1/2 - 14

1469-10-12 1469X10X12 269NTA-10-12 13/16 - 18 3/4 - 14

1469-12-08 1469X12 269NTA-12-8 1 - 18 1/2 - 14

1469-12-12 1469X12X12 269NTA-12-12 1 - 18 3/4 - 14

1469
Male Elbow - Brass

1-AB  2-FP Eaton Ref Parker Ref 1-AB 2-FP

1470-03-02 1470X3 270NTA-3-2 3/8 - 24 1/8 - 27

1470-04-02 1470X4 270NTA-4-2 7/16 - 24 1/8 - 27

1470-04-04 1470X4X4 270NTA-4-4 7/16 - 24 1/4 - 18

1470-06-02 1470X6X2 270NTA-6-2 9/16 - 24 1/8 - 27

1470
Female Elbow - Brass

1470-06-04 1470X6 270NTA-6-4 9/16 - 24 1/4 - 18

1470-06-06 1470X6X6 270NTA-6-6 9/16 - 24 3/8 - 18

1470-08-06 1470X8 270NTA-8-6 11/16 - 20 3/8 - 18

1470-08-08 1470X8X8 270NTA-8-8 11/16 - 20 1/2 - 14

1470-10-08 1470X10 270NTA-10-8 13/16 - 18 1/2 - 14

1470
Female Elbow - Brass

1-AB  2-MP  3-AB Eaton Ref Parker Ref 1,3-AB 2-MP

1471-04-02-04 1471X4 271NTA-4-2 7/16 - 24 1/8 - 27

1471-04-04-04 1471X4X4X4 271NTA-4-4 7/16 - 24 1/4 - 18

1471-06-04-04 1471X6X4X4 271NTA-6-4-4 9/16 - 24 1/4 - 18

1471-06-04-06 1471X6 271NTA-6-4 9/16 - 24 1/4 - 18

1471-06-06-06 1471X6X6X6 271NTA-6-6 9/16 - 24 3/8 - 18

1471-08-06-08 1471X8 271NTA-8-6 11/16 - 20 3/8 - 18

1471-08-08-08 1471X8X8X8 271NTA-8-8 11/16 - 20 1/2 - 14

1471
Male Run Tee - Brass

1-AB  2-AB  3-MP Eaton Ref Parker Ref 1,2-AB 3-MP

1472-03-03-02 1472X3 272NTA-3-2 3/8 - 24 1/8 - 27

1472-04-04-02 1472X4 272NTA-4-2 7/16 - 24 1/8 - 27

1472-04-04-04 1472X4X4X4 272NTA-4-4 7/16 - 24 1/4 - 18

1472-06-04-04 1472X6X4X4 272NTA-6-4 9/16 - 24 1/4 - 18

1472-06-06-02 1472X6X6X2 272NTA-6-2 9/16 - 24 1/8 - 27

1472-06-06-04 1472X6 272NTA-6-4 9/16 - 24 1/4 - 18

1472-06-06-06 1472X6X6X6 272NTA-6-6 9/16 - 24 3/8 - 18

1472-08-06-06 1472X8X6X6 272NTA-8-6-6 11/16 - 20 3/8 - 18

1472-08-08-06 1472X8 272NTA-8-6 11/16 - 20 3/8 - 18

1472-08-08-08 1472X8X8X8 272NTA-8-8 11/16 - 20 1/2 - 14

1472-10-10-08 1472X10 272NTA-10-8 13/16 - 18 1/2 - 14

1472
Male Branch Tee - Brass

1-AB  2-MP Eaton Ref Parker Ref 1-AB 2-MP

1479-04-02 1480X4 279NTA-4-2 7/16 - 24 1/8 - 27

1479-04-04 1480X4X4 279NTA-4-4 7/16 - 24 1/4 - 18

1479-06-02 1480X6X2 279NTA-6-2 9/16 - 24 1/8 - 27

1479-06-04 1480X6 279NTA-6-4 9/16 - 24 1/4 - 18

1479-06-06 1480X6X6 279NTA-6-6 9/16 - 24 3/8 - 18

1479
Male Elbow - Brass

FOR NYLON TUBING
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D.O.T. Air Brake (Nylon)

1479-06-08 1480X6X8 279NTA-6-8 9/16 - 24 1/2 - 14

1479-08-04 1480X8X4 279NTA-8-4 11/16 - 20 1/4 - 18

1479-08-06 1480X8 279NTA-8-6 11/16 - 20 3/8 - 18

1479-08-08 1480X8X8 279NTA-8-8 11/16 - 20 1/2 - 14

1479-10-06 1480X10X6 279NTA-10-6 13/16 - 18 3/8 - 18

1479-10-08 1480X10 279NTA-10-8 13/16 - 18 1/2 - 14

1479-12-08 1480X12 279NTA-12-8 1 - 18 1/2 - 14

1479
Male Elbow - Brass

PCC Part No. Eaton Ref Parker Ref Size Tube Wall

1484-04 1484X4 63NTA-4 (Brass) 1/4” Tube 0.023”

1484-06 1484X6 63NTA-6 (Brass) 3/8” Tube 0.066”

1484-08 1484X8 63NTA-8 (Brass) 1/2” Tube 0.066”

1484-10 1484X10 63NTA-10 (Brass) 5/8” Tube

1484-12 1484X12 63NTA-12 (Brass) 3/4” Tube 0.096”

1484
Soft Tube Support - Brass

FOR NYLON TUBING



D.O.T. Air Brake Hose Ends 

• Meets DOT FMVSS 571.106 When Used 
    With J1402 Hose
• Brass Construction
• Tube Support Advantage
• Working Pressure: 400 PSI Maximum
• Working Temperature: 

Our Brass 1500 Series D.O.T. Air Brake Hose Ends are 
specifically designed to be used on heavy duty truck and 
trailer air lines running between the frame and axle.  These 
field attachable hose ends and meet D.O.T. FMVSS 571.106 
performance requirements when used with hose that meets 
SAE J1402 standards.  The 1500 Series fittngs quickly 
disasemble and reassemble for an easy, yet reliable, air brake 
connection.

Markets

• Heavy Duty Truck
   and Trailer Air Lines
   Betweeen the Frame
   and Axle

Features/Benefits

(1500 Series)

–65° to +250° F 
(–54° to +121° C)
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D.O.T. Air Brake Hose Ends | Visual Index

1500

 
Spring Guard

pg. 105

1560

 
Sleeve

pg. 105

1561

 
Nut

pg. 105

1561SG

 
Nut w/ Spring Guard

pg. 105

1562

 
1-AB  2-AB

pg. 105

1568

 
1-AB  2-MP

pg. 105

1568SG

 
1-AB  2-MP w/ Spring Guard

pg. 105

1586

 
1-AB  2-FABX

pg. 105

1587

 
1-AB  2-MP w/ Adapter #1588

pg. 105

1588

 
1-AB  2-MP

pg. 105

For D.O.T. Air Brake Hose 
see our

Hydraulic Hose catalog
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D.O.T. Air Brake Hose Ends

1-AB  2-MP Eaton Ref Parker Ref 1-AB 2-MP

1588-06-04 1390x6 76RB-3/4-4 31/32 - 20 1/4 - 18

1588-06-06 1390x6x6 76RB-3/4-6 31/32 - 20 3/8 - 18

1588-06-08 1390x6x8 76RB-3/4-8 31/32 - 20 1/2 - 14

1588-08-06 1390x8 76RB-7/8-6 1 3/32 - 20 3/8 - 18

1588-08-08 1390x8x8 76RB-7/8-8 1 3/32 - 20 1/2 - 14

1588
Air Brake Adapter - Brass

1-AB  2-MP Eaton Ref 1-AB 2-MP

1587-06-04 33806B-Y84 31/32 - 20 1/4 - 18

1587-06-06 33806B-Y86 31/32 - 20 3/8 - 18

1587-06-08 33806B-Y88 31/32 - 20 1/2 - 14

1587-08-06 33808B-Y86 1 3/32 - 20 3/8 - 18

1587-08-08 33808B-Y88 1 3/32 - 20 1/2 - 14

1587
Female Swivel w/Adapter - Brass

1-AB  2-FABX Eaton Ref Parker Ref 1-AB 2-FABX

1586-06-06 33806B-Y76 66RBSV-6-3/4 31/32 - 20 31/32 - 20

1586-08-08 33808B-Y78 66RBSV-8-7/8 1 3/32 - 20 1 3/32 - 20

1586
Female Swivel - Brass

1-AB  2-MP Eaton Ref Parker Ref 1-AB 2-MP

1568SG-06-04 33806B-Y34 68RBSG-6-4 31/32 - 20 1/4 - 18

1568SG-06-06 33806B-Y36 68RBSG-6-6 31/32 - 20 3/8 - 18

1568SG-06-08 33806B-Y38 68RBSG-6-8 31/32 - 20 1/2 - 14

1568SG-08-06 33808B-Y36 68RBSG-8-6 1 3/32 - 20 3/8 - 18

1568SG-08-08 33808B-Y38 68RBSG-8-8 1 3/32 - 20 1/2 - 14

1568SG
Male Connector w/Spring Guard

1-AB  2-MP Eaton Ref Parker Ref 1-AB 2-MP

1568-06-04 33806B-Y24 68RB-6-4 31/32 - 20 1/4 - 18

1568-06-06 33806B-Y26 68RB-6-6 31/32 - 20 3/8 - 18

1568-06-08 33806B-Y28 68RB-6-8 31/32 - 20 1/2 - 14

1568-08-06 33808B-Y26 68RB-8-6 1 3/32 - 20 3/8 - 18

1568-08-08 33808B-Y28 68RB-8-8 1 3/32 - 20 1/2 - 14

1568
Male Connector - Brass

1-AB  2-AB Eaton Ref Parker Ref 1-AB 2-AB

1562-06-06 33806B-Y06 62RB-6 31/32 - 20 31/32 - 20

1562-08-08 33808B-Y08 62RB-8 1 3/32 - 20 1 3/32 - 20

1562
Air Brake Union - Brass

PCC Part No. Parker Ref Size

1561SG-06 67RBSG-6 31/32 - 20

1561SG-08 67RBSG-8 1 3/32 - 20

1561SG
Nut w/Spring Guard - Brass

PCC Part No. Eaton Ref Parker Ref Size

1561-06 33806-D 61RBSG-6 31/32 - 20

1561-08 33808-D 61RBSG-8 1 3/32 - 20

1561
Air Brake Nut - Brass

PCC Part No. Eaton Ref Parker Ref Size

1560-06 33806-A 60RB-6 31/32 - 20

1560-08 33808-A 60RB-8 1 3/32 - 20

1560
Air Brake Sleeve - Brass

PCC Part No. Eaton Ref Parker Ref Size

1500-06 33806-C 56RBSG-6 31/32 - 20

1500-08 33808-C 56RBSG-8 1 3/32 - 20

1500
Spring Guard - Brass



Inverted Flare Fittings

• All Brass Construction
• Brass and Steel Nuts are Standard
• Working Pressure:

Our Brass Inverted Flare Fittings meet the performance 
requirements of SAE J512.  Dimensions may vary from the 
actual SAE specifications, however.  These fittings seat with 
a metal-to-metal flare that make them excellent for Brake 
Lines, Fuel Lines, and Refrigerant Lines.  
Inverted Flare Nuts (2100 and 2105) are offered in both 
Brass and Steel.

Markets

• Air Conditioning
• Marine
• Mobile
• Engines

Applications 

• Brake Lines
• Fuel Lines
• Refrigerant Lines

1/8" = 2,800 PSI  
3/16" = 1,900 PSI
1/4" = 1,400 PSI 
5/16" = 1,200 PSI
3/8" = 1,000 PSI  
1/2" = 750 PSI
5/8" = 650 PSI
3/4" = 550 PSI

Features/Benefits

• Working Temperature: –65° to +250° F 
                (–54° to +121° C)
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131

 
1-MI

pg. 108

202

 
1-FI  2-MP
pg. 108

252

 
1-FI  2-FP
pg. 108

302

 
1-FI  2-FI
pg. 108

352

 
1-FI  2-MP
pg. 108

402

 
1-FI  2-MP
pg. 108

402-4

 
1-FI  2-MP
pg. 108

452

 
1-FI  2-FP
pg. 109

602

 
1-FI  2-FI  3-MP

pg. 109

652

 
1-FI  2-FI  3-FP

pg. 109

702

 
1-FI  2-FI  3-FI

pg. 109

752

 
1-FI  2-MP  3-FI

pg. 109

2100

 
1-MI

pg. 109

2105

 
1-MI (Steel)

pg. 109

2105L

 
1-MI (Steel)

pg. 109

Inverted Flare Fittings | Visual Index
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Inverted Flare Fittings

1-FI  2-MP Eaton Ref Parker Ref 1-FI 2-MP

402-02-02 402x2 249IFHD-2-2 5/16 - 28 1/8 - 27

402-03-02 402x3 249IFHD-3-2 3/8 - 24 1/8 - 27

402-04-02 402x4 249IFHD-4-2 7/16 - 24 1/8 - 27

402-04-04 402x4x4 249IFHD-4-4 7/16 - 24 1/4 - 18

402-05-02 402x5 249IFHD-5-2 1/2 - 20 1/8 - 27

402-05-04 402x5x4 249IFHD-5-4 1/2 - 20 1/4 - 18

402-06-02 402x6x2 249IFHD-6-2 5/8 - 18 1/8 - 27

402-06-04 402x6 249IFHD-6-4/249IF-6-4 5/8 - 18 1/4 - 18

402-06-06 402x6x6 249IFHD-6-6 5/8 - 18 3/8 - 18

402-08-04 402x8x4 249IFHD-8-4 3/4 - 18 1/4 - 18

402-08-06 402x8 249IFHD-8-6/249IF-8-6 3/4 - 18 3/8 - 18

402-08-08 402x8x8 249IFHD-8-8 3/4 - 18 1/2 - 14

402-10-06 402x10x6 249IFHD-10-6 7/8 - 18 3/8 - 18

402-10-08 402x10 249IFHD-10-8 7/8 - 18 1/2 - 14

402-14-12 402x14 249IFHD-14-12 1 3/16 - 16 3/4 - 14

402
Male Elbow 90° - Brass

1-FI  2-MP Eaton Ref Parker Ref 1-FI 2-MP

352-03-02 352x3 259IFHD-3-2 3/8 - 24 1/8 - 27

352-05-02 352x5 259IFHD-5-2 1/2 - 20 1/8 - 27

352-05-04 352x5x4 259IFHD-5-4 1/2 - 20 1/4 - 18

352-06-04 352x6 259IFHD-6-4 5/8 - 18 1/4 - 18

352-08-06 352x8 259IFHD-8-6 3/4 - 18 3/8 - 18

352
Male Elbow 45° - Brass

302-04-04 302x4 42IFHD-4 7/16 - 24 7/16 - 24

302-05-05 302x5 42IFHD-5 1/2 - 20 1/2 - 20

302-06-06 302x6 42IFHD-6 5/8 - 18 5/8 - 18

302-08-08 302x8 42IFHD-8 3/4 - 18 3/4 - 18

302
Inverted Flare Union - Brass

1-FI  2-FI Eaton Ref Parker Ref 1-FI 2-FI

302-02-02 302x2 42IFHD-2 5/16 - 28 5/16 - 28

302-03-03 302x3 42IFHD-3 3/8 - 24 3/8 - 24

302
Inverted Flare Union - Brass

1-FI  2-FP Eaton Ref Parker Ref 1-FI 2-FP

252-02-02 252x2 46IFHD-2-2 5/16 - 28 1/8 - 27

252-03-02 252x3 46IFHD-3-2 3/8 - 24 1/8 - 27

252-04-02 252x4 46IFHD-4-2 7/16 - 24 1/8 - 27

252-04-04 252x4x4 46IFHD-4-4 7/16 - 24 1/4 - 18

252-05-02 252x5 46IFHD-5-2 1/2 - 20 1/8 - 27

252-06-04 252x6 46IFHD-6-4 5/8 - 18 1/4 - 18

252-08-06 252x8 46IFHD-8-6 3/4 - 18 3/8 - 18

252
Female Connector - Brass

1-FI  2-MP Eaton Ref Parker Ref 1-FI 2-MP

202-02-02 202x2 48IFHD-2-2 5/16 - 28 1/8 - 27

202-03-02 202x3 48IFHD-3-2 3/8 - 24 1/8 - 27

202-04-02 202x4 48IFHD-4-2 7/16 - 24 1/8 - 27

202-04-04 202x4x4 48IFHD-4-4 7/16 - 24 1/4 - 18

202-05-02 202x5 48IFHD-5-2 1/2 - 20 1/8 - 27

202-05-04 202x5x4 48IFHD-5-4 1/2 - 20 1/4 - 18

202-06-02 202x6x2 48IFHD-6-2 5/8 - 18 1/8 - 27

202-06-04 202x6 48IFHD-6-4 5/8 - 18 1/4 - 18

202-06-06 202x6x6 48IFHD-6-6 5/8 - 18 3/8 - 18

202-08-04 202x8x4 48IFHD-8-4 3/4 - 18 1/4 - 18

202-08-06 202x8 48IFHD-8-6 3/4 - 18 3/8 - 18

202-08-08 202x8x8 48IFHD-8-8 3/4 - 18 1/2 - 14

202-10-08 202x10 48IFHD-10-8 7/8 - 18 1/2 - 14

202-12-12 202x12 48IFHD-12-12 1 1/16 - 16 3/4 - 14

202
Male Connector - Brass

1-MI Eaton Ref 1-MI

131-03 131x3 3/8 - 24

131-04 131x4 7/16 - 24

131-05 131x5 1/2 - 20

131-06 131x6 5/8 - 18

131
Plug - Inverted Flare - STEEL

1-FI  2-MP Eaton Ref Parker Ref 1-FI 2-MP

402-04-02-4 402x4 249IFHD-4-2 7/16 - 24 1/8 - 27

402-05-02-4 402x5 249IFHD-5-2 1/2 - 20 1/8 - 27

402-06-04-4 402x6 249IFHD-6-4/249IF-6-4 5/8 - 18 1/4 - 18

402-4
Male Elbow 90° - Forged Brass
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Inverted Flare Fittings

1-FI  2-FP Eaton Ref Parker Ref 1-FI 2-FP

452-05-02 452x5 250IFHD-5-2 1/2 - 20 1/8 - 27

452-06-04 452x6 250IFHD-6-4 5/8 - 18 1/4 - 18

452
Female Elbow 90° - Brass

1-FI  2-FI  3-MP Eaton Ref Parker Ref 1,2-FI 2-MP

602-03-03-02 602x3 245IFHD-3-2 3/8 - 24 1/8 - 27

602-04-04-02 602x4 245IFHD-4-2 7/16 - 24 1/8 - 27

602-05-05-02 602x5 245IFHD-5-2 1/2 - 20 1/8 - 27

602-06-06-04 602x6 245IFHD-6-4 5/8 - 18 1/4 - 18

602
Male Branch Tee - Brass

1-FI  2-FI  3-FP Eaton Ref Parker Ref 1,2-FI 2-FP

652-03-03-02 652x3 252IFHD-3-2 3/8 - 24 1/8 - 27

652
Female Branch Tee - Brass

1-FI  2-FI  3-FI Eaton Ref Parker Ref 1,2,3-FI

702-03-03-03 702x3 244IFHD-3 3/8 - 24

702-04-04-04 702x4 244IFHD-4 7/16 - 24

702-05-05-05 702x5 244IFHD-5 1/2 - 20

702-06-06-06 702x6 244IFHD-6 5/8 - 18

702-08-08-08 702x8 244IFHD-8 3/4 - 18

702
Union Tee - Brass

1-FI  2-MP  3-FI Eaton Ref Parker Ref 1,3-FI 2-MP

752-03-02-03 752x3 251IFHD-3-2 3/8 - 24 1/8 - 27

752-04-02-04 752x4 251IFHD-4-2 7/16 - 24 1/8 - 27

752-05-02-05 752x5 251IFHD-5-2 1/2 - 20 1/8 - 27

752
Male Run Tee - Brass

1-MI Eaton Ref Parker Ref 1-MI

2100-02 100x2 41IF-2 5/16 - 28

2100-03 100x3 41IF-3 3/8 - 24

2100-04 100x4 41IF-4 7/16 - 24

2100-05 100x5 41IF-5 1/2 - 20

2100-06 100x6 41IF-6 5/8 - 18

2100-08 100x8 41IF-8 3/4 - 18

2100
Nut - Brass

1-MI Eaton Ref 1-MI

2105L-03 7896x3 3/8 - 24

2105L-04 7896x4 7/16 - 24

2105L-06 7896x6 5/8 - 18

2105L
Long Nut - STEEL w/ Yellow Plating

1-MI Eaton Ref Parker Ref 1-MI

2105-02 105x2 41IFS-2 5/16 - 28

2105-03 105x3 41IFS-3 3/8 - 24

2105-04 105x4 41IFS-4 7/16 - 24

2105-05 105x5 41IFS-5 1/2 - 20

2105-06 105x6 41IFS-6 5/8 - 18

2105-08 105x8 41IFS-8 3/4 - 18

2105-10 105x10 41IFS-10 7/8 - 18

2105-12 105x12 41IFS-12 1 1/16 - 16

2105
Nut - Brass - STEEL w/ Yellow Plating



Garden Hose Fittings

• Solid Machined Brass Construction 
   (Not Cast or Stamped Unless Otherwise Noted)
• Female GH Threads: EPDM GH Washers Included
• 3/4" GH Thread: 3/4 - 11 1/2 (Not Standard Pipe) 
• Working Pressure:  75 PSI
• Working Temperature: 

Our Brass Garden Hose Fittings and Barbs connect water 
lines for Industrial, Agricultural, and Mobile applications.  
There is no industry standard for Garden Hose Fitting design, 
but all of our Garden Hose Fittings and Barbs are machined 
from solid brass, and NOT cast or stamped unless otherwise 
stated.  We take great pride in the quality of our Garden 
Hose products.  

NOTE: All of our Female Garden Hose Threads (FGH/FGHX) include an EPDM 
Garden Hose Washer (GHW).  

Markets

• Agricultural
• Industrial
• Mobile

Features/Benefits

Applications

• Gardening
• Car Wash
• Power Wash
• Water Lines (See Lead-Free for potable water)

+33° to +140° F 
(+56° to +60° C)
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501

 
1-FGH  2-FP

pg. 112

502GH

 
1-FGHX (Swivel)  2-FP

pg. 112

503

 
1-FGH  2-MP

pg. 112

504

 
1-FGHX (Swivel)  2-MP

pg. 112

505

 
1-FGH  2-FGH

pg. 112

506

 
1-FGHX  2-FGHX (Swivels)

pg. 112

507

 
1-MGH  2-FP

pg. 112

508

 
1-MGH  2-MP

pg. 112

509

 
1-MGH  2-MGH

pg. 112

510

 
1-FGH  2-MS

pg. 112

511

 
1-FGHX (Swivel)  2-MS

pg. 113

513C

 
1-FGH

pg. 113

513N

 
1-FGH

pg. 113

578

 
1-HS  2-HS

pg. 113

585

 
1-HS  2-MGH

pg. 113

586

 
1-HS  2-FGHX

pg. 113

587

 
1-HS  2-HS

pg. 113

588

 
1-HS  2-FGHX (Swivel)

pg. 113

589

 
1-HS  2-HS

pg. 113

590

 
1-HS  2-MGH

pg. 114

591

 
1-HS  2-FGHX (Swivel)

pg. 114

592

 
1-HS  2-HS

pg. 114

593

 
1-HS  2-MGH

pg. 114

594

 
1-HS  2-FGHX (Swivel)

pg. 114

595

 
1-HS  2-HS

pg. 114

GH-BFP

 
1-FGH  2-MGH

pg. 114

GH-NOZ-ADJ

 
1-FGHX (Swivel)

pg. 114

GH-NOZ-SWP

 
1-FGH

pg. 114

GHM

 
1-FGHX  2-MGH (4-Port)

pg. 115

GHP

 
1-MGH
pg. 115

GHV

 
1-FGH  2-MGH

pg. 115

GHW

 
Washer
pg. 115

GHY

 
1-FGH  2,3-MGH

pg. 115

Garden Hose Fittings | Visual Index

Also see Lead-Free Fittings on pages 120–126.

Garden Hose QD

GHC/GHN
Valved & Plain | Garden Hose Threads

Also See...

Garden Hose Barbs, Fittings, 
and QD’s are also available in 

STAINLESS STEEL
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Garden Hose Fittings

1-FGH  2-MS 1-FGH 2-MS

510-12-06 3/4 - 11 1/2 5/8 - 18

510-12-10 3/4 - 11 1/2 7/8 - 14

510
Female GH x Male SAE Flare - Brass

1-MGH  2-MGH Dixon Ref Parker Ref 1-MGH 2-MGH

509-12-12 5091212C 75GH-12-12 3/4 - 11 1/2 3/4 - 11 1/2

509-16-12 5091612C 75GH-16-12 3/4 - 11 1/2 3/4 - 11 1/2

509
Male Garden Hose Union - Brass

1-MGH  2-MP Dixon Ref Parker Ref 1-MGH 2-MP  3-FP TAP

508-12-06 5081206C 69GH-12-6 3/4 - 11 1/2 3/8 - 18

508-12-08 5081208C 70GH-12-8 3/4 - 11 1/2 1/2 - 14

508-12-12 5081212C 71GH-12-12 3/4 - 11 1/2 3/4 - 14

508-12-12-08 5141212C – 3/4 - 11 1/2 3/4-14 & 1/2-14

508-12-16 5081216C 71GH-12-16 1 - 11 1/2 1 - 11 1/2

508
Male GH x Male Pipe - Brass

1-MGH  2-FP Dixon Ref Parker Ref 1-MGH 2-FP

507-12-04 5071204C 78GH-12-4 3/4 - 11 1/2 1/4 - 18

507-12-06 5071206C 79GH-12-6 3/4 - 11 1/2 3/8 - 18

507-12-08 5071208C 80GH-12-8 3/4 - 11 1/2 1/2 - 14

507-12-12 5071212C 78GH-12-12 3/4 - 11 1/2 3/4 - 14

507
Male GH x Female Pipe - Brass

1-FGHX  2-FGHX Dixon Ref Parker Ref 1-FGHX 2-FGHX

506-12-12 5061212C 101GHSV-12 3/4 - 11 1/2 3/4 - 11 1/2

506
Female GH Swivel Coupling - Brass

1-FGH  2-FGH 1-FGH 2-FGH

505-12-12 3/4 - 11 1/2 3/4 - 11 1/2

505
Female Garden Hose Coupling - Brass

1-FGHX  2-MP Dixon Ref Parker Ref 1-FGHX 2-MP

504-12-04 5041204C 88GH-12-4 3/4 - 11 1/2 1/4 - 18

504-12-06 5041206C 88GH-12-6 3/4 - 11 1/2 3/8 - 18

504-12-08 5041208C 88GH-12-8 3/4 - 11 1/2 1/2 - 14

504-12-12 5041212C 88GH-12-12 3/4 - 11 1/2 3/4 - 14

504
Female GH Swivel x Male Pipe - Brass

1-FGH  2-MP Dixon Ref Parker Ref 1-FGH 2-MP

503-12-06 5031206C 82GH-12-6 3/4 - 11 1/2 3/8 - 18

503-12-08 5031208C 82GH-12-8 3/4 - 11 1/2 1/2 - 14

503-12-12 5031212C 83GH-12-12 3/4 - 11 1/2 3/4 - 14

503
Female GH x Male Pipe - Brass

1-FGHX  2-FP Dixon Ref Parker Ref 1-FGHX 2-FP

502GH-12-08 5021208C 98GHSV-12-8 3/4 - 11 1/2 1/2 - 14

502GH-12-12 5021212C 99GHSV-12-12 3/4 - 11 1/2 3/4 - 14

502GH
Female GH Swivel x Female Pipe - Brass

1-FGH  2-FP Dixon Ref Parker Ref 1-FGH 2-FP

501-12-02 5011202C 98GH-12-2 3/4 - 11 1/2 1/8 - 27

501-12-04 5011204C 98GH-12-4 3/4 - 11 1/2 1/4 - 18

501-12-06 5011206C 98GH-12-6 3/4 - 11 1/2 3/8 - 18

501-12-08 5011208C 98GH-12-8 3/4 - 11 1/2 1/2 - 14

501-12-12 5011212C 99GH-12-12 3/4 - 11 1/2 3/4 - 14

501
Female GH x Female Pipe - Brass
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Garden Hose Fittings

1-HS  2-HS Dixon Ref 1-HS 2-HS

589-08-08 5890808K 1/2” Hose 1/2” Hose

589-10-10 5891010K 5/8” Hose 5/8” Hose

589-12-12 5891212K 3/4” Hose 3/4” Hose

589
SHORT GH Barb SET (Both Halves) - 
Hex Swivel Nut - Brass

1-HS  2-FGHX Dixon Ref 1-HS 2-FGHX

588-08-12 5880812C 1/2” Hose 3/4 - 11 1/2

588-10-12 5881012C 5/8” Hose 3/4 - 11 1/2

588-12-12 5881212C 3/4” Hose 3/4 - 11 1/2

588
SHORT GH Barb Female Half -
Hex Swivel Nut - Brass

1-HS  2-HS Dixon Ref Parker Ref 1-HS 2-HS

587-08-08 5870808K 53GH-8-12/90GH-12-8 1/2” Hose 1/2” Hose

587-10-10 5871010K 54GH-10-12/90GH-12-10 5/8” Hose 5/8” Hose

587-12-12 5871212K 55GH-12-12/90GH-12-12 3/4” Hose 3/4” Hose

587
SHORT GH Barb SET (Both Halves) - 
Knurled Swivel Nut - Brass

1-HS  2-FGHX Dixon Ref Parker Ref 1-HS 2-FGHX

586-04-12 – 90GH-12-4 1/4” Hose 3/4 - 11 1/2

586-06-12 – 90GH-12-6 3/8” Hose 3/4 - 11 1/2

586-08-12 5860812C 90GH-12-8 1/2” Hose 3/4 - 11 1/2

586-10-12 5861012C 90GH-12-10 5/8” Hose 3/4 - 11 1/2

586-12-12 5861212C 90GH-12-12 3/4” Hose 3/4 - 11 1/2

586
SHORT GH Barb Female Half -
Knurled Nut - Brass

1-HS  2-MGH Dixon Ref Parker Ref 1-HS 2-MGH

585-06-12 – 53GH-6-12 3/8” Hose 3/4 - 11 1/2

585-08-12 5850812C 53GH-8-12 1/2” Hose 3/4 - 11 1/2

585-10-12 5851012C 54GH-10-12 5/8” Hose 3/4 - 11 1/2

585-12-12 5851212C 55GH-12-12 3/4” Hose 3/4 - 11 1/2

585
SHORT GH Barb Male Half - Brass

1-HS  2-HS Dixon Ref Parker Ref 1-HS 2-HS

578-08-08 5780808C 122HBL-8 1/2” Hose 1/2” Hose

578-10-10 5781010C 122HBL-10 5/8” Hose 5/8” Hose

578-12-12 5781212C 122HBL-12 3/4” Hose 3/4” Hose

578-16-16 5781616C 122HBL-16 1” Hose 1” Hose

578
Garden Hose Splicer - Brass

1-FGH Parker Ref 1-FGH

513N-12 94GH-12 3/4 - 11 1/2

513N
Garden Hose Round Nut - Brass

1-FGH Dixon Ref Parker Ref 1-FGH

513C-12 5131212C 96GH-12 3/4 - 11 1/2

513C
Garden Hose Round Cap - Brass

1-FGHX  2-MS Parker Ref 1-FGHX 2-MS

511-12-06 50GHSV-6-12 3/4 - 11 1/2 5/8 - 18

511-12-08 50GHSV-8-12 3/4 - 11 1/2 3/4 - 16

511
Female GH Swivel x Male SAE Flare 
- Brass
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Garden Hose Fittings

1-HS  2-MGH Dixon Ref Parker Ref 1-HS 2-MGH

590-06-12 5900612C 53GH-6-12 3/8” Hose 3/4 - 11 1/2

590-08-12 5900812C 53GH-8-12 1/2” Hose 3/4 - 11 1/2

590-10-12 5901012C 54GH-10-12 5/8” Hose 3/4 - 11 1/2

590-12-12 5901212C 55GH-12-12 3/4” Hose 3/4 - 11 1/2

590-16-12 5901612C 55GH-16-12 1” Hose 3/4 - 11 1/2

590-16-16 5901616C 55GH-16-16 1” Hose 1 - 11 1/2

590
STANDARD GH Barb Male Half - 
Brass

1-HS  2-FGHX Dixon Ref Parker Ref 1-HS 2-FGHX

591-06-12 5910612C 90GH-12-6 3/8” Hose 3/4 - 11 1/2

591-08-12 5910812C 90GH-12-8 1/2” Hose 3/4 - 11 1/2

591-10-12 5911012C 90GH-12-10 5/8” Hose 3/4 - 11 1/2

591-12-12 5911212C 90GH-12-12 3/4” Hose 3/4 - 11 1/2

591-16-12 5911612C 90GH-12-16 1” Hose 3/4 - 11 1/2

591-16-16 5911616C 90GH-16-16 1” Hose 1 - 11 1/2

591
STANDARD GH Barb Female Half - 
Hex Swivel Nut - Brass

1-HS  2-HS Dixon Ref Parker Ref 1-HS 2-HS

592-06-06 5920606K 53GH-6-12/90GH-12-6 3/8” Hose 3/8” Hose

592-08-08 5920808K 53GH-8-12/90GH-12-8 1/2” Hose 1/2” Hose

592-10-10 5921010K 53GH-10-12/90GH-12-10 5/8” Hose 5/8” Hose

592-12-12 5921212K 53GH-12-12/90GH-12-12 3/4” Hose 3/4” Hose

592-16-12 5921612K 53GH-16-12/90GH-12-16 1” Hose 1” Hose

592-16-16 5921616K 53GH-16-16/90GH-16-16 1” Hose 1” Hose

592
STANDARD GH Barb SET (Both Halves) - 
Hex Swivel Nut - Brass

1-HS  2-MGH Dixon Ref 1-HS 2-MGH

593-08-12 5930812C 1/2” Hose 3/4 - 11 1/2

593-10-12 5931012C 5/8” Hose 3/4 - 11 1/2

593-12-12 5931212C 3/4” Hose 3/4 - 11 1/2

593-16-16 5931616C 1” Hose 1 - 11 1/2

593
LONG GH Barb Male Half - Brass

1-HS  2-FGHX Dixon Ref 1-HS 2-FGHX

594-08-12 5940812C 1/2” Hose 3/4 - 11 1/2

594-10-12 5941012C 5/8” Hose 3/4 - 11 1/2

594-12-12 5941212C 3/4” Hose 3/4 - 11 1/2

594-16-16 5941616C 1” Hose 1 - 11 1/2

594
LONG GH Barb Female Half -
Hex Swivel Nut - Brass

1-HS  2-HS Dixon Ref 1-HS 2-HS

595-08-08 5950808K 1/2” Hose 1/2” Hose

595-10-10 5951010K 5/8” Hose 5/8” Hose

595-12-12 5951212K 3/4” Hose 3/4” Hose

595-16-16 5951616K 1” Hose 1” Hose

595
LONG GH Barb SET (Both Halves) - 
Hex Swivel Nut - Brass

1-FGH  2-MGH Dixon Ref 1-FGH 2-MGH

GH-BFP-12 500BFP 3/4 - 11 1/2 3/4 - 11 1/2

GH-BFP
Back Flow Preventer - Brass

1-FGHX Dixon Ref 1-FGHX LENGTH

GH-NOZ-ADJ-12-4 500AN4 3/4 - 11 1/2 4”

GH-NOZ-ADJ-12-7 500AN7 3/4 - 11 1/2 7”

GH-NOZ-ADJ
Adjustable Nozzle - Brass

1-FGH Dixon Ref 1-FGH LENGTH

GH-NOZ-SWP-12-2 500SN2 3/4 - 11 1/2 2”

GH-NOZ-SWP-12-6 500SN6 3/4 - 11 1/2 6”

GH-NOZ-SWP
Sweeper Nozzle - Cast Brass
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Garden Hose Fittings

1-FGHX  2-MGH Dixon Ref 1-FGHX (Swivel) 2-MGH

GHM-12-4V 500GH4VBK 3/4 - 11 1/2 3/4 - 11 1/2

GHM
4-Port Manilfold - Cast Brass

1-MGH 1-MGH

GHP-12 3/4 - 11 1/2

GHP
Garden Hose Plug - Cast Brass

1-FGH  2-MGH Dixon Ref 1-FGH 2-MGH

GHV-12 500GHV 3/4 - 11 1/2 3/4 - 11 1/2

GHV
Shut-Off Valve - Cast Brass

PCC Part No. Dixon Ref Parker Ref Size

GHW-12 5911212W 901GH-12 3/4 - 11 1/2

GHW-12-FILTER 5911212F – 3/4 - 11 1/2

GHW
Garden Hose Washer - EPDM

1-FGH  2,3-MGH Dixon Ref 1-FGH 2,3-MGH

GHY-12 – 3/4 - 11 1/2 3/4 - 11 1/2

GHY-12N 500YC «Nickel 3/4 - 11 1/2 3/4 - 11 1/2

GHY-12V 500GHY «Valved 3/4 - 11 1/2 3/4 - 11 1/2

GHY
Garden Hose Wye - Cast Brass



JIC / POL Fittings 
&
Threaded Sleeve 
Fittings

• All Brass Construction
• Medium Pressure Hydraulic 
• Working Pressure: Up to: 

Our Brass 37° JIC Flare Fittings are the same as 
our Steel 37° JIC Flare Fittings except that they are 
made of brass.  Obviously, brass is rated at a lower 
pressure, but the advantage is that they can handle 
different fluid types compared to steel.

• All Brass Construction
• Low Pressure Applications 
• Fair Vibration Resistance

Our Brass Threaded Sleeve Fittings or Double 
Compression Fittings as they are also commonly 
referred to are a low pressure, easy to assemble, 
compact compression connection that needs no 
special preparation prior to installation.

• All Brass Construction
• Designed For LP Gas Systems
   (Bottled Gas)

Our Brass POL Fittings are for LP Bottle Gas 
applications.  Prest-O-Lite fittings were originally 
designed for gas headlights on early automobiles, but 
have evolved to handle todays modern LP Gas 
systems

POL Fittings

Threaded Sleeve Fittings

Brass 37°°JIC Flare Fittings Features/Benefits

Features/Benefits

Features/Benefits

5/8" = 3,300 PSI
3/4" = 2,600 PSI
1" = 2,000 PSI
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8-2403

 
1-MJ  2-MJ

pg. 118

8-2404

 
1-MJ  2-MP

pg. 118

8-2501-4

 
1-MJ  2-MP

pg. 118

8-2503-4

 
1-MJ  2-MP

pg. 118

2002AH

 
POL  x  MP

pg. 118

2002B

 
Nut

pg. 118

2004

 
Cap

pg. 118

2005/2006/2007

 
POL  x  MS

pg. 118

2008

 
POL  x  FP
pg. 118

2014

 
Plug

pg. 118

TS61

 
Nut

pg. 119

TS62

 
1-TS  2-MP

pg. 119

TS64

 
1-TS  2-MP

pg. 119

Brass 37° JIC Flare| Visual Index

POL Fittings | Visual Index

Threaded Sleeve - Double Compression| Visual Index
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Brass 37° JIC Flare

1-MJ  2-MP Eaton Ref Parker Ref 1-MJ 2-MP

8-2503-06-04-4 C5355x6(BRS) 6-VTX-B 9/16 - 18 1/4 - 18

8-2503-08-06-4 C5355x8(BRS) 8-VTX-B 3/4 - 16 3/8 - 18

8-2503-08-08-4 C5355x8x8(BRS) 8-8-VTX-B 3/4 - 16 1/2 - 14

8-2503-12-12-4 C5355x12(BRS) 12-VTX-B 1 1/16 - 12 3/4 - 14

8-2503-4
Male Elbow 45° - Forged Brass

1-MJ  2-MP Eaton Ref Parker Ref 1-MJ 2-MP

8-2501-04-04-4 C5405x4x4(BRS) 4-4-CTX-B 7/16 - 20 1/4 - 18

8-2501-06-04-4 C5405x6(BRS) 6-CTX-B 9/16 - 18 1/4 - 18

8-2501-06-06-4 C5405x6x6(BRS) 6-6-CTX-B 9/16 - 18 3/8 - 18

8-2501-08-06-4 C5405x8(BRS) 8-CTX-B 3/4 - 16 3/8 - 18

8-2501-08-08-4 C5405x8x8(BRS) 8-8-CTX-B 3/4 - 16 1/2 - 14

8-2501-12-12-4 C5405x12(BRS) 12-CTX-B 1 1/16 - 12 3/4 - 14

8-2501-4
Male Elbow 90° - Forged Brass

1-MJ  2-MP Eaton Ref Parker Ref 1-MJ 2-MP

8-2404-04-04 C5205x4x4(BRS) 4-4-FTX-B 7/16 - 20 1/4 - 18

8-2404-06-04 C5205x6(BRS) 6-FTX-B 9/16 - 18 1/4 - 18

8-2404-06-06 C5205x6x6(BRS) 6-6-FTX-B 9/16 - 18 3/8 - 18

8-2404-08-06 C5205x8(BRS) 8-FTX-B 3/4 - 16 3/8 - 18

8-2404-08-08 C5205x8x8(BRS) 8-8-FTX-B 3/4 - 16 1/2 - 14

8-2404-12-12 C5205x12(BRS) 12-FTX-B 1 1/16 - 12 3/4 - 14

8-2404-16-16 C5205x16(BRS) 16-FTX-B 1 5/16 - 12 1 - 11 1/2

8-2404
Male Connector - Brass

1-MJ  2-MJ Eaton Ref Parker Ref 1-MJ 2-MJ

8-2403-08-08 C5305x8(BRS) 8-HTX-B 3/4 - 16 3/4 - 16

8-2403
Tube Union - Brass

POL Fittings

1-POL  2-MS Parker Ref 1-POL 2-MS

2005 «3/8” Flare 2005 POL 5/8 - 18

2006 «1/2” Flare 2006 POL 3/4 - 16

2007 «5/8” Flare 2007 POL 7/8 - 14

2005/2006/2007
Male SAE Adapter - Brass

PCC Part No. Parker Ref Size

2004 2004 POL

2004
Cap - Brass

PCC Part No. Parker Ref Size

2002B 2002B POL

2002B
7/8 Hex Nut - Brass
(Use w/ #2002AH)

1-POL  2-MP Parker Ref 1-POL 2-MP

2002AH 2002AH POL 1/4 - 18

2002AH
Hex Tailpiece - Brass
(Use w/ #2002B)

1-POL  2-FP Parker Ref 1-POL 2-FP

2008 2008 POL 1/4 - 18

2008
Female Connector - Brass

1-POL Parker Ref 1-Plug

2014 2014 POL

2014
Plug - Brass

JIC / POL / TS Fittings
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Threaded Sleeve - Double Compression

1-TS  2-MP Eaton Ref 1-TS 2-MP

TS64-02-02 6400x2 5/16 - 24 1/8 - 27

TS64-03-02 6400x3 3/8 - 24 1/8 - 27

TS64-04-02 6400x4 7/16 - 24 1/8 - 27

TS64
Male Elbow 90° - Brass

1-TS  2-MP Eaton Ref 1-TS 2-MP

TS62-02-02 6200x2 5/16 - 24 1/8 - 27

TS62-03-02 6200x3 3/8 - 24 1/8 - 27

TS62-04-02 6200x4 7/16 - 24 1/8 - 27

TS62-04-04 6200x4x4 7/16 - 24 1/4 - 18

TS62-05-02 6200x5 1/2 - 20 1/8 - 27

TS62-06-04 6200x6 9/16 - 20 1/4 - 18

TS62
Male Connector - Brass

1-TS Eaton Ref 1-TS

TS61-02 6100x2 5/16 - 24

TS61-03 6100x3 3/8 - 24

TS61-04 6100x4 7/16 - 24

TS61-05 6100x5 1/2 - 20

TS61-06 6100x6 9/16 - 20

TS61
Nut - Brass

JIC / POL / TS Fittings



Lead-Free Brass

• Not More Than a Weighted Average of 0.25% Lead
• Required for Potable Water Applications
• Add Suffix "–LF" to Part Number
• Working Pressure: Same as Standard Brass
• Working Temperature: Same as Standard Brass

Lead-Free Brass Fittings are required for the installation or 
repair of any public drinking water system or any residential 
or nonresidential plumbing facilities providing water for 
human consumption.  Lead-Free fittings have a reduced lead 
content for connecting potable water (human consumption) 
applications.  
Lead-Free Brass is NOT required for NON-potable water 
applications, such as manufacturing, processing, irrigation, 
outdoor watering, or any use where the water isn't expected 
to be used for human consumption.  

NOTE:  Our Lead-Free Brass fittings are designated by a "–LF" suffix on the end 
of our part number, and may look the same as our standard brass fittings. 

The term "Lead-Free" was updated in 2011 by the 
Reduction-of-Lead-in-Drinking-Water-Act and ammended January 4th, 
2014 by the Safe-Drinking-Water-Act (SDWA) (Section 1417), which 
now mandates; "not more than a weighted average of 0.25% lead when 
used with respect to wetted surfaces of pipes, pipe fittings, plumbing 
fittings, and fixtures."  This is updated from the previous 8% maximum 
lead content mandate.

Features/Benefits

Why Lead-Free?

Applications

•  Potable Water
•  Water for Human Consumption
•  Residential/Non-Residential Plumbing

120
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Lead-Free Brass | Visual Index
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Lead-Free Brass

Industrial Hose Barbs

1-HS  2-HS  3-HS Dixon Ref 1,2,3-HS

178T-04-04-04-LF 1790404CLF 1/4” Hose

178T-06-06-06-LF 1790606CLF 3/8” Hose

178T-LF
Splicer Tee - LEAD-FREE Brass

1-HS  2-HS Dixon Ref Parker Ref 1-HS 2-HS

178-03-03-LF – 122HBL-3(LF) 3/16” Hose 3/16” Hose

178-04-04-LF 1780404CLF 122HBL-4(LF) 1/4” Hose 1/4” Hose

178-05-05-LF – 122HBL-5(LF) 5/16” Hose 5/16” Hose

178-06-06-LF 1780606CLF 122HBL-6(LF) 3/8” Hose 3/8” Hose

178-08-08-LF 1780808CLF 122HBL-8-8(LF) 1/2” Hose 1/2” Hose

178-LF
Splicer - LEAD-FREE Brass

1-HS  2-FJX/FSX Dixon Ref 1-HS 2-FJX/FSX

143-04-04-LF 1430407KLF 1/4” Hose 7/16 - 20

143-LF
Female JIC/SAE Swivel - LEAD-FREE 
Brass

1-HS  2-FP Dixon Ref Parker Ref 1-HS 2-FP

104-04-04-LF 10504B-204(LF) 126HBL-4-4(LF) 1/4” Hose 1/4 - 18

104-06-04-LF 10506B-204(LF) 126HBL-6-4(LF) 3/8” Hose 1/4 - 18

104-06-06-LF 10506B-206(LF) 126HBL-6-6(LF) 3/8” Hose 3/8 - 18

104-06-08-LF 10506B-208(LF) 126HBL-6-8(LF) 3/8” Hose 1/2 - 14

104-08-08-LF 10508B-208(LF) 126HBL-8-8(LF) 1/2” Hose 1/2 - 14

104-LF
Female Pipe - LEAD-FREE Brass

1-HS  2-MP Dixon Ref Parker Ref 1-HS 2-MP

10290-04-04-4-LF 1290404CLF 129HB-4-4(LF) 1/4” Hose 1/4 - 18

10290-06-04-4-LF 1290604CLF 129HB-6-4(LF) 3/8” Hose 1/4 - 18

10290-06-06-4-LF 1290606CLF 129HB-6-6(LF) 3/8” Hose 3/8 - 18

10290-4-LF
MP Elbow 90° - LEAD-FREE Forged Brass

1-HS  2-MP Eaton Ref Parker Ref 1-HS 2-MP

102-03-02-LF 10503B-102(LF) 125HBL-3-2(LF) 3/16” Hose 1/8 - 27

102-04-02-LF 10504B-102(LF) 125HBL-4-2(LF) 1/4” Hose 1/8 - 27

102-04-04-LF 10504B-104(LF) 125HBL-4-4(LF) 1/4” Hose 1/4 - 18

102-05-02-LF 10505B-102(LF) 125HBL-5-2(LF) 5/16” Hose 1/8 - 27

102-05-04-LF 10505B-104(LF) 125HBL-5-4(LF) 5/16” Hose 1/4 - 18

102-06-02-LF 10506B-102(LF) 125HBL-6-2(LF) 3/8” Hose 1/8 - 27

102-06-04-LF 10506B-104(LF) 125HBL-6-4(LF) 3/8” Hose 1/4 - 18

102-06-06-LF 10506B-106(LF) 125HBL-6-6(LF) 3/8” Hose 3/8 - 18

102-06-08-LF 10506B-108(LF) 125HBL-6-8(LF) 3/8” Hose 1/2 - 14

102-08-04-LF 10508B-104(LF) 125HBL-8-4(LF) 1/2” Hose 1/4 - 18

102-08-06-LF 10508B-106(LF) 125HBL-8-6(LF) 1/2” Hose 3/8 - 18

102-08-08-LF 10508B-108(LF) 125HBL-8-8(LF) 1/2” Hose 1/2 - 14

102-10-08-LF 10510B-108(LF) 125HBL-10-8(LF) 5/8” Hose 1/2 - 14

102-12-08-LF 10512B-108(LF) 125HBL-12-8(LF) 3/4” Hose 1/2 - 14

102-12-12-LF 10512B-112(LF) 125HBL-12-12(LF) 3/4” Hose 3/4 - 14

102-LF
Male Pipe - LEAD-FREE Brass

Push-Lock Hose Barbs

1-HS  2-FJX/FSX Eaton Ref Parker Ref 1-HS 2-FJX/FSX

287-04-04-LF 10004B-604(LF) 30682-4-4(LF) 1/4” Hose 7/16 - 20

287-LF
Female JIC/SAE Swivel - LEAD-FREE 
Brass

1-HS  2-MP Eaton Ref Parker Ref 1-HS 2-MP

272-04-02-LF 10004B-102(LF) 30182-2-4(LF) 1/4” Hose 1/8 - 27

272-04-04-LF 10004B-104(LF) 30182-4-4(LF) 1/4” Hose 1/4 - 18

272-06-04-LF 10006B-104(LF) 30182-6-4(LF) 3/8” Hose 1/4 - 18

272-06-06-LF 10006B-106(LF) 30182-6-6(LF) 3/8” Hose 3/8 - 18

272-08-06-LF 10008B-106(LF) 30182-6-8(LF) 1/2” Hose 3/8 - 18

272-08-08-LF 10008B-108(LF) 30182-8-8(LF) 1/2” Hose 1/2 - 14

272-LF
Male Pipe - LEAD-FREE Brass
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Lead-Free Brass

Pipe Fittings

1-MP-MP  2-LENGTH Eaton Ref Parker Ref 1-MP-MP 2-LENGTH

3326-02-CLOSE-LF 3326x2(LF) 215PNL-2(LF) 1/8 - 27 Close

3326-02-3-LF 3330x2(LF) 215PNL-2-30(LF) 1/8 - 27 3.0”

3326-02-4-LF 3332x2(LF) 215PNL-2-40(LF) 1/8 - 27 4.0”

3326-04-CLOSE-LF 3326x4(LF) 215PNL-4(LF) 1/4 - 18 Close

3326-04-1.5-LF 3327x4(LF) 215PNL-4-15(LF) 1/4 - 18 1.5”

3326-04-2-LF 3328x4(LF) 215PNL-4-20(LF) 1/4 - 18 2.0”

3326-LF
Seamless Nipple - LEAD-FREE Brass

1-MP  2-MP Eaton Ref Parker Ref 1-MP 2-MP

3325-02-02-LF 3325x2(LF) 216P-2(LF) 1/8 - 27 1/8 - 27

3325-04-04-LF 3325x4(LF) 216P-4(LF) 1/4 - 18 1/4 - 18

3325-06-06-LF 3325x6(LF) 216P-6(LF) 3/8 - 18 3/8 - 18

3325-08-08-LF 3325x8(LF) 216P-8(LF) 1/2 - 14 1/2 - 14

3325-12-12-LF 3325x12(LF) 216P-12(LF) 3/4 - 14 3/4 - 14

3325-LF
Hex Nipple - LEAD-FREE Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3300-02-02-LF 3300x2(LF) 207P-2(LF) 1/8 - 27 1/8 - 27

3300-04-02-LF 3300x4x2(LF) 207P-4-2(LF) 1/4 - 18 1/8 - 27

3300-04-04-LF 3300x4(LF) 207P-4(LF) 1/4 - 18 1/4 - 18

3300-06-04-LF 3300x6x4(LF) 207P-6-4(LF) 3/8 - 18 1/4 - 18

3300-06-06-LF 3300x6(LF) 207P-6(LF) 3/8 - 18 3/8 - 18

3300-08-04-LF 3300x8x4(LF) 207P-8-4(LF) 1/2 - 14 1/4 - 18

3300-08-06-LF 3300x8x6(LF) 207P-8-6(LF) 1/2 - 14 3/8 - 18

3300-08-08-LF 3300x8(LF) 207P-8(LF) 1/2 - 14 1/2 - 14

3300-12-08-LF 3300x12x8(LF) 207P-12-8(LF) 3/4 - 14 1/2 - 14

3300-12-12-LF 3300x12(LF) 207P-12(LF) 3/4 - 14 3/4 - 14

3300-LF
Pipe Coupling - LEAD-FREE Brass

1-MP  2-FP Eaton Ref Parker Ref 1-MP 2-FP

3220-04-02-LF 3220x4x2(LF) 209P-4-2(LF) 1/4 - 18 1/8 - 27

3220-06-02-LF 3220x6x2(LF) 209P-6-2(LF) 3/8 - 18 1/8 - 27

3220-06-04-LF 3220x6x4(LF) 209P-6-4(LF) 3/8 - 18 1/4 - 18

3220-08-04-LF 3220x8x4(LF) 209P-8-4(LF) 1/2 - 14 1/4 - 18

3220-08-06-LF 3220x8x6(LF) 209P-8-6(LF) 1/2 - 14 3/8 - 18

3220-12-08-LF 3220x12x8(LF) 209P-12-8(LF) 3/4 - 14 1/2 - 14

3220-LF
Reducer Bushing - LEAD-FREE Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3200-04-02-LF 3220x4x2(LF) 222P-4-2(LF) 1/4 - 18 1/8 - 27

3200-04-04-LF 3200x4(LF) 222P-4-4(LF) 1/4 - 18 1/4 - 18

3200-04-06-LF 3200x4x6(LF) 222P-4-6(LF) 1/4 - 18 3/8 - 18

3200-08-08-LF 3200x8(LF) 222P-8-8(LF) 1/2 - 14 1/2 - 14

3200-12-12-LF 3200x12(LF) 222P-12-12(LF) 3/4 - 14 3/4 - 14

3200-LF
Reducer-Expander - LEAD-FREE Brass

1-MP Eaton Ref Parker Ref 1-MP

3152-02-LF 3152x2(LF) 218P-2(LF) 1/8 - 27

3152-04-LF 3152x4(LF) 218P-4(LF) 1/4 - 18

3152-06-LF 3152x6(LF) 218P-6(LF) 3/8 - 18

3152-08-LF 3152x8(LF) 218P-8(LF) 1/2 - 14

3152-12-LF 3152x12(LF) 218P-12(LF) 3/4 - 14

3152-LF
Hex Head Plug - LEAD-FREE Brass

1-MP Eaton Ref Parker Ref 1-MP

3151-02-LF 3151x2(LF) 211P-2(LF) 1/8 - 27

3151-04-LF 3151x4(LF) 211P-4(LF) 1/4 - 18

3151-06-LF 3151x6(LF) 211P-6(LF) 3/8 - 18

3151-08-LF 3151x8(LF) 211P-8(LF) 1/2 - 14

3151-12-LF 3151x12(LF) 211P-12(LF) 3/4 - 14

3151-LF
Square Head Plug - LEAD-FREE Brass

1-FP Eaton Ref Parker Ref 1-FP

3129-02-LF 3129x2(LF) 213P-2(LF) 1/8 - 27

3129-04-LF 3129x4(LF) 213P-4(LF) 1/4 - 18

3129-06-LF 3129x6(LF) 213P-6(LF) 3/8 - 18

3129-08-LF 3129x8(LF) 213P-8(LF) 1/2 - 14

3129-12-LF 3129x12(LF) 213P-12(LF) 3/4 - 14

3129-LF
Pipe Cap - LEAD-FREE Brass
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Lead-Free Brass

3326-04-3-LF 3330x4(LF) 215PNL-4-30(LF)(LF) 1/4 - 18 3.0”

3326-04-4-LF 3332x4(LF) 215PNL-4-40(LF) 1/4 - 18 4.0”

3326-06-CLOSE-LF 3326x6(LF) 215PNL-6(LF) 3/8 - 18 Close

3326-06-1.5-LF 3327x6(LF) 215PNL-6-15(LF) 3/8 - 18 1.5”

3326-06-2-LF 3328x6(LF) 215PNL-6-20(LF) 3/8 - 18 2.0”

3326-06-2.5-LF 3329x6(LF) 215PNL-6-25(LF) 3/8 - 18 2.5”

3326-06-3-LF 3330x6(LF) 215PNL-6-30(LF) 3/8 - 18 3.0”

3326-06-4-LF 3332x6(LF) 215PNL-6-40(LF) 3/8 - 18 4.0”

3326-08-CLOSE-LF 3326x8(LF) 215PNL-8(LF) 1/2 - 14 Close

3326-08-1.5-LF 3327x8(LF) 215PNL-8-15(LF) 1/2 - 14 1.5”

3326-12-CLOSE-LF 3326x12(LF) 215PNL-12(LF) 3/4 - 14 Close

3326-LF
Seamless Nipple - LEAD-FREE Brass

1-FP  2-MP Eaton Ref Parker Ref 1-FP 2-MP

3400-02-02-4-LF 3400x2(LF) 1202P-2-2(LF) 1/8 - 27 1/8 - 27

3400-04-04-4-LF 3400x4(LF) 1202P-4-4(LF) 1/4 - 18 1/4 - 18

3400-06-06-4-LF 3400x6(LF) 1202P-6-6(LF) 3/8 - 18 3/8 - 18

3400-08-08-4-LF 3400x8(LF) 1202P-8-8(LF) 1/2 - 14 1/2 - 14

3400-12-12-4-LF 3400x12(LF) 1202P-12-12(LF) 3/4 - 14 3/4 - 14

3400-4-LF
Street Elbow 90° - LEAD-FREE Forged 
Brass

1-FP  2-FP Eaton Ref Parker Ref 1-FP 2-FP

3500-02-02-4-LF 3500x2(LF) 1200P-2-2(LF) 1/8 - 27 1/8 - 27

3500-04-04-4-LF 3500x4(LF) 1200P-4-4(LF) 1/4 - 18 1/4 - 18

3500-06-06-4-LF 3500x6(LF) 1200P-6-6(LF) 3/8 - 18 3/8 - 18

3500-08-08-4-LF 3500x8(LF) 1200P-8-8(LF) 1/2 - 14 1/2 - 14

3500-12-12-4-LF 3500x12(LF) 1200P-12-12(LF) 3/4 - 14 3/4 - 14

3500-4-LF
Street Elbow 90° - LEAD-FREE Forged 
Brass

1-FP  2-FP  3-MP Eaton Ref Parker Ref 1,2-FP 3-MP

3600-06-06-06-LF 3600x12(LF) 2224P-12-12(LF) 3/8 - 18 3/8 - 18

3600-LF
Male Branch Tee - LEAD-FREE Brass

1-FP  2-FP  3-FP Eaton Ref Parker Ref 1,2,3-FP

3700-02-02-02-4-LF 3700x2(LF) 1203P-2(LF) 1/8 - 27

3700-04-04-04-4-LF 3700x4(LF) 1203P-4(LF) 1/4 - 18

3700-06-06-06-4-LF 3700x6(LF) 1203P-6(LF) 3/8 - 18

3700-08-08-08-4-LF 3700x8(LF) 1203P-8(LF) 1/2 - 14

3700-12-12-12-4-LF 3700x12(LF) 1203P-12(LF) 3/4 - 14

3700-4-LF
Male Branch Tee - LEAD-FREE Brass

1-FP  2-MP  3-FP Eaton Ref Parker Ref 1,3-FP 2-MP

3750-04-04-04-LF 3750x12(LF) 2225P-4(Lead-Free) 1/4 - 18 1/4 - 18

3750-LF
Street Tee - LEAD-FREE Brass

SAE 45° Flare

1-MS  2-MP Eaton Ref Parker Ref 1-MS 2-MP

48F-04-02-LF 48x4(LF) 48F-4-2(LF) 7/16 - 20 1/8 - 27

48F-LF
Male Connector - LEAD-FREE Brass

1-MS  2-MS Eaton Ref Parker Ref 1-MS 2-MS

42F-04-04-LF 42x4(LF) 42F-4(LF) 7/16 - 20 7/16 - 20

42F-LF
Union - LEAD-FREE Brass

PCC Part No. Eaton Ref Parker Ref Size

41F-04-LF 1110x4(LF) 41FS-4(LF) 7/16 - 20

41F-LF
Short Nut - LEAD-FREE Brass
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Lead-Free Brass

Compression Fittings

1-CP  2-MP Eaton Ref Parker Ref 1-CP 2-MP

69-04-02-4-LF 69x4(LF) 169C-4-2(LF) 7/16 - 24 1/8 - 27

69-04-04-4-LF 69x4x4(LF) 169C-4-4(LF) 7/16 - 24 1/4 - 18

69-06-04-4-LF 69x6(LF) 169C-6-4(LF) 9/16 - 24 1/4 - 18

69-06-06-4-LF 69x6x6(LF) 169C-6-6(LF) 9/16 - 24 3/8 - 18

69-06-08-4-LF 69x6x8(LF) 169C-6-8(LF) 9/16 - 24 1/2 - 14

69-08-06-4-LF 69x8(LF) 169C-8-6(LF) 11/16 - 20 3/8 - 18

69-08-08-4-LF 69x8x8(LF) 169C-8-8(LF) 11/16 - 20 1/2 - 14

69-10-08-4-LF 69x10(LF) 169C-10-8(LF) 13/16 - 18 1/2 - 14

69-4-LF
Male Elbow 90° - LEAD-FREE Forged 
Brass

1-CP  2-MP Eaton Ref Parker Ref 1-CP 2-MP

68-04-04-LF 68x4x4(LF) 68C-4-4(LF) 7/16 - 24 1/4 - 18

68-06-06-LF 68x6x6(LF) 68C-6-6(LF) 9/16 - 24 3/8 - 18

68-06-08-LF 68x6x8(LF) 68C-6-8(LF) 9/16 - 24 1/2 - 14

68-08-06-LF 68x8(LF) 68C-8-6(LF) 11/16 - 20 3/8 - 18

68-08-08-LF 68x8x8(LF) 68C-8-8(LF) 11/16 - 20 1/2 - 14

68-08-12-LF 68x8x12(LF) 68C-8-12(LF) 11/16 - 20 3/4 - 14

68-10-12-LF 68x10x12(LF) 68C-10-12(LF) 13/16 - 18 3/4 - 14

68-14-12-LF 68x14(LF) 68C-14-12(LF) 1 1/8 - 18 3/4 - 14

68-LF
Male Connector - LEAD-FREE Brass

1-CP  2-FP Eaton Ref Parker Ref 1-CP 2-FP

66-04-02-LF 66x4(LF) 66C-4-2(LF) 7/16 - 24 1/8 - 27

66-04-04-LF 66x4x4(LF) 66C-4-4(LF) 7/16 - 24 1/4 - 18

66-04-08-LF 66x4x8(LF) 66C-4-8(LF) 7/16 - 24 1/2 - 14

66-06-04-LF 66x6(LF) 66C-6-4(LF) 9/16 - 24 1/4 - 18

66-06-06-LF 66x6x6(LF) 66C-6-6(LF) 9/16 - 24 3/8 - 18

66-06-08-LF 66x6x8(LF) 66C-6-8(LF) 9/16 - 24 1/2 - 14

66-08-08-LF 66x8x8(LF) 66C-8-8(LF) 11/16 - 20 1/2 - 14

66-10-08-LF 66x10(LF) 66C-10-8(LF) 13/16 - 18 1/2 - 14

66-LF
Female Connector - LEAD-FREE Brass

1-CP  2-CP Eaton Ref Parker Ref 1-CP 2-CP

65-04-04-4-LF 65x4(LF) 165C-4(LF) 7/16 - 24 7/16 - 24

65-06-06-4-LF 65x6(LF) 165C-6(LF) 9/16 - 24 9/16 - 24

65-08-08-4-LF 65x8(LF) 165C-8(LF) 11/16 - 20 11/16 - 20

65-10-10-4-LF 65x10(LF) 165C-10(LF) 13/16 - 18 13/16 - 18

65-4-LF
Union Elbow 90° - LEAD-FREE Forged 
Brass

1-CP  2-CP  3-CP Eaton Ref Parker Ref 1,2,3-CP

64-04-04-04-4-LF 64x4(LF) 164C-4(LF) 7/16 - 24

64-06-06-06-4-LF 64x6(LF) 164C-6(LF) 9/16 - 24

64-08-08-08-4-LF 64x8(LF) 164C-8(LF) 11/16 - 20

64-10-10-10-4-LF 64x10(LF) 164C-10(LF) 13/16 - 18

64-4-LF
Union Tee - LEAD-FREE Forged Brass

1-CP  2-CP Eaton Ref Parker Ref 1-CP 2-CP

62-06-04-LF 62x6x4(LF) 62C-6-4(LF) 9/16 - 24 7/16 - 24

62-06-06-LF 62x6(LF) 62C-6-6(LF) 9/16 - 24 9/16 - 24

62-08-06-LF 62x8x6(LF) 62C-8-6(LF) 11/16 - 20 9/16 - 24

62-08-08-LF 62x8(LF) 62C-8-8(LF) 11/16 - 20 11/16 - 20

62-10-10-LF 62x10(LF) 62C-10-10(LF) 13/16 - 18 13/16 - 18

62-14-14-LF 62x14(LF) 62C-14-14(LF) 1 1/8 - 18 1 1/8 - 18

62-LF
Union - LEAD-FREE Brass

Garden Hose Fittings

1-FGHX  2-FP Dixon Ref Parker Ref 1-FGHX 2-FP

502GH-12-08-LF 5021208CLF 98GHSV-12-8(LF) 3/4 - 11 1/2 1/2 - 14

502GH-12-12-LF 5021212CLF 99GHSV-12-12(LF) 3/4 - 11 1/2 3/4 - 14

502GH-LF
FGH Swivel x Female Pipe - LEAD-FREE 
Brass

1-FGHX  2-FGHX Dixon Ref Parker Ref 1-FGHX 2-FGHX

506-12-12-LF 5061212CLF 101GHSV-12(LF) 3/4 - 11 1/2 3/4 - 11 1/2

506-LF
FGH Swivel x FGH Swivel - LEAD-FREE 
Brass
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Lead-Free Brass

1-MGH  2-MGH-FP Dixon Ref Parker Ref 1,2-MGH 3-FP TAP

509-12-12-08-LF 5091212CLF 75GH-12-12(LF) 3/4 - 11 1/2 1/2 - 14

509-LF
MGH x MGH Union w/ Female Pipe Tap -
LEAD-FREE Brass

1-MGH  2-MP Dixon Ref Parker Ref 1-MGH 2-MP  3-FP TAP

508-12-08-LF 5081208CLF 70GH-12-8(LF) 3/4 - 11 1/2 1/2 - 14

508-12-08-08-LF * 5081208CLF – 3/4 - 11 1/2 1/2 - 14

508-12-12-LF 5141212CLF 71GH-12-12(LF) 3/4 - 11 1/2 3/4 - 14

508-12-12-08-LF 5141212CLF – 3/4 - 11 1/2 3/4-14 & 1/2-14

508-LF
Male GH x Male Pipe w/ Female Pipe Tap - 
LEAD-FREE Brass

1-MGH  2-FP Dixon Ref Parker Ref 1-MGH 2-FP

507-12-12-LF 5071212CLF 78GH-12-12(LF) 3/4 - 11 1/2 3/4 - 14

507-LF
Male GH x Female Pipe - LEAD-FREE Brass

1-HS  2-HS Dixon Ref Parker Ref 1-HS 2-HS

592-10-10-LF 5921010KLF 53GH-10-12/90GH-12-10 5/8” Hose 5/8” Hose

592-12-12-LF 5921212KLF 53GH-12-12/90GH-12-12 3/4” Hose 3/4” Hose

592-LF
STANDARD GH Barb SET (Both Halves) - 
Hex Swivel Nut - LEAD-FREE Brass

1-HS  2-FGHX Dixon Ref Parker Ref 1-HS 2-FGHX

591-08-12-LF – 90GH-12-8(LF) 1/2” Hose 3/4 - 11 1/2

591-10-12-LF – 90GH-12-10(LF) 5/8” Hose 3/4 - 11 1/2

591-12-12-LF 5911212CLF 90GH-12-12(LF) 3/4” Hose 3/4 - 11 1/2

591-LF
STANDARD GH Barb Female Half -
Hex Swivel Nut - LEAD-FREE Brass

1-HS  2-MGH Dixon Ref Parker Ref 1-HS 2-MGH

590-08-12-LF – 53GH-8-12(LF) 1/2” Hose 3/4 - 11 1/2

590-10-12-LF – 54GH-10-12(LF) 5/8” Hose 3/4 - 11 1/2

590-12-12-LF 5901212CLF 55GH-12-12(LF) 3/4” Hose 3/4 - 11 1/2

590-LF
STANDARD GH Barb Male Half -
LEAD-FREE Brass

* MGH x MP x 1/2” Female Sweat (For Copper Tubing)



• Chemical Transfer 
• Drain Lines 
• Electrical Jacketing 
• Food and Beverage 
• Instrumentation  

• Flexible
• Lightweight
• Good Dielectric Properties
• Impermeable to Gases
• Chemically Inert
• Chemical Resistant

Our PT1 Series Linear Low Density Polyethylene (LLDPE) Tubing is made from 100% non-toxic ingredients.  It's inert nature and 
FDA compliant status make it perfect for food and beverage piping not requiring National Sanitation Foundation (NSF) certification.  
This tubing is ideal for use in pneumatic, drain piping, lab use, and chemical transfer applications requiring an inexpensive tubing. 

Standard rolls are 100 feet, 250 feet, 500 feet, and 1,000 feet and many colors are available.  
NOT for D.O.T. Air Brake applications.

• Hardness: Shore A 98A - Shore D 55D
• Vacuum to 28" Hg
• Temperature: 
    –50° to +140° F  (–45° to +60° C)               
• Tolerances: 1/8" – 1/4": +/- 0.004"
             3/8" – 1/2": +/- 0.006”

Features/Benefits

PT1 Series - Polyethylene

Black=BLK | Blue=BLU | Green=GRN | Gray=GRY | Natural=NAT | Orange=ORG | Red=RED | White=WHT | Yellow=YEL

Available Colors

Markets

• Laboratories 
• Pneumatic Tools 
• Pneumatic Piping 
• Process Control 

Sizes Available

-25 = 5/32” (4mm)
-03 = 3/16” 
-04 = 1/4” 
-05 = 5/16”  (8mm)
-06 = 3/8” 
-08 = 1/2” 
-10 = 5/8”
-12 = 3/4”
-16 = 1”

NOTE: Tubing cutter (PT6-CUTTER) is available.
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Polyethylene Tubing

PCC Part No. Eaton Ref Parker Ref Color Length

PT1-04-BLK-100 – EB-43-0100 Black 100

PT1-04-BLK-250 – EB-43-0250 Black 250

PT1-04-BLK-500 53-0406-50 EB-43-0500 Black 500

PT1-04-BLK-1000 53-0406-00 EB-43-1000 Black 1,000

PT1-04-BLU-100 – E-B-43-0100 Blue 100

PT1-04-BLU-250 – E-B-43-0250 Blue 250

PT1-04-BLU-500 52-0406-50 E-B-43-0500 Blue 500

PT1-04-BLU-1000 52-0406-00 E-B-43-1000 Blue 1,000

PT1-04-GRN-100 – E-G-43-0100 Green 100

PT1-04-GRN-250 – E-G-43-0250 Green 250

PT1-04-GRN-500 52-0406-50 E-G-43-0500 Green 500

PT1-04-GRN-1000 52-0406-00 E-G-43-1000 Green 1,000

PT1-04-GRY-100 – E-43-GRA-0100 Gray 100

PT1-04-GRY-250 – E-43-GRA-0250 Gray 250

PT1-04-GRY-500 52-0406-50 E-43-GRA-0500 Gray 500

PT1-04-GRY-1000 52-0406-00 E-43-GRA-1000 Gray 1,000

PT1-04-NAT-100 – E-43-0100 Natural 100

PT1-04-NAT-250 – E-43-0250 Natural 250

PT1-04-NAT-500 50-0406-50 E-43-0500 Natural 500

PT1-04-NAT-1000 50-0406-00 E-43-1000 Natural 1,000

PT1-04
1/4” Polyethylene - Roll

PT1-03-BLU-1000 52-0305-00 (1500 Ft) Blue 1,000

PT1-03-GRN-100 – Green 100

PT1-03-GRN-500 – Green 500

PT1-03-GRN-1000 52-0305-00 (1500 Ft) Green 1,000

PT1-03-GRY-100 – Gray 100

PT1-03-GRY-500 – Gray 500

PT1-03-GRY-1000 52-0305-00 (1500 Ft) Gray 1,000

PT1-03-NAT-100 – Natural 100

PT1-03-NAT-500 – Natural 500

PT1-03-NAT-1000 50-0305-00 (1500 Ft) Natural 1,000

PT1-03-ORG-100 – Orange 100

PT1-03-ORG-500 – Orange 500

PT1-03-ORG-1000 52-0305-00 (1500 Ft) Orange 1,000

PT1-03-RED-100 – Red 100

PT1-03-RED-500 – Red 500

PT1-03-RED-1000 52-0305-00 (1500 Ft) Red 1,000

PT1-03-WHT-100 – White 100

PT1-03-WHT-500 – White 500

PT1-03-WHT-1000 52-0305-00 (1500 Ft) White 1,000

PT1-03-YEL-100 – Yellow 100

PT1-03-YEL-500 – Yellow 500

PT1-03-YEL-1000 52-0305-00 (1500 Ft) Yellow 1,000

PT1-03
3/16” Polyethylene - Roll

PCC Part No. Eaton Ref Color Length

PT1-25-BLK-100 – Black 100

PT1-25-BLK-250 – Black 250

PT1-25-BLK-500 – Black 500

PT1-25-BLK-1000 53-0205-00 (1500 Ft) Black 1,000

PT1-25-BLU-100 – Blue 100

PT1-25-BLU-250 – Blue 250

PT1-25-BLU-500 – Blue 500

PT1-25-BLU-1000 52-0205-00 (1500 Ft) Blue 1,000

PT1-25-GRN-100 – Green 100

PT1-25-GRN-250 – Green 250

PT1-25-GRN-500 – Green 500

PT1-25-GRN-1000 52-0205-00 (1500 Ft) Green 1,000

PT1-25-GRY-100 – Gray 100

PT1-25-GRY-250 – Gray 250

PT1-25-GRY-500 – Gray 500

PT1-25-GRY-1000 52-0205-00 (1500 Ft) Gray 1,000

PT1-25-NAT-100 – Natural 100

PT1-25-NAT-250 – Natural 250

PT1-25-NAT-500 – Natural 500

PT1-25-NAT-1000 50-0205-00 (1500 Ft) Natural 1,000

PT1-25-ORG-100 – Orange 100

PT1-25-ORG-250 – Orange 250

PT1-25-ORG-500 – Orange 500

PT1-25-ORG-1000 52-0205-00 (1500 Ft) Orange 1,000

PT1-25-RED-100 – Red 100

PT1-25-RED-250 – Red 250

PT1-25-RED-500 – Red 500

PT1-25-RED-1000 52-0205-00 (1500 Ft) Red 1,000

PT1-25-WHT-100 – White 100

PT1-25-WHT-250 – White 250

PT1-25-WHT-500 – White 500

PT1-25-WHT-1000 52-0205-00 (1500 Ft) White 1,000

PT1-25-YEL-100 – Yellow 100

PT1-25-YEL-250 – Yellow 250

PT1-25-YEL-500 – Yellow 500

PT1-25-YEL-1000 52-0205-00 (1500 Ft) Yellow 1,000

PT1-25
5/32” (4mm) Polyethylene - Roll

PCC Part No. Color Length

PT1-03-BLK-100 – Black 100

PT1-03-BLK-500 – Black 500

PT1-03-BLK-1000 53-0305-00 (1500 Ft) Black 1,000

PT1-03-BLU-100 – Blue 100

PT1-03-BLU-500 – Blue 500

PT1-03
3/16” Polyethylene - Roll
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Polyethylene Tubing

PT1-04-ORG-100 – E-43-O-0100 Orange 100

PT1-04-ORG-250 – E-43-O-0250 Orange 250

PT1-04-ORG-500 52-0406-50 E-43-O-0500 Orange 500

PT1-04-ORG-1000 52-0406-00 E-43-O-1000 Orange 1,000

PT1-04-RED-100 – E-43-R-0100 Red 100

PT1-04-RED-250 – E-43-R-0250 Red 250

PT1-04-RED-500 52-0406-50 E-43-R-0500 Red 500

PT1-04-RED-1000 52-0406-00 E-43-R-1000 Red 1,000

PT1-04-WHT-100 – E-43-WHT-0100 White 100

PT1-04-WHT-250 – E-43-WHT-0250 White 250

PT1-04-WHT-500 52-0406-50 E-43-WHT-0500 White 500

PT1-04-WHT-1000 52-0406-00 E-43-WHT-1000 White 1,000

PT1-04-YEL-100 – E-43-Y-0100 Yellow 100

PT1-04-YEL-250 – E-43-Y-0250 Yellow 250

PT1-04-YEL-500 52-0406-50 E-43-Y-0500 Yellow 500

PT1-04-YEL-1000 52-0406-00 E-43-Y-1000 Yellow 1,000

PT1-04
1/4” Polyethylene - Roll

PCC Part No. Parker Ref Color Length

PT1-05-BLK-100 EB-53-0100 Black 100

PT1-05-BLK-250 EB-53-0250 Black 250

PT1-05-BLK-500 EB-53-0500 Black 500

PT1-05-BLK-1000 EB-53-1000 Black 1,000

PT1-05-BLU-100 E-53-B-0100 Blue 100

PT1-05-BLU-250 E-53-B-0250 Blue 250

PT1-05-BLU-500 E-53-B-0500 Blue 500

PT1-05-BLU-1000 E-53-B-1000 Blue 1,000

PT1-05-GRN-100 E-53-G-0100 Green 100

PT1-05-GRN-250 E-53-G-0250 Green 250

PT1-05-GRN-500 E-53-G-0500 Green 500

PT1-05-GRN-1000 E-53-G-1000 Green 1,000

PT1-05-GRY-100 E-53-GRA-0100 Gray 100

PT1-05-GRY-250 E-53-GRA-0250 Gray 250

PT1-05-GRY-500 E-53-GRA-0500 Gray 500

PT1-05-GRY-1000 E-53-GRA-1000 Gray 1,000

PT1-05-NAT-100 E-53-0100 Natural 100

PT1-05-NAT-250 E-53-0250 Natural 250

PT1-05-NAT-500 E-53-0500 Natural 500

PT1-05-NAT-1000 E-53-1000 Natural 1,000

PT1-05-ORG-100 E-53-O-0100 Orange 100

PT1-05-ORG-250 E-53-O-0250 Orange 250

PT1-05-ORG-500 E-53-O-0500 Orange 500

PT1-05-ORG-1000 E-53-O-1000 Orange 1,000

PT1-05-RED-100 E-53-R-0100 Red 100

PT1-05-RED-250 E-53-R-0250 Red 250

PT1-05
5/16” (8mm) Polyethylene - Roll

PT1-05-RED-500 E-53-R-0500 Red 500

PT1-05-RED-1000 E-53-R-1000 Red 1,000

PT1-05-WHT-100 E-53-WHT-0100 White 100

PT1-05-WHT-250 E-53-WHT-0250 White 250

PT1-05-WHT-500 E-53-WHT-0500 White 500

PT1-05-WHT-1000 E-53-WHT-1000 White 1,000

PT1-05-YEL-100 E-53-Y-0100 Yellow 100

PT1-05-YEL-250 E-53-Y-0250 Yellow 250

PT1-05-YEL-500 E-53-Y-0500 Yellow 500

PT1-05-YEL-1000 E-53-Y-1000 Yellow 1,000

PT1-05
5/16” (8mm) Polyethylene - Roll

PCC Part No. Eaton Ref Parker Ref Color Length

PT1-06-BLK-100 – EB-64-0100 Black 100

PT1-06-BLK-250 – EB-64-0250 Black 250

PT1-06-BLK-500 53-0608-00 EB-64-0500 Black 500

PT1-06-BLK-1000 – EB-64-1000 Black 1,000

PT1-06-BLU-100 – E-64-B-0100 Blue 100

PT1-06-BLU-250 – E-64-B-0250 Blue 250

PT1-06-BLU-500 52-0608-00 E-64-B-0500 Blue 500

PT1-06-BLU-1000 – E-64-B-1000 Blue 1,000

PT1-06-GRN-100 – E-64-G-0100 Green 100

PT1-06-GRN-250 – E-64-G-0250 Green 250

PT1-06-GRN-500 52-0608-00 E-64-G-0500 Green 500

PT1-06-GRN-1000 – E-64-G-1000 Green 1,000

PT1-06-GRY-100 – E-64-GRA-0100 Gray 100

PT1-06-GRY-250 – E-64-GRA-0250 Gray 250

PT1-06-GRY-500 52-0608-00 E-64-GRA-0500 Gray 500

PT1-06-GRY-1000 – E-64-GRA-1000 Gray 1,000

PT1-06-NAT-100 – E-64-0100 Natural 100

PT1-06-NAT-250 – E-64-0250 Natural 250

PT1-06-NAT-500 50-0608-00 E-64-0500 Natural 500

PT1-06-NAT-1000 – E-64-1000 Natural 1,000

PT1-06-ORG-100 – E-64-O-0100 Orange 100

PT1-06-ORG-250 – E-64-O-0250 Orange 250

PT1-06-ORG-500 52-0608-00 E-64-O-0500 Orange 500

PT1-06-ORG-1000 – E-64-O-1000 Orange 1,000

PT1-06-RED-100 – E-64-R-0100 Red 100

PT1-06-RED-250 – E-64-R-0250 Red 250

PT1-06-RED-500 52-0608-00 E-64-R-0500 Red 500

PT1-06-RED-1000 – E-64-R-1000 Red 1,000

PT1-06-WHT-100 – E-64-WHT-0100 White 100

PT1-06-WHT-250 – E-64-WHT-0250 White 250

PT1-06-WHT-500 52-0608-00 E-64-WHT-0500 White 500

PT1-06-WHT-1000 – E-64-WHT-1000 White 1,000

PT1-06
3/8” Polyethylene - Roll
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PT1-10-GRN-100 – E-108-G-0100 Green 100

PT1-10-GRN-250 – E-108-G-0250 Green 250

PT1-10-GRN-500 52-1012-00 E-108-G-0500 Green 500

PT1-10-GRY-100 – E-108-GRA-0100 Gray 100

PT1-10-GRY-250 – E-108-GRA-0250 Gray 250

PT1-10-GRY-500 52-1012-00 E-108-GRA-0500 Gray 500

PT1-10-NAT-100 – E-108-0100 Natural 100

PT1-10-NAT-250 – E-108-0250 Natural 250

PT1-10-NAT-500 50-1012-00 E-108-0500 Natural 500

PT1-10-ORG-100 – E-108-O-0100 Orange 100

PT1-10-ORG-250 – E-108-O-0250 Orange 250

PT1-10-ORG-500 52-1012-00 E-108-O-0500 Orange 500

PT1-10-RED-100 – E-108-R-0100 Red 100

PT1-10-RED-250 – E-108-R-0250 Red 250

PT1-10-RED-500 52-1012-00 E-108-R-0500 Red 500

PT1-10-WHT-100 – E-108-WHT-0100 White 100

PT1-10-WHT-250 – E-108-WHT-0250 White 250

PT1-10-WHT-500 52-1012-00 E-108-WHT-0500 White 500

PT1-10-YEL-100 – E-108-Y-0100 Yellow 100

PT1-10-YEL-250 – E-108-Y-0250 Yellow 250

PT1-10-YEL-500 52-1012-00 E-108-Y-0500 Yellow 500

PT1-10
5/8” Polyethylene - Roll

130

Polyethylene Tubing

PT1-06-YEL-100 – E-64-Y-0100 Yellow 100

PT1-06-YEL-250 – E-64-Y-0250 Yellow 250

PT1-06-YEL-500 52-0608-00 E-64-Y-0500 Yellow 500

PT1-06-YEL-1000 – E-64-Y-1000 Yellow 1,000

PT1-06
3/8” Polyethylene - Roll

PCC Part No. Eaton Ref Parker Ref Color Length

PT1-08-BLK-100 – EB-86-0100 Black 100

PT1-08-BLK-250 – EB-86-0250 Black 250

PT1-08-BLK-500 53-0810-00 EB-86-0500 Black 500

PT1-08-BLU-100 – E-86-B-0100 Blue 100

PT1-08-BLU-250 – E-86-B-0250 Blue 250

PT1-08-BLU-500 52-0810-00 E-86-B-0500 Blue 500

PT1-08-GRN-100 – E-86-G-0100 Green 100

PT1-08-GRN-250 – E-86-G-0250 Green 250

PT1-08-GRN-500 52-0810-00 E-86-G-0500 Green 500

PT1-08-GRY-100 – E-86-GRA-0100 Gray 100

PT1-08-GRY-250 – E-86-GRA-0250 Gray 250

PT1-08-GRY-500 52-0810-00 E-86-GRA-0500 Gray 500

PT1-08-NAT-100 – E-86-0100 Natural 100

PT1-08-NAT-250 – E-86-0250 Natural 250

PT1-08-NAT-500 50-0810-00 E-86-0500 Natural 500

PT1-08-ORG-100 – E-86-O-0100 Orange 100

PT1-08-ORG-250 – E-86-O-0250 Orange 250

PT1-08-ORG-500 52-0810-00 E-86-O-0500 Orange 500

PT1-08-RED-100 – E-86-R-0100 Red 100

PT1-08-RED-250 – E-86-R-0250 Red 250

PT1-08-RED-500 52-0810-00 E-86-R-0500 Red 500

PT1-08-WHT-100 – E-86-WHT-0100 White 100

PT1-08-WHT-250 – E-86-WHT-0250 White 250

PT1-08-WHT-500 52-0810-00 E-86-WHT-0500 White 500

PT1-08-YEL-100 – E-86-Y-0100 Yellow 100

PT1-08-YEL-250 – E-86-Y-0250 Yellow 250

PT1-08-YEL-500 52-0810-00 E-86-Y-0500 Yellow 500

PT1-08
1/2” Polyethylene - Roll

PCC Part No. Eaton Ref Parker Ref Color Length

PT1-12-BLK-100 53-1216-00 – Black 100

PT1-12-BLU-100 52-1216-00 – Blue 100

PT1-12-GRN-100 52-1216-00 – Green 100

PT1-12-GRY-100 52-1216-00 – Gray 100

PT1-12-NAT-100 50-1216-00 – Natural 100

PT1-12-ORG-100 52-1216-00 – Orange 100

PT1-12-RED-100 52-1216-00 – Red 100

PT1-12-WHT-100 52-1216-00 – White 100

PT1-12-YEL-100 52-1216-00 – Yellow 100

PT1-12
3/4 Polyethylene - Roll

PCC Part No. Eaton Ref Parker Ref Color Length

PT1-16-BLK-100 53-1620-00 – Black 100

PT1-16-BLU-100 52-1620-00 – Blue 100

PT1-16-GRN-100 52-1620-00 – Green 100

PT1-16-GRY-100 52-1620-00 – Gray 100

PT1-16-NAT-100 50-1620-00 – Natural 100

PT1-16-ORG-100 52-1620-00 – Orange 100

PT1-16-RED-100 52-1620-00 – Red 100

PT1-16-WHT-100 52-1620-00 – White 100

PT1-16-YEL-100 52-1620-00 – Yellow 100

PT1-16
1” Polyethylene - Roll

PCC Part No. Eaton Ref Parker Ref Color Length

PT1-10-BLK-100 – EB-108-0100 Black 100

PT1-10-BLK-250 – EB-108-0250 Black 250

PT1-10-BLK-500 53-1012-00 EB-108-0500 Black 500

PT1-10-BLU-100 – E-108-B-0100 Blue 100

PT1-10-BLU-250 – E-108-B-0250 Blue 250

PT1-10-BLU-500 52-1012-00 E-108-B-0500 Blue 500

PT1-10
5/8” Polyethylene - Roll



Our PT2 Series Nylon 12 Tubing is the industry standard because of its semi-rigid properties.  Nylon 12 allows a thinner tube wall, 
which provides a higher flow rate and a greater working pressure.  This Nylon tubing also has a higher heat resistance, a greater level of 
chemical resistance, along with a very low moisture absorption rate compared to other nylons.  It is strong and lightweight and is ideal for 
outdoor applications because of its superior stress crack resistance. 

Standard rolls are 100 feet, 250 feet, 500 feet, and 1,000 feet and many colors are available.
NOT for D.O.T. Air Brake applications.

• Flexible
• Strong
• Lightweight
• Abrasion Resistant
• Chemical Resistant
• Heat Resistant
• Higher Flow Rate

• Higher Working Pressure
• Hardness: Rockwell 78R - Shore D 70
• Vacuum to 28" Hg
• Temperature: 
   –60° to +200° F  (–51° to +93° C)
• Tolerances: 1/8" – 1/4": +/- 0.005"
         3/8" – 1/2": +/- 0.006”

Features/Benefits

PT2 Series - Nylon 12

Black=BLK | Blue=BLU | Green=GRN | Gray=GRY | Natural=NAT | Orange=ORG | Red=RED | White=WHT | Yellow=YEL

Available Colors

Sizes Available

-02 = 1/8”
-25 = 5/32” (4mm)
-03 = 3/16” 
-04 = 1/4” 
-05 = 5/16”  (8mm)
-06 = 3/8” 
-08 = 1/2” 

• Chemical Transfer 
• Coolants, Fuel Lines
• Instrumentation 
• Laboratories
• Lube Lines 
• Paint Supply Lines

Markets

• Pneumatic Tools 
• Pneumatic Piping
• Process Control 
• Refrigeration
• Vacuum

NOTE: Tubing cutter (PT6-CUTTER) is available.
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Nylon 12 Tubing

PCC Part No. Parker Ref Color Length

PT2-25-BLK-100 NB-2.5-025-0100 Black 100

PT2-25-BLK-250 NB-2.5-025-0250 Black 250

PT2-25-BLK-500 NB-2.5-025-0500 Black 500

PT2-25-BLK-1000 NB-2.5-025-1000 Black 1,000

PT2-25-BLK-25M NB-2.5-025-0082 Black 25M (82 Ft.)

PT2-25-BLK-100M NB-2.5-025-0328 Black 100M (328 Ft.)

PT2-25-BLU-100 N-2.5-025-BLU-0100 Blue 100

PT2-25-BLU-250 N-2.5-025-BLU-0250 Blue 250

PT2-25-BLU-500 N-2.5-025-BLU-0500 Blue 500

PT2-25-BLU-1000 N-2.5-025-BLU-1000 Blue 1,000

PT2-25-BLU-25M N-2.5-025-BLU-0082 Blue 25M (82 Ft.)

PT2-25-BLU-100M N-2.5-025-BLU-0328 Blue 100M (328 Ft.)

PT2-25-GRN-100 N-2.5-025-GRN-0100 Green 100

PT2-25-GRN-250 N-2.5-025-GRN-0250 Green 250

PT2-25-GRN-500 N-2.5-025-GRN-0500 Green 500

PT2-25-GRN-1000 N-2.5-025-GRN-1000 Green 1,000

PT2-25-GRN-25M N-2.5-025-GRN-0082 Green 25M (82 Ft.)

PT2-25-GRN-100M N-2.5-025-GRN-0328 Green 100M (328 Ft.)

PT2-25-GRY-100 N-2.5-025-GRA-0100 Gray 100

PT2-25-GRY-250 N-2.5-025-GRA-0250 Gray 250

PT2-25-GRY-500 N-2.5-025-GRA-0500 Gray 500

PT2-25-GRY-1000 N-2.5-025-GRA-1000 Gray 1,000

PT2-25-GRY-25M N-2.5-025-GRA-0082 Gray 25M (82 Ft.)

PT2-25-GRY-100M N-2.5-025-GRA-0328 Gray 100M (328 Ft.)

PT2-25-NAT-100 NN-2.5-025-0100 Natural 100

PT2-25-NAT-250 NN-2.5-025-0250 Natural 250

PT2-25-NAT-500 NN-2.5-025-0500 Natural 500

PT2-25-NAT-1000 NN-2.5-025-1000 Natural 1,000

PT2-25-NAT-25M NN-2.5-025-0082 Natural 25M (82 Ft.)

PT2-25-NAT-100M NN-2.5-025-0382 Natural 100M (328 Ft.)

PT2-25-ORG-100 N-2.5-025-ORG-0100 Orange 100

PT2-25-ORG-250 N-2.5-025-ORG-0250 Orange 250

PT2-25-ORG-500 N-2.5-025-ORG-0500 Orange 500

PT2-25-ORG-1000 N-2.5-025-ORG-1000 Orange 1,000

PT2-25-ORG-25M N-2.5-025-ORG-0082 Orange 25M (82 Ft.)

PT2-25-ORG-100M N-2.5-025-ORG-0328 Orange 100M (328 Ft.)

PT2-25-RED-100 N-2.5-025-RED-0100 Red 100

PT2-25-RED-250 N-2.5-025-RED-0250 Red 250

PT2-25-RED-500 N-2.5-025-RED-0500 Red 500

PT2-25-RED-1000 N-2.5-025-RED-1000 Red 1,000

PT2-25-RED-25M N-2.5-025-RED-0082 Red 25M (82 Ft.)

PT2-25-RED-100M N-2.5-025-RED-0328 Red 100M (328 Ft.)

PT2-25-WHT-100 N-2.5-025-WHT-0100 White 100

PT2-25
5/32” Nylon 12 - Roll

PCC Part No. Parker Ref Color Length

PT2-02-BLK-100 NB-2-031-0100 Black 100

PT2-02-BLK-250 NB-2-031-0250 Black 250

PT2-02-BLK-500 NB-2-031-0500 Black 500

PT2-02-BLK-1000 NB-2-031-1000 Black 1,000

PT2-02-BLU-100 N-2-031-BLU-0100 Blue 100

PT2-02-BLU-250 N-2-031-BLU-0250 Blue 250

PT2-02-BLU-500 N-2-031-BLU-0500 Blue 500

PT2-02-BLU-1000 N-2-031-BLU-1000 Blue 1,000

PT2-02-GRN-100 N-2-031-GRN-0100 Green 100

PT2-02-GRN-250 N-2-031-GRN-0250 Green 250

PT2-02-GRN-500 N-2-031-GRN-0500 Green 500

PT2-02-GRN-1000 N-2-031-GRN-1000 Green 1,000

PT2-02-GRY-100 N-2-031-GRA-0100 Gray 100

PT2-02-GRY-250 N-2-031-GRA-0250 Gray 250

PT2-02-GRY-500 N-2-031-GRA-0500 Gray 500

PT2-02-GRY-1000 N-2-031-GRA-1000 Gray 1,000

PT2-02-NAT-100 NN-2-031-0100 Natural 100

PT2-02-NAT-250 NN-2-031-0250 Natural 250

PT2-02-NAT-500 NN-2-031-0500 Natural 500

PT2-02-NAT-1000 NN-2-031-1000 Natural 1,000

PT2-02-ORG-100 N-2-031-ORG-0100 Orange 100

PT2-02-ORG-250 N-2-031-ORG-0250 Orange 250

PT2-02-ORG-500 N-2-031-ORG-0500 Orange 500

PT2-02-ORG-1000 N-2-031-ORG-1000 Orange 1,000

PT2-02-RED-100 N-2-031-RED-0100 Red 100

PT2-02-RED-250 N-2-031-RED-0250 Red 250

PT2-02-RED-500 N-2-031-RED-0500 Red 500

PT2-02-RED-1000 N-2-031-RED-1000 Red 1,000

PT2-02-WHT-100 N-2-031-WHT-0100 White 100

PT2-02-WHT-250 N-2-031-WHT-0250 White 250

PT2-02-WHT-500 N-2-031-WHT-0500 White 500

PT2-02-WHT-1000 N-2-031-WHT-1000 White 1,000

PT2-02-YEL-100 N-2-031-YEL-0100 Yellow 100

PT2-02-YEL-250 N-2-031-YEL-0250 Yellow 250

PT2-02-YEL-500 N-2-031-YEL-0500 Yellow 500

PT2-02-YEL-1000 N-2-031-YEL-1000 Yellow 1,000

PT2-02
1/8 Nylon 12 - Roll
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Nylon 12 Tubing

PCC Part No. Parker Ref Color Length

PT2-03-BLK-100 NB-3-025-0100 Black 100

PT2-03-BLK-500 NB-3-025-0500 Black 500

PT2-03-BLK-1000 NB-3-025-1000 Black 1,000

PT2-03-BLU-100 N-3-025-BLU-0100 Blue 100

PT2-03-BLU-500 N-3-025-BLU-0500 Blue 500

PT2-03-BLU-1000 N-3-025-BLU-1000 Blue 1,000

PT2-03-GRN-100 N-3-025-GRN-0100 Green 100

PT2-03-GRN-500 N-3-025-GRN-0500 Green 500

PT2-03-GRN-1000 N-3-025-GRN-1000 Green 1,000

PT2-03-GRY-100 N-3-025-GRA-0100 Gray 100

PT2-03-GRY-500 N-3-025-GRA-0500 Gray 500

PT2-03-GRY-1000 N-3-025-GRA-1000 Gray 1,000

PT2-03-NAT-100 NN-3-025-0100 Natural 100

PT2-03-NAT-500 NN-3-025-0500 Natural 500

PT2-03-NAT-1000 NN-3-025-1000 Natural 1,000

PT2-03-ORG-100 N-3-025-ORG-0100 Orange 100

PT2-03-ORG-500 N-3-025-ORG-0500 Orange 500

PT2-03-ORG-1000 N-3-025-ORG-1000 Orange 1,000

PT2-03-RED-100 N-3-025-RED-0100 Red 100

PT2-03-RED-500 N-3-025-RED-0500 Red 500

PT2-03-RED-1000 N-3-025-RED-1000 Red 1,000

PT2-03-WHT-100 N-3-025-WHT-0100 White 100

PT2-03-WHT-500 N-3-025-WHT-0500 White 500

PT2-03-WHT-1000 N-3-025-WHT-1000 White 1,000

PT2-03-YEL-100 N-3-025-YEL-0100 Yellow 100

PT2-03-YEL-500 N-3-025-YEL-0500 Yellow 500

PT2-03-YEL-1000 N-3-025-YEL-1000 Yellow 1,000

PT2-03
3/16” Nylon 12 - Roll

PT2-25-WHT-250 N-2.5-025-WHT-0250 White 250

PT2-25-WHT-500 N-2.5-025-WHT-0500 White 500

PT2-25-WHT-1000 N-2.5-025-WHT-1000 White 1,000

PT2-25-WHT-25M N-2.5-025-WHT-0082 White 25M (82 Ft.)

PT2-25-WHT-100M N-2.5-025-WHT-0328 White 100M (328 Ft.)

PT2-25-YEL-100 N-2.5-025-YEL-0100 Yellow 100

PT2-25-YEL-250 N-2.5-025-YEL-0250 Yellow 250

PT2-25-YEL-500 N-2.5-025-YEL-0500 Yellow 500

PT2-25-YEL-1000 N-2.5-025-YEL-1000 Yellow 1,000

PT2-25-YEL-25M N-2.5-025-YEL-0082 Yellow 25M (82 Ft.)

PT2-25-YEL-100M N-2.5-025-YEL-0328 Yellow 100M (328 Ft.)

PT2-25
5/32” Nylon 12 - Roll

PCC Part No. Parker Ref Color Length

PT2-04-BLK-100 NB-4-035-0100 Black 100

PT2-04-BLK-250 NB-4-035-0250 Black 250

PT2-04-BLK-500 NB-4-035-0500 Black 500

PT2-04-BLK-1000 NB-4-035-1000 Black 1,000

PT2-04-BLU-100 N-4-035-BLU-0100 Blue 100

PT2-04-BLU-250 N-4-035-BLU-0250 Blue 250

PT2-04-BLU-500 N-4-035-BLU-0500 Blue 500

PT2-04-BLU-1000 N-4-035-BLU-1000 Blue 1,000

PT2-04-GRN-100 N-4-035-GRN-0100 Green 100

PT2-04-GRN-250 N-4-035-GRN-0250 Green 250

PT2-04-GRN-500 N-4-035-GRN-0500 Green 500

PT2-04-GRN-1000 N-4-035-GRN-1000 Green 1,000

PT2-04-GRY-100 N-4-035-GRA-0100 Gray 100

PT2-04-GRY-250 N-4-035-GRA-0250 Gray 250

PT2-04-GRY-500 N-4-035-GRA-0500 Gray 500

PT2-04-GRY-1000 N-4-035-GRA-1000 Gray 1,000

PT2-04-NAT-100 NN-4-035-0100 Natural 100

PT2-04-NAT-250 NN-4-035-0250 Natural 250

PT2-04-NAT-500 NN-4-035-0500 Natural 500

PT2-04-NAT-1000 NN-4-035-1000 Natural 1,000

PT2-04-ORG-100 N-4-035-ORG-0100 Orange 100

PT2-04-ORG-250 N-4-035-ORG-0250 Orange 250

PT2-04-ORG-500 N-4-035-ORG-0500 Orange 500

PT2-04-ORG-1000 N-4-035-ORG-1000 Orange 1,000

PT2-04-RED-100 N-4-035-RED-0100 Red 100

PT2-04-RED-250 N-4-035-RED-0250 Red 250

PT2-04-RED-500 N-4-035-RED-0500 Red 500

PT2-04-RED-1000 N-4-035-RED-1000 Red 1,000

PT2-04-WHT-100 N-4-035-WHT-0100 White 100

PT2-04-WHT-250 N-4-035-WHT-0250 White 250

PT2-04-WHT-500 N-4-035-WHT-0500 White 500

PT2-04-WHT-1000 N-4-035-WHT-1000 White 1,000

PT2-04-YEL-100 N-4-035-YEL-0100 Yellow 100

PT2-04-YEL-250 N-4-035-YEL-0250 Yellow 250

PT2-04-YEL-500 N-4-035-YEL-0500 Yellow 500

PT2-04-YEL-1000 N-4-035-YEL-1000 Yellow 1,000

PT2-04
1/4” Nylon 12 - Roll
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Nylon 12 Tubing

PCC Part No. Parker Ref Color Length

PT2-05-BLK-100 NB-5-040-0100 Black 100

PT2-05-NAT-100 NN-5-040-0100 Natural 100

PT2-05
5/16” Nylon 12 - Roll

PCC Part No. Eaton Ref Parker Ref Color Length

PT2-06-BLK-100 – NB-6-050-0100 Black 100

PT2-06-BLK-250 – NB-6-050-0250 Black 250

PT2-06-BLK-500 – NB-6-050-0500 Black 500

PT2-06-BLK-1000 – NB-6-050-1000 Black 1,000

PT2-06-BLU-100 – N-6-050-BLU-0100 Blue 100

PT2-06-BLU-250 – N-6-050-BLU-0250 Blue 250

PT2-06-BLU-500 – N-6-050-BLU-0500 Blue 500

PT2-06-BLU-1000 – N-6-050-BLU-1000 Blue 1,000

PT2-06-GRN-100 – N-6-050-GRN-0100 Green 100

PT2-06-GRN-250 – N-6-050-GRN-0250 Green 250

PT2-06-GRN-500 – N-6-050-GRN-0500 Green 500

PT2-06-GRN-1000 – N-6-050-GRN-1000 Green 1,000

PT2-06-GRY-100 – N-6-050-GRA-0100 Gray 100

PT2-06-GRY-250 – N-6-050-GRA-0250 Gray 250

PT2-06-GRY-500 – N-6-050-GRA-0500 Gray 500

PT2-06-GRY-1000 – N-6-050-GRA-1000 Gray 1,000

PT2-06-NAT-100 – NN-6-050-0100 Natural 100

PT2-06-NAT-250 – NN-6-050-0250 Natural 250

PT2-06-NAT-500 57-06 NN-6-050-0500 Natural 500

PT2-06-NAT-1000 – NN-6-050-1000 Natural 1,000

PT2-06-ORG-100 – N-6-050-ORG-0100 Orange 100

PT2-06-ORG-250 – N-6-050-ORG-0250 Orange 250

PT2-06-ORG-500 – N-6-050-ORG-0500 Orange 500

PT2-06-ORG-1000 – N-6-050-ORG-1000 Orange 1,000

PT2-06-RED-100 – N-6-050-RED-0100 Red 100

PT2-06-RED-250 – N-6-050-RED-0250 Red 250

PT2-06-RED-500 – N-6-050-RED-0500 Red 500

PT2-06-RED-1000 – N-6-050-RED-1000 Red 1,000

PT2-06-WHT-100 – N-6-050-WHT-0100 White 100

PT2-06-WHT-250 – N-6-050-WHT-0250 White 250

PT2-06-WHT-500 – N-6-050-WHT-0500 White 500

PT2-06-WHT-1000 – N-6-050-WHT-1000 White 1,000

PT2-06-YEL-100 – N-6-050-YEL-0100 Yellow 100

PT2-06-YEL-250 – N-6-050-YEL-0250 Yellow 250

PT2-06-YEL-500 – N-6-050-YEL-0500 Yellow 500

PT2-06-YEL-1000 – N-6-050-YEL-1000 Yellow 1,000

PT2-06
3/8” Nylon 12 - Roll

PCC Part No. Eaton Ref Parker Ref Color Length

PT2-08-BLK-100 – NB-8-062-0100 Black 100

PT2-08-BLU-100 – N-8-062-BLU-0100 Blue 100

PT2-08-GRN-100 – N-8-062-GRN-0100 Green 100

PT2-08-GRY-100 – N-8-062-GRA-0100 Gray 100

PT2-08-NAT-100 57-08 (500 ft) NN-8-062-0100 Natural 100

PT2-08-ORG-100 – N-8-062-ORG-0100 Orange 100

PT2-08-RED-100 – N-8-062-RED-0100 Red 100

PT2-08-WHT-100 – N-8-062-WHT-0100 White 100

PT2-08-YEL-100 – N-8-062-YEL-0100 Yellow 100

PT2-08
1/2” Nylon 12 - Roll



Our PT4 Series Polyeurethane Tubing is made from the highest quality raw materials available.  It is ether based to provide excellent 
hydrolysis, oil and cold resistance.  It is stronger, more flexible, lighter in weight, offers superior kink resistance, and is 5–10 times more 
abrasion resistant when compared to rubber hose.  The O.D. is made to extremely tight tolerances to provide an extremely reliable 
connection. 

Standard rolls are 100 feet, 250 feet, 500 feet, and 1,000 feet and many colors are available.
NOT for D.O.T. Air Brake applications. 

• Flexible
• Strong
• Lightweight
• Kink Resistant
• Abrasion Resistant
• Chemical Resistant
• Heat / Cold Resistant
• RoHS Compliant

• NSF 51® Certified
• Meets NSF 61® Requirements
• Hardness: Shore A 98
• Vacuum to 28" H
• Temperature: 
   –40° to +160° F  (–40° to +71° C)
• Tolerances: 1/8" – 1/4": +/- 0.005"
         3/8" – 1/2": +/- 0.006”

Features/Benefits

PT4 Series - Polyeurethane

Black=BLK | Blue=BLU | Clear Blue=BLU-CLR | Light Blue=BLU-LGT | Green=GRN | Clear Green=GRN-CLR 
Light Green=GRN-LGT | Gray=GRY | Natural=NAT | Orange=ORG | Red=RED | Clear Red=RED-CLR | White=WHT | Yellow=YEL

Available Colors

Sizes Available

-02 = 1/8”
-25 = 5/32” (4mm)
-03 = 3/16” 
-04 = 1/4” 
-05 = 5/16”  (8mm)
-06 = 3/8” 
-08 = 1/2” 
-10 = 5/8”
-12 = 3/4”

• Agricultural 
• Food and Beverage
• Instrumentation 
• Laboratories
• Lube Lines 
• Motion Control

Markets

• Paint Systems 
• Pneumatic Tools
• Pneumatic Piping 
• Robotics
• Vacuum

NOTE: Tubing cutter (PT6-CUTTER) is available.
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Polyeurethane Tubing

PCC Part No. Parker Ref Color Length

PT4-25-BLK-100 UM4x2.5-BK-0100 Black 100

PT4-25-BLK-250 UM4x2.5-BK-0250 Black 250

PT4-25-BLK-500 UM4x2.5-BK-0500 Black 500

PT4-25-BLK-1000 UM4x2.5-BK-1000 Black 1,000

PT4-25-BLK-25M UM4x2.5-BK-0082 Black 25M (82 Ft.)

PT4-25-BLK-100M UM4x2.5-BK-0382 Black 100M (328 Ft.)

PT4-25-BLU-100 UM4x2.5-BL-0100 Blue 100

PT4-25-BLU-250 UM4x2.5-BL-0250 Blue 250

PT4-25-BLU-500 UM4x2.5-BL-0500 Blue 500

PT4-25-BLU-1000 UM4x2.5-BL-1000 Blue 1,000

PT4-25-BLU-25M UM4x2.5-BL-0082 Blue 25M (82 Ft.)

PT4-25-BLU-100M UM4x2.5-BL-0382 Blue 100M (328 Ft.)

PT4-25-BLU-CLR-100 – Clear Blue 100

PT4-25-BLU-CLR-250 – Clear Blue 250

PT4-25-BLU-CLR-500 – Clear Blue 500

PT4-25-BLU-CLR-1000 – Clear Blue 1,000

PT4-25-BLU-CLR-25M – Clear Blue 25M (82 Ft.)

PT4-25-BLU-CLR-100M – Clear Blue 100M (328 Ft.)

PT4-25-BLU-LGT-100 – Light Blue 100

PT4-25-BLU-LGT-250 – Light Blue 250

PT4-25-BLU-LGT-500 – Light Blue 500

PT4-25-BLU-LGT-1000 – Light Blue 1,000

PT4-25-BLU-LGT-25M – Light Blue 25M (82 Ft.)

PT4-25-BLU-LGT-100M – Light Blue 100M (328 Ft.)

PT4-25-GRN-100 UM4x2.5-GN-0100 Green 100

PT4-25-GRN-250 UM4x2.5-GN-0250 Green 250

PT4-25-GRN-500 UM4x2.5-GN-0500 Green 500

PT4-25-GRN-1000 UM4x2.5-GN-1000 Green 1,000

PT4-25-GRN-25M UM4x2.5-GN-0082 Green 25M (82 Ft.)

PT4-25-GRN-100M UM4x2.5-GN-0382 Green 100M (328 Ft.)

PT4-25-GRN-CLR-100 – Clear Green 100

PT4-25-GRN-CLR-250 – Clear Green 250

PT4-25
5/32” (4mm) Polyeurethane - Roll

PT4-02-RED-CLR-1000 – – Clear Red 1,000

PT4-02-WHT-100 – – White 100

PT4-02-WHT-250 – – White 250

PT4-02-WHT-500 – – White 500

PT4-02-WHT-1000 – – White 1,000

PT4-02-YEL-100 – U-21-YEL-0100 Yellow 100

PT4-02-YEL-250 – U-21-YEL-0250 Yellow 250

PT4-02-YEL-500 – U-21-YEL-0500 Yellow 500

PT4-02-YEL-1000 – U-21-YEL-1000 Yellow 1,000

PT4-02
1/8 Polyeurethane - Roll

PCC Part No. Eaton Ref Parker Ref Color Length

PT4-02-BLK-100 – U-21-BLK-0100 Black 100

PT4-02-BLK-250 – U-21-BLK-0250 Black 250

PT4-02-BLK-500 – U-21-BLK-0500 Black 500

PT4-02-BLK-1000 – U-21-BLK-1000 Black 1,000

PT4-02-BLU-100 – U-21-BLU-0100 Blue 100

PT4-02-BLU-250 – U-21-BLU-0250 Blue 250

PT4-02-BLU-500 – U-21-BLU-0500 Blue 500

PT4-02-BLU-1000 – U-21-BLU-1000 Blue 1,000

PT4-02-BLU-CLR-100 – – Clear Blue 100

PT4-02-BLU-CLR-250 – – Clear Blue 250

PT4-02-BLU-CLR-500 – – Clear Blue 500

PT4-02-BLU-CLR-1000 – – Clear Blue 1,000

PT4-02-BLU-LGT-100 – – Light Blue 100

PT4-02-BLU-LGT-250 – – Light Blue 250

PT4-02-BLU-LGT-500 – – Light Blue 500

PT4-02-BLU-LGT-1000 – – Light Blue 1,000

PT4-02-GRN-100 – U-21-GRN-0100 Green 100

PT4-02-GRN-250 – U-21-GRN-0250 Green 250

PT4-02-GRN-500 – U-21-GRN-0500 Green 500

PT4-02-GRN-1000 – U-21-GRN-1000 Green 1,000

PT4-02-GRN-CLR-100 – – Clear Green 100

PT4-02-GRN-CLR-250 – – Clear Green 250

PT4-02-GRN-CLR-500 – – Clear Green 500

PT4-02-GRN-CLR-1000 – – Clear Green 1,000

PT4-02-GRN-LGT-100 – – Light Green 100

PT4-02-GRN-LGT-250 – – Light Green 250

PT4-02-GRN-LGT-500 – – Light Green 500

PT4-02-GRN-LGT-1000 – – Light Green 1,000

PT4-02-GRY-100 – U-21-GRA-0100 Gray 100

PT4-02-GRY-250 – U-21-GRA-0250 Gray 250

PT4-02-GRY-500 – U-21-GRA-0500 Gray 500

PT4-02-GRY-1000 – U-21-GRA-1000 Gray 1,000

PT4-02-NAT-100 18-0204 U-21-0100 Natural 100

PT4-02-NAT-250 – U-21-0250 Natural 250

PT4-02-NAT-500 – U-21-0500 Natural 500

PT4-02-NAT-1000 – U-21-1000 Natural 1,000

PT4-02-ORG-100 – U-21-ORG-0100 Orange 100

PT4-02-ORG-250 – U-21-ORG-0250 Orange 250

PT4-02-ORG-500 – U-21-ORG-0500 Orange 500

PT4-02-ORG-1000 – U-21-ORG-1000 Orange 1,000

PT4-02-RED-100 – U-21-RED-0100 Red 100

PT4-02-RED-250 – U-21-RED-0250 Red 250

PT4-02-RED-500 – U-21-RED-0500 Red 500

PT4-02-RED-1000 – U-21-RED-1000 Red 1,000

PT4-02-RED-CLR-100 – – Clear Red 100

PT4-02-RED-CLR-250 – – Clear Red 250

PT4-02-RED-CLR-500 – – Clear Red 500

PT4-02
1/8 Polyeurethane - Roll
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PT4-25-GRN-CLR-500 – Clear Green 500

PT4-25-GRN-CLR-1000 – Clear Green 1,000

PT4-25-GRN-CLR-25M – Clear Green 25M (82 Ft.)

PT4-25-GRN-CLR-100M – Clear Green 100M (328 Ft.)

PT4-25-GRN-LGT-100 – Light Green 100

PT4-25-GRN-LGT-250 – Light Green 250

PT4-25-GRN-LGT-500 – Light Green 500

PT4-25-GRN-LGT-1000 – Light Green 1,000

PT4-25-GRN-LGT-25M – Light Green 25M (82 Ft.)

PT4-25-GRN-LGT-100M – Light Green 100M (328 Ft.)

PT4-25-GRY-100 UM4x2.5-GRA-0100 Gray 100

PT4-25-GRY-250 UM4x2.5-GRA-0250 Gray 250

PT4-25-GRY-500 UM4x2.5-GRA-0500 Gray 500

PT4-25-GRY-1000 UM4x2.5-GRA-1000 Gray 1,000

PT4-25-GRY-25M UM4x2.5-GRA-0082 Gray 25M (82 Ft.)

PT4-25-GRY-100M UM4x2.5-GRA-0382 Gray 100M (328 Ft.)

PT4-25-NAT-100 UM4x2.5-0100 Natural 100

PT4-25-NAT-250 UM4x2.5-0250 Natural 250

PT4-25-NAT-500 UM4x2.5-0500 Natural 500

PT4-25-NAT-1000 UM4x2.5-1000 Natural 1,000

PT4-25-NAT-25M UM4x2.5-0082 Natural 25M (82 Ft.)

PT4-25-NAT-100M UM4x2.5-0382 Natural 100M (328 Ft.)

PT4-25-ORG-100 UM4x2.5-ORG-0100 Orange 100

PT4-25-ORG-250 UM4x2.5-ORG-0250 Orange 250

PT4-25-ORG-500 UM4x2.5-ORG-0500 Orange 500

PT4-25-ORG-1000 UM4x2.5-ORG-1000 Orange 1,000

PT4-25-ORG-25M UM4x2.5-ORG-0082 Orange 25M (82 Ft.)

PT4-25-ORG-100M UM4x2.5-ORG-0382 Orange 100M (328 Ft.)

PT4-25-RED-100 UM4x2.5-RED-0100 Red 100

PT4-25-RED-250 UM4x2.5-RED-0250 Red 250

PT4-25-RED-500 UM4x2.5-RED-0500 Red 500

PT4-25-RED-1000 UM4x2.5-RED-1000 Red 1,000

PT4-25-RED-25M UM4x2.5-RED-0082 Red 25M (82 Ft.)

PT4-25-RED-100M UM4x2.5-RED-0382 Red 100M (328 Ft.)

PT4-25-RED-CLR-100 – Clear Red 100

PT4-25-RED-CLR-250 – Clear Red 250

PT4-25-RED-CLR-500 – Clear Red 500

PT4-25-RED-CLR-1000 – Clear Red 1,000

PT4-25-RED-CLR-25M – Clear Red 25M (82 Ft.)

PT4-25-RED-CLR-100M – Clear Red 100M (328 Ft.)

PT4-25-WHT-100 UM4x2.5-WH-0100 White 100

PT4-25-WHT-250 UM4x2.5-WH-0250 White 250

PT4-25-WHT-500 UM4x2.5-WH-0500 White 500

PT4-25-WHT-1000 UM4x2.5-WH-0100 White 1,000

PT4-25-WHT-25M UM4x2.5-WH-0082 White 25M (82 Ft.)

PT4-25-WHT-100M UM4x2.5-WH-1000 White 100M (328 Ft.)

PT4-25-YEL-100 UM4x2.5-YEL-0100 Yellow 100

PT4-25-YEL-250 UM4x2.5-YEL-0250 Yellow 250

PT4-25
5/32” (4mm) Polyeurethane - Roll

PT4-25-YEL-500 UM4x2.5-YEL-0100 Yellow 500

PT4-25-YEL-1000 UM4x2.5-YEL-1000 Yellow 1,000

PT4-25-YEL-25M UM4x2.5-YEL-0082 Yellow 25M (82 Ft.)

PT4-25-YEL-100M UM4x2.5-YEL-0382 Yellow 100M (328 Ft.)

PT4-25
5/32” (4mm) Polyeurethane - Roll

PCC Part No. Parker Ref Color Length

PT4-03-BLK-100 U-32-BLK-0100 Black 100

PT4-03-BLK-250 U-32-BLK-0250 Black 250

PT4-03-BLK-500 U-32-BLK-0500 Black 500

PT4-03-BLK-1000 U-32-BLK-1000 Black 1,000

PT4-03-BLU-100 U-32-BLU-0100 Blue 100

PT4-03-BLU-250 U-32-BLU-0250 Blue 250

PT4-03-BLU-500 U-32-BLU-0500 Blue 500

PT4-03-BLU-1000 U-32-BLU-1000 Blue 1,000

PT4-03-BLU-CLR-100 – Clear Blue 100

PT4-03-BLU-CLR-250 – Clear Blue 250

PT4-03-BLU-CLR-500 – Clear Blue 500

PT4-03-BLU-CLR-1000 – Clear Blue 1,000

PT4-03-BLU-LGT-100 – Light Blue 100

PT4-03-BLU-LGT-250 – Light Blue 250

PT4-03-BLU-LGT-500 – Light Blue 500

PT4-03-BLU-LGT-1000 – Light Blue 1,000

PT4-03-GRN-100 U-32-GRN-0100 Green 100

PT4-03-GRN-250 U-32-GRN-0250 Green 250

PT4-03-GRN-500 U-32-GRN-0500 Green 500

PT4-03-GRN-1000 U-32-GRN-1000 Green 1,000

PT4-03-GRN-CLR-100 – Clear Green 100

PT4-03-GRN-CLR-250 – Clear Green 250

PT4-03-GRN-CLR-500 – Clear Green 500

PT4-03-GRN-CLR-1000 – Clear Green 1,000

PT4-03-GRN-LGT-100 – Light Green 100

PT4-03-GRN-LGT-250 – Light Green 250

PT4-03-GRN-LGT-500 – Light Green 500

PT4-03-GRN-LGT-1000 – Light Green 1,000

PT4-03-GRY-100 U-32-GRA-0100 Gray 100

PT4-03-GRY-250 U-32-GRA-0250 Gray 250

PT4-03-GRY-500 U-32-GRA-0500 Gray 500

PT4-03-GRY-1000 U-32-GRA-1000 Gray 1,000

PT4-03-NAT-100 U-32-0100 Natural 100

PT4-03-NAT-250 U-32-0250 Natural 250

PT4-03-NAT-500 U-32-0500 Natural 500

PT4-03-NAT-1000 U-32-1000 Natural 1,000

PT4-03-ORG-100 U-32-ORG-0100 Orange 100

PT4-03
3/16” Polyeurethane- Roll
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PT4-03-ORG-250 U-32-ORG-0250 Orange 250

PT4-03-ORG-500 U-32-ORG-0500 Orange 500

PT4-03-ORG-1000 U-32-ORG-1000 Orange 1,000

PT4-03-RED-100 U-32-RED-0100 Red 100

PT4-03-RED-250 U-32-RED-0250 Red 250

PT4-03-RED-500 U-32-RED-0500 Red 500

PT4-03-RED-1000 U-32-RED-1000 Red 1,000

PT4-03-RED-CLR-100 – Clear Red 100

PT4-03-RED-CLR-250 – Clear Red 250

PT4-03-RED-CLR-500 – Clear Red 500

PT4-03-RED-CLR-1000 – Clear Red 1,000

PT4-03-WHT-100 – White 100

PT4-03-WHT-250 – White 250

PT4-03-WHT-500 – White 500

PT4-03-WHT-1000 – White 1,000

PT4-03-YEL-100 U-32-YEL-0100 Yellow 100

PT4-03-YEL-250 U-32-YEL-0250 Yellow 250

PT4-03-YEL-500 U-32-YEL-0500 Yellow 500

PT4-03-YEL-1000 U-32-YEL-1000 Yellow 1,000

PT4-03
3/16” Polyeurethane- Roll

PCC Part No. Parker Ref Color Length

PT4-04-BLK-100 U-42-BLK-0100 Black 100

PT4-04-BLK-250 U-42-BLK-0250 Black 250

PT4-04-BLK-500 U-42-BLK-0500 Black 500

PT4-04-BLK-1000 U-42-BLK-1000 Black 1,000

PT4-04-BLU-100 U-42-BLU-0100 Blue 100

PT4-04-BLU-250 U-42-BLU-0250 Blue 250

PT4-04-BLU-500 U-42-BLU-0500 Blue 500

PT4-04-BLU-1000 U-42-BLU-1000 Blue 1,000

PT4-04-BLU-CLR-100 – Clear Blue 100

PT4-04-BLU-CLR-250 – Clear Blue 250

PT4-04-BLU-CLR-500 – Clear Blue 500

PT4-04-BLU-CLR-1000 – Clear Blue 1,000

PT4-04-BLU-LGT-100 – Light Blue 100

PT4-04-BLU-LGT-250 – Light Blue 250

PT4-04-BLU-LGT-500 – Light Blue 500

PT4-04-BLU-LGT-1000 – Light Blue 1,000

PT4-04-GRN-100 U-42-GRN-0100 Green 100

PT4-04-GRN-250 U-42-GRN-0250 Green 250

PT4-04-GRN-500 U-42-GRN-0500 Green 500

PT4-04-GRN-1000 U-42-GRN-1000 Green 1,000

PT4-04
1/4” Polyeurethane - Roll

PT4-04-GRN-CLR-100 – Clear Green 100

PT4-04-GRN-CLR-250 – Clear Green 250

PT4-04-GRN-CLR-500 – Clear Green 500

PT4-04-GRN-CLR-1000 – Clear Green 1,000

PT4-04-GRN-LGT-100 – Light Green 100

PT4-04-GRN-LGT-250 – Light Green 250

PT4-04-GRN-LGT-500 – Light Green 500

PT4-04-GRN-LGT-1000 – Light Green 1,000

PT4-04-GRY-100 U-42-GRA-0100 Gray 100

PT4-04-GRY-250 U-42-GRA-0250 Gray 250

PT4-04-GRY-500 U-42-GRA-0500 Gray 500

PT4-04-GRY-1000 U-42-GRA-1000 Gray 1,000

PT4-04-NAT-100 U-42-0100 Natural 100

PT4-04-NAT-250 U-42-0250 Natural 250

PT4-04-NAT-500 U-42-0500 Natural 500

PT4-04-NAT-1000 U-42-1000 Natural 1,000

PT4-04-ORG-100 U-42-ORG-0100 Orange 100

PT4-04-ORG-250 U-42-ORG-0250 Orange 250

PT4-04-ORG-500 U-42-ORG-0500 Orange 500

PT4-04-ORG-1000 U-42-ORG-1000 Orange 1,000

PT4-04-RED-100 U-42-RED-0100 Red 100

PT4-04-RED-250 U-42-RED-0250 Red 250

PT4-04-RED-500 U-42-RED-0500 Red 500

PT4-04-RED-1000 U-42-RED-1000 Red 1,000

PT4-04-RED-CLR-100 – Clear Red 100

PT4-04-RED-CLR-250 – Clear Red 250

PT4-04-RED-CLR-500 – Clear Red 500

PT4-04-RED-CLR-1000 – Clear Red 1,000

PT4-04-WHT-100 – White 100

PT4-04-WHT-250 – White 250

PT4-04-WHT-500 – White 500

PT4-04-WHT-1000 – White 1,000

PT4-04-YEL-100 U-42-YEL-0100 Yellow 100

PT4-04-YEL-250 U-42-YEL-0250 Yellow 250

PT4-04-YEL-500 U-42-YEL-0500 Yellow 500

PT4-04-YEL-1000 U-42-YEL-1000 Yellow 1,000

PT4-04
1/4” Polyeurethane - Roll
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PCC Part No. Eaton Ref Parker Ref Color Length

PT4-05-BLK-100 – UM8x5-BLK-0100 Black 100

PT4-05-BLK-250 – UM8x5-BLK-0250 Black 250

PT4-05-BLK-500 – UM8x5-BLK-0500 Black 500

PT4-05-BLK-1000 – UM8x5-BLK-1000 Black 1,000

PT4-05-BLK-25M – UM8x5-BLK-0082 Black 25M (82 Ft.)

PT4-05-BLK-100M – UM8x5-BLK-0382 Black 100M (328 Ft.)

PT4-05-BLU-100 – UM8x5-BLU-0100 Blue 100

PT4-05-BLU-250 – UM8x5-BLU-0250 Blue 250

PT4-05-BLU-500 – UM8x5-BLU-0500 Blue 500

PT4-05-BLU-1000 – UM8x5-BLU-1000 Blue 1,000

PT4-05-BLU-25M – UM8x5-BLU-0082 Blue 25M (82 Ft.)

PT4-05-BLU-100M – UM8x5-BLU-0382 Blue 100M (328 Ft.)

PT4-05-BLU-CLR-100 – – Clear Blue 100

PT4-05-BLU-CLR-250 – – Clear Blue 250

PT4-05-BLU-CLR-500 – – Clear Blue 500

PT4-05-BLU-CLR-1000 – – Clear Blue 1,000

PT4-05-BLU-CLR-25M – – Clear Blue 25M (82 Ft.)

PT4-05-BLU-CLR-100M – – Clear Blue 100M (328 Ft.)

PT4-05-BLU-LGT-100 – – Light Blue 100

PT4-05-BLU-LGT-250 – – Light Blue 250

PT4-05-BLU-LGT-500 – – Light Blue 500

PT4-05-BLU-LGT-1000 – – Light Blue 1,000

PT4-05-BLU-LGT-25M – – Light Blue 25M (82 Ft.)

PT4-05-BLU-LGT-100M – – Light Blue 100M (328 Ft.)

PT4-05-GRN-100 – UM8x5-GRN-0100 Green 100

PT4-05-GRN-250 – UM8x5-GRN-0250 Green 250

PT4-05-GRN-500 – UM8x5-GRN-0500 Green 500

PT4-05-GRN-1000 – UM8x5-GRN-1000 Green 1,000

PT4-05-GRN-25M – UM8x5-GRN-0082 Green 25M (82 Ft.)

PT4-05-GRN-100M – UM8x5-GRN-0382 Green 100M (328 Ft.)

PT4-05-GRN-CLR-100 – – Clear Green 100

PT4-05-GRN-CLR-250 – – Clear Green 250

PT4-05-GRN-CLR-500 – – Clear Green 500

PT4-05-GRN-CLR-1000 – – Clear Green 1,000

PT4-05-GRN-CLR-25M – – Clear Green 25M (82 Ft.)

PT4-05-GRN-CLR-100M – – Clear Green 100M (328 Ft.)

PT4-05-GRN-LGT-100 – – Light Green 100

PT4-05-GRN-LGT-250 – – Light Green 250

PT4-05-GRN-LGT-500 – – Light Green 500

PT4-05-GRN-LGT-1000 – – Light Green 1,000

PT4-05-GRN-LGT-25M – – Light Green 25M (82 Ft.)

PT4-05-GRN-LGT-100M – – Light Green 100M (328 Ft.)

PT4-05-GRY-100 – UM8x5-GRA-0100 Gray 100

PT4-05-GRY-250 – UM8x5-GRA-0250 Gray 250

PT4-05-GRY-500 – UM8x5-GRA-0500 Gray 500

PT4-05-GRY-1000 – UM8x5-GRA-1000 Gray 1,000

PT4-05
5/16” (8mm) Polyeurethane - Roll

PT4-05-GRY-25M – UM8x5-GRA-0082 Gray 25M (82 Ft.)

PT4-05-GRY-100M – UM8x5-GRA-0382 Gray 100M (328 Ft.)

PT4-05-NAT-100 18-0305 UM8x5-0100 Natural 100

PT4-05-NAT-250 – UM8x5-0250 Natural 250

PT4-05-NAT-500 – UM8x5-0500 Natural 500

PT4-05-NAT-1000 – UM8x5-1000 Natural 1,000

PT4-05-NAT-25M – UM8x5-0082 Natural 25M (82 Ft.)

PT4-05-NAT-100M – UM8x5-0382 Natural 100M (328 Ft.)

PT4-05-ORG-100 – UM8x5-ORG-0100 Orange 100

PT4-05-ORG-250 – UM8x5-ORG-0250 Orange 250

PT4-05-ORG-500 – UM8x5-ORG-0500 Orange 500

PT4-05-ORG-1000 – UM8x5-ORG-1000 Orange 1,000

PT4-05-ORG-25M – UM8x5-ORG-0082 Orange 25M (82 Ft.)

PT4-05-ORG-100M – UM8x5-ORG-0382 Orange 100M (328 Ft.)

PT4-05-RED-100 – UM8x5-RED-0100 Red 100

PT4-05-RED-250 – UM8x5-RED-0250 Red 250

PT4-05-RED-500 – UM8x5-RED-0500 Red 500

PT4-05-RED-1000 – UM8x5-RED-1000 Red 1,000

PT4-05-RED-25M – UM8x5-RED-0082 Red 25M (82 Ft.)

PT4-05-RED-100M – UM8x5-RED-0382 Red 100M (328 Ft.)

PT4-05-RED-CLR-100 – – Clear Red 100

PT4-05-RED-CLR-250 – – Clear Red 250

PT4-05-RED-CLR-500 – – Clear Red 500

PT4-05-RED-CLR-1000 – – Clear Red 1,000

PT4-05-RED-CLR-25M – – Clear Red 25M (82 Ft.)

PT4-05-RED-CLR-100M – – Clear Red 100M (328 Ft.)

PT4-05-WHT-100 – – White 100

PT4-05-WHT-250 – – White 250

PT4-05-WHT-500 – – White 500

PT4-05-WHT-1000 – – White 1,000

PT4-05-WHT-25M – – White 25M (82 Ft.)

PT4-05-WHT-100M – – White 100M (328 Ft.)

PT4-05-YEL-100 – UM8x5-YEL-0100 Yellow 100

PT4-05-YEL-250 – UM8x5-YEL-0250 Yellow 250

PT4-05-YEL-500 – UM8x5-YEL-0500 Yellow 500

PT4-05-YEL-1000 – UM8x5-YEL-1000 Yellow 1,000

PT4-05-YEL-25M – UM8x5-YEL-0082 Yellow 25M (82 Ft.)

PT4-05-YEL-100M – UM8x5-YEL-0382 Yellow 100M (328 Ft.)

PT4-05
5/16” (8mm) Polyeurethane - Roll
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PCC Part No. Eaton Ref Parker Ref Color Length

PT4-06-BLK-100 – U-64-BLK-0100 Black 100

PT4-06-BLK-250 – U-64-BLK-0250 Black 250

PT4-06-BLK-500 – U-64-BLK-0500 Black 500

PT4-06-BLU-100 – U-64-BLU-0100 Blue 100

PT4-06-BLU-250 – U-64-BLU-0250 Blue 250

PT4-06-BLU-500 – U-64-BLU-0500 Blue 500

PT4-06-BLU-CLR-100 – – Clear Blue 100

PT4-06-BLU-CLR-250 – – Clear Blue 250

PT4-06-BLU-CLR-500 – – Clear Blue 500

PT4-06-BLU-LGT-100 – – Light Blue 100

PT4-06-BLU-LGT-250 – – Light Blue 250

PT4-06-BLU-LGT-500 – – Light Blue 500

PT4-06-GRN-100 – U-64-GRN-0100 Green 100

PT4-06-GRN-250 – U-64-GRN-0250 Green 250

PT4-06-GRN-500 – U-64-GRN-0500 Green 500

PT4-06-GRN-CLR-100 – – Clear Green 100

PT4-06-GRN-CLR-250 – – Clear Green 250

PT4-06-GRN-CLR-500 – – Clear Green 500

PT4-06-GRN-LGT-100 – – Light Green 100

PT4-06-GRN-LGT-250 – – Light Green 250

PT4-06-GRN-LGT-500 – – Light Green 500

PT4-06-GRY-100 – U-64-GRA-0100 Gray 100

PT4-06-GRY-250 – U-64-GRA-0250 Gray 250

PT4-06-GRY-500 – U-64-GRA-0500 Gray 500

PT4-06-NAT-100 18-0406 U-64-0100 Natural 100

PT4-06-NAT-250 – U-64-0250 Natural 250

PT4-06-NAT-500 – U-64-0500 Natural 500

PT4-06-ORG-100 – U-64-ORG-0100 Orange 100

PT4-06-ORG-250 – U-64-ORG-0250 Orange 250

PT4-06-ORG-500 – U-64-ORG-0500 Orange 500

PT4-06-RED-100 – U-64-RED-0100 Red 100

PT4-06-RED-250 – U-64-RED-0250 Red 250

PT4-06-RED-500 – U-64-RED-0500 Red 500

PT4-06-RED-CLR-100 – – Clear Red 100

PT4-06-RED-CLR-250 – – Clear Red 250

PT4-06-RED-CLR-500 – – Clear Red 500

PT4-06-WHT-100 – – White 100

PT4-06-WHT-250 – – White 250

PT4-06-WHT-500 – – White 500

PT4-06-YEL-100 – U-64-YEL-0100 Yellow 100

PT4-06-YEL-250 – U-64-YEL-0250 Yellow 250

PT4-06-YEL-500 – U-64-YEL-0500 Yellow 500

PT4-06
3/8” Polyeurethane - Roll

PCC Part No. Eaton Ref Parker Ref Color Length

PT4-08-BLK-100 – U-86-BLK-0100 Black 100

PT4-08-BLK-250 – U-86-BLK-0250 Black 250

PT4-08-BLK-50 – U-86-BLK-0050 Black 50

PT4-08-BLK-500 – U-86-BLK-0500 Black 500

PT4-08-BLU-100 – U-86-BLU-0100 Blue 100

PT4-08-BLU-250 – U-86-BLU-0250 Blue 250

PT4-08-BLU-50 – U-86-BLU-0050 Blue 50

PT4-08-BLU-500 – U-86-BLU-0500 Blue 500

PT4-08-BLU-CLR-100 – – Clear Blue 100

PT4-08-BLU-CLR-250 – – Clear Blue 250

PT4-08-BLU-CLR-500 – – Clear Blue 500

PT4-08-BLU-LGT-100 – – Light Blue 100

PT4-08-BLU-LGT-250 – – Light Blue 250

PT4-08-BLU-LGT-500 – – Light Blue 500

PT4-08-GRN-100 – U-86-GRN-0100 Green 100

PT4-08-GRN-250 – U-86-GRN-0250 Green 250

PT4-08-GRN-500 – U-86-GRN-0500 Green 500

PT4-08-GRN-CLR-100 – – Clear Green 100

PT4-08-GRN-CLR-250 – – Clear Green 250

PT4-08-GRN-CLR-500 – – Clear Green 500

PT4-08-GRN-LGT-100 – – Light Green 100

PT4-08-GRN-LGT-250 – – Light Green 250

PT4-08-GRN-LGT-500 – – Light Green 500

PT4-08-GRY-100 – U-86-GRA-0100 Gray 100

PT4-08-GRY-250 – U-86-GRA-0250 Gray 250

PT4-08-GRY-500 – U-86-GRA-0500 Gray 500

PT4-08-NAT-100 18-0608 U-86-0100 Natural 100

PT4-08-NAT-250 – U-86-0250 Natural 250

PT4-08-NAT-50 – U-86-0050 Natural 50

PT4-08-NAT-500 – U-86-0500 Natural 500

PT4-08-ORG-100 – U-86-ORG-0100 Orange 100

PT4-08-ORG-250 – U-86-ORG-0250 Orange 250

PT4-08-ORG-500 – U-86-ORG-0500 Orange 500

PT4-08-RED-100 – U-86-RED-0100 Red 100

PT4-08-RED-250 – U-86-RED-0250 Red 250

PT4-08-RED-500 – U-86-RED-0500 Red 500

PT4-08-RED-CLR-100 – – Clear Red 100

PT4-08-RED-CLR-250 – – Clear Red 250

PT4-08-RED-CLR-500 – – Clear Red 500

PT4-08-WHT-100 – – White 100

PT4-08-WHT-250 – – White 250

PT4-08-WHT-500 – – White 500

PT4-08-YEL-100 – U-86-YEL-0100 Yellow 100

PT4-08-YEL-250 – U-86-YEL-0250 Yellow 250

PT4-08-YEL-500 – U-86-YEL-0500 Yellow 500

PT4-08
1/2” Polyeurethane - Roll
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Polyeurethane Tubing

PCC Part No. Eaton Ref Parker Ref Color Length

PT4-10-BLK-100 – – Black 100

PT4-10-BLK-250 – – Black 250

PT4-10-BLU-100 – – Blue 100

PT4-10-BLU-250 – – Blue 250

PT4-10-BLU-CLR-100 – – Clear Blue 100

PT4-10-BLU-CLR-250 – – Clear Blue 250

PT4-10-BLU-LGT-100 – – Light Blue 100

PT4-10-BLU-LGT-250 – – Light Blue 250

PT4-10-GRN-100 – – Green 100

PT4-10-GRN-250 – – Green 250

PT4-10-GRN-CLR-100 – – Clear Green 100

PT4-10-GRN-CLR-250 – – Clear Green 250

PT4-10-GRN-LGT-100 – – Light Green 100

PT4-10-GRN-LGT-250 – – Light Green 250

PT4-10-GRY-100 – – Gray 100

PT4-10-GRY-250 – – Gray 250

PT4-10-NAT-100 18-0810 – Natural 100

PT4-10-NAT-250 – – Natural 250

PT4-10-ORG-100 – – Orange 100

PT4-10-ORG-250 – – Orange 250

PT4-10-RED-100 – – Red 100

PT4-10-RED-250 – – Red 250

PT4-10-RED-CLR-100 – – Clear Red 100

PT4-10-RED-CLR-250 – – Clear Red 250

PT4-10-WHT-100 – – White 100

PT4-10-WHT-250 – – White 250

PT4-10-YEL-100 – – Yellow 100

PT4-10-YEL-250 – – Yellow 250

PT4-10
5/8” Polyeurethane - Roll

PCC Part No. Parker Ref Color Length

PT4-12-BLK-100 U-128-BLK-0100 Black 100

PT4-12-BLK-250 U-128-BLK-0250 Black 250

PT4-12-BLU-100 U-128-BLU-0100 Blue 100

PT4-12-BLU-250 U-128-BLU-0250 Blue 250

PT4-12-BLU-CLR-100 – Clear Blue 100

PT4-12-BLU-CLR-250 – Clear Blue 250

PT4-12-BLU-LGT-100 – Light Blue 100

PT4-12-BLU-LGT-250 – Light Blue 250

PT4-12-GRN-100 U-128-GRN-0100 Green 100

PT4-12-GRN-250 U-128-GRN-0250 Green 250

PT4-12-GRN-CLR-100 – Clear Green 100

PT4-12-GRN-CLR-250 – Clear Green 250

PT4-12
3/4” Polyeurethane - Roll

PT4-12-GRN-LGT-100 – Light Green 100

PT4-12-GRN-LGT-250 – Light Green 250

PT4-12-GRY-100 U-128-GRA-0100 Gray 100

PT4-12-GRY-250 U-128-GRA-0250 Gray 250

PT4-12-NAT-100 U-128-0100 Natural 100

PT4-12-NAT-250 U-128-0250 Natural 250

PT4-12-ORG-100 U-128-ORG-0100 Orange 100

PT4-12-ORG-250 U-128-ORG-0250 Orange 250

PT4-12-RED-100 U-128-RED-0100 Red 100

PT4-12-RED-250 U-128-RED-0250 Red 250

PT4-12-RED-CLR-100 – Clear Red 100

PT4-12-RED-CLR-250 – Clear Red 250

PT4-12-WHT-100 – White 100

PT4-12-WHT-250 – White 250

PT4-12-YEL-100 U-128-YEL-0100 Yellow 100

PT4-12-YEL-250 U-128-YEL-0250 Yellow 250

PT4-12
3/4” Polyeurethane - Roll

PCC Part No. Sizes 1-MP 2-MPX

PT-COIL-04-YEL-12 12 1/4 - 18 1/4 - 18

PT-COIL-04-YEL-25 25 1/4 - 18 1/4 - 18

PT-COIL-04-YEL-50 50 1/4 - 18 1/4 - 18

PT-COIL-04-YEL-100 100 1/4 - 18 1/4 - 18

PT-COIL-06-YEL-12 12 3/8 - 18 3/8 - 18

PT-COIL-06-YEL-25 25 3/8 - 18 3/8 - 18

PT-COIL-06-YEL-50 50 3/8 - 18 3/8 - 18

PT-COIL-06-YEL-100 100 3/8 - 18 3/8 - 18

PT-COIL-08-YEL-12 12 1/2 - 14 1/2 - 14

PT-COIL-08-YEL-25 25 1/2 - 14 1/2 - 14

PT-COIL-08-YEL-50 50 1/2 - 14 1/2 - 14

PT-COIL-08-YEL-100 100 1/2 - 14 1/2 - 14

PT-COIL
Poly Coil Assembly - Yellow

Poly Coil Assembly

1

2
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Part Number Index

Part No. Page #

102 26

102-LF 122

10245-4 26

10290-4 26

10290-4-LF 122

103 27

104 27

104-LF 122

10490-4 27

105 27

1109 68

1109-45P 84

1109-90P 84

1109N 74

1109NM 76

1109NP 84

1109YP 84

1139 68

1139P 84

1152 68

1152P 84

1162 68

1162BH 68

1162BHN 74

1162BHNM 76

1162BHNP 85

1162N 74

1162NM 76

1162P 84

1163 68

1164 68

1164N 74

1164NM 76

1164P 85

1164P-3 85

1164Y 68

1164YN 74

1164YNM 76

1164YP 85

1165 68

1165N 74

1165NM 76

1165P 85

1166 69

1166BH 69

1166BHNP 86

1166N 74

1166NM 76

1166NP 85

1168 69

1168N-SF 74

1168NM-SF 77

1168NP 86

1169 69

1169S 69

1169SLP 86

1169SN-SF 75

1169SNM-SF 77

1169SP 86

1170 70

1170S 70

1170SN 75

1170SNM 77

1170SP 87

1171 70

1171S 70

1171SN-SF 75

1171SNM-SF 77

1171SP 87

1171SP-3 87

1172 70

1172S 70

1172SN-SF 75

1172SNM-SF 78

1172SP 87

1172Y 70

1172YSP 88

1176 70

1177 71

1179 71

1179SP 88

124 27

126 28

1260 91

1260C 91

1261 91

1261B 91

1261P 91

1262 91

1262BH 91

1264 91

1266 91

1268 92

1269 92

1270 92

1271 92

1272 92

1277 92

131 108

1360 96

1361 96

1362 96

1364 96

1365 96

1366 96

1368 96

1369 97

1370 97

1371 97

1372 97

1379 97

142 28

143 28

143-LF 122

144 28

145 28

1460 100

1461 100

1462 100

1462BH 100

1464 100

1465 100

1466 100

1468 100

1469 101

1470 101

1471 101

1472 101

1479 101

1484 102

1500 105

152 28

154 28

156 29

1561 105

1561SG 105

1562 105

1568 105

1568SG 105

157 29

158 29

1586 105

1587 105

1588 105

159 29

168 30

16890 30

178 29

178-LF 122

17890-4 29

178T 29

178T-4 29

178T-LF 122

179-4 29

183B 38

185B 38

187B 38

190 30

19090 30

2002AH 118

2002B 118

2004 118

2005 118

2008 118

200CF 30

2014 118

202 108

205 23

206 23

207 23

20790 23

2100 109

2105L 109

211 41

22 31

22F 53

23F 53

24F 53

252 108

272 34

272-LF 122

27290-4 34

273 34

274 34

278 35

280 35

282 35

284 35

28490-STL 35

286 35

287 35

287-LF 122

288 35

28890-STL 36

290 36

292 36

294 36

296 36

302 108

3129 41

3129-LF 123

3150 41

3151 41

Part No. Page # Part No. Page # Part No. Page #
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Part Number Index

3151-LF 123

3152 41

3152-LF 123

3162 41

3200 41

3200-SAE 49

3200-LF 123

3220 41

3220-SAE 49

3220-LF 123

3220N 42

3250 42

3300 42

3300-SAE 49

3300-LF 123

3300N 42

3322 42

3323 42

3324 42

3325 43

3325-SAE 49

3325-LF 123

3325N 43

3326 43

3326-LF 123

3350 44

3350-4 44

3350-SAE 49

3400 44

3400-4-LF 124

3400-SAE 49

3400N-4 44

3400-W 44

3455 44

3455-4 44

3500 45

3500-4-LF 124

3500-SAE 50

3500N-4 45

352 108

3550 45

3550-4 45

3600 45

3600-LF 124

3600-SAE 50

3700 45

3700-4 45

3700-4-LF 124

3700-SAE 50

3700N-4 45

3750 45

3750-SAE 50

3750-LF 124

391P 93

392P 93

393P 93

393PD 93

394P 93

3950 46

3950-4 46

3950N-4 46

39F 53

402 108

40F 53

41F 53

41F-4 53

41F-LF 124

41FL 53

41FX 54

42F 54

42F-LF 124

42IF 54

43F 54

44F-4 54

452 109

45F-4 54

46F 55

48F 55

48F-LF 124

49F 55

49F-4 55

501 112

502GH 112

502GH-LF 125

503 112

504 112

505 112

506 112

506-LF 125

507 112

507-LF 126

508 112

508-LF 126

509 112

509-LF 126

50F-4 56

510 112

511 113

513C 113

513N 113

51F 56

51F-4 56

55F-4 56

56F-4 56

578 113

585 113

586 113

587 113

588 113

589 113

590 114

590-LF 126

591 114

591-LF 126

592 114

592-LF 126

593 114

594 114

595 114

59F-4 57

60 60

602 109

60D 60

60F 57

60P 60

61 60

61C 60

61F 57

61L 60

62 60

62-LF 125

62BH 61

63 61

64 61

64-4 61

64-4-LF 125

65 61

65-4 61

65-4-LF 125

652 109

66 62

66-LF 125

68 62

68-LF 125

68DT 62

69 62

69-4 62

69-4-LF 125

70 63

70-4 63

702 109

71 63

71-4 63

72 64

72-4 64

752 109

76 64

79-4 64

8-2403 118

8-2404 118

8-2501-4 118

8-2503-4 118

84 64

C61 64

C62 64

C68 65

C69 65

C69-4 65

D1162 16

D1162BH 16

D1164 16

D1165 16

D1166 16

D1166BH 16

D1168 16

D1169 17

D1169S 17

D1170 17

D1170S 17

D1171 17

D1171S 17

D1172 18

D1172S 18

D1177 18

D1177S 18

D1179 18

D1179S 18

GH-BFP 114

GH-NOZ-ADJ 114

GH-NOZ-SWP 114

GHM 115

GHP 115

GHV 115

GHW 115

GHY 115

PT-COIL 141

PT-DOT-02 20

PT-DOT-03 20

PT-DOT-04 20

PT-DOT-05 20

PT-DOT-05 20

PT-DOT-08 20

PT-DOT-10 21

PT-DOT-12 21

Part No. Page # Part No. Page # Part No. Page # Part No. Page #
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PT-DOT-25 20

PT1-03 128

PT1-04 128

PT1-05 129

PT1-06 129

PT1-08 130

PT1-10 130

PT1-12 130

PT1-16 130

PT1-25 128

PT2-02 132

PT2-03 133

PT2-04 133

PT2-05 134

PT2-06 134

PT2-08 134

PT2-25 132

PT4-02 136

PT4-03 137

PT4-04 138

PT4-05 139

PT4-06 140

PT4-08 140

PT4-10 141

PT4-12 141

PT4-25 136

SS-1162BHM 81

SS-1162M 81

SS-1164M 81

SS-1165M 81

SS-1168M-SF 81

SS-1169SM-SF 81

SS-1172SM-SF 81

TS61 119

TS62 119

TS64 119

Part No. Page #
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PRESSURE CONNECTIONS CORP. TERMS OF SALE 
 

The following Terms of Sale (“Terms and Conditions”) are a part of the sales contract (“Contract”) 
between Pressure Connections Corp. (PCC) and Customer for the sale of Equipment and/or Parts and 
the provision of any ancillary services (collectively “Equipment” and/or “Parts”) described on the face 
side of this form.  The Contract between with Customer consists solely of the form of Quotation 
received from PCC, if any, PCC’s Invoice, these Terms and Conditions, and any other documents 
expressly incorporated into the Quotation; The acceptance by Customer of delivery of the 
Equipment and/or Parts (whether or not Customer signs the acknowledgment on the face 
hereof) will be Customer’s agreement to the Contract and these Terms and Conditions, to the 
exclusion of any prior, additional or different terms or conditions. 
 
1.   Prices and Terms of Payment 
(a) Unless otherwise stated in this Contract, PCC’s price quotations are subject to Customer 
acceptance within thirty (30) days, and may be withdrawn or canceled by PCC at any time after such 
date or before receipt of written notice of acceptance.  Orders will be billed at prices in effect at time of 
shipment unless otherwise so stated in the Contract. 
(b) This Contract is subject to final approval (including credit approval) and acceptance by PCC’s 
home office and is not binding on PCC until signed by an authorized officer of PCC and such written 
acceptance is delivered to Customer. 
(c)  Prices do not include (and Customer shall pay when due) federal, state or local sales, use, excise, 
or other taxes, tariffs, or duties. 
(d) Customer shall make all payments, without any setoff or deduction, on the term of ½% 10, Net 30 
Days, interest on any delinquent balance at a rate of the lesser of 1 ½% for every 30 day period of 
delinquency or the maximum rate permitted by law.  Customer shall pay all attorneys’ fees, court costs, 
and all other costs incurred by PCC in collecting past due accounts, including interest on such amounts 
at the rate provided above. 
(e)  In the event Purchaser cancels the order, all amounts previously paid by Purchaser shall be 
retained by Seller as liquidated damages. 
 
2.   Delivery 
(f) Shipping dates are estimates only. PCC will use commercially reasonable efforts to ship by the 
date specified, but shall not be liable to Customer for any delay in delivering the Equipment and/or 
Parts (including any resulting incidental or consequential damages).  Shipping dates shall in any event 
be extended for delays, such as but not limited to acts of God, fires, strikes, transportation delays, 
delays of PCC’s vendors, or any other cause beyond PCC’s reasonable control.  If shipment or delivery 
of Equipment and/or Parts is delayed by or at the request of Customer, payment will become due in full 
thirty (30) days from the date such Equipment and/or Parts is ready for shipment.  In such event, 
Customer shall pay on demand storage charges and other incidental expenses incurred by PCC as a 
result of the delay in addition to any interest on late payment.  Shipment from stock is subject to 
availability. 
(g) Unless otherwise stated in the Contract, the Equipment and/or Parts will be delivered to 
Customer Ex Works PCC’s designated point of shipment, and Customer shall make all arrangements 
(and shall pay all costs) for transportation, handling and installation of the Equipment and/or Parts after 
delivery. 
(h) Instructions for any special shipping, packing, or handling services must be given by Customer in 
writing at the time of placing the order.  Customer will pay all costs for such services. 
 
 
3.   Cancellation 
Customer may cancel the Contract prior to delivery only upon written approval by PCC and upon 
payment by Customer to PCC of the following charges: 
(a) For Equipment and/or Parts to be fabricated by PCC or its subcontractors, specialty, custom, or 
made to order Equipment and/or Parts, Customer shall pay to PCC on demand all direct and indirect 
costs (including without limitation engineering, product development, and allocable overhead and 
administrative costs) incurred by PCC or such subcontractor in performing under the Contract, as 
determined by PCC, prior to written notice of cancellation, plus profit in an amount equal to twenty 
percent (20%) of all such direct and indirect costs; provided that the liability of Customer shall not 
exceed the purchase price for the Equipment and/or Parts provided in this Contract. 
(b) For stock item, PCC’s loss of profit as reasonably determined by PCC. 
(c) Any deposits or progress payments made by Customer on Equipment and/or Parts will be 
retained by PCC and applied to such cancellation charges.  Customer acknowledges that any 
cancellation charges payable by Customer hereunder are not a penalty but are a reasonable 
approximation of the economic loss to PCC resulting from cancellation. 
 
4.   Proprietary Information 
All specifications, drawings, designs, manufacturing data and all other data furnished by or belonging 
to PCC, or pertaining to Equipment and Parts, and all terms of sale (“Information”) are trade secrets 
and proprietary information of PCC.  Customer will not use or disclose (and will take steps to prevent 
its employees and contractors from using or disclosing) the Information except as specifically 
authorized by PCC. 
 
5.   Security Interest and Insurance 
As security for payment of all amounts due PCC under this Contract, Customer hereby grants to PCC 
a security interest in the Equipment and/or Parts and all proceeds or products thereof and 
replacements or substitutions therefor, and PCC shall have all rights of a secured party under the 
Uniform Commercial Code in effect from time to time in the State of Ohio or any other applicable 
jurisdiction or any successor law or laws of like effect.  Customer shall sign, and/or hereby authorizes 
PCC to prepare and file all financing statements and other documents which PCC may deem 
necessary or desirable to perfect such security interest in any public office.  Until full and irrevocable 
payment for the Equipment and/or Parts, Customer shall maintain replacement value insurance 
covering the Equipment and/or Parts against loss of damage from any cause with PCC named as 
insured or co-insured to the extent of the unpaid purchase price. 
 
6.   Governmental Requirements; Industry Standards 
PCC does not represent or warrant that the equipment and/or parts comply or will comply with any 
particular federal, state, or local statutes, regulations, or requirements of any type, including but not 
limited to occupation safety (e.g., OSHA or MSHA) requirements, environmental requirements, any 
electrical codes, or any voluntary industry standards.  Since applications of the equipment and/or parts 
vary, customer shall be solely responsible for compliance with all such federal, state, and local 
statutes, regulations, or requirements of any type, and with any voluntary industry standards, and 
customer will indemnify and hold PCC harmless from any claims by third parties (including employees 
of customer) related to such compliance or to operation or use of the equipment and/or parts, including 
court costs and attorneys’ fees. 
 
7.   Limited Warranty / Exclusive Remedy 
PCC warrants to the customer that the equipment and parts (excluding wear parts) will be free from 
defects in material and workmanship under normal use and service for a period of three hundred sixty-
five (365) days after delivery to customer, or 2,000 hours of normal use.  Any warranty claims not 
submitted in writing by customer to PCC within the applicable warranty period and within thirty (30) 
days of discovery of defect will be deemed waived.  The obligation of PCC shall be limited to the repair 
or replacement ex works facility designated by PCC (excluding shipping costs, to be paid by customer), 
of the equipment or such parts which PCC determines were defective in material or workmanship 

under normal storage, use and service.  This warranty applies only to new equipment and parts and 
expressly excludes wear parts.  This warranty shall not apply to items manufactured by others attached 
to or incorporated in the equipment and/or parts, or to which the equipment and/or parts are attached 
or incorporated, and customer’s recourse for defects in such equipment and/or parts of others shall be 
exclusively against the manufacturer of the equipment and/or parts under the terms of the PCC’s 
warranty.  This limited warranty does not apply to failures or defects of the equipment components, 
and/or parts (including wear parts) due to ordinary wear and tear, neglect (including but not limited to 
improper maintenance and storage), accident, improper installation or operation, or modification not 
authorized in writing by PCC (including but not limited to use of unauthorized parts or attachments).  
Any alteration or modification of the equipment or parts, or attaching of any parts or equipment not 
manufactured by PCC or not intended to be attached to the equipment or parts, or maintenance, use or 
operation of the equipment or parts contrary to PCC’s or the manufacturer’s instructions, shall at PCC’s 
election void this warranty. This limited warranty shall extend only to the customer and is not 
assignable.  The exclusive remedy of customer under this warranty or otherwise in connection with the 
equipment and for parts, shall be repair or replacement of the equipment and/or parts in accordance 
with this paragraph, PCC’s sole and absolute discretion. 
 
8.   Limitation of Liability 
PCC’s liability (and the exclusive remedy of customer) under this warranty for any alleged defect or 
failure of the equipment and/or parts (including results of operation of the equipment and/or parts, and 
whether resulting from defects, failures, or errors in design, materials or workmanship, or otherwise) is 
limited as provided in 7 above.  PCC shall not be liable to customer for any direct, indirect, or 
consequential damages in connection with the equipment and/or parts or otherwise in connection with 
this contract, including but not limited to damages resulting from delays; loss of use of property; results 
of use of the equipment and/or parts; losses of income, profit or production; or increased costs of 
operation, or damages to other property arising in connection with the equipment and/or parts. 
 
9.   Exclusion of Expressed / Implied Warranties 
Except as provided in paragraph 7 above, PCC disclaims any and all express and implied warranties in 
any way relating to the equipment and/or parts, including without limitation any implied warranties of 
merchantability or fitness for a particular purpose. 
 
10.   Dispute Resolution / Arbitration Procedure 
(a) Except as provided herein, all disputes relating to this Contract or to the Equipment and/or Parts 
in any way (“Dispute”) shall be resolved by arbitration in accordance with the Commercial Arbitration 
Rules of the American Arbitration Association (“AAA”), and judgment upon the award rendered in the 
arbitration may be entered in any court having jurisdiction.  The parties also agree that the AAA 
Optional Rules for Emergency Measures of Protection shall apply to the proceedings.  The arbitration 
shall be conducted and the award made in Franklin County, Ohio before a single arbitrator.  The 
arbitrator shall be selected from a list of approved arbitrators maintained by the Association of 
Equipment Manufacturers (“AEM”) or its successor.  If the AAA is unable to furnish a list of potential 
arbitrators satisfying such requirements, PCC shall supply Customer a list of at least five (5) such 
persons from which the arbitrator shall be selected by Customer.  Any award shall be final and binding 
on the parties.  The arbitrator shall include in the award the costs and attorneys’ fees incurred by the 
prevailing party in the arbitration. 
(b) Notwithstanding the above, the arbitration provisions in Paragraph 10(a) above shall not apply, at 
PCC’s sole option, including in circumstances in which Customer has already served a demand for 
arbitration upon PCC, to any one or more claims or actions against Customer by PCC in connection 
with (i) collection of any amounts due PCC by Customer for the Equipment and/or Parts or otherwise 
under this Contract, including but not limited to interest on such amounts and attorneys’ fees as 
provided above, (ii) enforcement by PCC of any security interest in the Equipment and/or Parts and/or 
the proceeds thereof under this Contract or otherwise under applicable law, or (iii) exercise by PCC of 
any and all remedies available to it in law or in equity in connection with actions described in (i) and (ii) 
above, including without limitation foreclosure and replevin.  Any actions described in this Paragraph 
10(b) are referred to as “Excluded Actions.”  PCC may at PCC’s option maintain any such Excluded 
Actions in any state or federal court in the State of Ohio described in Paragraph 12 or in any other 
court having jurisdiction over Customer, and the parties hereto irrevocably consent to the jurisdiction of 
such courts in connection with Excluded Actions and agree that any such courts are a proper venue for 
any such Excluded Actions. 
 
11.   Entire Agreement 
The Contract is the entire agreement of the parties relating to the Equipment and/or Parts and 
supersedes all prior discussions, correspondence or agreements (whether written or oral).  The 
contract may not be amended nor any terms added, deleted, or changed except in writing signed by 
the parties and expressly stated to be an amendment.  The Contract shall inure to the benefit of and be 
binding on the parties and their respective successors and assigns. Any execution by PCC of a 
document submitted by Customer in connection with Equipment and/or Parts shall not constitute 
acceptance by PCC of any such additional or conflicting terms, or any modification of this Contract, but 
only acknowledgment of receipt of such document. 
 
12.   Governing Law; Jurisdiction 
This Contract shall be interpreted in accordance with and its performance shall be governed by the 
laws of the State of Ohio without regard to conflict of laws principles.  The parties hereby agree that the 
state courts located in the State of Ohio or the United States District Court for the Southern District of 
Ohio, Eastern Division, shall have exclusive jurisdiction over any action or suit between the parties 
(including any action to compel arbitration or to enforce an arbitration award) in connection with this 
Contract or the Equipment and/or Parts, and the parties hereto irrevocably consent to the jurisdiction of 
such courts in connection with such action or suit, and agree that any such courts are a proper venue 
for any such action or suit.   Notwithstanding the above, any Excluded Actions may be maintained by 
PCC in any state or federal court having jurisdiction over Customer or such Excluded Actions. 
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ISO 9000 Requirements
What Does ISO 9000 Certified Mean?

Quality Assurance Department

We are an ISO 9000 (9001:2008) registered firm. We will provide you with 
the documentation needed to satisfy your quality system requirements. At your 
request, we will provide a Corrective Action Report and Evaluation (C.A.R.E). 
We also have Initial Sample Inspection, In-Process and Final Inspection Reports.

ISO 9001:2008 Audit: 

“Pressure Connections is a 
really exceptional example of 
ISO 9001 at work. In regards 
to quality management, you 
guys have that one thousand 

and ten percent.”                     

James Mitchell  

“The Quality Assurance standard (ISO 9001:2008) lays down the requirements that a quality system 
should meet, but does not dictate how they should be achieved.”    -Institute of Quality Assurance (IQA)

In other words, achievement will vary from one company to another. Pressure Connections has laid down the strictest requirements 
for us to meet and achieve the highest quality for our customers. This supports our Business Philosophy, Vision, and Mission. 

(Ref. www.pressureconnections.com - See About Us)

We will provide a Certificate of Conformance upon request. We are confident that our 
Quality Assurance program and personnel will be able to satisfy any quality concerns you 
or your customers may have. Furthermore, we have established a Performance Team to 
handle written customer evaluations of our overall performance. This team is ready to 
respond to customer quality and service issues.

Every employee strives to provide you with the best all-around value. Our Conduct Code 
and personal convictions drive our commitment to excellence. We gurantee that you will be 
completely satisfied with the quality of our product or we’ll issue a Return Goods 
Authorization form for a full refund. Our goal is to make it easy to do business with us.

At Pressure Connections, ISO 9000 is more than just a certificate. It is a quality 
system applied to our daily practices enabling us to continually improve our 
processes.

1. How Many Trained Quality Assurance Personnel are required?

2. How many dollars in Thread Gauges are required?

3. Is a Coordinate Measuring Machine (CMM) required?

4. Is a Comparator required?

5. Is a Rockwell Hardness Tester required?

6. Is a Profilometer (Surface Finish Tester) required?

7. Is a Pressure Test Stand required?

8. Do O-Rings need to be installed with O-Ring Mandrels?

7 Full Time

$300,000

Yes

Yes

Yes

Yes

Yes

Yes

1 Part Time

$0

No

No

No

No

No

No

What does ISO 9000 Require? Pressure Connections 
Standard

ISO 9000
Standard

ISO Auditor, Quality Assurance
Systems Inc

30th October 2016



Product Lines

Hose & FittingsHose Hose && Fittings Fittings&& Fittings&&

316 Stainless Live Swivels Push-To-Connects

& DOT Fittings&& DOT Fittings DOT Fittings& DOT Fittings&& DOT Fittings&

Metric & BSP

Pneumatics GagePorts / Test Points

Steel AdaptersSteel AdaptersSteel Adapters Brass FittingsBrass FittingsBrass Fittings QD CouplingsQD CouplingsQD Couplings

Valves Custom Kits



BRS-CAT-516




